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[ 1 Foreword

1.1 Introduction of Maintenance Tool

The Maintenance Tool are comprised of the On-Line Monitor and the Off-Line Monitor.

The following four connection methods are available in the Online Monitoring.

(1) Monitoring by connecting the maintenance tool to MN converter (CMS-MNF,CMS-MNF-B,CMS-MNG-E)
via RS-232C.

(2) Monitoring by connecting the maintenance tool to MN converter (CMS-MNG-E) via USB.

(3) Monitoring through the Centralized Controller by connecting the maintenance tool to LAN. A brief explanation of
each of their function is provided here.Maintenance Tool is connectable to Centralized Controllers (G-50A,
AG-150A, GB-50ADA, PAC-YG50ECA, EB-50GU, AE-200, AE-50, EW-50, and PAC-YG50ECA) and Remote

Monitoring Controllers(CMS-RMD) via the LAN.
(4) Monitoring by connecting the maintenance tool to USB via USB/Serial conversion cable for P/M series

which is not connected to M-NET.

* “G(B)-50A / GB-24A / AG-150A / GB-50ADA / PAC-YGS50ECA / EB-50GU / AE-200 / AE-50 / EW-50 /

PAC-YG50ECA” is referred to as “Centralized Controller”.
* “G(B)-50A Web / GB-24A Web / AG-150A Web / GB-50ADA Web / EB-50GU Web / AE-200 Web / AE-50 Web /

EW-50 Web” is referred to as “Centralized Controller Web”.

4 To use the maintenance tool via Centralized Controller(Network), license registration for the Centralized Controller\
to be used is necessary.

Purchasing the license No. for each Centralized Controller be used, conduct the license registration through the
Web browser (http://[IP address of the Centralized Controller]/ administrator.html). After selecting

"Maintenance tool" of the optional function on the Web Browser Screen displayed, enter the purchased

license No.

Refer to the following chapters in the “Web Browser Operation Manual” for detailed information about license
registration.

Centralized Controller G-50A, AG-150A or GB-50ADA:Cahpter4 [Registering a License for Optional Functions]
Centralized Controller EB-50GU, AE-200, AE-50 or EW-50:Cahpter10 [License registration for optional functions]
When connecting maintenance tool via Expansion Controller,register the license in AG-150A connected

by the Expansion Controller. (Only when AG-150A that registers the license is normally connected,

it is possible to connect via Expansion Controller.)

Important:
Only one Maintenance Tool can be connected to each M-NET centralized control system.
If more than one Maintenance Tool is connected to a system, communication error (Error codes 6603 or 6608) may
occur with the air-conditioning and refrigeration equipment or with the centralized controller due to increased

communication traffic.




1.1.1 On-Line Monitor(via MN converter)
The On-Line Monitor is connected to the unit by a MN Converter (CMS-MNF,CMS-MNF-B,CMS-MNG-E)
and can monitor such areas as system data, unit data and operating data.

(1) In case for local connection (via RS-232C)
Connecting PC installed with the maintenance tool to M-NET transmission line via MN Converter allows

conducting various monitoring and setting from the Maintenance Tool.

- RS-232C M-NET

[ cross MNET

é— / /
Maintenance MN Converter ﬁ ﬁ
Tool PC

NOTE:
e When the MN Converter (CMS-MNG-E) is being used in Remote Error Notification mode (see section
3.13), you cannot connect to the MN Converter (CMS-MNG-E) via RS-232C. Connect viaUSB.

Maintenance

Tool PC RS-232C

MN Converter
) (CMS-MNG-E)
Maintenance
Tool PC

NOTE:
¢ You cannot connect to the MN Converter (CMS-MNG-E) via RS-232C and USB at the same

time.Doing so may result in malfunctions.

(2) In case for local connection (via USB) (CMS-MNG-E)
Connecting PC installed with the Maintenance Tool to M-NET transmission line via MN Converter allows
conducting various monitoring and setting from the Maintenance Tool.

USB M-NET M-NET
é— / /
Maintenance MN Converter ﬁ ﬁ
Tool PC (CMS-MNG-E)

NOTE:
e To connect to the MN Converter via USB, the USB serial driver must be installed on the Maintenance

Tool PC. [Refer to 1.3.5.]

NOTE:
¢ You cannot connect to the MN Converter (CMS-MNG-E) via RS-232C and USB at the same

time. Doing so may result in malfunctions.




(3) In case for remote connection
Using a modem and remotely connecting PC installed with the Maintenance Tool to MN Converter via public
telephone circuit allow conducting various monitoring and setting as same in the case of local connection.

Public RS-232C
network straight M-NET

RS-232C
/]

Maintenance MODEM MODEM
Tool PC

MN Converter ﬁ

*For the remote connection utilizing MN Converter, an isolator is required to be inserted between
the modem and MN Converter.(except CMS-MNG-E)
For detail, please see Installation Manual-annexing of MN Converter (CMS-MNF-B).

Public RS-232C
network straight

RS-232C

Maintenance

MN Converter
Maintenance MODEM MODEM  cMS-MNG-E) Tool PC

Tool PC

NOTE:
e You cannot use the Maintenance Tool via RS-232C remote connection and via USB at the same
time. Doing so may result in malfunctions.
You can use the Maintenance Tool for error notification setting via USB when the Maintenance
Tool is not used via RS-232C remote connection.
(Used when connecting via MN converter CMS-MNG-E.)




1.1.2 On-Line Monitor(via Centralized Controller)
The On-Line Monitor is connected to the unit by the Centralized Controller and can monitor
such areas as system data, unit data and operating data.

NOTE:
e\When connecting AG-150A with Expansion Controller(PAC-YG50ECA),
connect maintenance tool not AG-150A but via Expansion Controller.
e AG-150A Ver2.45 or more and Expansion Controller Ver1.45 or more are necessary
for the connection via Expansion Controller.

(1) In case for local connection
By directly connecting the PC installed with Maintenance Tool and Centralized Controller through LAN,
various monitoring/setting can be performed from the Maintenance Tool.

LAN M-NET
] Y 4
(G550 i / 7
Maintenance HUB i ﬁ ﬁ
Centralized
Tool PC
Controlle f \f \

(1)-2 In case for local connection for AG-150A connection with the Expansion Controller
(PAC-YG50ECA)

LAN
] Y 4
'_:r
Maintenance HUB I ﬁ ﬁ
Tool PC PAC-YG50ECA
H HH

AG-150A

(2)-1 In case for remote connection (Dialup connection mode)
By connecting the PC installed with Maintenance Tool and Centralized Controller through public network remotely,
various monitoring/setting can be performed from the Maintenance Tool.

LAN M-NET
| | L_ 2
l
MODEM etc .
Maintenance Pijbl'ck g‘:&:‘; HUB Centralized Controller ﬁ
Tool PC networ



1.1.3 On-Line Monitor(via USB/Serial conversion cable) for M or P-series
The On-Line Monitor is connected to the unit by the USB/Serial conversion cable
and it can monitor unit data and operating data.

M or P-series

USB/Serial Outdoor Unit
conversion cable ATTTET emm—
I ¥ @ P 4
Relay cable :

Maintenance
Tool PC

<Connectable Models and Relay cable correspondence table>

Connectable Models Relay cable type | Connection point of Outdoor unit
P-series PUY/PUZ etc Type P CNMNT
M-series *1 | MXZ-2~6 without Branch Box Type AD/B/C *2 CN605/606/806/861 *2
MUY/MUZ/MUFZ
SUZ/SUHZ

*1 Please refer to chapter 8 for detailed applicable models.
*2 Relay cable and Connection point are different to each model. [Refer to chapter 8]

NOTE:
e To connect to the USB/Serial conversion cable via USB,
the USB serial driver must be installed on the Maintenance Tool PC. [Refer to 1.3.4.2]

Maintenance USB/Serial
Tool PC conversion cable
)
)
| E—

MN Converter etc

NOTE:

¢ You cannot use the Maintenance Tool via MN converter/Modem/HUB and USB/Serial conversion cable at the

same time.




1.1.4 Off-Line Monitor
The Off-Line Monitor can display, print information obtained by the On-Line Monitor.
In the case of connection monitoring utilizing Centralized Controller, the operation monitor data collected by
Centralized Controller will be transmitted to remote mail servers periodically if the [Operation monitor - mail
communication mode] of online mode is adapted.
Using this function allows to collect and monitor the operation monitor data without continually connecting the

maintenance tool.
*For the setting of the [Operation monitor - mail communication mode], refer to 3.8.1 and 4.3.2 description.

*Image of the [Operation monitor - mail communication mode]

Operation monitor mail
data acquisition

Provider1
Mail server

Collecting the operation
monitoring data of
air conditioners

Provider2
Mail server LAN

automatic mail transmit | T

Maintenance
Tool PC

] Centralized Controller

- Dial-up
Provider 2 -
Rout
Access point Public outer
network

1.1.5 Wide area access mode
Under the "Wide area access mode," the access method for remote connection can be registered to the database of
each customer enabling easy online connection with the air conditioning system of the customer desired to be

accessed.

[Remote access method]
- LAN : Accessing by directly connecting Maintenance Tool PC and Centralized Controller with LAN (WAN).

- Dialup : Accessing by dialup connection to Centralized Controller via public network.
- E-mail : Accessing by E-mail communication to Centralized Controller via mail server.
- Modem (MN Converter) : Accessing by connecting Modem to MN Converter via public telephone circuit.

After the online connection performed by any of the above methods, you may use the similar function as

that obtainable in the normal online connection.
While under the offline mode, customer information will be provided to the monitored data enabling only to

select a specified customer for display.



1.2 Required Operating Environment
1.2.1 Hardware Requirements

-0S Windows 8.1/10/11
(Recommended English version *1)
-CPU .. 2GHz or faster
-RAM ... 4GB or more(at least 8GB recommended)
-HDD ....ccoceeenenn Available space 100GB or more *2
-LCD Screen resolution:1024x768 or more
- Operating
environment ........... NET Framework 4.6.2 or later
- Serial port ............ 1 RS232C serial port (Used when connecting via MN converter)
-USB port ............ 1 USB port (Used when connecting via MN converter CMS-MNG-E) *3
- Pointing device..... Mouse or track ball or any other pointing device
*1 About OS

Fundamentally, it corresponds to OS of each country. However, separators of time and date differ in each
language. This separator may affect a maintenance tool.
It recommends using it by English OS and Regional options setup, changing into English area form. Or it
recommends using it, changing date separator into [/] and time separator into [:].

*2 About Hard Disk Space
The hard disk space recommended above is only the amount required for installing the maintenance
application. Additional space will be required if the operating data is also to be stored on the hard disk.
Accordingly, there may not be enough memory to store operating data if the maintenance system is
installed in a computer with limited hard disk memory.

*3 About USB port
An USB port of MN Converter (CMS-MNG-E) and USB/Serial conversion cable are USB1.1.

P
NOTE:
TG-2000A and Maintenance Tool cannot operate with the same personal computer.

1.2.2 Required Materials

The following materials are needed for operating the Maintenance Tool :

(1) In case of routing via MN converter
MN Converter (CMS-MNF,CMS-MNF-B,CMS-MNG-E), Personal Computer, RS-232C cross cable, USB
cable(CMS-MNG-E) and modem in the case of remote connection, are required. RS-232C is to be straight cable in
this case.
For detail, please see Installation Manual-annexing of MN Converter (CMS-MNF,CMS-MNF-B,CMS-MNG-E).

(2) In case of routing via Centralized Controller
Centralized Controller, personal computer, LAN cable (Straight) and HUB.
A dial-up router is required for remote communication. For the dial-up router to be used, employ that allowing data
communication by receiving external telephone transmission.

(3) In case of routing via USB/Serial conversion cable.
USB/Serial conversion cable, and Relay cable [Service parts No: M21 ECO 397]
and Personal Computer.



1.3 Installation _
Ver5.** is not an upgrade, but a totally new version. Caution:
Please refer to also 1.3.3 Change of

*Ver5.** & Verd.** can both be installed on the same PC
computer name on PC.

* The data of Ver4.** can be exported & then inported into Ver5.**

However, Ver5.** data can't be used in Ver4.**.

1.3.1 Setting Up the Maintenance Tool (New setup)

@ution:

\_

» Before setting up, be sure to login with the login name authorized as administrator.
¢ Before setting up, please confirm the following points.

- The check 'Compress drive to save disk space' of LocalDisk(C:) Properties must be removed.
When not satisfying it, the error occurs when installing it and the installation is discontinued.

)

(1 )Startlng the Setup program iz Maintenance Tools for .NET - InstallShield Wizard
Execute “Setup.exe” located in folder(Ilt name is "New") on Nelcame io fie TS EIiS et Wisarel Tor
CD-ROM.(Not click on any other files.) Maintenance Tools for .NET

The ield(R) W\zﬂardw\l\ install Mai Tools for .NET

on your computer. To continue, click Next.

Double clicking on “Setup.exe” with the explorer displays
the application install screen.

WARNING: This program is protected by copyright lawe and
international treaties.

/NOTE:

- The number of applications installed by the OS is
different, but just click on [install] button.
(Right Figure is Screen of Windows 8.1.)

-
Caution:
o It takes 1 minutes to install the application.




(2)Installing the Maintenance Tool
When the installation of the application software is
finished, the installation screen of the Maintenance Tool is
displayed. Confirm the display contents, and if no problem
was found on the content, click [Next] button.

* To stop setting up, click on [Cancel] button.

(3)Ready to the installation start
Confirm the starting and select an [Install] button.
Click on [Install] button starts installation.

* Clicking on [Cancel] button stops installation.

ﬁ! Maintenance Tools for .NET - InstallShield Wizard

()

‘Welcome to the InstallShield Wizard for
Maintenance Tools for .NET

\NET on your computer. To continue, dlick Next.

international treaties.

The InstaliShield(R) Wizard will install Maintenance Tools for

WARNING: This program is protected by copyright law and

! Maintenance Tools for .NET - InstallShield Wizard

Ready to Install the Program
The wizard is ready to begin installation.

Click Install to begin the installation.

exit the wizard.

1f you want to review or change any of your installstion settings, click Back. Click Cancel to

<Back | sl | [ cance |

éaution:

-When a screen such as the right figure was displayed
without installation start preparations screen being
displayed, Select [Remove], and please click a [Next]
button.

- Click [Remove] with the next screen, click on [Finish],
and be completed.

-Install the Maintenance Tool program.

) maintenance Tools for .NET - InstallShield Wizard =

Program Maintenance |
Madify, repair, or remave the program.

@ Hodify
Change which program features are installed. This aption displays the
Custom Selection dislog in which you can change the way features are
installed.

~) Repair
|

Repair installation errors in the program. This option fixes missing or
corrupt files, shortcuts, and registry entries

) Remove

Remove Maintenance Tools for .NET from your computer.

D)

/



8] Maintenance Tools for .NET - InstallShield Wizard

InstallShield Wizard Completed

(4)Confirming the completion of Maintenance Tooletup

1) Select [Finish] button.
Click on [Finish] button on the Installation Complete screen.

Tools for NET. Click Finish to exit the wizard.

Now the installation of the Maintenance Tool is complete.

The InstallShield Wizard has successfully installed Maintenance

After completing installation, restart your computer.

Store the CD-ROM in a safe place.

Caution:
After installing Maintenance Tool, be sure to restart your computer.

(5)Setting up other software (Only using USB/Serial conversion cable)
When connecting to M / P-series via USB / Serial Conversion cable, you need to install the

following software additionally.

1) Install rewriting software for USB/Serial conversion cable
Install the rewriting software (FT_PROG) from the following FTDI site.

http://www.ftdichip.com/Support/Utilities.htm

NOTE:
[ -The operation of FT_PROG requires Microsoft .NET Framework version 4.0 or later.

2) Install Microsoft Visual C++ Redistributable for Visual Studio 2015
Install the Microsoft Visual C++ Redistributable for Visual Studio 2015

from the following Microsoft site.
https://www.microsoft.com/en-US/download/details.aspx?id=48145

NOTE:
[ -Even for 64bit PC ,you need to install 32bit software (vc_redist.x86.exe).

3) Install USB driver
For the install method, refer to 1.3.4.2 “For USB/Serial conversion cable”.
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1.3.2 Uninstalling the Maintenance Tool

It explains the method of uninstalling the Maintenance Tool as follows.

[ In the case of Windows8.1]

(1) Confirm the ending of Maintenance Tool.
Confirm that Maintenance Tool program has been ended.
If not, end the program.
*For the ending method, refer to Chapter 1.4.7.

(2) Open [Uninstall a program]
(a) By using a mouse
Place the mouse pointer in the top or bottom right
corner of the screen to access the Charm Bar.
Click [Settings] on the Charm Bar, click [Control Panel],
and then click [Uninstall a program]

(a) From the touch panel « 1146 W%
Swipe the screen from the right edge to access the a
Charm Bar.
Tap [Settings] on the Charm Bar, tap [Control Panel],
and then tap [Uninstall a program]

(3) Select [Maintenance Tool for .NET]
Slelct [Maintenance Tool for .NET] from a list of
applications that appears, and delete [Maintenance Tool
for .NET]

(4) Exit [Uninstall a program].
When done deleting the program, exit the [Uninstall a program] window.

mOTE:

¢ Recommend not to delete the common components.

¢ There are folders and files that can not be deleted with this uninstalling.
(Example:C:¥MnttooINetED)

o|f you do not need the installed software to use USB / Serial conversion cable, please uninstall it.
Please refer to each software manual for the uninstallation method.

(4
Caution:
¢ After uninstalling Maintenance Tool program, be sure to restart your computer.

-
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[ In the case of Windows10,11]

(1) Confirm the ending of Maintenance Tool.

Confirm that Maintenance Tool program has been ended.

If not, end the program.

*For the ending method, refer to Chapter 1.4.7.

(2) Open [Control Panel]

Click the [search box] from the taskbar. Then start typing “control panel” and click the “Control Panel”

search result.
Windows10

4 ere to search

Windows11

Search box _/

(3) Open [Uninstall a program]

The [Control Panel] window will appear.Click [Uninstall a

program]

(4) Select [Maintenance Tool(D) for .NET]
Slelct [Maintenance Tool(D) for .NET] from a list of € 5 v Qs ComolPandd > Programs 5 Programs and Features
applications that appears, and delete [Maintenance

Tool(D) for .NET]

(5) Exit [Uninstall a program].

When done deleting the program, exit the

Maintenance Tool(D) for .NET

Control Panel

All Apps

Best match

Control Panel
| e

App

Apps
© Settings
Settings

have a 32-bit or 64-bit

[ Control Panel

Uninstall a program -

A E3 > Control Par

Adjust your computer's settings

. Programs
)| Uninstal s program

& Programs and Features

Control Panel Home

View installed updates

G Turn Windows features on or

-

Uninstall or change a program

Te uninstall a program, select it from the list and then clic)

Qrganize ~
~

MNags
= Maintenance Tools (L) for NET

(0] P L P - Pr|
& Windows Driver Package - FTDI CDM Driver Package .. FT|
& Windows Driver Package - FTDI CDM Driver Package .. FT|

Py
M

[Uninstall a program] window.

NOTE:

¢ Recommend not to delete the common components.
¢ There are folders and files that can not be deleted with this uninstalling.

(Example:C:¥MnttooINetED)

o|f you do not need the installed software to use USB / Serial conversion cable, please uninstall it.
Please refer to each software manual for the uninstallation method.
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1.3.3 Change of computer name on PC

Do not change the computer name after the Maintenance Tool has been setup.
Maintenance Tool will not run properly if changed, and may require the OS to be installed again.

1.3.4 USB Serial driver installation

1.3.4.1 For MN Converter
To connect the Maintenance Tool to the MN Converter (CMS-MNG-E) via USB and then use the tool, the USB serial

driver must be installed on the Maintenance Tool PC.

(1) Open CMS-MNG Driver(win8 x86 x64) or CMS-MNG Driver(win10 x86 x64) folder, and execute
“Win8Driverlnst.bat” in that.

(2) Connect a USB cable to the USB port of the MN Converter (CMS-MNG-E).

This completes USB serial driver (CMS-MNG) installation.
Check that the driver is running correctly in the Device Manager window.

1.3.4.2 For USB/Serial conversion cable
To connect the Maintenance Tool to the USB/Serial conversion cable via USB and then use the tool, the USB serial

driver must be installed on the Maintenance Tool PC.

(1)Install the latest USB driver (D2XX) from the following FTDI site.

http://www.ftdichip.com/Drivers/Ds2XX.htm
-Please connect USB/Serial conversion cable and install from Device Maneger window etc.

-Check that the driver is running correctly in the Device Manager window.

13


http://www.ftdichip.com/Drivers/Ds2XX.htm

1.4 Starting and Ending the Application

1.4.1 Starting the Maintenance Tool

(1) Connect the computer and Centralized Controller and air conditioner.

* When using the USB / serial conversion cable, please do not connect it to the air conditioner side yet.

(2) Click on “Start”, and then click on "Programs”.

(3) Click on “Maintenance Tool (D) for .NET e
” in the “Maintenance Tool” folder. -~ i o

£] Windows Update

4 XPS Viewer
Accessories
Games
Maintenance

Startup

4 Back

Maintenance Tools
%, Maintenance Tool (D }for NET
Microsoft SQL Server 2005

428 Windows Fax and Scan Documents
@ Windows Media Center
€] Windows Media Player Pictures

Music

Games

Computer
Control Panel
Devices and Printers
Default Programs:

Help and Support

™

(4) The Title Screen will soon appear.

(5) The “Screen Display Setting” screen is displayed.

Maintenance To
IET

—
MITSUBISHI ELECTRIC

Setting the display settings

Display scale

a) Dlsplay scale (a) The Maintenance Tool screen wil appear smaller on a high-resolution
The Maintenance Tool screen will appear smaller on a \ Imm‘wft Tool serean appears oo small enabls th Auto
scaling function
high-resolution monitor.
. # Disable auto scaling (default)
If the Maintenance Tool screen appears too small, (b) Grelis oo sl
" . " *The Maintenance Tool needs to be restarted to reflect the setting change.
check "Enable auto scaling. \
[ This window is not displayed, when starting Maintenance tocl
b) [This window is not displayed,when starting Maintenance tool.] ok
4

A

If the checkbox is checked, this window will not appear when the
Maintenance Tool is starting up.

c) [OK]
Click [OK] to close the "Screen Display setting screen."

(c)

Note

-The Maintenance Tool needs to be restarted to reflect the change in the display scale setting.

- The display scale setting function is available only on Windows10,11.
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Select Display Type

(6) The “Select units of measurement” screen is displayed. (
Select the method of displaying the Temperature, the Pressure
and the capacity.

a) Temperature

Please select the type of use with Maintenance tool of the display.

»

Temperature A

¥ Degrees Celius
Dagrees Fahrenhsit

2 8

- If the “Degrees Celsius” is checked, the temperature display S ——————
becomes a celsius. () || # eemmen:
- If the “Degrees Fahrenheit” is checked, the temperature display \ iR

becomes a fahrenheit. Sty 2
b) Pressure (d) Wl B o s
- If the “Kilogram/cm2” is checked, the pressure display becomes ! Modol 2
a Kilogram/cm2. G
- If the “Pound/inch2” is checked, the pressure display becomes
a Pound/inch2.

C) Capac|ty Y This window is not displayed, when starting Maintenance tool
QK Cancel

- If the “Capacity Code” is checked. (e) >~
*The capacity item name of the Unit Information Display Columns becomes “Capacity”, )

and indoor unit capacity code is displayed.
-The QJ item name of the operation monitor becomes “QJ”,
and indoor unit capacity code is displayed.
- If the “UL-Model Number” is checked.
*The capacity item name of the Unit Information Display Columns becomes “UL-Model”,
and indoor unit UL-Model number is displayed.
*The QJ item name of the operation monitor becomes “Model”,
and indoor unit UL-Model number is displayed.
d) Model
- If the “Mitsubishi Model” is checked
-Mitsubishi model name will be displayed in the “Model” field on the “Main Screen”. [Refer to 3.4 Main Screen.]
- If the “IR Model” is checked
IR model name will be displayed in the “Model” field on the “Main Screen”. [Refer to 3.4 Main Screen.]
IR model means product released from Ingersoll Rand brand in the United States.

Caution:
The “Model” setting applies only to the “PQRY-TLMU”, “PQRY-YLMU”, “PQHY-TLMU”, “PQHY-YLMU”,
“PUMY”, “AE-200-A”", “TE-50A”, “TW-50A", and “PWFY” models.

For other models, the name printed on the nameplate will be displayed on the Main Screen regardless of this
setting.

e) If the “Don’t show this window again.” is checked, this window will not appear again.
(However, it is possible to select it from "Select Monitor Mode" screen.)
f) If the o putton selected, this screen is closed.

*The capacity to store the data obtained by the maintenance tool x|
counts for 2G-bite maximum. When the remaining storage capacity is a Monitor data size is very large 1!
insufficient at starting,Warning Screen will appear. In this case, move SR e e e el

to OFF- Line Screen to delete unnecessary data.
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()

Thereafter, the selection screen of Monitor mode is displayed.
Selecting the mode to be adapted.
a) ON LINE MODE
- MN CONVERTER
When on-line monitoring is adapted to air conditioning
system by connecting MN Converter [Refer to 1.4.2.1.]
Further select Remote connection to conduct remote
connection. [Refer to 1.4.2.2.]
- Centralized Controller (LAN)
When on-line monitoring is adapted to air conditioning
system via Centralized Controller by
connecting the Maintenance Tool to LAN. [Refer to 1.4.4.1.]
For remote connection, select either “Dialup connection mode”
or “E-mail connection mode”. [Referto 1.4.4.2., 1.4.4.3.]
- USB/Serial conversion cable
When on-line monitoring is adapted to air conditioning

system by connecting USB/Serial conversion cable[Refer to 1.4.3.1.].

b) OFF LINE MODE
- Offline analysis
When offline analysis is adapted to the data collected under
ON-LINE MODE [Refer to 1.4.5.]
c) Wide Area Access
- Online Connection

(b)

(),

(@)

N

Select Monitor Mode

(MN GONVERTER

# Local Connection ‘CMSfMNGfE v| ‘COMW 1

Remote Gonnection

Centralized Controller { Network )

\USB/Serial conversion cable

LN Offline Analyze

N
M Wide Area Access

‘ Unit of Measurement ‘ ‘ Select ‘ ‘

Exit

(d)

When monitoring on-line, using various connection methods [Refer to 1.4.6.1.]

- Offline Analyze
When offline analysis is adapted to the data collected under
ON-LINE MODE [Refer to 1.4.6.2]

d) When [Initial Setting] is selected, the “Initial Setting” screen
is displayed.

When [Screen Display] is selected, the “Screen Display Setting”

screen is displayed.

[Refer to (5)]

When [Unit of Measurement] is selected, the “Select units of
measurement” screen is displayed.

[Refer to (6)]
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1.4.2 Starting the On-Line Monitor(MN Converter connection)

1.4.2.1 In case for local connection
This will be used when online monitoring is adapted to air conditioning system by connecting the
maintenance tool and MN Converter locally. The maintenance tool, MN Converter and air conditioning

system should be connected beforehand. Select Monitor Moda
MN CONVERTER 2
(1) Clicking "MN CONVERTER" on the selection scren of ¥ LoealComection - [GMS-MNG-E v][COMIT v

Monitor mode selects "Local connection" simultaneously.
Select the model name of the connected MN Converter and e _— :
the COM port No. of the connected RS-232C. Last |

. Offline Analyze ¥
click

*When MN Converter model is "CMS-MNG-E “, and it is
connected via USB, USB COM port No. is displayed. Wide Area Access v
Select the USB COM port No. of the connected USB.

Gentralized Controller { Network } ¥

Unit of Measuremen t ‘ ‘ Select ‘ ‘ Exit

1.4.2.2 In case for remote connection
This will be used when online monitoring is adapted to air conditioning system by using a modem, and
connecting the maintenance tool and MN Converter with public telephone circuit remotely. The setting up
of the modem for Windows (modem at the remote site side) and the initial setting up (modem connecting
MN Converter at the local side. For detail, refer to (3).) are previously required. The connection of the
modem, public telephone circuit and local MN Converter is necessary.

* For a description of the on-site air conditioner system connection method, refer to the MN Converter
Operation Manual.

* If communication does not have for 10 minutes in remote connection, "Timeout occurred!" will be
displayed, if O.K. is pushed, a telephone circuit will be cut automatically and the Maintenance tool will be

o
ended. T .
MN CONVERTER

(1) After clicking "MN CONVERTER" on the selection screen of [, Lol Comection - [Ghs-ta-£ -] [comi E
Monitor mode, and click "REMOTE CONNECTION." For
MN Converter, "CMS-MNF-B"",”"CMS-MNG-E”  will
automatically be selected. Then select COM port No. of RS-232C
connected with equipment (like a modem) for connection to public

telephone line.Last click

Centralized Controller ( Network )

USB/Serial conversion cable

Offline Analyze

*MN Converter to be locally installed should be Wido Area Access
"CMS-MNF-B","CMS-MNG-E".

Remote connection can not be performed with
"CMS-MNF."

‘ Unit of Measurement ‘ ‘ Select | | Exit

(2) Next the screen to set remote connection will appear. In
order to conduct the initial setting (AT command setting) of
the modem to be used, click B
remote connection, click | meprene cornecton

Connection setting screen o

Selectitern to be executed.

MODEM initial setting Telephone connection |

Close
*Insert an isolator between the local MN Converter and

modem for insulation. Inserting the isolator reduces the number of lines used by the internal wiring of

RS-323C. For this reason, it is required to select | _wooenma=ma [fore the remote connection to
change the setting information on the modem to be installed at the local side.
For detail, see Installation Manual-annexing of MN Converter (CMS-MNF).
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(3) Initial setting of modem
For the modem to be installed at the local side (MN Converter side), initial setting should be applied
before connecting remotely. To apply the initial setting of the modem, click '
remote setting screen.
The Connection Modem Initial Setting Screen will appear. A modem that is already initialized does
not have to be re-initialized.
The explanation of the operation only is described here. For the detail of the setting content, see
Installation Manual-annexing of MN Converter (CMS-MNF).

(a) Explanation of screen "::m.m_

-Select a registered modem setup file at the Select Select initial settings file
Initial Settings File Box. The contents of the selected MODEMA =
file will be listed below the selection box. aT

ATD

-Click on Transmission  |and the modem will be set up
according to the contents selected at the selection

bOX. Mew Settings ‘
(AT commands are sent to the modem.) ‘ i
Transmission

Check if transfer with the modem is normal at the

Transfer with Modem Status Screen. ‘ Delete
i AN ‘ Return
- Click on Newsetiings [0 initialize another modem.

Send the initialize command and register the transfer
contents for the modem at the AT Command
Transmit Screen. [Refer to (b)]

- Click on pelste  |to delete the selected modem
settings from the registered settings. When the
number of registrations limit is exceeded, delete the unwanted contents. [Refer to (b)]

- Click on Rem o return to the Connection Setting Screen.

(b) Perform new modem setup. pE———
- Enter the command (you want to set) you want to T:I(;HETEMA

send to the modem at the AT command input text.
Then click on Transmission  |'0 send the entered AT
command to the modem. The response from the
modem will appear below the entered AT command. e
Check the contents.

AT COMMARND

AT

- After transmission to the modem is complete, click

on regstr | The contents sent to the modem will be Register
registered as an initialize file. (Registered in the setup .

file list of the Connection Modem Initial Setting
Screen.) At this time, do not forget to enter the registration name. Up to ten items can be
registered. If ten items are already registered, new items cannot be registered. Delete unwanted
items using the Connection Modem Initial Setting Screen.

- Click on Rewm o return to the Connection Modem Initial Setting Screen.
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(4) Initiating the remote connection 4 Prmr————
To initiate the remote connection, click [ [ cerone comnection | 550
elect customer name.

on the remote setting screen.

The Customer Selection Screen will appear. This screen

) Cigtomar B -
connects to the on-site remote modem. et o New
Tel No : 0123456780 =ikl
(a) When the addressee has already been registered, Gonnect ‘

select ‘:Delete ‘

the customer name to be connected in "Select customer

name box" and then click initiate Return

connection.

!

In the case of initial connection or to change to a new addressee, click
Then the Customer Information Registration Screen will appear.

(b) Enter Customer name of the field addressee, enter the type of the telephone circuit to be used and
the telephone number of the addressee, and click regster |he set content will be registered.

comer miormoon oo SR

Gustomear name

* The contents transmitted to the modem vary in the
chosen Line type.
Pay attention to the following.

Custemer B

Return

When PB is chosen, "ATDT" is added before the PE o DP

telephone number. . & o o o
For example, when a telephone number is

0123456789, e Gonnect
"ATDT0123456789" is transmitted to the modem. 000011112222] D

It becomes the following when "DP", "NONE" are
chosen in the same way.

DP --- ATDP0123456789

NONE --- ATD0123456789
When a circuit connection is impossible in the case
of above three which as well, "ELSE" is used.
When "ELSE" is chosen, nothing is added to before the telephone number.
Input a command for the circuit connection from the beginning.
For example, "ATDO0,0123456789" is transmitted to the modem when "ATDO0,0123456789" is
inputted in the telephone number column.
When the one except for the "ELSE” is chosen, only a number can be inputted in the telephone
number column.

The information for up to 100 customers can be registered. When the information for 100 customers has
been registered, new customer information cannot be registered. Delete the unwanted customer
information using the customer selection screen.

(c) Check the contents, then click on

The Connection Status Indication Screen will appear. Telephone line connected. Please wait.
Connect the line. When you want to disconnect the line, _
olick on [ sw |

The line will be disconnected. 4
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1.4.3 Starting the On-Line Monitor(USB/Serial conversion cable connection)

1.4.3.1 In case for local connection
This will be used when online monitoring is adapted to air conditioning system by connecting the
Maintenance tool and USB/Serial conversion cable locally.
After turning off the power supply(circuit breaker) of air conditioning system, connect the USB / Serial
conversion cable to the air conditioning system.

(Caution: h
+ There is a danger of electric shock, please connect/disconnect the USB / Serial conversion cable after
turn off the power supply(circuit breaker) of air conditioning system.
- For safety, Please put the junction bord(Heat shrink tube part) of the USB/Serial conversion cable
inside the outdoor unit and close the cover of the outdoor unit before turn on the power supply.
+ Do not put the USB / serial conversion cable in a humid place.Do not get it wet.
+ Do not pull or twist the USB / serial conversion cable.

- J

MN CONVERTER ¥

(1) Clicking "USB/Serial conversion cable" on the selection screen of
Monitor mode selects “P-series" or "M-series” simultaneously.
Select the COM port No. of the connected USB.

. USB/Serial conversion cable %
Select . ————
LaSt CIICk ¥ P-series COMRS (USB) =

Wreeries(M/ S/WMXZ{port type))

*Please turn off the power of unit before connecting

* By pre-inserting the USB/Serial conversion cable in the USB port, incnelzs z
the USB COM port number will be displayed.

Gentralized Controller  Network ) ¥

Wide Area Access ¥

Unit of Measurement: ‘ ‘ Select, ‘ ‘ Exit ‘ |
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(2) Case of P-series select
M ake sure to turn on the air conditioning system after the following notification is shown.

In case air conditioning system power has been kept on, please turn off the system then turn it on.

Maintenance Tool

Make sure o turn on the air conditioning syetem after thiz notification i shown.
In case air conditioning system power has been kept on, pleaze turn off the system
then turn it on.

In caze wou connect the maintenance tool with air conditioning svstem while

air conditioning system power iz on, communication error occurs and air conditioning
system stops by errar. In such casze, please cvcle power at the air conditioning svstem
and reconnect maintenance tool.

QK

© 2010 (2018) MITSUBISHI ELECTRIC CORPORATION ALL RIGHTS RESERVED

After click ___9%  monitor moves to the Connecting screen.

Maintenance Tool

Mow connecting to P-series

MITSUBISHI
ELECTRIC

© 2010 {2018) MITSUBISHI ELECTRIC CORPORATION ALL RIGHTS RESERVED

After collecting the information of air conditioning system, system automatically moves to
Operation Monitor screen.

mOTE:

¢ In case you connect the maintenance tool with air conditioning system while air conditioning system
power is on, communication error occurs and air conditioning system stops by error.
In such case, please cycle power at the air conditioning system and reconnect maintenance

tool.
o If you mistake Series selection ,you can return to the Select monitor mode screen by selecting

\ "Return” button.

\

)
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(3) Case of M-series select
Please turn on the power supply(circuit breaker) of air conditioning system after the following
Title screen is displayed.

Country USA -

Mode! MUY-D36NA-1 -

Series name

Maintenance Tool

Please turn on the unit

Connecting to M-series

MITSUBISHI
ELECTRIC

@ 2010 (2018) MITSUBISHI ELECTRIC CORPORATION ALL RIGHTS RESERVED

Select Country and the model / series name of the Outdoor unit to be connected and select "OK"button.
At this time, by entering the model name in the Model input field, it is possible to narrow down the model of

the pull down list.

After acquiring the information of the unit, it automatically changes to the monitor screen.

Ciourtry 154 -
Model -
Series name

0]4 | | Returt

NOTE:

o If you mistake Series selection ,you can return to the Select monitor mode screen by selecting
"Return" button.
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1.4.4 Starting the On-Line Monitor(Centralized Controller connection)

(I'o use the maintenance tool via Centralized Controller(Network), license registration for the Centralized Controller t}
be used is necessary.

Purchasing the license No. for each Centralized Controller be used, conduct the license registration through the Web
browser (http://[IP address of the Centralized Controller]/ administrator.html). After selecting

"Maintenance tool" of the optional function on the Web Browser Screen displayed, enter the purchased

license No.

Refer to the following chapters in the “Web Browser Operation Manual” for detailed information about license
registration.

Centralized Controller G-50A(AG-150A/GB-50ADA):Cahpter4 [Registering a License for Optional Functions]
Centralized Controller EB-50GU,AE-200,AE-50,EW-50:Cahpter10 [License registration for optional functions]

When connecting maintenance tool via Expansion Controller,register the license in AG-150A connected

by the Expansion Controller. (Only when AG-150A that registers the license is normally connected,

iti ible t nnect via Expansion Controller.
kspossbe 0 connect via Expansion Controller.) )
-

* To use the maintenance tool via Centralized Controller (Only for LAN mode and Dialup connection mode), please\
check a setup of Internet Connection Firewall of PC. If the FIREWALL function is used, communication will be
normally impossible with Centralized Controller, and normal data will not be displayed.

For detail, please refer to [6. How to change setting of Firewall].

In the case of permanently installing an anti-virus software and always started under this environment, the

fire wall function of this software may be activated sometimes. In such case, The normal communication

with Centralized Controller will be hindered not displaying data normally. When operating Maintenance Tool, finish
the anti-virus software once or remove the fire wall function.

- J

1.4.4.1 In case for local connection
In the case when on line monitoring is applied to air conditioning system via
Centralized Controller by connecting the maintenance tool to LAN locally.

NOTE: P Windows Security Alert ==
- Though the warning shown on the right
appears, this is not a problem.
Simply click [Unblock]. e s et B
C:\mnttoclealmoni
Public
[ eentodm((__ubbs )
(1) Clicking " Centralized Controller (Network)" on the selection screen of Monitor
mode selects "Local connection" simultaneously. Last click Select Maniar Mod
" “_ MN CONVERTER 3
G-50 { Network ) 2
Local Connection ( LAN )
Remote Connection ( Dialup )
Offline Analyze ¥
Wide Area Access ¥
Unit of Measuremert ‘ I Select I \ Exit
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(2) A message will appear prompting you to unblock
[MonitorManager].
If [MonitorManager] is already unblocked, check
the checkbox next To [Do not show this message
again] to not show this message.
Click [Close] to close the popup window.

(3) Next IP address input screen is displayed. Here,input IP
address of Centralized Controller connected to the air
conditioning system of which operating
information is desired to monitor, and click on

= Maintenance Tool

WARNING

The following dialog may be displayed when G-50 connection is chosen.

Please be sure to choose " Unblock.”

Keep in mind that a part of connection with G-50 becomes impossible when it chooses "Keep Blocking "
Since the Brock release method is indicated in the manual when “Keep Blocking” is chosen, plesse read there

- +— Please choose Unklock
e e |

ek . Whge sheeld| ok oz

N

100 nat show this message again

X

Centralized Controller IP Address @

Cancel

NOTE:
o |t is required to set to the IP address in the same system
with Centralized Controller to be connected to Maintenance
Tool PC from [Control Panel].

P —
/
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1.4.4.2 In case for remote connection (Dialup)
In the case when on line monitoring is applied to local air conditioning system
(withCentralized Controller installed) from the maintenance tool in the remote
place via public telephone circuit.

* When utilizing Remote connection (Dialup),please prepare MODEM and DIAL-UP ROUTER (of a type
allowing data communication by receiving external telephone transmission) for the connection with the
public circuit in addition to the components used by Local connection (LAN).

For the system composition, please refer to the system diagram of (2)-1 in 1.1.2.

To use Remote connection (Dialup), it is previously required to register MODEM onto Windows and set
the information on the receiver (the dial-up router at Centralized Controller in the

field) of the telephone transmission onto the dial-up connection screen.

* If communication does not have for 10 minutes in remote connection, "Timeout occurred!" will be
displayed, if O.K. is pushed, a telephone circuit will be cut automatically and the Maintenance tool will be
ended.

(1)

After clicking " Centralized Controller (Network)" on the
selection screen of Monitor mode, and click
"REMOTECONNECTION(Dialup)."

Last click "

Next Remote Monitor screen is displayed.

Here select the connection name of the dial-up router at
Centralized Controller in the field

desired to be remotely connected.

It is being set previously on the dial-up connection screen.
Then input Dial-up user name and Dial-up password to

connect with the dial-up router,and click on

After connecting to the telephone circuit, on-line monitoring
can be performed as same as the case when connected
with LAN.
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MN CONVYERTER ¥

»

Gentralized Gontroller ( Network )

Local Gonnection { LAN )
# Remote Connection [ Dialup )

«®

USB/Serial conversion cable

<«

Offline Analyze

Wide Area Access ¥

Unit of Measurement ‘ I Select I I Exdit

Remote Monitor

Connection Name

Dialup UserName a0

Dialup Password eafke

i Connect | | Cancel




1.4.5 Starting the Off-Line Monitor
When offline analysis is adapted to the data collected under ONLINE MODE.

e —

(1) Clicking "Offline Analyze" on the selection screen of Monitor

MN CONVERTER ¥
mode.
L t | k " Centralized Controller ( Network) ¥
USB/Serial conversion cable *
Offline Analyze E

# Offline Anahyze

<«

Wide Area Access

Unit of Measurament | ‘ Selsct | | Exit

1.4.6 Using the Wide area access mode
Under the "Wide area access mode," the access method for remote connection can be registered to the database of
each customer enabling easy online connection with the air conditioning system of the customer desired to be
accessed.

[Remote access method]
- LAN : Accessing by directly connecting Maintenance Tool PC and Centralized Controller with LAN (WAN).
- Dialup : Accessing by dialup connection to Centralized Controller via public network.
- Modem (MN Converter) : Accessing by connecting Modem to MN Converter via public telephone circuit.

After the online connection performed by any of the above methods, you may use the similar function as that
obtainable in the normal online connection.

While under the offline mode, customer information will be provided to the monitored data enabling only to select a
specified customer for display.

NOTE:
Even when connecting under the wide area access mode, cautions will be applied as same as under the
normal connection mode. You are kindly requested to observe the cautions described in the connection
method under normal mode as well. (1.4.1 - 1.4.4)
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1.4.6.1 Online Connection RS o

MN CONVERTER

(1) Clicking “Online Connection (Wide area access mode)’on the Gentralized Controller ( Network) v
section screen of Monitor mode. Y —— -

LaSt CIICk Offline Analyze Y

Wide Area Access

# Online Connection
Offline Analyze

Unit of Measurament ‘ ’ Select ] I Exdt

Wide Area Access

(2) The customer registration screen will be displayed. Frer— s
Register customer information in the order of oo ff’
[1] -> [2] -> [3] hierarchically.

nnnnn

[1] Area name
L—[2] Customer name

L_[3] Air conditioning system name

& connection method

| —
[ Gonnect(©) | [ Retum(®)

(a) Creating the [Area name] folder e ]
1) When [Wide Area] is being focussed, the
sub-menu will be displayed by right-clicking.
2) Select [Create Area ...].

Customer

g Add Area(C) i

E

3) As the screen to enter the AREA name appears, Input Ares i (e
set a proper Area name and press [OK] to create @ | Plesse input arza rame e
the Area folder. [Gancel |

(b) Creating the [Customer name] folder Area [ALL n
1) Right-clicking the [Area name folder] to be

registered displays the sub-menu.
2) Select [Create Custormer ...].

Customer

=57 ALL

™ Add Customer(C)
¥ S|

3) As the screen to enter the Customer name M| Delete(p) Pt Customer
appears, set a proper customer name. g gg Edit(E) Plesse it custamr rame. o)
@ DDLD [ Gancel |

* In addition to the above mouse operation, the creation of [AREA name] and [Customer name] can be

set from the menu bar (File) or tool bar (Figure).
By applying the same operation procedure(right-clicking, menu bar, tool bar), each folder can be

deleted. Also the name of each folder can be changed.
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Caution:

If a folder is deleted, all information (customer name, air conditioning system name, etc.) will be deleted

similarly.

(c) Setting the [Air conditioning system name]

1) Under the state when the [Customer name folder] v e s
desired to be set on the air conditioning system is RRB
focussed, the sub-menu will be displayed by e —
right-clicking the air conditioning system list at the e - S Somnert
right screen. ez ™ B

2) Selecting [Create ...] displays [Setting screen of air
conditioning system].

[Setting screen of air conditioning system] e R
Custumer |A Customer
1) Set the system name. Csym(g M‘em
2) Select the method to connect with the system. ® MH CONVERTER
- To connect by using LAN (WAN), enter the IP e
address of Centralized Controller to be connected.
(Same as 1 441) Remote conneation( Dialup )
- To connect by using Dial-up, select the
[Connection name] of dialup router of the local
Centralized Controller being previously set on the
dialup connection screen of Windows. And enter HiCen a0 AL
[User name] and [Password] for the connection
with the dialup router, and lastly enter the IP Gomment
address of Centralized Controller. (Same T Y
as1.4.4.2)
- To connect remotely with MN Converter and Modem, select [Modem(MN Converter)].
3) Enter special notes if any on the comment column.
After entering and selecting the above, press [OK].
Set various information as required by repeating the items /L=
(a)~(c) above. Area [AARA )
Using the area selecting section allows you to extract the only CustorALL | System
area desired to display. =@ gg%% I No  MName
={LLDD 1 A System
2 B System
3 C Systam

28




Wide Area Access

Fle(F) Edit(E) Help(H)

(3) Focussing on the air conditioning system desired to be 20

connected and pressing [Connect] will start the Ll T —
procedure for connection. After completing the normal C:}LM S T r——
connection, the screen moves to the online main screen JE Heed - b G
allowing normal online operation. | S5

However when the connection method uses
[Modem(MN Converter)], the screen of the Modem
remote connection will appear. In this case, select the
Modem to be connected and proceed the connection
procedure.(Refer to 1.4.2.2.)

— !
(o

S

1.4.6.2 Offline Analyze
(1) Clicking “Offline Analyze (Wide area access mode)” on the saec vorvorvod S

section screen of Monitor mode. MN CONVERTER

H n
Last click Centralized Controller { Network) ¥

USB/Serial conversion cable

¢

«®

Offline Analyze

Wide Area Access

Cinline Connection
& Offline Analyze

Unit of Measurement ] l Select I l Exit
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1.4.7 Ending the Maintenance Tool

1.4.7.1 Ending the On-Line Monitor (R T—— ——

Individis Moritor
ErrorCods

(1) Open the Main Screen.

o|o]e]s|o| o
o|sle]o]e]
vﬁvﬁﬁﬁq
olofo| |«
alsls] |«

glg| |=]=]=]s] -

(2) Click on [File] on the menu bar. (

BBl

(3) Click on [Return] in the sub-menu. e L B
(4) The message “Are you sure you want to finish e ne=as

maintenance tool?” will appear. = -

Click on =

Confirm Finish MaintenanceTool i

?

The On-Line Monitor will end and the Windows screen will appear.
Are you sure you want to finish MaintenanceTool?
*At ending of Maintenance Tool, the telephone circuit will

automatically be disconnected. [ ok || cancel | | Mede Select

* Clicking = Maceselect | returns to the [selection screen of Monitor mode].

NOTE:
In case of connection using USB / Serial conversion cable, Main screen is not displayed and,
the Select Monitor mode screen is displayed instead. Please refer to 1.4.7.3.

1.4.7.2 Ending the Off-Line Monitor B e

et
e TStz

(1) Open the Off-line Analyze Screen. T

(2) Click on B .

(3) The message “Are you sure you want to finish
maintenance tool?” will appear.

on J0sr0 a0/ T JsnoemsTisias
ot 20130910 115035 /1072019 1150 5 1150 9710/2013 115057

Click on
* When finishing Offline Screen immediately after deleting data, [xo [ @ [ @2 | [ ] [ L | [Somesn] [ =
a message of "Finishing Maintenance Tool !!" may
sometime be displayed. The internal data is now under ) )
. . . . Confirm Finish Mainte Tli
arrangement. Offline Screen will automatically be finished e e
after Completing this process. Please wait a while. , Are vou sure you want to finish MaintenanceTool?
[ Ok ” Cancel ] [ ode Select

* Clicking =~ MedeSekct | returns to the [selection screen of Monitor mode].
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1.4.7.3 Ending the Mode select Monitor [seec oo voce .|

MN CONVERTER &g
(1) Open the Select Monitor Mode screen.

Centralized Controller { Network ) ¥

(2) Click on i . USB/Serial conversion cable

Il Offline Analyze

<«

€«

>

Wide Area Access

Online Connection
# Offline Analyze

Unit of Measurement ] [ Select | l Exit
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2 Terms for Each Section

2.1 Design of Screen

The design of the screen is shown below.

N e S Em=s) «+— Title Bar
Has=el
[ Gonnectinfor [ Monitor || MaffuncLog | Optional Set ][ Operation
of 2 n‘c IE !f, I 2 12 wﬁ: ne: ; ) 2 nB: | Individual Monitor Menu Bar
10 (e Lie Jlie e e e Jie Jie e i) Address ErrorCode
20 (1o I I e e e e |le ]t ] | Atrbute
30 (e (e (e J(ie Je Jae Je ) ] Jie ] Model
40 (LeLie L Lie e e e e e | ] Ver.
50 06.)(e0s.)Loe. ) )| GNo.
60 [ ) Jfes)fes = ). | Camecity Pl
70 | | o). JL ] |Branch/Pair
80 I Coc)los ] ) Jlaii) O’\;':S: .
123} RC ‘} RC }R’C }RC 1»?0 RC sz : RC { RC { WiEs SyStem Dlagram
110 [Re_J[Rc_J[RG J[RC J[RC J[RC. RC J(Re JLRS ] ST
120 [LRc_J(.Rc J[.Ro J[.Rc J((RC J.RC. Jire (RS ] Esnecthlifomation]
130 [(Re_J(.Re ][ .Rc ][ Rc J( RS | RC | RC | Jire )
140 [ RO (rc LRc RC | ) ]
150 [ Jeo o Jie | ) —
1:31 ‘{ { l ; = : J‘ \ . .
:”l ‘{ | ===== —————_Function Display /
190 Il l J
1] o g ) e e g Operating Section
ol {
240 [ e
250 J [
- Title Bar
Displays the title of the screen.
'nff;' Maintenance Tool ( Ver 5.00D ) - MN Converter
Me.nu Bar . . File | Option | Print  Help
Displays the functions that can be performed using the current screen. EI[\ Autoratic searching
. . . £ OO Date/Time Setting .
Click on an item and a sub-menu or message screen will appear, as shown [Col twoswm o in the
Illustratlon | Error notification mode » |
oL Gompressor opzrating time monitor  » | 1
) . 10 L Display Mode y U
If a sub-menu appears, further function selections can be made. gg} Update operate status :i
B R L

(Example of what the screen looks like
when option is clicked.)

- Function Display / Operating Section
Displays the contents of the screen and the operation to be performed.

NOTE:
In case of connection using USB / Serial conversion cable, this screen is not displayed.

2.2 Operating Method

The following operations are performed by mouse.

(1) Click
Align the mouse pointer with the desired button and press the left button on the mouse. This is known as a click.
In general, all maintenance tool operations are performed with click operations.

(2) Drag
A drag is when the mouse pointer is moved while the left button is held down.
If you desired to check the bottom screen when two or more screens are being displayed on top of each other,
align the mouse pointer with the title bar of the top screen and drag it. The bottom screen can now be seen.
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3

On-Line Monitor Operating Method

3.1 On-Line Monitor Screen Transfer

Title Screen

Main Screen

[(onine J < >

(SIS

»

‘ Connact Infor I

Connecting Information

Maintenance Data

Optional Set I

Optional Setting

oo

Monitor I

Operation Control

Operation

,,,,,,

NOTE:

In case of connection using USB / Serial conversion cable, Operation monitor is displayed after Title screen.
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3.2 Function Chart

Connecting Information [Refer to 3.7]
This allows monitoring of the indoor units connected to the outdoor unit and of the interlock units and
the operation group SC connected to indoor units.
Or this allows monitoring of a network information of the Expansion Controller (PAC-YG50ECA-J:S/W
Ver 1.10 or more) and that upper controller's connection informations.

Operation Monitor [Refer to 3.8]
This allows monitoring of the operating condition of the unit and operating data.
This also allows the display of the refrigerant circuit diagram.
Utilizing the mail communication mode in addition, the operation monitoring data collected by
Centralized Controller can periodically be transmitted to remote mail servers,
and it can be referred as the off-line data later.
*The Mail communication mode can not be used with MN Converter connected.

Optional Setting [Refer to 3.9]

This allows use of functions such as self-diagnosis monitoring.

Operation Control [Refer to 3.10]

This allows the same operation as with the remote controller.

Maintenance Data [Refer to 3.11]
Error history and pre-error data can be monitored and downloaded.

OC Date / Time Setting [Refer to 3.12]

A setup of the present time can be performed to all outdoor units at the same time.

Free contact of indoor unit [Refer to 3.13]
When utilizing the [Indoor unit free contact mode] which uses the external input/output of Free Plan
indoor unit (Building-Multi) together with Centralized Controller and TG 2000A,
the contact action of the indoor unit can be tested with this function.

Remote error notification [Refer to 3.14]
When an error occurs in the air conditioning unit, the remote error notification function allows previously
registered destinations to be automatically notified of the error via telephone lines. (This function can only
be used with the MN Converter CMS-MNG-E.)

Setting and Monitoring DIDO/AI/PI Controllers ---------- [Refer to 3.15]
Settings and monitoring DIDO Controller (PAC-YG66DCA), Al Controller (PAC-YG63MCA), and PI
Controller (PAC-YGB0MCA) can be made. (Pl Controllers can be used only for monitoring.)
DIDO Controllers and Al Controllers have an interlock control function.
DIDO Controllers can also change the operation status of M-NET devices (such as indoor units, DIDO
Controllers) by sending operation commands. DIDO Controllers can output contacts on DIDO Controllers
themselves depending on the change in input contact status.
Al Controllers can change the operation status of M-NET devices (such as indoor units, DIDO
Controllers) by sending operation commands depending on the change in measurement values.
“Interlock operation conditions” for the “interlock control function” can be set on Maintenance Tool.

Compressor operating data monitor [Refer to 3.16]
Cumulative compressor operation time and the total number of startup times of the outdoor units can be
monitored. When replacing the circuit board, cumulative compressor operation time and the total number of
startup times can be written to the new circuit board.
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Initial Settings and Monitoring AHC ADAPTER ---------- [Refer to 3.17]
Initial settings and monitoring AHC ADAPTER

-Connecting to P/M-series
In case of connection using USB / Serial conversion cable, the applicable items are following.
+ Operation Monitor[Refer to 3.8]
+ Operation Control [Refer to 3.10].
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3.3 Address Search Method

3.3.1 Address Search Method Selection
(1) Start the M-NET Maintenance Tool and the Select The Address Searching Method Screen will appear after

the Title Screen. e .
(2) Select the address searching method, and click PR O I B < e —

[Standard], [Detail], or [Simple]. 0 e = e

40
. . _ 60 Please specify the searching method

(3) Click on either s lor wnel to select the °

address search method. - > prs oo i
* Automatic Search :ZE ® Standard :f)-a'a‘l O Simple

The Maintenance Tool automatically searches for i

and displays information about units connected to 20
the M-Net transmission line. &

* Manual Search
The user optionally searches for the units connect to the M-Net transmission line.

3.3.2 Address Search Type

The search type can be selected according to the purpose.
The following table shows the information to be searched and the required search time for each search type.

Simple Standard Detail
Address O
Attribute O
Model

Serial No.
Ver.

G No.
Capacity
Branch/Pair
On/Off

Mode

Intake

Set
ErrorCode
Power Outage
Connecting Information O O
Display color of attribute O O
Search time 2 seconds/address | 5 seconds/address | 7 seconds/address

0O]|0|0|0|0|0|0|O

(e][e][e)

o][e][e][e][e][e][e][e](e][e](e][e][0](0][6](6)

NOTE:
The information to be searched and the required search time may vary with the model.
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3.3.2 Automatic Searching
(1) Click on an  he Automatic Address
Searching Screen will appear.

- The time required to complete the automatic search
will depend on the PC.

- The address currently being searched for is
displayed as [Address]. Up to 250 addresses can be
searched for.

- Click on to end automatic search.

The Main Screen will appear.

(2) When automatic search has ended, the Main Screen will appear.
Returning to the Main Screen enables the [Function Buttons].

3.3.3 Manual Searching

(1) Click on | s Jand the Main Screen will appear.
E Tl NG A )
(2) Click on the [Button] of the address desired and FdaEe
. . _ Comectinfor_| e Loz | Optoral S| Operston
searching will begin. R Kg :
2/
off
AN
o )
I \— / - e

NOTE:
When a system is changed, please search an address after re-starting a Maintenance tool and Centralized

Controller.
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3.4 Main Screen

The operations in 3.3 Address Search Method have made information about the units known.
The [Unit Attributes] are displayed on top of the address buttons.
The Function Buttons are now enabled at this time.

(1) When the cursor is set to the address where the attribute is displayed, the unit information and refrigeration chart
will be displayed in the [Unit Information Displya Columns].

[ Conne Monitor ][ Malfunc Log ][ Optioral Set ]| Operation
0 1 Z 7 3

Individ ual Monitor
84 ErrorCode 4106

250 \

e Unit Information Display Columns

]
ssofer)C T JC ]

7

5/17/2011 144056

* There are the following restrictions in the refrigeration chart.

-Corresponding units are OC(OS) , BC(BS), IC , LC(Lossnay) , FU(Fresh Master) & RC(Remote Controller). Other
units are not displayed.

-The refrigeration chart is reproduced based on the connection information of each unit. It is different from the
actual piping connections & transmission lines.

-The heavy line in the refrigeration chart shows connections between outdoor units , indoor units & BCcontrollers.

-The thin line in the refrigeration chart shows the connections between indoor units

, remote controllers & system
controllers.

-The double line in the refrigeration chart shows interlocking connections between indoor units , fresh master units
& Lossnay units.

-Only the refrigeration chart for the selected outdoor unit is displayed.
-Unless the addresses for all units have been retrieved , the refrigeration chart will not be displayed fully.
(NOTE: )
-The colors in which some attributes (OC, OS, IC, LC, and FU) are displayed change according to the changes in the

operation status. They will be displayed in black when the units are stopped; red, when they are in error; magenta,
when they are stopped due to power failure; and green, in all other status (i.e., in operation).

*The background of the units that are stopped due to power failure will be displayed in magenta only when the
search is conducted in the [Detail] mode. When the search is conducted in other address search modes, the
background will appear in black.

-Some models (freezers, Mr. Slim etc.) do not support this function, in which case the attributes will be displayed in

ray.
gtopped Error Power failure Other status Unsupported

| I | JL L] | J JL
= f=0 =y F=4 [

*When unit information has been changed from the factory setting, the Model name and Serial No. are displayed in

blue.For details on unit information writing, refer to "3.9.5 Unit Information Writings."

Model XXX XXX XXX
Serial No. OO XX

ITIF
|
I

s
gl
L
u

_H
:E |
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If the error code is displayed in blue, you can view the troubleshooting (PDF document) by clicking the error
code

Individual Monitor
Address a1 ErroriCode 1302
Attribute 0
hodel FPLURY=P250TLRMU YL
et 200
3 Mo,
Capacity 2a0
Eranch/Fair
On/Off
Mode
Intake
Set
Click
\ 4

Error Code [1302] (during operation)

1. Error code definition
High pressure fault 1 (Outdoor unit)

2. Error definition and error detection method

1) If the pressure of 3.78MPa [548psi] or higher is detected by the pressure sensor during operation (the first detection), the out-
door stops once, turns to antirestart mode for 3 minutes, and restarts after 3 minutes automatically.

2) If the pressure of 3.78MPa [548psi] or higher is detected by the pressure sensor again (the second detection) within 30 min-
utes after the first stop of the outdoor unit, the outdoor unit stops once, turns to anti-restart mode for 3 minutes, and restarts
after 3 minutes automatically.

3) If the pressure of 3.87MPa [561psi] or higher is detected by the pressure sensor (the third detection) within 30 minutes of the
second stop of the outdoor unit, the outdoor unit will make an error stop, and the error code "1302" will be displayed.

4) If the pressure of 3.78MPa [548psi] or higher is detected more than 30 minutes after the stop of the outdoor unit, the detection
is regarded as the first detection, and the operation described in step 1 above will start.

5) For 30 minutes after the stop of the outdoor unit, preliminary errors will be displayed on the LED display.

6) The outdoor unit makes an error stop immediately when not only the pressure sensor but also the pressure switch detects
4.15*0-015 \pg (6017022 psi]

7) Open phase due to unstable power supply voltage may cause the pressure switch to malfunction or cause the units to come
to an abnormal stop.

3. Cause, check method and remedy

(N Ote Model Selection )
* Only some City Multi models support the troubleshooting et s el of urt whoss addhose i 51
function. =
Non-City Multi models such as refrigerators and chillers do
not support the function. oM PoONM o)
+ To use the troubleshooting function, Adobe Acrobat Reader
must be installed on your PC.
The troubleshooting function will not work properly on a PC
without Adobe Acrobat Reader installed.
- To display the troubleshooting for PUMY-series units, click the
error code, and select the model name in the model selection
screen.
If the model name is not selected, the troubleshooting will not ok orce
be displayed. )
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(2)The menu bar will display [File], [Option] and [Print].

- Click on [File] and "Save System Information” and “Return” sub-menu can be selected.
Click on “Save System Information” and the message “Are you sure you want to save the System

Information?” will appear.

Clicking

You may enter your comment also.
Click on cancel [0 return to the Main Screen.
[Refer to 5.1 System Information Data.]

Click on “Return” to end the operation of the On-line monitor.

[Refer to 1.4.6.1 Ending the On-Line Monitor ]

displays the screen to save data. Change the data name as required and save it.

Confirm Data Save

Data Name
Area
Customer

System

Are you sure you want to save?

Monitor the Pre-error
Menitor the malfunc log

QM20130827_111210
Wakayama, Japan
3045

6F-1

data

- Click on [Option] and “Automatic searching” and the “Stop mail communication” sub-menus can be selected.
* At the connection of MN Converter, “Stop mail communication” is not displayed.
Click on “Automatic searching ” and the message “Start the automatic searching. Is it OK?” will appear.

' cnel | return to the Main Screen.

Clickon 5

to perform automatic searching or click on

For more information about automatic searching, refer to [3.3 Address Search Method 3.3.2 Automatic
Searching].

Click on “Stop mail communication” ,and the Stop mail communication Screen will appear.

Clicking on s

monotor data to remote mail servers.

After a wh|Ie the setting completion message appears. Clicking on

Cllcklng on 4= |returns to the main screen directly.

returns to the main screen.

stops the mail transfer processing of operation x|

4A

Skop mail communication, O 7

- Clicking on [Print] prints out the display currently shown on the screen.

NOTE:

"Stop mail communication" is a function to stop the operation monitor mail transmission of Centralized
Controller under [mail communication mode] set in Chapter 3.8.
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3.5 Function Selection Operations

(1) First, click on the desired [Function Selection Button].

Operation Status Monitor (Trend)

memenne | Prnt View  Option

o

(2) Next, click on the Unit to Operate.

(3) The screen will move to the Marious operation screens.

(4) If the wrong function selection button is clicked, click
on that button once again and the other function
selection buttons will be enabled.

3.6 Display Mode Change
(1)Click on

“List mode” then “Classic mode” then “Diagram mode” and tt

(2) The menu display mode, "List mode", "classic mode" ," Diag

[ vatenance oo (ver 5000 N Comverer

ram mode ", and each can be switched.

Fie e o bep,

EHd S5

[ Commectisine] Vs Lon-— | Outomiet— - Opmrton
o 1 2 o ¢ T s s

o el I 5] 5 v Vi

e raeyram 65 b5 [

(o o D |5 )n] | Abve

G B)ol D o E] | e

EIFR RS e L Ver

__Joo) o) Gt

I ==

E = Sran/Pai

w = = %] | owo

o & e

P T o e

10 Ao |[Rs | RS (RS | RG ][R R | Rc J.R il

20 o o ho I | Fo I w0 ]

199 (Fo JLm | mo e (o] o)) Jm

10wl Jm - Jwl Jm

10

0

1

100

0

20 =

210

20 ™

0

20

0

List mode

2, Mareerance Too (Ver SGU) N Gomerar ) =1 | i Harearancs Too [ Ver 000) -V Comvr T 1
T Gt Pt e Fie Ot Pt ol
R =el =
Mol g el el s Gremin
=7 = 6 7 8 o 1 2 9 4 5 &8 7 5 o
= BB BIE] 10 (R RS 3
plojole] tolJm o o o
Blielieie) 1m0
Blio o) 10
5.JCo Lo oo 10
160
[ 100
@ 200 "
@ 210
< = 20 ™
E 0N [ 20
7o |l | m 240
o LG 250
[ Indiibi Meritor |
Address At =] Vor_GNo. Capacity Granch/Par OW/OFE Voda imae 5ot ErorGD
18 F/e [T oN | Gool [ 02 | 3 | um
ornecting Information
s |5 225 202 119
s 00 TR S6 R
s
Artuts
Sivaon w707 s5720m 110707

Diagram mode
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> [ c/s |
[e@]) =
Gitrl Mode | Ope Mode LEVI | LEV2a | & | Iw | FAN(pm) FAN(rpm) FAN -Free | FAN2-Free FAN2 Vdc | LEVZ LEVY
Soo | § a0 00 00 o © Kemdl  Nowel 0 % 200 0
63HS1 2 [ TH3 | TH | TH: TH? 15 | FAN-Ver | Save(X) | Ope Status | Attribute | M-NET Supply Unit | Start-up unit | FAN2-Ver | AF
o o ws s si2 57 a2 a2 ] os1 os o
o T [ o [ o [T 215t | 215% [5vN[5V2 5V | SVIG Err ot | Doal o | Evrsres sdbiess
s s i ws ps o5 0 o o v o
THE AN1) | THHS(FAN2) | DEMAND | DEMAND2 | NIGHT | NIGRT2 = SNOW | Rotation Timer | H | H-Defl | H-Def2
29 w1 O  oFF o oM OFF  om 1 OFF OF
=
| Mode | Ope Mode | Fos | FAN | QjC [QjH | LEVI | LEV2a | Tu W v | FAN (rpm) FAN2(rpm) | FAN -Free | FAN2-Free | FAN2 Vdc | LEV2b | LEVS
top Stop 0 2100 0000 0 0 Normal Normal 0 57 2100 0
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3.7 Connecting Information ' Connect Infor

* Items Performed Here
- Indoor units connected to outdoor units, interlock units and the operation group SC (such as system
controller and remote controller) connected to indoor units can be monitored here.
(Refer to 3.7.1 Connecting Information of the outdoor unit)
- Network information of the Expansion Controller (PAC-YG50ECA-J) and that Centralized Controller's
connection informations can be monitored here.
(Refer to 3.7.2 Connecting Information of the Centralized Controller and Expansion Controller)

3.7.1 Connecting Information of the outdoor unit

-Indoor units connected to outdoor units, interlock units and the operation group SC (such as system
controller and remote controller) connected to indoor units can be monitored here.

-Select and double-click the interlock units and operation group SC (remote controller only), the
Connecting Information Screen will display as a pop-up menu.

The screen displays addresses and attributes of the units connected to the select unit.

3.7.1.1 Screen Transfer Operation

(1) Click on | Connect Infor bn the Main Screen.

Outdoor unit_[Ref JBranch paifG_NO] Inferiock unit Operaion group SC (Max 6 unifs)

1C(82) /1

(2) Click on the [[OCJfor the outdoor unit to be monitored. et ”
- Only outdoor units and the Expansion Controller oo
(PAC-YG50ECA-J) can be selected.

(3) Momentarily, the message “Monitoring! Please wait ot
for a moment.” will appear. E
IC(60)/1 1
NOTE:

Even with the direct expansion type, when units other than the outdoor unit and other than
the Expansion Controller(PAC-YG50ECA-J) are selected by (2), the screen returns to the
Main Screen (where it waits for function selection input).

(4) Momentarily, the Connecting Information Screen will

appear Gutdoor unit_|Ref /Branch paifG_NO| Interlock unt Operafion group SC (Max5 units]

RC(131)
RC(131)
RC(131)
RC(131)
RC(131)
RC(181)
RC(181)

(5) Click on o end the Connecting Information

)11 1

)11 1

Al 1

)11 1

Al 1

Al 1

11 1
Screen [SETARN RC(181)
IC(40)/1 1 RC(181)
Ic{ann 1 RC(151)
Ic{42)11 1 RC(181)
Ic(43)11 1 RC(131)
” H H H H ” Ic{a4)/1 1 RC(181)
(6) The message "Finish the Connecting Information (@1 Rotian
IC(46)/1 1 RC(181)
1 Icrani 1 RC(181)
will appear. Sran Retia
1C(49)/1 1 RC(181)
50)/1 1 RC(181)

Clickon [_s Jto end or click on ezl b continue. kS
Click on and the Main Screen appears.
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3.7.1.2 Screen Functions and Operation

(1) Double-click on the interlock unit and operation group

SC (such as system controller and remote controller), et
the Operation System SC Connecting Information T
Screen (in case operation group SC) will appear as a x|

pop-up menu.
The screen displays addresses and attributes of each connected unit.

NOTE:

The BC controller(BC),Subsidiary outdoor unit(OS) are indicated in the outdoor unit column.

(2) "Menu Bar"
[Return] and [Help] appear in the menu bar.

Click on [Return] to end the Connecting Information Screen and return to the Main Screen.

Click on [Help] and the Help Screen appear. B T Sl
Contents[ ek [ Back [ Bint |
. " " . Connecting Information
- Click on "Contents" and the index for the Help Screen Tem
appear. Operation Method
. " " . . . . [ In Wenu Box ]
- C“Ck on BaCK and the Unlt returns to |tS preVIOUS Operatlng "Return” Close the connection data, return to the main screen
State_ "Help" Explanation of the symbols used on the manitar and
. . . . . explanation on the current opened screen of operation
- Click on "Print" and the currently displayed screen is printed. metnodt

(Caution: Do not print while on-line. There is a chance that
it could interfere with operation.) “Interiotk Ut “Operation group SC*
. " " . . When clicked the Inter locking unit or Operation 5C, the clicked unit
- Click on "Term" and Explanation of Terminology Screen

information of the cannected units will he dlsmayed on the screen
appear.

[ Function Button |

[ Streen Change Button |

Abbreviations, codes and other terms are explained on the “Return’
explanation of terminology screen.

Close the connection data, return to the main screen
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3.7.2 Connecting Information of the Centralized Controller and Expansion Controller

-Network information of the Expansion Controller (PAC-YG50ECA-J) and that Centralized Controller's connection
informations can be monitored here.

3.7.2.1 Screen Transfer Operation

(1) Click on | Connect Infor bn the Main Screen.

(2) Click on the |ITRifor the Expansion Controller or the Centralized Controller to be monitored.

NOTE:
Even with the direct expansion type, when units other than the outdoor unit and other than
the Expansion Controller(PAC-YG50ECA-J) are selected by (2), the screen returns to the
Main Screen (where it waits for function selection input).

(3) Momentarily, the ECL Connecting Information Screen
will appear. o —3.7.2.2(1)
The monitor result to the Expansion Controller is e
displayed. . /37222
Refer to [3.7.2.2 Content of the Display Item] for :
the content of the display item. rE T oot e Vaitig o coreserny
< 19216812 01 00 00 o1 U?zg:::;r‘vf '
182.1681.4 010000 [0)] Connectmgg
(4) Click on |_ to end the ECL Connecting —~ " < y/
Information Screen. 4) Nk '
Close

3.7.2.2 Content of the Display Item

(1) Content of the "EC" Item
Selected Expansion Controller's Network informations is displayed.

-IP Address : The Expansion Controller's Internet protocol address.

-Subnet Mask :Subnet mask value to the Expansion Controller's Internet Protocol address.
-Gateway Address :Gateway address on network where Expansion Controller is connected.
-S/W Version : The Expansion controller's software version number.

-DB No. : The Expansion controller's DB No..

(2) Content of the " Centralized Controller " Item
Connection informations of selected Expansion Controller's upper controller is displayed.
(The setting value of the Expansion Controller is displayed, excluding Connection Column.)

-IP Address : The upper controller's Internet protocol address.

-Attribute : The upper controller's attribute data.

-DB No. :The upper controller's database number.

-Connection :Connected state at upper controller and the Expansion Controller.

Connectting : The Expansion Controller and the upper controller is
connecting now.
Waiting for connection :The Expansion Controller and the upper controller is
not connecting now.
Unconnectting :The Expansion Controller doesn't have the upper controller's
registration.

* When the Connection Column is a "Unconnectting”, that are displayed by the blank, excluding it.
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3.8 Operation Monitor Monitor |

* Items Performed Here
- Monitors the operating condition and operating data of the current units every minute.
This information can be displayed and saved.

s N
* When an excessively large number of the objective unit for monitoring exists, the monitoring interval

may exceed 1 minute (70s, 80s, ---).

* The capacity to store the data obtained by the maintenance tool counts for 2G-bite maximum.When the
remaining storage capacity is getting insufficient during Operation Monitoring, Warning Screen will
appear. In this case, suspend the Operation Monitoring, move to Offline screen and delete

unnecessary data to keep a proper capacity.
\ J

* In case of connection using USB / Serial conversion cable, Operation monitor is displayed after Title
screen. For this reason, Screen Transfer Operation[Refer to 3.8.1] and Operative diagnostic [Refer to 3.8.3] is
not displayed.

NOTE:
The Operation Data Collection and Storage Functions of the outdoor units will be stopped while the operation
data are being monitored.

3.8.1 Screen Transfer Operation
(1) Click on Monitor  jon the Main Screen.

(2) Click on the unit to be monitored.
If only outdoor unitis [OCkelected here, the operating data for the units connected to the outdoor unit
will be automatically monitored.
The maximum number which can carry out a monitor changes with selected models.
An error message will appear if the limited number of units is exceeded.

The standard of the number which can carry out a monitor.
* When only Outdoor Units are selected.

- One (1) Outdoor Unit + 50 Indoor Units.

- One (1) Outdoor Unit + Three (3) OC Sub Controller (BC,BS,0S...) + 50 Indoor Units.
* When only Indoor Units are selected, 50 Units.

(3) After the units to be monitored have been selected,

click on Defined |,

(4) The message “Monitoring! Please wait for a moment.” will
appear.
After a while, the screen to select monitor method appears.

When it is judged that monitoring with one minute cycle may not
be performed because of many units to be monitored, a
message of [The monitoring cycle will be [* *] seconds due
to too many IC units for monitoring. ---] will be displayed
automatically. To continue the monitoring, click [YES], while to
suspend it once to reduce the quantity of units for monitoring,
click [NQO]. Reduction of one IC can minimize the cycle time by
about one second.

Maintenance Tool

Since there is much number of ICwhich acts as amonitar, a monitor cycle becomes <<705> seconds.
! e cycles of 60 seconds is required, please choose OC, ICindividually, and reduce the number

e tio

* In "MN converter connection”, it shifts to (7).
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(5) When desiring to observe the operation data immediately,
select [Realtime Monitor Mode] and then click on |

Please Select Monitoring Method |

& Realtime vioritor Mode

Select [Mail communication Mode] to observe the operation ¢ MalcommmEAionmed

data by the off-line monitor later, after mail-transmitting the operation
data beforehand by using the mail transmission function.

OK Cancel

When [Mail communication Mode] is selected, the setting items of mail

Please Select Monitoring Method

communication will be displayed. € Reattime Meritr Hode
& Mail communication mode
. From: Mail Address |mm@mm com
- From: Mail Address T el oGt cop
Set the mail address of the SMTP Server IP 192.168.7.250
Centralized Controller in the [From: Mail e oezos |
. . . . . Mail Sending Interval '—6 min
Address] field. When sending mail via an ISP, set the mail

address allocated by the ISP. When the mail server oK e
resides on the LAN, obtain the mail address from the LAN

administrator.
* When sending mail via an ISP, a user contract with the ISP is required.

- To: Mail Address
Set the mail addresses of the recipients to which mail is sent.
* The mail address of recipient (To:) acquires and sets up the address only for maintenance Tool.

- SMTP Server IP
Set the mail server IP address in the Mail Server Information [SMTP Server IP] field. When sending
mail via an ISP, set the ISP address of the ISP mail server. When the mail server resides on the
LAN, obtain the IP address from the LAN administrator.
* If the only information available on the ISP mail server is a domain name, use a PC to connect to
the Internet, open a DOS prompt and type “ping domain name”. Set the IP address that is
displayed as the ping response.

- Monitor Finish Data
Set the date of monitor data transmit period.

- Mail Sending Interval
Set the transmit interval of monitor data (max 240 min).

Then click on

After a while, it returns to the main screen, but the mail transmission to remote receivers will be performed by

Centralized Controller automatically.

* At the connection of MN Converter “the screen to select monitor method” is not displayed. Real-time
Monitor Mode is always commenced not allowing to use [Mail communication Mode].

(6) In the case of real time monitoring, the message “Monitoring. Please wait for a moment.” will
appear again.
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(7) Momentarily, the Operation Status Monitor Screen

will appear.
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Feun Tioe-Seaching P Vi Optin (v s Wi Mo

FQ%wE- = BeEs ¥ G
[ omwan ] s

S (S 0 0 0 0 0 0 2m Nonal  Normsl

Gl Mods | Ope Mode | F | Foc | FAN | CI0 | Q| LEVA | LEVZa | la | | FAN Gom) | FANAypr) | FAN -Fres | FANG-Fros | FAND|Va: | LEV2b | LEVG
0 0 U o

o a0

Wa W5 @5 05 412 167 22 92 67 o

S5t 565 | T2 [ THS | THE | T | THG | THT | THIE | FAN-Uer [ Save | Gpo Staus | Attt | N-NET Supaly Uni | Sar-op ni | FANI-Ver | AF
o

20

G0 |6 [ b | Te | Te | THHS | 215 215 [ 5Via |52 [5VA | Vi0 | Eror code | Dot oo Evvnrmw:emress‘
o0 o1 o

owe e W noas 0 o
TAEANY | THAS(FARE) | DEWAND | DEVADZ | NGHT  NIGHTE | SHOW | Rt Tiner | -Dofl | 0o
e R .
SE)=
Gl Node | Ope Mods  Foe | FAN | G5 |G [ LEVI [ L6V 1o | | FAN Gor) [ FANEpm) | FAN -Frae | FANE-Fres | FAN Ve | LEVED | LEVA
S S 0 0 0 0 0 a0 00 00 o 0 Nand  fema 0§ 200
G551 (415 | T2 [ TG [0 7 | TG | THT | TG FAN-Ver | Save | Ope S | ArvEte | FANEVer | AF
o |50 [ | To | To | TG | 2i6ta] 275% SVia | 5VZ [5V8 | VI Errcode | Dot code [mwmmm‘
1 w1 12 4 70t o 0 0 o
TARR(FANY | THASCFAE | DEWAND | DEVANDE | NSHT | NGHTE | SHGw | 18] -Gert | Fbeft
i 1 3 OFF OFF  OFF 1 OFF
© =k
Q]G [B.No  TH1 | TH2 | T3 | Tha [ SWSC] Li | T0 [Save| OF | Mode | Sae]1CS | Fan
i3 1 3 22 wms 4 04 130 200 100 Soppng Cooing Swp S Swp
w2[iz 2 2 310 w8 8 00 130 290 100 Siopping Coolng Stop Stop Stop
o3[z 3 4 252 398 s 94 130 290 100 Siopping Cooling Stop Stop Stap
os[12 4 1 310 38 403 04 130 200 100 Stopping Cooing Stop Stop
ws[12 5 1 305 ms w8 00 130 200 100 Stopping Cooing Stop Stop Stop
ws|7 5 2 305 e 38 04 130 290 100 Sipping Cooling Stop Stop
7|+ 7 3 305 s 403 03 130 290 100 Siopping Cooling Stop Siop
8|4 & 4 252 18 8 00 130 200 100 Siopping Cooing Stop Stop
we ¢ 9 5 305 ms 38 460 130 185 100 Stopping Heating Stop Stop

(8) Click on Ren_ |to end the Operating Status Monitor Screen.
The message “Finish the operation status monitor” will appear.

Click on
Clicking

to end or click on o b not end.

displays the screen to save data. Change

the data name as required and save it. You may enter your

comment also.

Clicking ~ notsawe |loes not allow the data to be saved.
Returning to the main screen.
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Confirm Data Save

Are you sure you want to save?

Data Name OM20130827 111210
Area Wakayama, Japan
Customer 3045

System 6F-1

Cemment

[] Monitor the Pre—error data
. Bave
[T Menitor the malfunc log

] l Not Save




3.8.2 Screen Functions and Operations

- The operating operating condition and operating data are displayed every minute.
- The [Current Time] is displayed. The [Monitor ID] is displayed when saving data.
[Refer to 5.2 Operation Status Monitor Data]

(1) "Operation Buttons”
i allows operation in the same manner as a remote controller.
[Refer to 3.11 Operation Control]

Click on Refumn | to end the operation status monitor and return to the Main Screen.
[Refer to 3.8.1(8)]

(2) "Menu Bar”

[Return], [Time Search], [Print], [View], [Option], [Drive Operation], [Window] and [Help] are displayed on
the menu bar.

Online. LR ) 6/6

- Click on [Return] to end the Operation Status Monitor and o e
return to the Main Screen. = oy =

/ 1) | THHS et
+ When connecting to M/P-series with USB/Serial conversion | [ w5 s 5 [ R T

SRET S [T [0 [T [T |98 17 [TH [FAVor [t [ 5 S

cable, Click on [Return] button, then the screen return to T T S o u

I

the selection screen of monitor mode. e |
* When finishing monitor display which is shown right with 1‘; S ==
P-series, make sure to turn off air conditioning system first | = @ @ ===
then turn off the Maintenance tool. If do not follow above mlT o rm
procedure, communication error occur and air conditioning | [&: ¢ ¢ &5
system stops by error. EE——

- /

- Clicking [Time Search] open the “Time Searching’

- Click on [Print] and an explanation about “Print” and
“Copy to Clipboard” will be displayed.

- Clicking [Drive Operation] open the “Operation Control Screen”.

NOTE:

+ In case of connecting to M-series with USB/Serial conversion cable, the Drive
Operation is not displayed on the menu bar.

- Click on [View] and then select "Switch Trend Form" or "Switch Classic Form" from the sub-menu.
Change the display format.

NOTE:

+ In case of connection using USB/Serial conversion cable, the View is not displayed on
the menu bar.

- Click on [Help] and an explanation about "Terminology" and "Operation Method" will be displayed.
[Refer to 3.7.1 Connecting Information of outdoor units 3.7.1.2 (2) "Menu Bar”]
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(3) “ « » » Buttons”

Toggles the display of the retrieved data.

This feature is only form the trend.

This feature is supported in the "Operation Data"
screen only.

- Clicking M In the data obtained shows the oldest data.

- Clicking « Display the previous data.
Direction keys on the keyboard can be used for
switching.

- Clicking - Display the next data.
Direction keys on the keyboard can be used for

switching.

- Clicking M Data obtained in the most recent data show.
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- Operating Status Monitor Screen(For MN Converter/Centralized Controller connection)
This screen displays the operation status and the operation data every minute.
The Operating Status Monitor Screen consists of multiple sub windows. As shown below, each sub window either
displays the operation status of a single unit or of multiple units.
Sub windows can be maximized, minimized, or moved.

Operation Status Monitor (Trend) - a

Retun Time-Searchine Print View Option Drive Operation Window  Help

Beww-E-8eHsND Bt 4> W e/

~TIFETaton data I Freadehest
= ==
Ctrl Mode | Ope Mode | F | Foc | FAN | QiC | QjH | LEVI | LEV2a | Mu Tw | FAM (rpm) | FAN2rpm) | FAN -Free | FAN2-Free | FAN2 | Vdc | LEW2h | LEVE
Stop Stop 00 0 0 0 L} 2100 0o 0.0 0 0 MNormal Normal 0 676 2100 L}
63HS1 | 68LS | TH2 | TH3 | TH4 | THE | THG | TH? | TH16 | FAN-Ver |Savel%) | Cpe Status | Attribute | M-NET Supply Unit | Start-up unit | FANI-Ver | AF
3760 1666 226 435 912 167 242 322 467 208 100 0c 031 081 208 i}
8Co | 8Cc | 8Hb | Te Te | THHE 21542 2154b SW1a | SW2  SWO SWI0 | Ewor code | Detail code | Ervor source address
165 208 104 448 129 318 0 0 i} i} i} L}
THHS(FANT) | THHS{FANZ) | DEMAND | DEMAND2 | NISHT | NIGHT?2 | SNOW | Rotation Timer | IH | H-Defl | H-Def2
329 87 OFF OFF OFF OFF OFF 034 1 OFF OFF
o =l =
Gtrl Mode | Ope Mode | Fos | FAN | @G | GiH | LEVI | LEV2a | Li | v | FAN (rpm) | FANZUpm) | FAN -Free | FANZ-Free | FANZ | Vde | LEVZh | LEVE
Stap Sep 0 0 0 0 0 00 00 ol [] [ Normal  Mormal 0 576 2100 0
B3HS1 | 63L5 | TH2 | TH3 | THE | THS | THG | TH7 | THIS | FAN-er | Save(¥) | Ope Status | Attribute | FAN2-Ver | AF
4255 1380 132 203 893 200 195 184 267 203 1m0 051 FYER
SCa | SCc | SHb | Te | Te | THHS | 2154a | 21546 | 5V1a | SW2 [ S8 | SVID | Errer cade | Detail code | Error source address
04 802 42 406 a0 21 0 0 [ R |

THHS(FAM1) | THHS(FAM2) | DEMAND | DEMAND2 | NIGHT | NIGHT2 | SNOW | IH | H-Defl | H-Def2

\NQ 361 OFF OFF OFF OFF OFF 1 OFF OFF /

QJ | G_No | B_No| TH1 | TH2 | TH3 |TH4 | SH/SC | Li TO | Save OF Mode | State | ICS | Fan

ﬁ

]
el
B

1 3 252 398 304 04 130 290 100 Stopping Cooling Stop Stop Stop

2 2 310 398 398 00 130 290 100 Stopping Cooling Stop Stop Stop
00212 3 4 252 398 394 04 130 290 100 Stopping Cooling Stop Stop Stop
00412 4 1 310 398 403 04 130 290 100 Stopping Cooling Stop Stop
00512 5 1 305 398 398 00 130 290 100 Stopping Cooling Stop Stop Stop
006 7 6 2 305 394 3938 04 130 280 100 Stopping Cooling Stop Stop
007 | 4 7 3 305 394 403 09 130 290 100 Stopping Cooling Stop Stop
008 | 4 8 4 252 398 398 00 130 290 100 Stopping Cooling Stop Stop
N0 4 3 5 305 394 398 440 130 185 100 Stopping Heating Stop Stop

PC Date and Time:6/21/2022 11:05:19

—» | eThe operation status of multiple units are displayed on a single sub window.
eEach row displays the status of a unit.

oA scroll bar will appear if a sub window contains more units than can be displayed all at once.

oThe operation status of a single unit is displayed on a single sub window.

oThe operation status of the unit is displayed in multiple rows.
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Clicking the [View] button in the menu bar will switch between the two display formats: [Trend] screen and

[Classic] screen.

[Trend] screen

[Classic] screen

Opersion tsus Monitor Tend) - o Operation Status Monitor (Classic) =
Retun Tins-Sesrchine Print View Optin Driv Operatin Window _Help Betm Tme-Sewchie Frim View Option Dive Operation  Window
H Q%% E S BeHEs VB I < <> 578 B @ %S 8 S e <> M 3/3
Operaton dote Soreadshest — =
SE= [Fumy-(E)P250 Adres:051 verl.73/1.01 21sd4a=1 svla=0
Ctrl Mode | Ope Mode | F | Foc | FAN [Q/C | QjH [ LEVI [ LEV2a | i | Iw | FAN (pm) [ FAN2rpm) | FAN -Free | FAN2-Free | FAN2 [Vde | LEV2b LEW; Attribute=oC FRN-Ver 2.05 FAN=100 2184b=1 SVSb=0 5V9=0
Stop Sop 0 0 0 0 0 0 2000 00 00 0 0 Normal  Normal 0§76 2000 0 Ctrl Mode=Ordinary 2154c=1 sV5c=0
B3HS1 | 63LS  TH2 | TH3 | THE | THE  THE | TH? | THIS FAN-Ver | Save(X) | Ope Status | Attribute = M-NET Supply Unit | Start-up unit | FAN2-Ver | AF Ope Mode=Heating F(Hz)=182 Foc(Hz)=62
3769 1565 326 435 912 157 242 322 457 203 100 oc os1 0s1 208 0 63HS1= 21.7
550|566 [ 57 | Te | To | TAS | 2164a ] 215 |SVia [5V2 [SVG | SVIU | Erar code | Deailcode | Err soures addess
15 208 194 448 128 318 0 o N 0 9 0 LEV;:]HDE THHS= 37.5 TH§= ii; THS5= 23.8 63LS ;
THRS(FANT) | THFS(FANE) | DEWAND | DEWAND | RIGHT | RIGHTZ | SHOW | Rtation Timar | Y F-Gef1 | F-0ofZ LEZS _— i "
OFF OFF OFF OFF OFF 03¢ 1 OFF OFF Wk - -
— S@i=
Tade | Ope o | Foe T 3 Gom) | AN | FAN e o
Ctrl Mode=Ordinary FAN -Ver 3.01 FAN =16 5V4a=0 5V4b=1 5Vdc=0
S S 0 0 0 0 0 200 03 08 Nomal  Nomal 0 ST 200 0 "
63HS1] 63LS | TH2 [ TH3 | TH4 | TH5 | TH6 | TH7 | THI5 FAN-Ver | Save(%) | Ope Status | Attribute | FAN2-Ver | AF €zo Had=Gihin EipUeR SO0 BP0 S SrEb=i
T Save® | O Stas | Ariute | FANE-Vr +——> _ z _
Wss w0 W W3 93 Mo 195 9 %7 28w oS n‘ ginzzi":;: = Ee=0 EEs 2.0
5o [56e |57 [ To [ To | TAHS [ 2151 | 754 [SVia |5V [SVE  SVI0 | Erorcude | DoaiToode (nnvsaun:zaddress‘ et SR A e 9.0 e S0 GO & 5u7
204 302 42 496 9, a1 [ [ [ 0 0 0 - _ - - -
F (Hz) =69 Foc(Hz) =34 TH5= 23.9 THE: 0.9 Tc= 35.4
THHS(FANT) | TRHS(FANZ) | DEMAND | DEWANDZ | NIGHT | NIGHT2 | SNOW | TH | F-Def 1 | F-Def2 TH3= 21.0  THHS= 31.5 Te= 5.8
OFF | OFF  OFF OFF OFF 1 OFF OFF Tl liny tamas 3.
L = =
Q[G_No[B_No| TH1 | THz | TH3 | TH4 | SHISC| Li | TO [Save| OF | Hode | Siate]ICS | Fan 1 =
i3] 1 3 252 38 94 130 200 100 Stopping Cooling Sop Stop Stop Q[G_No [BNo| TH1 [ THz T3 [ U [ T0 | IcS [Fan |-
021z 2 2 310 38 s 00 130 290 100 Stopping Cooing Stop Stop Siop T 1 122 2 5 7600 280 Temon
w312 3 4 252 398 394 04 130 200 100 Stopping Cooling Stop Stop Stop w23 2 2 216 205 8 1800 280 HeatoN - |2
0il1z 4 1 310 38 403 04 130 290 100 Swpping Cooling Stop Stop o HEREREIEDET 78 | 200 Heaton
ws[12 5 1 305 38 8 00 130 290 100 Stopping Cooing Stop Stop Siop B0 s« |+ 210|205 3051 TH600 20 reston
ws|7 & 2 305 34 s 04 130 290 100 Stpping Cooing Siop Stop o o oy2 oot o T1o0a o rasion
7|4 7 3 305 e 403 09 130 290 100 Stpping Coolng Stop Stop e o oo o ooa oo T1ate 0 T rasion
ws|4 & 4 252 308 8 00 130 290 100 Stopring Cooing Siop Stop e+ 77 T2is | 20¢ o085 280 Femon
9] 4 o 5 305 304 e 440 130 185 100 Stopping Heatng Stop Stop e S
<Monitoring cycle:60sec.> 4/6/2016 09:48:25
PCDate and Tmee/21/2022 10519

@ote

On the [Trend] screen, a selected cell can be highlighted in different color.
Clicking a cell will change its color between green and white.
The selection will be cleared when the operation monitoring is cancelled.

n Unit
Meaning

36 -1

THHS(FANT)
16.2

398 1 1

THHS(F AN2)
178

OC PUHY-(E)P250 Adres:051 Ver1.73/. OC PUHY-(E)P250 Adres:051 Ver1.73/
Ctrl Mode | Ope Mode | F | Foc | FAM Ctrl Mode | Ope Mode | F | Foc | FAN
Ordinary Heating 182 62 100 Crdinary Heating 182 62 100
63H31 LA TH2 | TH3 | TH4 | THS B3HS1 TH2 | TH3 | TH4 | THS
24 =7 211 212 900 238
5Co  5Cc |SHb | Tec | Te | THHS SCo | SCGc | SHb | Te | Te | THHS
185 167 268 367 -58 378 155 157 268 367 -68 875
+Click the item to see the explanations of terms.
. .
G3HS1 | BALS §{ TH3 § TH4 | THS | TH? w
19.8 3.4 087 31 30 g
Tc Te | THHS | 2154a | 2154b | SW1. Mame  : Thermistor

: *Car°F

ndicates the pipe temperature,

Note

-Some models do not support the display of data in the Trend display format. If the Trend display
format is selected on the models that do not support this function, data will be displayed in the Classic

display format.

-On some models, term explanations will not be displayed.
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- Operating Status Monitor Screen(For USB/Serial converter cable connection)
After displaying the title screen, the screen will change to the Operation Monitor screen.
The display screen when P / M-series is connected is as follows.

<P-series>
Operation Status Moenitor (Trend) E=10c |
Beturn  Time-Searching  Print  Wiew  Option  Window
R EEI=1"a k=] Mo > M 1712
falfm =
| PUHZ-RP10HA  Adres:001 Ver Adapterl.17/0 Unit0.00
delecting Info. Indoor Info. oOQutdoor Info.
action=Stopping TH1 = 26.0 COMP=0OFF 49C =Close TH3 =-16.0
THZ = 5.0 2154=CFF 53H =Close TH4 = 58.10
T = 0 THS = 40.0 5V =0FF 632L =Close THE = 9.0
FAN =0 TH? = 25.5 LEV A= 480
Last Error Adrs=00 Hz =0 THE = 0.0 LEV B= 400

Last Error Code=0000

Note
-Refer to 3.8.2 “Screen Functions and Operations for the operation” about operation on
the Operation monitor screen.
-Depending on the model, the monitor Mark and display value may not match.
*Depending on the model, Monitorable data is different.
-The model name displayed on the monitor may not match the actual model name.

<M-series>
Operation Status Monitor (Trend) — O
Betum  Time—Searching Print  Option  Window
B YTk =] Orline M <4 » M 1/1
— = 23
DiscTemp | TetDiscTemp | PrognoDiscTemp | DefTemp | FinTemp | PChoardTemp | AmbientTemp | QutHEXtemp | BEvaTemp
5153 278 0.0 3.0 0.0 0.0
Compfreq | Compfreq Uplim | Compfreq Dnlim | FanSPD | HAL Bypass St | HAL Bypass? St
11.4 Q.0 00 8]
CoilTemp_main | CoilTemp.sub | RoomTemp | FanSPDCode
25 00 0.0 o]
=] =] 3
DecTemp | | Zhiec oMb | Lroanomisc] eme | et emn | TN e | LeEos gl emn | Bmpent emp | U e e | v | e Outdoor Unit
5163 278 00 30 0.0 0.0 X i
Compfrea | Compfrea Uplim | GompfreaDrlim | FansPD | H/L Bvpass 5t | H/L Bvpasse 5t information
1114 a0 00 0
CollTemp_main | ColTempsub | RoomTemp | FansFDCode
51 00 a0 o
IC =] (=] 3
DisclTemp | TatDiscTemp | PrognoDisclTemp | DefTemp | FinTemp | PChoardTemp | AmbientTemp | OutHEXtemp | EvaTemp
i 218 0o S0 0o 0o
Compfreq | Compfrec Uplim | Gompfreq Drlim | FanSPD | HAL Bypass St | HAL Bypass? St
111.4 0.0 00 8]
Coill emﬁm ol en-ﬂp’sub HOOMPULQE
0.0 00 0.0 o
-
Note

-In case of RAC,SUZ, the indoor unit and the outdoor unit information are displayed in one window.
-In case of MXZ,

-Outdoor unit information is displayed duplicately in each indoor unit window.

-The window is line up in order of A room ,B room,--- from the top.

- Regardless of the number of connected indoor units,

Windows is displayed the maximum number of outdoor units that can be connected
-Depending on the timing of monitoring, it may take invalid value when monitoring at the first time.
-Refer to 3.8.2 “Screen Functions and Operations for the operation” about operation on
the Operation monitor screen.( It does not correspond to some functions such as operation)
-Depending on the model, Monitorable data is different.
And unmonitorable data is shown as blank.
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3.8.3 Refrigerant circuit diagram

- Some models support the display of the refrigerant circuit diagram.
The display formats of the operation status and the operation data can be switched by using tabs. The
refrigerant circuit diagram tab displays the operation status and the operation data along with a refrigerant

circuit diagram.

Beturn Time-Searching

=l Q% %

Print

v“E|v

‘iew  Option

B

Tab —_— Operation data

Refrigerant Gircuit Diseram

Operation Status Monitor (Trend)

Drive Operation

[
Select the Operation data tab

Operation Status Monitor (Trend)

\eect the Refrigerant

Circuit Diagram

- o

Rl =R A = e W4 e M 5/ o
T oo | Seaiest R
[e@] =
Ctrl Mode | Ope Mode | F | Foc FAN | QjC | QjH  LEVI|LEV2a | I | v |FAN (rpm)  FAN2(rpm) | FAN -Free FAN2-Free FAN2 Vdc | LEV2b | LEVS
63HS1| 63LS | TH2 | TH3 | TH4 | THS | THE | TH? | TH15 | FAN-Ver  Save(¥) | Ope Status | Attribute | M-NET Supply Unit | Start-up unit | FAN2-Ver  AF
THHS(FANT) | THHS(FAN2) | DEMAND | DEMAND2  NIGHT | NIGHT2  SNOW | Rotation Timer |IH | H-Defl | H-Def2
=E]=

Gtrl Mode | Ope Mode | Fos | FAN | GG | GjH | LEVI | LEVZa| L | bw | FAN Gpm) | FANXrpm) | FAN -Free | FAN-Free | FANZ | Ve | L

EVab | LEVS

Stop Stop 0 200 00 00 0 0 Nermal  Normal 0 &% 2100 0
BEHS1 | 635 | TH2 | TH3 | THe | TH5 | THS | THI | THIB | FAN-Ver | Savel®) | Ope Status | Attrbute | FANZ-Ver | AF
4253 1380 132 203 893 200 185 168 267 208 100 ost w0

Co | SCc | SHb | To | Te | THHS | 2154a | 2154 | 5V1a |5V2 |SV9 | SVID | Error code | Detail code | Eror source address
206 %02 42 496 90 201 0

THHS(FANT) | THHS(FAN2) | DEMAND | DEMAND2 | NIGHT | NIGHT2 | SNOW | IH | H-Def1 | H-Def2

m =ra) s
Q110N |80 | THY | T2 | THa [THe | SHiSC] UL | T0 [Save| OF | Made | S| S | Fan

Wi[31] 1 3 252 398 304 04 130 20 100 Stopping Cooling Stop Stop Stop

005 | 12 5 1 305 398 398 00 130 290 100 Stopping Cooling Stop Stop Stop

PC Date and Time:6/21/2022 11:05:19

Time-Searching  Frint  View  Option

Model OS PURY-PS00YNW-A Adre

Operation Status Monitor (Trend) — |

Drive Operation  Windon

ORI v w—

Online

Model BC(KA)  Adres:0 8

FANFree Nomal

w01 w00
FANZVer 201 MANET Supply Unit OS1

29
NIGHT OFF SNOW OFF

H.Def OFF

10/18/2018 11:4215

/Note

the display of the diagram.

chart.

30 L| Dizplay ref

tigerant circuit diagram

&0 [ Extend the

function..

+ Only some City Multi and M-series models support the display of the refrigerant circuit
diagram.Non-City Multi models such as refrigerators and chillers do not support

If none of the units monitored support the display of the diagram, the tabs of the display
formats will not appear, and the operation status and the operation data will be displayed in a

- The refrigerant circuit diagram will be displayed when [Display refrigerant circuit diagram] in
[Option] in the main screen is set to [Active].
When [Display refrigerant circuit diagram] is set to [Inactive], the tabs of the display formats will
not appear, and the operation status and the operation data will be displayed in a chart.

Thactive

accessed by selecting an OC.

be displayed.

ICs connected to OCs

from the actual unit operation.

70
+ The refrigerant circuit diaglll“am is digplayl/led 8nly when

+ Only one refrigerant system can be displayed in the refrigerant circuit diagram. If two or more
refrigerant systems are monitored, only a refrigerant system with the lowest OC address will

+ Only units that are monitored in the main screen are displayed in the refrigerant circuit diagram of

+ The refrigerant circuit diagram indicates the refrigerant flow and actuator status in animation or
color. These animations and colors only represent the normal unit operation and may differ

- Some models of M-series do not support animation and colorization.

eration Status Monitor Screen is

J
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p
Caution

Model Selection

* To display the refrigerant circuit diagram of PUMY-series T -
units, open the model selection screen from [Model e e
Selection] in the operation monitor screen, and select dlersi co brese thelCarceibllic)

the model name of the PUMY-series units.

If the model is not listed, press the Cancel button. G TR IS,

In this case, the display function of the refrigerant T )
circuit diagram and Model name is not available.

- When [Display refrigerant circuit diagram] in [Option]
in the main screen is set to [Inactive], the [Model
Selection] tab will not be displayed, and the model

name of the PUMY-series units cannot be selected.

Iode!

QK Cancel
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- When the refrigerant circuit diagram tab is selected
This tab displays the operation status and the operation data along with a refrigerant circuit diagram.
When the Y/WY series or PUMY series or M-series units are monitored, the tab displays the outdoor units
on the left side and the indoor units on the right side of the screen.
When the R2/WR2 series units are monitored, the tab displays the outdoor units on the left side, the BC
controllers in the center, and the indoor units on the right side of the screen.

Y/WY series or PUMY or M-series that switch cooling and heating

Operation Status Monitor (Trend) - |
Betun  Time-Searchine  Print  Wiew Option  Drive Operation  Window
@5 E-EE Onlne @ <« » » [ 3/5 |

Operation data Refrigerant Gircuit Diagram

Model OC PUHY-PSSTKMU Adre:D51 Verd 407104
Cu Mog= Orarary ‘Ope Mode Gootng

AN 301
a0 oo 17 sce 108

Atrtute 0C
smzm2 W@ T THHS 125

Model 05 PUHY-STZTKMU Adves-0532 Ver! 407,04
Cut Mogz Oranary Cpe Mose Coong

AN 301
a0

™58

10/18/2018 11:4215 ;1|

Outdoor units Indoor units

R2/WR2 series that allow simultaneous cooling and heating

Operation Status Monitor (Trend) — O
Fetun  Time-Searching  FPrint  Miew  Cption  Drive Operation  Window
H G s EYEE

Online W « » ™

10/18/2018 11:42115 .;

- NS N\ _/
Y ' YT

Outdoor units BC Controllers Indoor units
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In the refregerant circuit diagram screen, each part of the unit is displayed in animation or color that
represents the following status.

Part Status

Refrigerant | An animation will be shown of changes in the refrigerant flow according to the pressure.
pipe

AN High pressure

I i E iR iRl nNNng]
Low pressure

Note
An animation of the refrigerant flow represents the flow in an ideal pressure condition
corresponding to the control mode of the outdoor unit. The actual pressure condition
and refrigerant flow may differ from the animation.

Water pipe | The water flow is shown in animation.

Red lines show supplied water that flows during heating operation, blue lines show supplied water that
flows during cooling operation, and orange lines show circulating water.

< <
< |

Solenoid The opening status of the solenoid valve is indicated in the following colors.
valve E E

Open Closed
Heat A color of the heat exchanger changes according to the operation status of the outdoor unit.
exchanger

= == =

High pressure Low pressure Stopping mode

Fan An animation of the fan operation status changes as follows.

N
&

Stopped In operation
(The fun rotates.)
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The refrigerant circuit diagram can be enlarged and reduced by using a slider at the bottom right of the
screen.

Operation Status Monitor (Trend) bl O

BRetun  Time-Searching Print  View Option  Drive Operation  Window
R =T =M=
ot

B o -t 51 0, nares iR
= ide 0.0 01 FAN -Free Normal o1
Fnter 201 FaVer 201 MENET Suppy Uni 051 e =

e 29
DEMAND2OFF  NIGHT OFF SNOW OFF
o HDe

Online kW <« » »

Model OS PURY-PS00YNW-A Adres 052

Operation Status Monitor (Trend)

Operation Status Monitor (Trend) - O

i TweSeachis B Viw Cptin Dre Cpratin i

o
| @ %A+ = B

fun Ti-Seaching Ernt Vem Gptien [rve Cparstion Bk

e
| @ %% (A~ = 3|

Online ™ < » »

Online
Cperton it

ore
p w o1 00 P
FAN-Ver 201 FAN2-Ver 201 Save(%) 100 M-NET Supply Unit 0S1
st I To.20
L St gt 00 ) T
T oFvD OFF o Moo N swowore
Retaon Tiner 2720

FAN 100

B voc 3800 Tevan oo, ,

woneane aats

Move the slider to the left to reduce the diagram. Move the slider to the right to enlarge the diagram.
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A scroll bar will appear when the enlarged refrigerant circuit diagram does not fit the screen. Scroll the
window to see the rest of the diagram.

Operation Status Monitor (Trend) - O
Return  Time-Searching  Print  Wiew  Option  Drive Operation  Wfindow

B Q% Y BN Bl Online | W < » »
ERTTs

10/18/2018 114215 5

The scroll bar will appear beside the
Enlarge the diagram indoor unit area when the Y/WY series
or PUMY series or M-series units are

monitoired, or beside the BC controller

v and the indoor unit areas when the
Operation Status Monitor (Trend) - O R2/WR2 series units are monitored.
N T B« < The screen can be scrolled vertically by
. m“'w - S o e Frol - using the scroll bar at the right of the

= Sval0 a20a30 a4 g
Start.up unit OC s SVD10 b20 b30 b4 0

ShimDom  DEMMG2OT  MGMTOT NGO Suoworr SVE0 B0 G0 e | screen, and scrolled horizontally by

Rotation Timer 27.20

- _ : | | using the scroll bar at the bottom.

1l

\ 10/16/2018 114215

The scroll bar will appear beside the outdoor unit area when

the diagram is enlarged further.
The screen can be scrolled vertically by using the scroll bar at

the left of the screen.
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(Note
Click the item to see the term explanation.

o TH3
Mame  : Thermistor
Unit 1 *Cor°F
Meaning : Indicates the pipe temperature,

IR R RN RN

e

o

(RS RN S S RS EsSi:

e s RS iiisy
(R RN NN NN NN
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Click [Add Operation data] from the pulldown menu of [Option] on the menu bar, or click the corresponding icon
to open the Add Operation Data screen. This function displays the user-customized items on the Operation Data
screen. Customized calculation formula, such as the difference between the set room temperature and the return
air temperature or the difference between the inlet and outlet water temperatures of the chiller, can be added that
are calculated based on the existing items.

Operation Status Menitor (Trend)

Feturn  Time-Searching  Print  \iew Drive Operation

Window

. E Return  Time—Searching  Print___View Option [
| | ™ o - - ont_size 4 u
Rl k=AM =M %'lE'E

BC Auto Diagnosis...

['ritel Made [ e dode TF TFan Tirt |

rﬁl\ca\%

v A
Add Qperation data
\
Mo Item name Attribute Formula
| I B |8 ~ JITOL-[TH1 | cear |
2 o[ || Clear | )
. 3 v || Clear
Set the items to add T Sl | oo
; . E— ] | e
to the Operation  — =l o
) E— 8] =
Data screen.  — ol =
) E— ] =
) — ] [
IR SN AR
TH1 TH2 TH? TH4 sC Li
TO
OK Cancel
IC P = ]
QJ | G_No |B_No| TH1 | TH2 | THZ |TH4 | Li | TO |ICS | Fan | Sample
001 3¢ 1 0 256 201 398 130 200 Stop Stop| -56
002 | 3 1 0 244 193 371 130 200 Stop Stop| -44
003 | 3 1 0 256 201 394 130 200 Stop 56
004 | 3 1 ] 256 201 394 130 200 Stop 5.6
005 | 3 1 0 256 205 394 130 200 Stop - -5.6
006 | 3 1 0 256 205 384 130 200 Stop - -56
007 | 3 1 0 252 201 354 130 200 Stop - 52
008 | 3 1 0 252 205 398 130 200 Stop 52

Iltems set in the step above will appear here on the Operation Data screen
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Add the items to be included in the operation
data as follows.

' . m (2) 4) (5
(1) Enter the item names. The items \ \L N N
entered here will appear on the Add Operaton g N\ o N\
Operation Data screen. ﬁ{'smm - jmmw Form — I]
AN AN A AL
2 ~|| [T Clear
(2) Select the attributes from the pulldown N ol I
menu. ' E— g =
s ] Sl | oka
(3) Buttons corresponding to the item () I 2l | e
: ) E— &l | G
selected from the pulldown menu in
_ ) ) — Sl [ckx
step (2) above will appear. Click the ] =l |
desired button to add the item in the ) =l | ora
[Formula] field. Combine such items as == I
[TO-THA1] or [TH4-TH1] and four
. . . TH1 TH2 TH2 TH4 5C Li
arithmetic operations to create -
formulas. \_
(4) Check the formula for validity. )
(6)
(5) Clicking the [Clear] button will clear all
items entered. Use this button to ox —
correct errors in the formula. C
(6) Click the [OK] button to add the items
to the [Operation Data] screen.
Added items will appear at the bottom or at the right of the screen.
= |2 | =
Gtrl Mode | Ope Mode | F | FAN LE\JI‘
‘ESHSW THS | THE | TH? | THI1 | FAN-Yer
00 86 1234 12 00
THHSS | 2154a | 2154b | 51 S\-’Sb‘
Sample
12
Ic =@ =
Added 311 | o |m6 21 ma] | 1] 200 2o shr Added
Sl RIS E et
005 | 3 1 0 256 205 394 130 200 Stop
006 | 3 1 0 256 205 394 130 200 Stop
007 | 3 1 0 252 201 394 130 200 Stop
0og | 3 1 0 252 205 398 130 200 Stop
Note \

\_

the same M-NET address.

with M-NET address 52 cannot be used in the same formula.

(D User-added items will not be included in the text format output(CSV file).

@ The values that the customized formula refer to are only obtainable from the equipment with

Example: Sensor readings of the outdoor unit with M-NET address 51 and of the outdoor unit

/
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Click [Add Highlight Conditions] from the pulldown menu of [Option] on the menu bar, or click the
corresponding icon to open the [Add Highlight Conditions] screen. This function highlights the operation data that

meet certain defined conditions.

View Window View Option  Wind
E e Fant size » 3 EE p
EE . =[=] ¥ _
Add Operation data
. T Fefrigeranf Circuit Diag
Bdd Highlight Gonditions
v A 4
Add Highlight Conditions
((Eate Mo Condton e Attribute Highlight condition
1| Threshold comparison - || 0G/OS(GityMutti) | [s3Hs1 ~|> vl ] Clear
2 Jatem comparison | oc/0s(Citymutty ~ | Gtrl Made. ~|= | Error v ] cear |
3 v > v - Clear
. . g ] [o=
Define the highlight
conditions. : . . S I e—
; . g ] [o=
10 - - ~ - Clear v
==

I oK Cancel
(=)= ] =
Ctrl Mode | Ope Mode | F | Foc | FAM | LEWV1 | LEW2 | FAN (rpm)
Ordinary Cooling 39 33 100 74 704 820
G3HS1 ||63HS2 | 63LS | TH2 | TH3 | TH4 | TH5 | THE | TH? | FAN-\er | Attribute | AF
46 232 00276 404 731 218 -948 0 364 30s 1]
=00 | oHb | Te Te | THHS | 2154a | SW1a | 5W2 | S5W8
\.2 230 416 -04 533 i 1 1 i

N

Operation data that meet the defined conditions will
highlighted.
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Add the highlight conditions as follows.

(6)

©)

(1) ()

N\

(4) (5)

N

E
I
}

¢
( %

Attribute

=4
z

Threshold comparison ~ | 0C/0S(GityMutti)

~ -V .
/ Highlight condition
63HS 1 Clear
« |ctrl Made

Tiem comparison + Joc/08(CityMutti)

v
v|= | Emor v clear |

4
HHH!I!!!E!“_
&

,
2
|
#
~—

Gancal

(1) Select the highlight condition type. The method to define highlight conditions depends on the type

selected.

Method to define highlight -

Type conditions Description Example
Threshold ltem 1 V| |Symb0| V| Iltem and thre§hold are f:pmpared. TH1 > 15
comparison | Threshold When the defined condition is met,

P the operation data are highlighted.

ltem ltem 1 ¥ |Symbo| V| Iltem 1 and Itgm 2 are cpmpgred. Control mode =
comparison | ltem 2 W When the defined condition is met, Error

P the operation data are highlighted.

(2) Select the attributes from the pulldown menu.

(3) Define the highlight conditions.
Highlight conditions can be defined for the equipment with the same M-NET address.

Sensor readings of the outdoor unit with M-NET address 51 and of the outdoor unit with M-NET address

52 cannot be used in the same highlight condition.
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ltem Description

Select the target item from the pulldown menu.

When [Threshold comparison] is selected, items such as temperature sensor reading
and pressure sensor reading (numerical data) are displayed in the pulldown menu.
When [Item comparison] is selected, items such as operation mode and control mode
(text data) are displayed in the pulldown menu.

Select the symbol from the pulldown menu.

Symbol | Example Description

When value A is larger than value B, the operation data will
be highlighted.

When value A is larger than or equal to value B, the
operation data will be highlighted.

< A<=B When yalue A is' less than or equal to value B, the operation
data will be highlighted.

When value A is less than value B, the operation data will be

> A>B

) A<B highlighted.
_ _ When value A is equal to value B, the operation data will be
= A=B -

highlighted.

When value A is not equal to value B, the operation data will
NOT= | ANOT=B | pg highlighted.

Buttons corresponding to the item selected from the pulldown menu in step (2) will
appear in the field indicated as (3) in the figure above. Click the desired button to add
the item in the [Threshold] field. Combine such items as [TO-TH1] or [TH4-TH1] and
for arithmetic operations to create thresholds.

Threshold

tem2 V¥ Select the item to be compared with Item 1.

(4)

(6)

(7)

Select the highlight color. Clicking the button will change the highlight color. When the highlight condition
is met, the operation data will be highlighted in the selected color.

Note that if multiple highlight conditions are met at the same time, the operation data will be highlighted
in purple.

Clicking the [Clear] button will clear all items entered. Use this button to change the highlight conditions.

Clicking the [No.] buttons will enable or disable the corresponding highlight conditions.
Use these buttons to temporarily enable or disable the highlight conditions.

Pressing the [OK] button will set the defined highlight conditions. Operation data that meet the highlight

conditions will be highlighted.
The highlight conditions apply to the [Trend] screen, not to the [Refrigerant circuit diagram] screen.
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3.8.4 Operative Diagnostic Test Function for the SVB on the BC Unit Solenoid Valve Block

- With respect to the information provided in the Service Technical News (SWE12040), diagnostic test is run to
automatically determine whether the SVB on the BC unit solenoid valve block is operating normally.

* On the main screen, select the only OC of the system which is the target of diagnosis, and start an operation
monitor.
To run diagnostics for multiple systems at the same time, select the OC for each system.
*If the Operation Monitor is started with only an OC selected, the Operation Monitor will monitor operation for all
units connected to the selected OC.

# Maintenance Tool ( Ver 5.06Betal ) - G-50 [10.130.50.20 ]

Monitor
0 1 2 3 4 5 6 71 & &8
o JCe (e J(e Je Je Je ) | Individual Monitor
1o JC_JC_JC_J0e ). Je e ). J(e ] Address 88 ErrorCode =
20 (e (e ) ) Je Je )i Je e J(e ] | Attrbute ac
30 (e ) J(o Jie (e Jc )i ) [ )] odel PURY-P250CV)M-B
40 (1 J(e (i J(1c . | & ] Ver.
s0(_Jlec])C ] oC G Ne.
60 3 < Capacity 250
70 [ oC | & | | Branch/Pair
50 res) o | & On/Off
90 ) Mode
100 [Re J(RG (R )[R RG linctis
1o JC_JC I RC rC (RO RC | St
120 (] Jme )l e o) o r ) Gonnecting Information
130 (Re J(Re ][R ] RC RO [
140 (RS
150
160
170 C_JC_JC_JC_J
o JC JC ) ] RG J
ol JL L RO J
200 JC_J(R](TR J
e JC JC ]
20l L L ]
230 JL L0 J
20 JL L0 J
20 JC JC L J
9/25/2012 171552

» Check the Operation Status Monitor screen to ensure that all units connected to the selected OC appear.

Gperation Status Monitor (Trend) - o
Retum  Time-Ssarching  Print \View Option Drive Operation Window  Help
Y= = = ae) g iline
RHewwE = 5eEs ¥ 2 LI I 8745
Operation data Spreadsheet
[SlEl=

Gl Mods | Ope Mods | F | Foe | FAN | OJC | QjH | LEVT | LEV2a | Li | Iw | FAN Gpm) | FAN2ipm) | FAN ~Free | FAN2-Free | FAN2 | Vdc | LEV2b | LEVS
Stop S 0 0 0 0 0 0 20 00 00 Normal  MNormal 0 &% 2100 0
63HS 1| 63L5 | TH2 | TH3 | TH# | THS [ THE | THT | THIB | FAN-Ver | Save(t) | Ope Status | Atribute | M-NET Supply Unit | Start-up unit | FANZ-Ver | AF
9760 1565 925 435 012 167 242 922 467 28 o 208 1
SCo | SC0c |SHb | Te | Te | THHS | 2fSta | 21S4b | SV1a | SV2 |SV0 | SVID| Error cade
15 208 194 488 129 38 0 0 [ )
THHS(FANT) | THHS(F AN2) | DEMAND | DEMANDZ | NIGHT | NIGHT2 | SNOW | Fotation Timer | IH | H-Defl | H-Def2
320 EX OFF OFF  OFF OFF  OFF 038 1 OFF  OFF

Detail cade | Error source address

[SIE]s
Gtrl Mode | Ope Mode | Fos | FAN | QiC  QjH | LEVT | LEVZa | Iu Iw | FAN (rpm) | FAN2(rpm)  FAN -Free | FAN2-Free | FAN2 | Vdc | LEVZD | LEVY
Sep | Sm 0 0 0 0 0 20 gt 00 0 Normol  Mormel 0 576 2100 0
B3HS1] 63LS | TH2 | TH3 | THA | THE | THO | THT | THI5 | FAN-er | Save(®) | Ope Status | At bute | FAN2-Ver | AF
4263 1380 132 203 893 200 195 169 267 203 100 0s1 203 0
SCo | SCe |SHb | Te | Te | THHS | 2154a| 2154  SVla |SV2 | SV9 | SV10 | Error code | Detail code | Error source address

294 32 42 485 90 anl 0 [ [
THHS(FANT) | THHS(F AN} | DEMAND | DEMANDZ | NIGHT | NIGHT2 | SNOW | I | H-Defl | H-Def2

a1 OFF OFF  OFF OFF OFF 1 OFF OFF
[ (E=8 EoR i
QJ[G_No B No| TH1 [TH2 | TH3 [TH4 [SHISC| Li [ TO [Save| OF | Mode |State[iCS | Fan
01731} 1 3 252 398 394 04 130 290 100 Stopping Coeling Stop Stop Stop
00212 2 2 310 388 8 00 130 290 100 Stopping Cooling Stop Stop Stop
003/12 3 4 252 398 394 <04 130 200 100 Stopping Cooling Stop Stop Stop
004/12 4 1 310 398 403 04 130 290 100 Stopping Cooling Stop Stop
0512 5 1 305 398 398 00 130 290 100 Stopping Coeling Stop Stop Stop
06| 7 & 2 305 394 398 04 130 200 100 Stopping Cooling Stop Stop
0074 7 3 305 394 403 09 130 200 100 Stopping Cooling Stop Stop
08| 4 8 4 252 398 398 00 130 290 100 Stopping Cooling Stop Siop
09| 4 9 5 305 394 398 440 130 185 100 Stopping Healing Stop Siop

PC Date and Time:6/21/2022 11:05:19
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+ [BC Auto Diagnosis] button is clicked from the option of a menu bar to open the [BC Unit Diagnostic Function]
screen.

It will take approximately 30 minutes for the diagnostic test to complete.
Click on the [Start] button to start the BC diagnostic test.

, :

Auto check mode for 3¥B on BC/BS unit

It will take about 30 minutes to finish checking.

Sawe the operating data after finishing.

Do not close the maintenance tool window during auto check mode

Try to restart this made when maintenance tonl monitar or PC is freezed
Stop the scheduling function of the centralised controller before starting.
Scheduled operation may interrupt this mode.

O 00—

. s ) o

* When all the units connected to OC are not displayed on an operation monitoring screen, the following screens are
displayed and diagnosis is not started.

,

Can not execute Auto check for SWB an BG/BS unit

Target of Auto check for SWEB on BCG/BS unit was none.

|

» The screen shown below will appear while the BC diagnostic test is running.
Click on the [Cancel] button to stop and exit the BC diagnostic test.

, :

Auta checking for SYB on BC/BS unit

Waiting for the target unit to stakilize..

Cancel
I
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* The test results page appears once the BC diagnostics test has finished.

A “OK” result is listed in the Result column for solenoid valves that are operating normally.

A “NG” result is listed in the Result column for solenoid valves that are not operating normally.

A “—* result is listed in the Result column for solenoid valves that could not be tested properly due to a
communications error.

A “judgment is impossible “ result is listed in the Result column for solenoid valves that could not be tested properly
due to ctrl mode changed to the [stop] or [error] or [defrost] or [off] during diagnosis.

A “Diagnosis is interrupted “ result is listed in the Result column for solenoid valves that could not be tested.

When "Diagnosis is interrupted" fails in the unit stop processing at the time of a diagnostic start, it is displayed.

The results of the diagnostic test are saved automatically.

The name of the file is “BCAutoDiagResult_[Test Date and Time].CSV”, where “Test Date and Time” is replaced with
the actual date and time of the test in numeric format.

Click and hold down the [Return] button to end the diagnostic test function.

Once the diagnostic test function has ended, the Operation Monitor data is saved and the Operation Monitor closed.
BC Auto Diagnosis ) _ 1

Auto check mode for SYB on BG/BS unit has been completed.

File : F¥src.net¥bin¥Release_xB6Eng¥DAT A¥BC AutoDiagResult 20121 003 155608 cev

Qc BC/BES Brunch Ic Attribute SCj Result

i) eoi| © |
051 053 2| 002 Ic 020 OK |
051 053 3| 003 Ic 020 Ok i
051 054 1 004 Iz 090 NG
051 054 | 2| o005 IG | 020 OK
051 054 3| 004 FU 020 oK =

Return ‘

mOTICE \

* There are four types of units to be tested, IC, FU, AU and BU.

* Only the solenoid valve of the sub port to which the unit being monitored by the Operation
Monitor is connected will be checked during the diagnostic test.

» Once the diagnostic test has ended, make sure to close the Operation Monitor and save the
Operation Monitor data.

* The actuators are locked while the BC diagnostic test is running.
Always make sure to use the proper procedures when closing the Maintenance Tool.
If the Maintenance Tool is not closed properly, the actuators will remain in the locked position,
which could cause the air-conditioning equipment to malfunction.

» Do not attempt to change the operating status of any of the devices in the indoor units by a
remote controller or other means while the diagnostics test is running.
Diagnostic test results may not be accurate if operating status or conditions are changed
during the test.

* Turn the Scheduler function OFF if there is a system controller connected.

+ Setting of a unit is changed during the diagnosis and it will not switch back to the original
setting after the diagnosis is completed.
Write down the settings before starting the diagnosis, if necessary.
IC and FU : Change the operation mode “Heating” and the fan speed “High”.
BU : Change the set temperature 70°C.
*Do not set up the preset temperature limit by the external input of BU

Diagnostic test results may not be accurate.

+ Should the diagnostic test end and close out partway through due to the PC freezing, restart

the diagnostic test function. /
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3.9 Optional Setting Optional Set |

* Items Performed Here

- Self-Diagnosis Monitoring : The self-diagnosis function (LED for service monitor) to be performed
with Dip-SW on the circuit board of the outdoor unit can be monitored.
- Date / Time Setting : A setup of the present time can be performed to outdoor unit.

(It is used for the time when abnormalities occurred.)
- LOSSNAY Function Setting Monitoring : Monitors function-item settings for LOSSNAY units.
- Unit Information Writings : Unit model name and serial number can be written.

(1) Click on | Opticnal Set |from the function selection buttons on the Main Screen.

(2) Click on the units to be monitored or operated.

(3) The Optional Setting Screen will be appear.
Click on [Item] to be monitored or operated.
- Click on Chenge bnd the Address Change Screen —
appears.
[Refer to 3.11.1.1 Malfunction Log 3.11.1.1.1 (5)]
- The sending/receiving data are displayed on the
[Lower Column].

(4) Clickon [P ko end the Optional Setting Screen
and return to the Main Screen.

3.9.1 Self-Diagnosis Monitoring
(1) Click on Sef-Diagnoss Hontorng ’nd the Self-Diagnosis Monitoring
Screen will appear. Selt-Diagnosis SW e

(2) Set the self-diagnosis SW value with @z‘ >
For the set value, use the No. on the List of LED monitor
display of the Service Handbook for each unit.

Selt-Diagnosis LED indication

(3) After setting the set value, click on Senaing ]
The self-diagnosis LED display will be shown with flag or numerial 1]
value. -
If the unit other than the outdoor unit or the set value being not
corresponded is sended, the characters “Not corresponded” and
“Attribute and Version” are displayed.

(4) Click on cee | to end the Self-Diagnosis Monitoring Screen and return to the Optional Setting
Screen.
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3.9.2 Date / Time Setting

(1) Click on | PaemimeSeting - The Date / Time Setting Date/Time Setting

Screen opens and the present time of PC is displayed. dd o s

mmm hh mm
Iﬁ ;Iﬁ; !2003 IT; W; IF

Cancel |

* When the unit which does not correspond to a setup of
time is chosen, the message of "This function is not

available" is displayed, and it cannot set up.

(2) A click of | sets the time currently displayed to a unit.
* The time to set up can also be changed on a screen. Cursor is united with a change point and
a numerical value is inputted.

(3) Click on el 1to end the Date / Time Setting Screen and return to the Main Screen.

3.9.3 LOSSNAY Function Setting Monitor LOSSNAY Funcion Setting Menior
Function Mo Setting data (ol Addrass a7
1 1
(1) In the [Optional Setting] screen, click [LOSSNAY Function 2 z e
Setting Monitor]. ; ; [ ome |
The [LOSSNAY Function Setting Monitor] screen Z 2 [ menksr
appears. ; ;
On the [LOSSNAY Function Setting Monitor] screen, the ® 8
LOSSNAY function setting status can be monitored. 1? 1?
(NOTE: ) E—
If you selected a unit that does not support the 1; 1;
LOSSNAY Function Setting Monitor function, a "This 13 13
model does not support the LOSSNAY Function s .
setting monitor" message appears. 20 20
The LOSSNAY Function Setting Monitor function can 312 212
only be used for some LOSSNAY models. - -
~ / 25 25
26 26
(2) Click [Monitor] to monitor the current set values and i; 2;
display the result on the screen. 2 2 g Close

(3) Clicking [Change] opens the [Change] screen.
For operation method, refer to “3.9.2 Screen Functions and Operations”.

(4) Clicking [Close] closes the [LOSSNAY Function Setting
Monitor] screen.
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3.9.4 Operation restriction from the remote controller

(1) Click [Operation restriction from the remote controller] on the [Optional Set] window to display the
[Operation restriction from the remote controller] window. Using the [Operation restriction from the remote
controller] window, the operation from the remote controller can be disabled. To use this function, first set the
address selection, operation restriction time, and operation restriction item selection.

Address selection

Operation restriction /
—

Lol Jls Jle e Jle Jla ) Jla Jln ]
(o )L Je e [ JLe [ ][ s [ ][ & ]
Lo e Jlo Jlee o J[a Lo ]l= ]2 ] «] Operation restriction time
[ J[ee ][ s J[ o J[ s J[ s [ o2 ][ & ][ ][ 0]
[o [ e [ e ][a|la ][« ][ a]s][ ] =] )
‘/

Operation restriction time

Set the operation restriction time
If operation restriction is not cancelled from the Maintenance Tool, the

restriction will automatically be cancelled after the preset time has elapsed Operat|0n restriction item

60 2 .. / selection

Operation restriction item selection y

Select the items to be restricted

= Air fl =
ON/OFF Restriction l Cancel l dil:ectoi\:n l Restriction l Cancal |
Temp.Set l Restriction l Cancel l Fan speed l Restriction l Cancel |
Mode l Restriction l Cancel l Timer l Restriction l Cancel |
Restriction status
Close
check
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Item Details
Address Select an address to be targeted for the operation restriction. There are three methods of selecting
selection the address: [Set All], [Set System], and [Set Individual].
[Set All]
When [Set All] is selected, all the remote controllers are selected as targets for the operation
restriction.
L?/Et Sy;tetms] ¢ ) lected. th d g Outdoor unit address selection
en [Se stem] is selected, the outdoor —
it adess oan be selocted witin e range | B L e e Lo o
N | [
from 51 to 100. Remote controllers that exist L)l e e s e o) le )la )ln ]
in the outdoor unit system of the designated (o e J[m (o (e ][w [ |[o]les ][ «]
address are selected as targets for the Lo Jlee e Joe Sl o o [ [0 Jfm ]
operation restriction.
[Set Individual] e Indoor unit address selection
When [Set Individual] is selected, the indoor e e e Il I Je Je Je ]
unit address can be selected within the range  |[n [[v [ [[w |[s [ o [0 [l [[n [[a]
from 1 to 50. Remote controllers that exist in gg@@@g@gg
the indoor unit system of the designated IQIQL_SIL_*J@IQIQQL_WL_W
address are selected as targets for the oot e e s Gt Gt b o o
operation restriction.
Note
When setting the target address using [Set Individual], select the address of the main unit
or of both the main and sub units in the group. If only the address of the sub unit is selected,
the operation of the remote controller can not be restricted.
Operation Set the operation restriction time. The operation restriction from the remote controller is cancelled

restriction time

after the specified time period has elapsed. The operation restriction time can be set within the
range from 10 minutes to 120 minutes.

Operation
restriction item
selection

Set the operation restriction item. Six operations of ON/OFF, temperature setting, operation mode,
air flow direction, fan speed, and timer (restriction of the schedule set by the remote controller) can
be restricted.

(2) After setting the address selection, operation restriction
time, and operation restriction item selection, click the [Set]
button. If there is an unset item, the [Set] button is grayed
out and cannot be clicked.

Air flow

direction Festriction

Cancel
Cancel

Cancel

[——

-

Fan speed Restriction

I Gancel ‘

Timer Restriction I Cancel ‘

Restriction status
check

\ Close ‘

!\_ Set
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(3) The progress bar will appear, and then the confirmation

messsage will appear. Click the [OK] button.

Searching for the units whose operations from the local remote
controllers are restrictad

F A

Gancel

|

Operation of the units with the following addresses from the remote
controllers will be restricted.
Address : 11, 13-20

Operation of the units with the following addresses cannot be restricted
from the Maintenance Tool.
Address : 1-10, 23-24

The follewing addresses de net have corresponding units.
Address @ 33-34

3

\—OK

fNote

The confirmation message will appear as follows.

Confirmation message

Meaning

Operation of the units with the following
addresses from the remote controllers will
be restricted.

Appears when the operation restriction can be enabled for
the selected address using the Maintenance Tool. When
the [OK] button is clicked, the operation of the remote
controller conntected to the indoor unit having the
designated address is restricted.

Operation of the units with the following
addresses cannot be restricted from the
Maintenance Tool.

Appears when the operation restriction cannot be enabled
for the selected address using the Maintenance Tool.
Operation from the remote controller cannot be restricted
using the Maintenance Tool for some indoor unit models.

The following addresses do not have
corresponding units.

Appears when there is no unit in the selected address.
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(4) The Maintenance Tool sends the operation restriction
command to the target address. The progress bar will
appear, and then the confirmation message will appear. Setting..
Click the [OK] button to close the confirmation message.

Gancel

|

Settings for the follewing units have been completed.
Address : 11, 14, 17, 20

Failed to set the following units. Communication error may have
occurred.
Address : 15, 18

OK
4 1\
Note
The confirmation message will appear as follows.

Confirmation message Meaning

Settings for the following units have been | Appears when the operation restriction settings have been

completed. made properly.

Setting was cancelled. Settings for the Appears when the [Cancel] button on the progress bar is

following units have not been completed. clicked.

FANLd to set the following units. Appears when the setting has failed due to a

Communication error may have occurred. | communication error. Check the communication status and

make the setting again.

(5) After completion of the setting, click the [Restriction

status check] button. ) FriT [ Restriction || Cancel \
Cancel Fan speed l Rest‘r’:\;:tiom || Cancel ‘

Cancel Timer l Restriction H Cancel ‘

ek Close

ol

‘ Restriction status l l
et

Restriction

status check
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(6) The progress bar will appear, and then the [Operation
restriction status] window will appear. The restriction status
of each item is displayed on the [Operaton restriction
status] window. Check that the restriction settings have

been made properly.

Iltems being restricted are highlighted in red.

Checking.

¥
Operation restriction status
Address ONAOFF TempSet Mode lj—f\irﬂqw Fan speed Timer
ire ction
oo Gancel Cancel Cancel Cancel Cancel Gancel
002 Restriction Cancel Cancel Gancel Cancel Gancel
003 Cancel Cancel Restriction Gancel Cancel Cancel
004 Restriction Cancel Restriction Cancel Cancel Cancel
005 Cancel Restriction Cancel Cancel Cancel Cancel
006 Cancel Restriction  Restriction Cancel Cancel Cancel
007 Restriction  Restriction  Restriction Cancel Cancel Gancel =
008 Gancel Cancel Cancel Gancel Cancel Restriction
003 Restriction Cancel Cancel Cancel Cancel Restriction
010 Restriction Cancel Restriction Cancel Cancel Restriction
011 Cancel Restriction Cancel Cancel Cancel Restriction
o1z Restriction  Restriction Cancel Cancel Cancel Restriction
i 013 Restriction  Restriction  Restriction GCancel Cancel Restriction
014 Gancel Cancel Cancel Gancel Restriction Gancel
015 Restriction Cancel Cancel Cancel Restriction Cancel
oG Cancel Cancel Restriction Cancel Restriction Cancel
o1y Cancel Restriction Cancel Cancel Restriction Cancel
o018 Restriction  Restriction Cancel Cancel Restriction Cancel
019 Gancel Restriction  Restriction GCancel Restriction Gancel
0z0 Restriction Cancel Cancel Cancel Restriction  Restriction
! 021 Cancel Cancel Restriction Cancel Restriction  Restriction
02z Restriction Cancel Restriction Cancel Restriction  Restriction
023 Restriction  Restriction Cancel Cancel Restriction  Restriction
024 Cancel Restriction  Restriction Cancel Restriction  Restriction
025 Restriction  Restriction  Restriction GCancel Restriction  Restriction
i 026 Cancel Cancel Cancel Restriction Cancel Cancel
027 Cancel Cancel Restriction  Restriction Cancel Cancel
(| 028 Restriction Cancel Restriction  Restriction Cancel Cancel -
Different indoor unit models allow for restrictions of different items
Functions that cannot be restricted are indicated as Cancel restrictian. Close

Note

Items that can be restricted vary depending on the indoor unit model. Items that cannot be restricted are|
displayed as “Cancel” on the [Operation restriction status] window.

(7) Click the [Close] button to close the [Operation restriction

from the remote controller] window.
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Air flow
direction

Fan speed

Timer

l Restriction H Cancel |

[ Restriction H Gancsl |
[ Restriction H Gancel |

Set

| Restriction status
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‘ ‘ Close |




3.9.5 Unit Information Writings
(1) Click [Unit Information Writings] on
the [Optional Setting] screen to display the
[Unit Information Writings] screen as shown at right.

Unit Information Writings

Address 051 Change Attribute Qc

Model OO0 |
Serial No.  [X0000000GK |

(2) Enter a model in the [Model] box and a serial number
in the [Serial No.] box. Then, click [Writing] to write iirite Close
the entered information into the main circuit board.

(3) Click [Close] to end unit information writing and return to the [Optional Setting] screen.

Note

* The [Model] and [Serial No.] boxes are blank when the [Unit Information Writings] screen is displayed.

* When a unit that does not support the unit information writings function is selected, a message, "This model
does not support the Unit Information Writings Function." will appear and the unit information cannot be set.

+ To write another unit’s information, click [Change] to change the target unit address.
[Refer to 3.11.1.1 Malfunction Log 3.11.1.1.1 (5)].

Important

» Write unit information when the model name and serial number are unset to a unit (i.e., when the circuit
board is replaced).

+ After completing unit information writing, check the main screen to see the information has been set
correctly. For how to check the information, refer to "3.3 Address Search Method" and "3.4 Main Screen."

75



3.10 Operation Control Operation |

* Iltems Performed Here
You can start/stop units and operate the operation mode, set temperature, air volume, and filter sign reset.

The operable range differs depending on the model.
*In the M-series, can not use the Operation Control.

3.10.1 Screen Transfer Operation
(1) Click on | gperation |from the function selection buttons on the Main Screen.
(2) Click on the unit to be controled.
(3) The Operation Control Screen will be appear. This display shows the current conditions.

3.10.2 Screen Functions and Operation (Indoor unit, LOSSNAY unit)

(1) Set each desired [Iltem]. //—(5) /,—(2)

IC/LC Ade 001 Ghange OC Adr Set Individual / Monitor ‘ Set Selected Address

Attribute 1c

Sat All

NOTE:
In case of connecting to P-series with
USB/Serial conversion cable, Tampset | 779F -
items of (2),(5) are not displayed.

(4)

(2) Set the operation range. Select [Set Individual Unit/Monitor],
[Set Selected Address] , or [Set All] mode.

[Set Individual Unit/Monitor]
Operates the operation status of the selected indoor units.

[Set Selected Address]
When [Set Selected Address] is selected, the [Select
. Select the address of the unit to be operated
Address] screen appears on the lower right corner of the RN RER TR
- 2 3 4 [ [ 7 8 9 0
B o et of the indoor unit of the Mgy Y| Ll o [ oo [
perates the operation status ot the Inaoor unit or the Vl- T 2 2 o o I as 1l 2 1 28 |l 28 | a0 |
address selected using the [Select Address] screen. %@%ﬁ%@%@%ﬁ
Lo oo e o [ o o o [
[Set All]
Operates the operation status of all indoor units that exist. ——
Close
NOTE:
Settings that are not supported by the specific model are not sent. (Mode operation for LC,
etc.)
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(3) After setting the operation item, click on Transmmission
* The item will not be transmitted if a "check" is removed. Please remove a check if needed.

* Click on Fieresst | and the command which resets a filter sign will transmit.
* When [Set Selected Address] or [Set All] is selected, the send targets are searched . After searching, the
messeage screen appears. Click [Yes] to batch send the settings to the targets. Click [No] to not send settings.

(4) The operation mode and temperature settings are set as follows.

Mode

Fan --- Indoor unit operation mode will be set to the FAN mode.

Dry --- Indoor unit operation mode will be set to the DRY mode.

Cool .- Indoor unit operation mode will be set to the COOLING mode.

Heat .= Indoor unit operation mode will be set to the HEATING mode.

Auto .- Indoor unit operation mode will be set to the AUTO mode.
Two types of value settings(single set point and dual set points) are available.
(changeable from the function settings menu)

Setback --- Indoor unit operation mode will be set to the SETBACK mode.

AUTO (dual set point) mode:
In AUTO (dual set point) mode, the preset temperatures can be set for cooling and heating, and
operation can be switched automatically between cooling and heating depending on the room
temperature.
The preset temperatures for cooling and heating set in AUTO (dual set point) mode will be reflected
to the temperature setting for COOL/DRYING and HEAT modes.

(NOTE:
- Temperature settings for Cooling and Heating in the AUTO (dual set point) mode can be
set to the temperatures that meet the following formula:

“Preset cooling temperature — Preset heating temperature
> Minimum temperature difference”

*If the temperatures for Cooling and Heating are set too close to each other, the
temperatures for both the Cooling and Heating will automatically be changed to meet the
minimum temperature difference requirement. Minimum temperature difference requirement
varies with the indoor unit settings.

- J

SETBACK mode:
The SETBACK function automatically switches the operation mode between cooling and heating to
maintain the room temperature within the set temperature range.
The preset temperatures for cooling and heating set in SETBACK mode can be different from the
preset temperatures for other modes.

Temperature settings
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The method of setting the set temperature differs depending on the indoor unit model.
- If multiple input fields are displayed for the set temperature, it is possible to set the set temperature for each
mode of the target indoor units. Set the set temperatures for each mode.
- If multiple input fields for the set temperature are not displayed, it is not possible to set the set temperature
for each mode of the target indoor units. Set the set temperatures that is common with different modes.

(5) Click on cenge  |and the Address Change Screen will appear.
[Refer to 3.11.1.1 Malfunction Log 3.11.1.1.1 (5)]

(6) Click on Close to end the Operation Control Screen.The Main Screen will return.
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3.10.3 Screen Functions and Operation (Booster Unit, Water HEX Unit)
Screen when Booster Unit is selected.

Operation

Help

IG/LG Adr

0C Adr.

Heating | HeatingfCO | Hot Water | Anti-freeze

ON/OFF
’ > Mode

()

(3)

Set each desired [Item].

After setting the operation item, click on

Operation

()

Screen when Water HEX Unit is selected.

Individual

Transmission

* The item will not be transmitted if a "check" is removed. Please remove a check if needed.
* Click on and the command which resets a water exchange signal will transmit.

Refer to [3.9 Malfunction Log 3.9.2 (1)]
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Click on g bnd the Address Change Screen will appear.

Click on cee  to end the Operation Control Screen. The Main Screen will return.




3.10.4 Screen Functions and Operation(BC Controller)
(1) Click on the button corresponding to the valve number you
want to change.

DriveOperationgcForm

| BosBS Adr

sv

1

Change

-

“0” represents “close” anfj “1” represents “open”. E L—j:};ji ]J%J: ‘ ;; {;[ : E:Q:QDQ
To change the valve setting, perform e
“Fix Release” --> “Fix” o e
swo o]
Fx  [CodJferfe)fo]) Moritor |
(2) After setting, click on Transmission =—
LEV1 0000 TE Carx l
Lev o000 %%s cancel |
(3) Click on Menitor — to check the current conditions. ooy o FHFE -
Levd 0000 :‘;@ ] | -
(4) Change the LEV opening with %Set to the LEV
opening. Click on | Transmission b send the setup contents.
(5) After adjustment by solenoid valve and LEV opening change is complete, click on G
The Main Screen will return. At this time, the contents set at this screen become invalid.
/NOTE: A
To prevent failure to release the status set after test run, close the operation control screen of
BC/BS controller.
This releases all the content set on this screen_automatically.
However when moving to the operation control screen of BC/BS controller from the operation
monitor screen, the set content will be retained even by closing this screen.
At a timing when finishing the operation monitor screen, the set content can be released.
J
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3.11 Maintenance Data Waintenance Data

* Items Performed Here
- Individual monitoring: Error history and pre-error data can be monitored for each address.

- Download: System information, error history, and pre-error data can be downloaded all at once.

3.11.1 Individual Monitoring

(1) Click the function selection button [Maintenance data] on the [Main] screen.
The [Individual Monitor] screen will appear.

Individual Monitoring

ject the addresses of the units to monitor.

(2) Click the data and the address of the unit to be monitored. i

(3) Click [Monitor]. D oo
Monitor screen will open.
See chapters 3.11.1.1 through 3.11.1.5 for details.

(4) Click [Close] to exit the [Individual Monitor] screen.
The screen will return to the [Main] screen.

rNote A
*While the addresses are being searched on the [Main]

screen, the attributes already found on the [Main] screen
will appear on this window.

-If a unit that does not support the function is selected, a SO
message "This model does not support the monitoring of
***" will appear, and the unit will not be monitored.
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3.11.1.1 Malfunction Log

* Items Performed Here
- The malfunction log of the most recent 10 cases (except operation group SC).

3.11.1.1.1 Screen Functions and Operation

(1) Click [Malfunction Log] on the [Individual Monitor] screen, select the units
to be monitored, and click [Monitor] to view the [Error History].

(2) The message “Monitoring. Please wait for a moment.” will appear.

(3) Momentarily, the Malfunction Log Screen will appear. 311.1.1.1(7 3.11.1.1.1(5)
If the number of incidents in the malfunction log is = =
less than ten, [--] will appear in the attribute column ? i o v 1sizs
and [FFFF] will appear in the code column.

N A.m Atr__ Code Description Date/Strags Time

* Code ‘
If the error code is displayed in blue, you can view the ‘

troubleshooting (PDF document) by clicking the error code |
[Refer to 3.4 Main Screen.] ‘

* Error detailed No. ‘
Error detailed No. may be displayed on the right of an C )
error code by the model which carries out a monitor.
Refer to the service handbook for the implications of
detailed No.

* When the monitor of the unit with a simple clock
function is carried out, the time which malfunction
generated, or the time when it was integrated to
unusual generating is displayed.

- When the unit has received a setup of time: The time which malfunction generated is displayed.
- When the unit has not received the setup of time: The addition time from a power supply injection
when malfunction occur is displayed.

/NOTE: \

While the power supply of a unit turns off, time does not count the simple clock function of a unit.

Therefore, the display of the time which malfunction generated, and addition time will be a mere rough
standard.

Whether the power of the unit turned off or not can be checked on the flag display.

* About a flag display

- When a flag is “1” : The state which the power supply does not turn off after receiving a setup of time.
- When a flag is “0” : A setup of time is not received. Or the state which the power failure generated
after receiving a setup of time.

- j
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* About PC Time/Unit Time
- PC Time : The present time set as the Maintenance Tool PC.
- Unit Time : The present time which carried out the monitor from the unit with a simple clock function.

NOTE:
When the system controller which transmits a setup of time to a unit periodically is not connected, a year
and moon data are not updated. In this case, the date column of unit time maybe counted up till the
9999th.

(4) Click on |_ _| to end the Malfuncion Log Screen.
The message “Close the malfunction log display? ” will be displayed.
Click on [ Y= | to end or click on ie_Jo not end.
Yes | is clicked, the Main Screen is returned.

NOTE:
When Centralized Controller is connected to the system, the malfunction log of OC is eliminated.
Please check the malfunction log in Centralized Controller to check the malfunction log of OC.

(5) Click on __%== | and the Address Change Screen appear. e Sangc
Click on @j to change the address. Al ross 51 |;| (& ]+
The unit attributes are displayed at this time. EJIREE
(If there is no unit at the address given, the attributes are not given.) e 0c o1
Once the address has been set, click on ‘ oK ‘ ‘ G ‘
The units are changed.

If there is no unit at the address given, the message “Unit doesn’t
ddress. Retry again.” will appear. _ ..
| to return to the Address Change Screen. @ i this s

Retry again.

Address setting error

exist in thi
Click on |

(6) Click on cer | and the message “Clear the malfunction log. Is it OK?” will appear.

Clickon [ o | to clear or click on Cancel )o not clear.

(7) "Menu Bar”
The menu bar displays [File] and [Help].
- By clicking [File] and then selecting “Save as ...” from the sub-menu, the Malfunction Log data will be output
and saved in the CSV format. This data can not be viewed on the offline screen.

- Click on [File] and then select “Return” from the sub-menu to end the Malfunction Log Screen and return to
the Main Screen.

- Click on [Help] and an explanation about "Terminology" and "Operation Method" will be appear.
[Refer to 3.7.1 Connecting Information of outdoor units 3.7.1.2 (2) ”"Menu Bar”]

* The error history being memorized by Centralized Controller can also be monitor-displayed.

(Display can not be performed when connecting with MN Converter.)
The system controllers other than Centralized Controller can not provide the monitoring of error history.
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3.11.1.2 Pre-error Data

* Items Performed Here
- The operation status of the unit (OC/OS) until generating an error can be monitored in a unit of minute.

3.11.1.2.1 Screen Functions and Operation

Retm  Help N
(7) Click [Pre-error Data] on the [Individual Monitor] o Az IO ARS
screen, select the units to be monitored, and click s ;{g 323 25 2
[Monitor] to view the [Pre-Error Data] screen. Hﬁ £ ET]
- When it chooses except the outdoor unit or & 2
constant speed unit (0S), the message of i
“This model doesn’t have the function of
Monitoring of Pre-error.” Is displayed not allowing o
operation. o 5% 0 5t o
(2) As the screen opens, the monitoring of the data of
the selected unit before error occurred will :
; Outdoor Unit
automatically be started.
(3) After ending the monitoring, the data of the selected N
IC Adres001 V7358 Error code7102 2011/01/24 120000
unit before error occurred is displayed in a unit of . ; > 5 :
minute on Pre-error Data Screen. I 5 Er - s o
Each figure on the upper column indicates a number EE e e 2e e i
of minute before generating an error respectively.
The change of the display content is performed with
Up/down, left/right scroll bar.
The number of displayed items and that of the stored
data (per minute) differ depending on the selected
item.
Indoor Unit
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(4) "Menu Bar”
The menu bar displays [Return] and [Help].

- Click on [Return] to end the Pre-error Data Screen and return to the Optional Setting Screen.

As the screen to save data will appear, change the data name
as required and save it. You may enter your comment also.
After saving, return to the Optional Setting Screen.

- Click on [Help] and an explanation about “Terminology” and

“Operation Method” will be displayed.
[Refer to 3.7 Connecting Information 3.7.2 (2)]
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Confirm Data Save

Are you sure you want to save?

Data Name :  OM20130827.111210
Area:  Wakayama, Japan
Customer : 3040
System :  6F-1
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3.11.1.2 Compressor operating data
[Refer to 3.16 Compressor operating data monitor]

3.11.1.3 Unit Function setting

* Items Performed Here
- A setup and monitor of a function can be performed to unit.

3.11.1.3.1 Screen Functions and Operation

< IC Function Setting>

IC Function Setting Menu

(1) Click [Unit Function Setting] on the [Individual Monitor] screen, select
the addresses of the units to be monitored, and click [Monitor].
[IC Function Setting Menu] screen appear.

henu

1C Function Setting. ‘

’ IO Function-ltem Setting ‘

(2) Click [IC Function Setting] on the [IC Function Setting Menu].
[IC Function Setting] screen appear.

’ Indoor Unit Function Setting ‘

(3) Set the values. e
2 el Addess | o0
1
(4) Click [Set] to send the input data. 2 1 dlilbucas  ©
j g Change ...
(5) Click [Monitor] to acquire the current settings and display the : ;
results. : :
El 2
10 3
(6) Click [Save to File] to export the current settings to anexternal o t
file.External files are saved with the extension “.fsb”. 13 1
14 2
15 3
(7) Click [Load from file] and select an fsb file to import the settings. }f ’2
18 3
18 1 ]
(8) Click [Change] to access the [Change address] window.Refer to 0 : [ Moniwr |
3.11.1.1 Malfunction Log 3.11.1.1.1 (5) for how to change the o 2 set
addresses. - |
2; ; Load from File,
26 3 ]
(9) Click [Return] to exit the [IC Function Setting] screen. 27 t [ seere |
22 ; il | Return ‘
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< IC Function-ltem Setting>

This function is used to monitor or set the functions of the indoor unit. IC Function-ltem Setting

r

(1) Click [IC Function-ltem Setting...] on the "IC Function E— /

Menu

Setting Menu" screen to display the "IC Function-ltem IoijmsmE

Setting" screen. 14

IC Function-Item Setting.

Indoor Unit Function Setting

Return
IC Function-ftem Setting

Address oo Changs | Standé:ré view ‘ ‘ Set Indivisila\/Mnmmr

Attribute s} Advanced visw Set Selected Address

Function Function setting Mo 32 SIM setting/function selection v

Setting Control board switch setting ~

Monitor Set Close
S~ Function field
(2) To check the current function setting of the indoor unit, select [crncon tensermg /

the function to be checked in the Function field, and click | aiess o1 owne | /swiuven || settmicwarionior
[Monitor] Attribute 1c Advanced view Set Selected Address
The current function setting of the indoor unit will be | Functin Function setting No. 32 SW setting/function selection v
Setting Control beard switch setting i

displayed in the Setting field.

\_ Setting field

Monitor
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(3) To change the current function setting of the indoor unit,
select the item to be changed in the Function and the

Setting fields, and click [Set].

Click [Yes (Y)] on the confirmation window.

The maintenance tool will change the function setting of the
indoor unit. The progress bar appears while the setting is

being changed.

The setting completion window will appear when the

function setting of the indoor unit has been changed.

(4) To check the function setting of the indoor units with other

Function field

Ve

IC Function-ltem Setting

Address 001 Ghange ‘/ Standard view | ‘ Set Indivisual/Monitor
Attribute I Achanced view et Selected Address
Function Function setting No. 32 SW setting/function selection

Satting Control board switch setting

\ Setting field

Set

!

Maintenance Tool

Function setting will be operated, OK?
Address @

Vs f| Mo

'S

\_ Yes(Y)
|

M-NET Maintenance Tool

Setting
Pleaze wait

Address 001

Maintenance Tool hed

Setting of the following units is completed.
Address : 001

M-NET addresses, click [Change] to display the "Address
Change" screen. For details, refer to 3.11.1.1 Malfunction

Log 3.11.1.1.1 (5).

/_ Change
IC Function-ftem Setting /
Address 001 | Change | ‘ Standard view | ‘ Sat Indivisual/ Monitor
Attribute I Achanced view Set Selected Address
Function Function setting MNo. 32 SIW setting/functien selection ~
Setting Control board switch setting v
Monitor et Close
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(5) To collectively change the function settings of multiple indoor units, click [Set Selected
Address]. The Address Selection window will appear at the right of the screen. Click [M-NET
address] of the desired indoor units, and click [Set].

IC Function. ftem Setfing Set selected Address

‘/_ Address Selection window

|
Attribute 1c Advanced view | Set Selected Address / M-NET address
y 4 /

Function |1C Function-ftem Setting A

Addess 001 Change Standard view | ‘ Set Indivisual/Manltor

Setting Select the atriress of the unit for which Yl want to sat

Standa?d wiew Set Indivisual/Monitor 1 2 3 4 [ [ 7 g [ 10
Monitor =
Achanced wiew Set Selected Address n B B * 15 it " 18 1 b

Function Function setting Mo, 32 SWW setting/function selection ~
Setting Control board switch setting v 4 42 43 b & w @ & ® &
Set Close

N

Maintenance Tool

The confirmation window will appear. Check the M-NET

addresses of the target indoor units, and click [Yes (Y)]. function setting wll be operated. OK1

ez (¥) Mo ()
(e ]

As with the individual setting, the progress bar will appear. ——

Setting
To stop changing the setting in midstream, click [Stop]. Floace vat

Address : 004

Maintenance Tool x

The setting completion window will appear when the
Setting of the following units is completed.

Address : 001, 002, M, 006

fUnCt|On Settlng Of the |nd00r Unlt haS been Changed' Setting of the following units are not completed because the setting
process was canceled.

Addres: 10

When the setting change is stopped in midstream, the

completion status of each indoor unit will be displayed with
the M-NET address.
NOTE:
When [Set Selected Address] is selected, the [Change] and [Monitor] buttons are disabled.
(6) To set the Function and the Setting fields using an Advanced view
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IC Function-ltem Setting

Address 001 Changs Am wiew Set Indivisual/Manitar
Attrioute 16 Setlsebotaeliioes




arbitrary number (in the text format), click [Advanced

view].

[ ]
NOTE:

\ Function list,Setting list
* Use this function only when asked to do so by Mitsubishi Electric.

* Enter any number within the range between 1 and 255 in the "Function" field.
* Enter any number within the range between 1 and 15 in the "Setting" field.

IC Function-ltem Setting

) ) . Address 001 Change Standard view
unit function has been completed, and exit "IC _
Attribute Ic Set Selected Address

Function-ltem Setting".

(7) Click [Close] when the monitoring or setting of the indoor

Function
Satiie

Close
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< Indoor Unit Function Setting>
(1) Click [Unit Function Setting] on the [Individual Monitor] screen,
select the units to be monitored, and click [Monitor].
[IC Function Setting Menu] screen appear.

(2) Click [Indoor Unit Function Setting] on the [IC Function Setting
Menu].[Indoor Unit Function Setting] screen appear.Refer to
[3.16 Setting the Values for Indoor unit Functions ]
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IC Function Settine Menu

Menu

IC Function Setting.. ‘

’ 10 Funstion-Item Setting ‘

{ Indoor Unit Function Setting \

Indoor winit function settings [
Indoor unit functiens
Address Current value Preset value
001
All indoor unit choose
Monitor update Sendsetting | | Close




<OC(City Multi)>
(1) Click [Unit Function Setting] on the [Individual Monitor] e ——
screen, select the units to be monitored, and click ——pgm st |

[Monitor].
- - . Digplay all value Not Display Change of Display
The [OC Function setting] screen will appear. - — |

ssor operation time data deletion

(2) Click the B button to change the settings for the
items in the list.

ineffective/effective
ing Continuous,Intermittent fan eperation

(3) Click [Set] to send the input data.

(4) Click [Monitor] to acquire the current settings and
display the results.

(5) Click [Export] to save the current settings in an
external file.External files are saved with the extension
“fsb”.

Set H Monitor ‘ ‘ Import H Export ‘ ‘ Output to TextFile ‘
(6) Click [Import] and select the fsb file to import the Coton St o e iy o o o 1t
monitor results.

Close

(7) Click [Output to Text File] to export the monitor results in a text file in the CSV format.The message will
appear that notifies the user of process completion, and the saved file will automatically open.

(8) Click [Change Address] to access the [Address Change] screen.Refer to 3.11.1.1 Malfunction Log
3.11.1.1.1 (5) for how to change the addresses.

(9) Click [Close] to exit the [OC Function Setting] screen and go back to the
[Optional Setting] screen.
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<0C (condensing unit)>
(1) Click [Unit Function Setting] on the [Individual Monitor] window, select the M-NET
addresses of the condensing units to be monitored, and click [Monitor]. The [Condensing
unit setting] window will appear.

(10)

Condensing unit setting

esress 154 <> ptriute ac

O Allindiv. Name Code = Sh_de nual  Valu Monitor Min Max Step
switch
al

I target condensation temperature{Tem0)[*C] 2100 Middle O 50 50 00 200 10
0O all target evaporation temperature(Tem0)[*C] 2110 Middle O -10.0 -10.0 -350 50 05
0O all Restart delay time [sec ] 2120 Middle O 180 180 20 200 1
0O all Low Pressure Cut Off Value [MPa] 2130 Middle O 0.90 219 0.01
0O all Low Pressure Cut On Value [MPa] 2140 Middle O 1.10 255 0.01

The minimum and the maximum values depend on the model. Refer to the Service Manual for details.

S Monitur? ; Set 2 ; Import..? f Export.? Sile Outpg?. .l

(1 (3) (4) (5) (6) (7)
-Monitor-

(1) When the [Monitor] button is clicked, the message "Are you sure you want to monitor the
setting?" will appear. When [Yes] is clicked, the current setting values will appear in the
[Monitor] column on the [Condensing unit setting] window. Only the items that are selected
with the check box on the left side of the window will be monitored.

NOTE:
If data acquisition fails, the message [Monitor is failed.] will appear, suggesting that a communication error
may have occurred. Check the communication status, and click the [Monitor] button again.

-Setting-
(2) To change the settings of the unit, select the [Manual] check box, and enter a value in the
[Value] column.
To set a threshold, select the [Manual] check box, and enter a desired setting value in the
[Value] column. In the [Value] column, enter a value within a range between the [Min] value
and the [Max] value.
Unselect the [Manual] check box to automatically set a threshold.

(3) When the [Set] button is clicked, the message "Function settings will be made. OK?" will
appear. Click [Yes] to apply the values entered in the [Manual] and [Value] columns to the unit.
Only the items that are selected with the check box on the left side of the window will be set.

NOTE:
If data setting fails, the message [Failed to set the following Code.] will appear, suggesting that a
communication error may have occurred. Check the communication status, and click the [Monitor] button
again.
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-Data import and export-
(4) Click the [Export] button to export (save) the setting values to an external file. The extension of
the external file will be ".set."
To import (restore) the setting values, click the [Import] button, and select a file with an
extension ".set."

(5) Click the [File Output] button to save the setting values in a text format. The extension of the
file will be ".csv."

-Others-
(6) To exit the [Condensing unit setting] window, click the [Return] button.

(7) Click the [Change] button. The [Address Change] window will appear. Refer to 3.12.1.1.1 (2) in 3.12.1.1 Error
History for details.
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<CE/CL>
(1) Click [Unit Function Setting] on the [Individual Monitor] screen, select the addresses of the units
to be monitored, and click [Monitor].
[Chiller /| Hot water Setting] screen appear.

(10) (2)

Chiller/ Hot water Setting

(2

~

Click the [System Setting], [Unit Initialize
Setting], [Drive Operation Setting], or [Service

Setting] tab on the [Chiller / Hot water Setting] Name Code (" Vile YMonior __Mn____tax __siep
Maximum peak-demand capacity [%] 10.0 10.0 0.0 100.0 5.0
i H 1 Peak-demand control start time 0003 13:00 13:00 00:00 23:59 00:01
Wlndow to Change Its Settlngs' Peak-demand control end time 0004 13:00 13:00 00:00 23:59 00:01
Enable/disable schedule setting 0005 o o o 1 1
ON time 1(at schedule mode without remote) 0006 00:00 00:00 00:00 23:59 00:01
OFF time 1(at schedule mode without remote) 0007 00:00 00:00 00:00 23:59 00:01
ON time 2(at schedule mode without remote) 0008 00:00 00:00 00:00 23:59 00:01
OFF time 2(at schedule mode without remote) 0009 00:00 00:00 00:00 23:59 00:01
1 H Setting temp A(Heating mode) [°C] 0011 45.0 45.0 30.0 65.0 0.1
C“Ck the [SyStem settlng] tab to Set the syStem Setting temp B(Hot water mode) [°C] 0013 65.0 65.0 30.0 65.0 0.1
H ON time 3(at schedule mode without remote) 0018 00:00 00:00 00:00 23:59 00:01
Settl ngS . OFF time 3(at schedule mode without remote) 0019 00:00 00:00 00:00 23:59 00:01
. . g an . Setting temp C1 for Setting temp C at Heating E... |0022 60.0 60.0 30.0 65.0 0.1
Click the [Unit Initialize Setting] tab to set the Settng temp C2 for Setting temp C t Heatig £ 0023 oo | 00 00 seo o1
Lo ) Setting temp C3 for Setting temp C at Heating E... | 0024 35.0 35.0 30.0 65.0 0.1
in |t|a| Setﬂ ngs i Setting temp C4 for Setting temp C at Heating E... | 0025 25.0 25.0 30.0 50.0 0.1
Setting temp CS for Setting temp C at Heating E... | 0026 47.5 475 30.0 65.0 0.1
H H H H Setting temp C6 for Setting temp C at Heating E... | 0027 15.0 15.0 -30.0 50.0 0.1

Ckick the [Drive Operation Setting] tab to set the

operation mode settings.
Click the [Service Setting] tab to set the e D Y &)

maintenance-related settings. (3) 5) ) (6) 8 (9)/'

Note
Refer to the Installation/Operation Manual for the details of each setting item.

Not all functions are supported on all models, and e .
PP e e

nothing will appear on the tabs that correspond to Sywom 5ot~ Untieee Setng. | e Opmrtensering. |1 Sevs seting
unsupported functions.

Name Code - Value Monitor Min Max Step.

Montor || st | [ mer. J[ et | [ Feoun Retum
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-Monitoring -

(3) Click [Monitor]. The message [Do you want to start monitoring?] will appear.Click [Yes] on
the popup window to acquire the current setting values and display the results in the [Monitor]
value display section.

Note
If data acquisition fails due to a communication error, the message [Monitor is failed.] will appear.
Check the communication status and try again.

-Settings-
(4) Enter the setting value for the [Value] column corresponding to each [Name]. The values that
can be entered in the [Value] column are the values between the [Min] value and the [Max]
value.

(5) Click [Set]. The message [Do you want to apply the settings?] will appear. Click [Yes] on the
popup window to send the values entered in the [Value] column.The message [Setting is
succeeded.] will appear upon successful completion of data transmission.

Note
If a setting error occurs due to a communication error, The message [Setting is failed.] will appear.
Check the communication status and try again.

-Importing/Exporting files-
(6) Click [Export] to save the current settings in an external file. External files are saved with the
extension “.set”.

(7) Click [Import] and select a “.set” file to import the settings.

(8) Click [File Output] to save the current settings in a text file (CSV format).

-Miscellaneous items-

(9) Click [Return] to exit the [Chiller/Water heater settings] window.

(10) Click [Change] to access the [Change address] window. Refer to 3.11.1.1 Malfunction Log 3.11.1.1.1 (5) Error

History for how to change the addresses.
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3.11.1.4 DipSW Monitor

* Iltems Performed Here
- You can monitor the DipSW.

3.11.1.4.1 Screen Functions and Operation

DipSW Monitor

©
8
2

Address | 041 Ghange Attribute 1C Modsl  F/P Indoor Urit

(1) Click [DipSW] on the [Individual Monitor] screen,

: ! ) o= i o
select the addresses of the units to be monitored, 4. *BENEYe 2 % > (o
d click [Monit + I + - e |
and click [Monitor]. o S e — S|
DipSW monitor screen appears. . ; e ;
o | o |
s B0 e |
10 - ] 10 l -
NOTE: = & P — = =
*Title of DipSW on the circuit board has N . R Fem
the difference depending on the model. S L | AR | R e
*Please refer to the Conversion-table of : o e
help about SWA/SswWw. | | ™™

the monitoring results to a text file (CSV) file name extension.

(3) Click on ﬂl and the Address Change Screen appears.
[Refer to 3.11.1.1 Malfunction Log 3.11.1.1.1 (5)]

SWA- SWE Conversion Table
SWA | Monitor Display SWE |Monitor Display
SWE SWT
2 '] (ERK-2) 2 -] 59s-1)
1 (ERA-11 i (293-1)
qe | N® |
OFF oM OFF oM
=1 ] SWT
2 O Gre 2 O o)
2 3 [- (ERE-1) 3 3 [_ (GRB-2}
OFF 0N OFF  ON
SwWE ST
2 [ e 2 C- (5¥8=1 )
3 (59A-1 ) 4 98-
3 ] 3 ] e
OFF oM OFF oM




3.11.2 Download

(1) Click the function selection button [Maintenance Data] on the [Main] screen.

The [Individual Monitor] screen will appear.

(2) Click [Download] on the [Individual Monitor] screen.

The [Download] screen will appear.

(3) Click the data and the address of the unit to be
downloaded.

A range of addresses can be selected by dragging the

mouse.
Click [Select all] to select all addresses.
Click [Deselect all] to clear all address selections.

(4) Click [Download].
Selected data will be downloaded.

P
Note

will appear on this window.

seconds to several tens of seconds per unit.
*The time required for download varies with models.

~N

*While the addresses are being searched on the [Main]
screen, the attributes already found on the [Main] screen

-Download of data from CityMulti outdoor unit takes a few

System bfo

Malfunc Log
Compressor operating data
Unit Function Setting

DipSW

Download

Select all Deselect all

Select the addresses of the units to doanload.

[ g 7 8 9

* Download of data from CityMult outdoor unit takes a few seconds to several tens of seconds per unit
The time required for download varies with models.
* A range of addresses can be selected by drageing the mouse.

(5) Click [Cancel] to stop downloading.

\ Download

Note

The data downloaded up to the time when [Cancel] is
clicked will be stored in the destination folder noted in

Step (6).

98

Now Downloading.

Please wait for a moment.




(6) When downloading is complete, "Download completed."
will appear on the screen.

The data to be downloaded and the storage destination are as follows.

==

Maintenance Tool

Download completed.

Data

File Name

Storage destination

SystemInformation

SL_YYYYMMDD_hhmmss.MTDZ

C:¥MntToolNetEA¥Data¥YYYYMMDD_hh
mmss¥SystemIinformation

Malfunc Log

ML_YYYYMMDD_hhmmss_***.csv

C:¥MntToolNetEA¥Data¥YYYYMMDD_hh
mmss¥MalfuncLog

Pre-error Data

<For one pre-error data>
‘PE_YYYYMMDD_hhmmss_***.csv
*PE_YYYYMMDD_hhmmss_***.MTDZ
<For multiple pre-error data>

PE# YYYYMMDD_ hhmmss_***.csv
‘PE#_YYYYMMDD_hhmmss_***.MTDZ

C:¥MntToolNetEA¥Data¥YYYYMMDD _hh
mmss¥Pre-errorData

Compressor
operating data

CT_YYYYMMDD_hhmmss_***.txt

C:¥MntToolNetEA¥Data¥YYYYMMDD_hh
mmss¥CompressorOperatingData

Unit Function
Setting

UnitFunctionSetting_YYYYMMDD_hhmmss_***.cs
v

C:¥MntToolNetEA¥Data¥YYYYMMDD _hh
mmss¥ UnitFunctionSetting

DipSW

*DipSWMonitor_YYYYMMDD_hhmmss_***.csv
*DipSWMonitor_ YYYYMMDD_hhmmss_***.jpg

C:¥MntToolNetEA¥Data¥YYYYMMDD _hh
mmss¥DipSW

*YYYY: Year; MM: Month; DD: Date: hh: Hour; mm: Minute; ss: Second; ***: Address; and #: Data number

P
Note

*No comments will be added to the MTDZ file that is
downloaded with this function.

- If download fails, a message indicating a download
failure will appear. If a unit that does not support the
function is selected, an error message including the data
and the address of the unit will appear.

N

J

(7) Click [Close] to exit the [Download] screen.
The screen will return to the [Main] screen.
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Data and addresses shown below were not downloaded due to the
following reason.

Download failure

- System information

- Error code : Address 4-5, 52-54

- Compressor operating data : Address 3-5, 51-54
- Unit function setting : Address 4-5, 51-54

- DipSW : Address 4-5, 51-54

Function unsupported

- Error code : Address 0

- Compressor operating data : Address 0-2
- Unit function setting : Address 0-3

- DipSW : Address 0, 3




3.12 OC Date / Time Setting

* Items Performed Here
- A setup of the present time can be performed to all outdoor units at the same time.

3.12.1 Starting of this function

. Maintenance Tool ( Ver 5.00 ) - MN Converter §

. . . Fil Opti Print  Hel
(1) Screen moving operation and its method e —"

a) Clicking [Option] of the menu bar on the main screen and | OC Date/Time Setting
then clicking [OC Date/Time Setting] of the sub-menu. Co DIoTmTreT v
The searching about outdoor unit connected will begin. gl R gl
0] [ Compressor operating time monitor — » 1
NOTE 10 [ Indoor unit function settings.. :
When there is no operation object, Warning Message 20 Diplay Mock v L
is displayed and processing is interrupted. 301 Liate perste st 3
40 [y I\ ] I\ | T

b) The [OC Date/Time Setting] Screen opens and G Date/Time Setting
the present time of PC is displayed o . sy hh o -
04 ! 27| 2009 03 41 - | 36
Set ‘ ’ Cancel
3.12.2 OC Date / Time Setting
(1) The present time of PC is displayed on 03 Date/Time Settine
the [OC Date/Time Setting] Screen in the beginning. mm dd iy hh mm s
04 ! 27| 2009 03 41 - | 36
(2) The time to set up can also be changed on a screen.
Cursor is united with a change point and a numerical S ‘ ’ e
value is inputted.
(3) A click of ___Eets the time currently displayed to a unit.
(NOTE: )
If it failed, Error Message and th error-generated address are displayed.
3 ;Egragssettings" failed.
\_ J

(4) When the transmission is completed, Completion Message is displayed. O hte s coriine @

(5) Click on ce=l |to end the [OC Date/Time Setting] Screen and \p Settings have been sent.
return to the Main Screen.
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3.13 Free contact of indoor unit

* Items Performed Here
- When utilizing the [Indoor unit free contact mode] which uses the external input/output of Free Plan indoor
unit (Building-Multi) together with Centralized Controller and TG 2000A,
the contact action of the indoor unit can be tested with this function.

3.13.1 Starting of this function

. . . . Maintenance Tool ( Ver 5.00D ) - G-50 [ 127.0.(
(1) Screen moving operation and its method —

. . . . File | Option | Print  Help
a) Clicking [Option] of the menu bar on the main screen and then [ Automatic searching
clicking [IC free contact ...] of the sub-menu will display the Slopmallicommunication |
. . OC Date/Time Setti
screen for the free contact of indoor unit. [ o S !
I free contact
0 [ DIDOAALPI (3
NOTE: 10 [ Errar natification mode i
[IC free contact ...] can be chosen only when : I ,
) 20 l_ Compressor operating time monitar
G-50A is Ver.2.60 or more. 30 [ - F
Display Mode [
40 [ Update operate status L
50 | i T i m T I

In the case when connected via Centralized Controller, the
screen shown right will appear once. S

Now the necessary information is under collecting Indoor unit address is under search.
from Centralized Controller.

3.13.2 Monitoring of contact status
(1) Manual monitoring

] [ Contsstmode | InuicontectMonitel | Ouiout contactMonitar/Dperation]

To manually check the contact status of indoor units Flﬁ' [ 55 ot o [ [ [ [ [
at each address, select the [Manual monitor] mode. e
a) Click the [Manual monitor] button on the mode o T I A B

selection section. _
b) Click the [Address button] of the unit desired to BTN

be monitored. The contact status will be monitored ST

from the unit for display. w1
[Attribute] mafl

The unit attribute will be displayed. e
[Indoor unit contact mode] |«

The contact mode being set will be monitored, T

and a check mark will be affixed on the applied Bl .

mode. E—— e

[Input contact (monitor)]
The ON/OFF status of each input contact will be monitored for display.
[Output contact (monitor/operation)]
The ON/OFF status of each output contact will be monitored for display.
In the case of output contacts, the status shown with bold letter represents the present status.

*In the case of non-objective attribute, and when the contact mode is under normal control,
the above monitor display will be [ - ].
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(2) Automatic monitoring
. . . Addiess | Attibute Flee Usisl " [Tt [ a2 [ i3 [ a8 [Dubut ] ,EHD—Z Output 3
To automatically monitor the contact status of indoor oo

onirel | CN2P2 | CN3ZP3

001 I v OFF | OFF | OFF | OFF | ON | OFF| ON|OFF| ON [lFFiI
units of No.1 ~ 50 repeatedly, ] Y e el
select the [Auto monitor] mode. R o o | o | o o ore] onfore an orr

006 ic v OFF OFF OFF OFF ON OFF ON OFF ON OFF

o7 ic v ON OFF OFF OFF ON OFF ON OFF ON OFF

. . 008 ic v OFF OFF OFF OFF ON OFF ON OFF ON OFF

a) Click the [Auto monitor] button on the mode w e | v o | o | o7 | o Jou cre| ow orr| on orr
010 ic v OFF OFF OFF OFF ON OFF ON OFF ON OFF

selection section. S DA FRE R
The contact status of indoor units of No.1 ~ 50 will | % &~ oo T ot o ToreT suToreT o forr

. . . . . 015 c v OFF OFF OFF OFF ON |OFF| ON | OFF| ON |OFF
automatically be monitored, and this operation will be | w « ~ G5 | @p | & || G | o G ) o

o7 Ic v OFF OFF OFF OFF ON |OFF| ON |OFF ON OFF

repeated. w o v oF o o o | On OFF ON o N oFF

(k] c v OoN oN ON oN ON |OFF| ON | OFF| ON |OFF

020 ic v OFF OFF OFF OFF ON OFF ON OFF ON OFF

021 ic v OFF OFF OFF OFF ON |OFF| ON |OFF| ON |OFF

The display for [Attribute], [Indoor unit contact mode], | =
[Input contact (monitor)] and [Output contact | & =
(monitor/operation)] are identical to that in the |w= =
. . 028 Ic
manual monitoring. mo e
=Y 5 ° ° ° =) [lose.

* In the case to terminate the auto mode, selecting other mode will stop the monitoring.

3.13.3 Operation of output contact ,
(1 ) Contact O eration fadess | Atibute lﬁ,ﬁ E‘Q%EF’Z CN32-P3 |CNS1-P2 Eaﬁ;‘?ﬁ WW Eﬁg?’;
p wm | v o7 | o7 | o | o] oniorr ouforr ouprlE] Md!u:
. 02 ic OFF  OFF | OFF  OFF Manual moritor
To operate for the ON/OFF selection of the output W kv e e B ()
. . . w v or o ow o fonorflonord v | (R
contact of indoor units, select the [Operation contact] wsoc | v o | ov | o | o |onlo onforr onforr| | (EEEEAEES
w e v o o o o [oN oFr[oN oFd onlor
mode. o0 i v on o | o | ofF [ON OFF ONJOFF onJor|
we e v o o o | o [oN OFF|JON orFfoN o)
w e | v o | o | o | o |[oN oFF| ONJORF onlor|
oo ic v OFF  OFF | 0fF | OFF [ON OFA[ON oFF onJoFF|
a) Click the [Operation contact] button on the mode ot o oo o]
selection section. R N
. ws e | v o | o | o | o |oNJOR ONJoRE onlore]
b) Click the [Output contact (ON/OFF)] button of the weow v o ot ow o onforEJon o onfor|
K . o7 c v o | o | o | o | ONIOFE onfOFF| oNorF|
unit for which the ON/OFF of the output contact me e 177 %EEE,OJ%?
is desired to be selected for change. T o [ o | o §§§ e
w e s o oF o oF  onforr onjorr onlore]
w e | v o | o | o | o ||oNJorE ONJORE onlore|
- - v
*The state where the button is being depressed R R
N - w o v on o o | o oNJOFT onJorF onlorr|
(with bold letter) displays the present output status. woow | v on | ou | o | ov |ONJOFE onfoeE onfor]
w o v on  on o | of  onJorr onJorF onlorr|
CRECIRZ on | on | oF o |onore onfore onfor]
) . W v of o ov  on onforr onfor onfor|. e
[Option] function
Affixing a check mark to [It checks before - (ption
transmission] displays the warning screen as shown It ehacks bafare ‘
right before transmitting actual transmission command brarmizsion -
at the operation of output contact. Free contact of ings E

To continue the transmission, click [Yes]. Tramsmicsion address:00z
& Outpuk 2:0M-=0FF

When a check mark is not affixed, the transmission

command will be transmitted at the clicking of the

[Output contact (ON/OFF)] button simultaneously.

Does it transmit?

3.13.4 Termination of this function
(1) Clicking the [Close] button will close this screen and return to the main screen display.
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3.14 Remote error notification
The “Remote error notification" has been located starting from Ver4.20.

* Iltems Performed Here
- The MN Converter (CMS-MNG-E) has a built-in remote error notification function.
When an error occurs in an air conditioning unit, the remote error notification function allows previously
registered destinations to be automatically notified of the error via telephone lines.
To use the remote error notification function in the MN Converter (CMS-MNG-E), you must first specify the
remote error notification settings from the Maintenance Tool.
The MN Converter (CMS-MNG-E) has the following 2 modes:
(1) Maintenance mode
In this mode, the MN Converter can only be used as a normal converter.
(2) Remote error notification mode
This mode allows both the normal MN Converter functions and the remote error natification function to
be used.
Use the Maintenance Tool to switch between these 2 modes.

To use the remote error notification function, connect the MN Converter (CMS-MNG-E) to a modem via the
RS-232C port and then connect the modem to the telephone outlet, as shown in the figure below.

For details, refer to the Installation Manual of MN Converter (CMS-MNG-E).

The dedicated server software or other dedicated software Tool run on the remote monitoring PC.

RS-232C
straight M-NET

RS-232C | ]:l
MN Converter
Remote monitoring PC MODEM MODEM (CMS-MNG-E) ﬁ
(Runs dedicated server software

or other dedicated software Tool.) —, —, —,

To specify the remote error notification function settings using the Maintenance Tool, connect the MN Converter
(CMS-MNG-E) to the Maintenance Tool PC via USB, as shown in the figure below.

RS-232C
straight

Public

RS-232C

Remote monitoring PC MODEM MODEM

(Runs dedicated server
software or other
dedicated software
Tool.)

Maintenance MN Converter
Tool PC (CMS-MNG-E)

NOTE:
* When setting remote error notification, connect to the MN Converter via USB.
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3.14.1 Starting of this function

it Maintenance Tool ( Ver 5.00D ) - MN Converter

(1) Click [Option] in the menu bar and File [ Optin | Print_Helo

select [Error notification mode] -> [Error Tl b
notification mode setting/cancellation...] in Co | o0/ AP + |Mblfunc Log | Optional Sst | OT
Error notification mode L3 Error notification mode settine/cancellation.
the sub-menu. o] Compressor aperating time monitar & Repert o display
10 [ G N Option setting
20 [ U to operate staie MNG Protocol setting,
30 [ [ I T [ todel

Searching for units targeted for error notification. ..

The function starts searching for units to be notified

of errors and dISplayS amessage to that effect. Searching for units targeted for error notification.

Address 004/100

(2) When the search is completed, the Error notification

mode settmg/cancellauon screen appears. S I I TG sy ]
Notification cantact TEL nress 0 2 3 4 5 & 7 8 g
Telephone tone mode PB - 0
1o
MN converter address %0 AW
JJ 20 Lc c ic ic Ic Ic
Phone line disconnection setting (Inactivity timeout) wTclo oo o icciiciciic
 disconnect
’; 40 1c c Ic Ic Ic Ic oc
@ Do notdisconnect 50 oc
Er e e el
S 70 oc
© AC, unit only (no delay) o
 Seterorcodes e
100
[ [ [ [ [
J ‘ ‘ ‘ ‘ Cannection status monitor Selectal Deselectall
Enor codes targeted for notification masking
Connecting Information
[ [ [ [ [ A
[ [ [ [ [ Attibuts
Address
System information setings Atribute

 Cannection with host SC

© No connection with host SC

Send sefings Close ‘

WiN CONVERTE R(Ver00.0998) haintenance made
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3.14.2 Design of Screen
There are two kinds of following screens to the Error notification mode setting/cancellation screen.
(1) Maintenance mode -- When the MN Converter is in maintenance mode
(2) Remote error notification mode -- When the MN Converter is in remote error notification mode

[Maintenance mode screen]

All the settings are blank and the [Settings contents monitor], [Test report] and [Send cancel all] buttons are
disabled.

Error notification mode setting/cancellation

Site name “ | Units targeted for error monitaring ‘
Motification contact TEL ’— Address 0 1 2 3 4 5 B 7 ] q
Telephone tone mode PB > 0
WM converer address ’25—0 ﬂﬂ 1

pall LG | IC IC Ic Ic IC

Phone line discannection setiing (lnactivity timeou) B B e BTE & 6 BTG

’; 0 e | Ici | IC Ic Iz | e DC
- 4 4 4

" disconnect

# Do notdisconnect oc
B e O R il
& Al & ac
" A.C. unitonly (no delay) e
 Seterrarcodes A

\ | [ [ \ -

J | ‘ ‘ ‘ Connection status maonitor Selectall Deselectall

Error codes targeted for nofification masking

Caonnecting Information

‘ | ‘ ‘ ‘ Address
‘ | ‘ ‘ ‘ Aftribute

Address
Systern information seftings Aftribute

" Connectionwith host SC

Mo connection with host SC

E f r = i = Send seftings Close

M CONVERTER(VErDD 0956) Maintenance mode

[Remote error notification mode screen]
Monitors and displays the settings from the MN Converter.
If the connection status monitor has not been implemented,
monitoring" fields.

“% appears in the "Units targeted for error

Error notification mode setting/cancellation

Site name }M‘TSUE"SH‘ BUILDING | Units targeted for error monitaring ‘

Motification contact TEL 0306426857 Address 0 1 iz 3 4 5 3 7 ] a
Telephone tone mode PE - 0

10
MN comverter address a0 Alv|

pall (s || ez || i Ic IE NIE:

Phone line disconnection setting {Inactivity imeout)

i Ic IC IC | IC Ic IC IC Ic Ic IC
& disconnect S-register number 30 0 L T
- a0 c Ic Ic Ic Ic Ic Dc
Inactivity timeout 1
Do notdisconnect ol oc
Enor codes targeted for nofification ol
70
& Al | | o
80
" AC. unit only (no delay)
 Seterorcodes i

\ | \ \ \ .

} | ‘ ‘ ‘ Connection status maonitor Selectall Deselect all

Error codes targeted for notification masking

05(076) Connecting Information

\ | \ \ \ Aotess | 7%
[ [ [ [ [ Atrbute | OC

System information seftings
" Connectionwith host ST
@ No connection with host SC

Settings contents manitar Testreport Send cancel all Send seftings Close

M COMNVERTER(Ver0 0996) Error nofification mode
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The design of the screen is shown below.

Error notification mode setting/cancellation

2) 7 N\ I e
( ) Site narme [MITSUBISHI BUILDING ‘ Units targeted for errar monitaring |
(3) R 1otification contact TEL 0305426897 Addrags 0 1 z 3 4 5 6 7 i 9 (1 0)
A Telephone tone mode PB b n - ‘/’
i i i o
4 L MN convertar address @ Alv|
()—r 20 lc|e|lc|e|ic | e
Phone line disconnection setting (Inactivity timeout)
o [[o3 Ic [[o3 [[o3 IC I IC IC IC
* disconnect S-register number 30
(5) —_— e a e e e e | e|ic bc
Inactivity timeout 1
\_" Danotdisconnect sll oc
(Error codes targeted for notification ) il
70
(6) @ Al e
—
° ALC unit only (no delay) ] | | |
" Seterror codes 80 (1 1 )
R — N 4 J
7 \_ J J J J ) Connection status mmilnﬁ Selectall Deselectall - (12)
EmoreoteT i ETHOr Tt s T
( ) Q5(076) Connecting Infarmation
‘ ‘ ‘ ‘ ‘ Address | 78 —(1 3)
(8) ‘ ‘ ‘ ‘ ‘ Altribute Qc
—\ L )
A System information sefiings
" Connection with host SC
(9) & No connection with host SC
—_—
A Settings contents monitor Testreport Send cancel all Send settings Close
N CONVERTER(Yer01.0100) Error notification mode

)

(14) (15) (16) (17)

- (1) Site name - (3) Telephone tone mode

Name of the system being monitored Telephone line dial type

- (2) Notification contact TEL - (4) MN Converter address
Telephone number of the notification contact M-NET address of the MN converter

- (5) Phone line disconnection setting(Inactivity timeout)
Specifies how soon an inactive telephone line is disconnected.
- (6) Error codes targeted for notification
Specifies which errors are notified.
- (7) Error codes targeted for notification masking
Specifies the error codes that are not notified (masked) when an error occurs.
- (8) System information settings
Specifies whether or not an upstream system controller is connected.
- (9) Settings contents monitor
Monitors the MN Converter settings.
- (10) Units targeted for error monitoring
Selects the units to be notified when an error occurs.
- (11) Connection status monitor
Monitors the connection information for the remote error notification unit.
- (12) Select all / Deselect all
Selects or deselects all the units for error notification.
- (13)Connecting information
Displays the connection information for the selected unit.
- (14)MN Converter version/mode
Displays the version of the connected MN Converter and its current mode.
- (15)Test report
Actually calls the notification contacts and sends a test message to test notification operations.
- (16)Send cancel all/Send settings
Sends either the settings or a cancel all settings instruction to the MN Converter.
- (17)Close
Closes the screen.
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3.13.3 Selecting remote error notification mode
Specify the settings below to enable the remote error notification function on the MN Converter.

Enter the name of the air conditioning system to be

monitored. Site name
E.g.) MITSUBISHI BUILDING MNotification contact TEL 0305426897
The remote monitoring PC is notified of this site name.

Telephone tone mode FE hd

To enable the remote monitoring PC to monitor
multiple air conditioning systems at the same time,
you should assign a unique site name to each system.

Site names can consist of up to 20 uppercase letters (A to Z), numbers (0 to 9) and some symbols,
but may not contain the following symbols:

L

“ 44 qr :

(2) Enter the notification contact telephone number.

Take care to enter the contact telephone number

correctly. Site name IMITSUBlSHl BUILDIMNG
Notification cantact TEL |0305426897

E.g.) For 012-345-6789
Telephone tane made |PEI ]

Enter the number as 0123456789.
The number cannot include hyphens (-).

Numbers can consist of up to 20 digits (0 to 9). However, when the Inactivity Timeout function is used, numbers
may be no longer than 14 digits.

(. f N
Caution:

Take care to enter the telephone number correctly. If the number contains an error, notification may be sent
to an unrelated number and cause problems.

Note that Mitsubishi Electric accepts no liability whatsoever for any problems resulting from incorrect

\__telephone number input. )

NOTE:
When select the telephone tone type to “Else”, you can enter AT command in this field.

(3) Select the tone type for the telephone. — : a
Select one of the following telephone tone types:

PB - Tone (push-button line) Site name [MITSUBISHI BUILDING
Sends ATDT plus the telephone number
Natification contact TEL 1030542539?

to the modem.
DP  -- Pulse (dial line) Telephone tane mode
Sends ATDP plus the telephone number

to the modem.
None -- Sends ATD plus the telephone number to the modem.
Else -- Nothing is added to before the telephone number.

Check your telephone line to determined which tone type is used.

107



(4) Enter the MN Converter address. el et
Enter the M-NET address for the MN Converter. N converter address
You can enter any number between 201 and 250.
Ensure that you do not enter the same address as
another unit.

Phone line disconnection setting (Inactivity imeout)

f+ disconnect S-register numkber an

Inactivity time out ]

" Do not disconnect

The default is 250.

—
a0
~

Specify the setting for the Inactivity Timeout function.
The Inactivity Timeout function is a modem function
that automatically disconnects telephone lines when
there has been no communication on a connected
line for a set period during error notification.

Telephone tone mode FB lo
MM converter address 230 A|ﬂ

& line disconnection setting (Inactivity timeout)
 disconnect S-register numkber an

Inactivity timeout

If power to the MN Converter is turned off due to a S e i o

power failure or any other cause while a telephone
line is connected for error notification, the

telephone line remains connected unless this function
is enabled.

This function can be used to release connected lines
in this situation.

The S-register setting used with the Inactivity Timeout function differs depending on the modem model. Read
the modem's instruction manual carefully to ensure that you use the correct setting.

-disconnect Use the Inactivity Timeout function.
S-register number Modem S-register number that sets Inactivity Timeout.
Inactivity timeout Time for which inactivity is monitored
-Do not disconnect Do not use the Inactivity Timeout function (default).
( N
Caution:
If you do not use the Inactivity Timeout function, bear in mind that telephone lines may remain
connected.
If you do not use the Inactivity Timeout function, or if the modem settings are not specified correctly,
Mitsubishi Electric accepts no liability whatsoever for any faults or damage arising from the continued
connection of telephone lines.
L Before use, always check that the Inactivity Timeout function is working correctly.
( 1\
NOTE:

*The Inactivity Timeout function setting differs according to the modem model.

(The S-register number and the units and setting range for inactivity timeout differ.)

Read the modem's instruction manual carefully (AT commands) to ensure that you use the

correct settings.

*If the Maintenance Tool is used to remotely connect to the MN Converter via a telephone line while

the Inactivity Timeout function is being used, the Inactivity Timeout function may disconnect the telephone
line when the Maintenance Tool is not being used.

If you use the Maintenance Tool to remotely connect to the MN Converter via a telephone line, consider
carefully whether to use the Inactivity Timeout function and the length of timeout delay when specifying the
settings.

*When changed this setting, the setting of “Notification contact TEL” is cleared.
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(6) Specify the error codes targeted for notification.
You can use this setting to specify which of the errors
that occur in air conditioning units will be reported.
You can choose from the following 3 options:
[All]
Reports all error codes.
[A.C. unit only (no delay)] /
Error delay codes are not reported. EmW
[Set error codes]
Only the specified error codes are reported.
If you selected "Set error codes", enter the target error
codes.
You can specify up to 10 error codes.
You can also specify wildcards. However, if you specify a wildcard in an error code, all the subsequent digits are
also taken as wildcards.
Note that you cannot enter a wildcard at the beginning of the code.

codes targeted for notification

o Al

" AC unitonly (no delay)

" Seterror codes

E.g.) 2* -- All error codes from 2000 to 2999
2*50 -- lllegal specification.
**01 - lllegal specification.
(7) Specify the error codes that will be masked from error Error codes targeted for notification
notification. Al
You can use this to specify error codes that will not be £ A.Cunit only (no delay)
reported (that will be masked) when errors occur in " Seterrorcodes

an air conditioning unit.

You can specify up to 10 error codes.

You can also specify wildcards. However, if you specify
a wildcard in an error code, all the subsequent digits
are also taken as wildcards.

Note that you cannot enter a wildcard at the beginning of the code.

ror codes targeted far notification masking

E.g.) 2* -- All error codes from 2000 to 2999
2*50 -- lllegal specification.
**01 - lllegal specification.
(v )

NOTE:
If the error codes targeted for notification and the masked error codes include the same error codes, the
message shown below appears.
If there is an overlap, the masking specification has priority.
If necessary, specify the settings again correctly.

Maintenance Tool |z|

<2 The error codes targeted For notification and for masking overlap. OK?
'Jr” {Masked error code has priority)
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(8) Select the system information settings.
This option selects whether a host system controller is Errar codles targeted for notification masking
connected in the M-NET system to which the MN | |
Converter is connected. | |
The host system controller is the G-50A, G(B)-50A,

or AG-150A, etc.

System information settings
™ Connection with host SC

. . e o + MNo connection with host 5C
When an error occurs in an air conditioning unit, in order for

the unit where the error occurred to notify the MN Converter
of the error, the MN Converter address information must first
be registered in the unit targeted for notification.
This system information setting (Connection/No connection with host SC) specifies the source from which the
address information is registered.
[Connection with host SC]
The MN Converter address information is registered/deleted in the notification target unit from the host SC.
(Refer to the host SC instruction manual for details.)
[No connection with host SC]
The MN Converter registers/deletes its own address information in the notification target unit.
(To register or delete address information, click [Send settings] in this screen.)

(9) Specify the units to be monitored for errors. *

Use this to select the units for which notification is provided | R
when an error occurs.

If a unit is not selected here, no notification is given when an
error occurs on that unit.

When you click a unit, the name is bolded to indicate that it ha
been selected (will be monitored for errors). Clicking the unit
name again returns it to normal text and deselects the unit
(excluded from monitoring).

Click the units to be monitored for errors so that they are
selected (displayed in bold). To select all the units for
monitoring, click [Select all].

To deselect all the units for monitoring, click [Deselect all].

Settings contents monitor

M CONVERTER {Wer00.09968) Error notification mode

Connection status rmonitar Selectall Deselectall

The meanings of the different types of display are as follows:

Palegray | ;| - There is no error notification function on this model.
This model cannot be selected.
Models that cannot be monitored are as follows:
Models other than IC, DC or OC.
Bold . Selected as a unit targeted for error monitoring.
Currently set as a unit to be monitored for errors by the
MN Converter or selected ready to be set as such.
Normal text c Available for selection as a unit to be monitored for errors.
Not currently set in the MN Converter as a unit to be monitored
for errors.

In addition to the above, units may be displayed in blue. The meaning of this is as follows:
Blue c | Not currently set in the MN Converter as a unit to be monitored
for errors, but the MN Converter's connection data is registered
in the unit.
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(10) Send the settings.

Click [Send settings]. Maintenance Tool
When the Settings will be sent. OK? message appears, \_? :) Settings will be sent, COK?
click [Yes].

Sending settings...

Settings are being sent. Please wait.

Setting begins.

When setting is completed, the Settings have been sent

message appears. Maintenance Tool |"5__(|

Click [OK]. .

The MN Converter switches to remote error notification mode. ,y Settings have been sent
. .
Caution:

After specifying the error notification settings, always run the error notification test to check that
notification is correctly provided to the correct addresses.
| [See section 3.13.4].

J

( N\
NOTE:

If you selected "Connection with host SC", you must register the address of the MN Converter on

the host SC.
(. J
4 N\
NOTE:

MN Converter is registered with a unit targeted for error monitoring as attribute SC. When five SC
is already register with a unit targeted for error monitoring, the following messages are displayed
and you cannot register MN Converter with a unit. Please confirm connection relations.

Maintenance Tool

) Connection information regiskeration failed,
. Address:029,031,032,033,034,036
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3.14.4 Error notification testing

After setting the MN Converter to remote error notification mode, run the error notification test to check that
notification is implemented correctly.

( B N\
Caution:

After specifying the error notification settings, always run the error notification test to check that notification is
correctly provided to the correct addresses during the error notification test, always check that errors are posted

L correctly on the remote monitoring PC. )

r N
NOTE:

Before running the error notification test, check whether the software running on the remote monitoring PC is the
dedicated server software or another software tool. Then refer to "3.13.8 Option settings" to ensure that you
L specify the correct server or Toolettings.

(1) In the Error notification mode setting/cancellation

screen’ CIiCk [Test report]. Connection status monitar

Adtress
Adtribute
Address
Adtribute

Testreport | Sghd cancel all | Send seftings Close ‘

R s —

Connecting Information

(2) The test notification begins.
A confirmation window is displayed.

Maintenance Tool

} A test report will be performed., OK?
Check the contact number and then click [Yes]. .H?
Caution: Please make sure wou enter the correct contact number.
Once submitted, the test report cannaot be cancelled.
Mo
( )
NOTE:

When error notification is in progress, the following messages are displayed, and the test report cannot be
performed. Please wait and try again.

In addition, when a modem is not connected, the following messages are displayed.

Please try again after connecting a modem definitely.

Maintenance Tool

' Error notification is in progress, so the selected operation cannot be performed,
Please wait and try again,
REQERRREP
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(3) After a few moments, the results are displayed.

Check the message and then click [OK].

[In the case of success]
Maintenance Tool @

\5’) A test report succeeded.

[In the case of failure]

Maintenance Tool gl

A test report failed.

N

Modem no-response error)

he actual message differs
lepending on the error.)

The error messages are shown below.
If an error occurs, check the connections, etc.

Error message When Test report

Error message

Meaning/Cause

Repair

A test report failed
(Modem no-response error)

Modem connection error

The MN Converter cannot
communicate with the modem.
Probable causes are:

* The cable between the MN
Converter and the modem is not
connected properly.

* The modem is not turned on.

* Check the connections on the

cable between the MN Converter

and the modem.
* Turn the modem on.

A test report failed
(Phone connection error)

Phone line connection error.

A call was made via the modem, but
no connection with the contact could
be established.

Probable causes are:

* The cable between the modem and
the telephone line is not connected
properly.

* The other party's telephone is not
responding.

* The contact phone number is wrong.
* The telephone line itself is damaged.

* Check the connections on the
cable between the modem and
the telephone line.

* Check that the other party's
modem is set to auto receive.

* Check the contact phone
number.

* Check with the connecting
telephone exchange.

A test report failed
(Server no-response error)

* Only when "Server" is

selected in "Option settings".

Contact server no-response error.
Communication was established with
the other party's modem, but there is
no response (REP) from the contact
server.

* The contact server is not connected
or the dedicated server software is not
running.

* Check the operation status of
the contact server.

A test report failed
(No-response timeout)

No response from the MN Converter.
The software cannot communicate
with the MN Converter.

* The MN Converter cable is
disconnected or broken.

* Power to the MN Converter has
failed.

* Check the connection to the MN

Converter.

* Check that the MN Converter is

powered up.
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(4) Also check that notification is provided correctly on the remote monitoring PC.

For information on the message format used for test notification, see section “3.13.9 Error notification data

format".

(5) Click [Close] to exit the setting/cancellation screen.

3.14.5 Report log

A log of past error notifications is saved in the MN Converter.

You can use the Maintenance Tool to view and check the Report log stored on the MN Converter.
The log shows the reported error codes, the address of the unit on which the error occurred and the report result

(OK/NG).

NOTE:

A maximum of 50 notification log entries are stored on the MN Converter.
Once the limit of 50 entries is exceeded, the oldest entries in the log are deleted sequentially.

3.14.5.1 Viewing the Report log

(1) Click [Option] in the main menu bar and then
select [Error notification mode] ->
[Report log display] in the sub-menu.

The Report log screen appears.
Report log entries are displayed in chronological
order with the most recent entry at the top.

(2) Click [Close] to exit the Report log screen.

Wit Maintenance Tool ( Ver 5.00D ) - MN Converter

File [ Option | Frint  Help
T | Automatic searching
\EJ G Date/Time Setting
Gof  DIDOJALPT v |Malfunc Log || Optioral et | Op
Errar notification mode v | Error notitication made settine/cancellation.
0[] Gompressor operating time monitor | Feport log display \
10 L Display Mods - Option setting...
20 L Update operate status MG, Frotocal ssttive
a0 | I m m m U T T Wedel

Report log,

Thursday, March 15, 2007 10:07:35 AM

Site name:MELCO
Reportresult | No
NG(11)
NG(T) 05
NG(T) 05
NGO 05
NGO 05
NGO 05
NG(T) 05
NGAT) 05
NGO 05
NGOT) 05
NGO 04
NGO 04
NGAT) 04
NGO 04
NGOT) 04
NGO 04
NGO 04
NGOT) 04
NGOT) 04
NGOT) 04
NGO 04
NGO 04
NGO 04
NGO 04
NGO 04
Log clear

Addiess | Enorcode

2503 Drainsens.thl

Display order From latestto earlisst

034 2502 Drainpump bl
034 2503 Drainsens.tol
034 2502 Drainpump bl
034 2503 Drain sens.tol
034 2502 Drain pump bl
034 2503 Drain sens. tol
034 2502 Drain pump bl
034 2503 Drain sens.tol
034 2502 Drainpump bl
034 2503 Drainsens.tol
034 2502 Drainpump bl
034 2503 Drain sens.tol
034 2502 Drain pump bl
032 2503 Drainsens.tol
031 2503 Drain sens.tol
034 2503 Drainsens.tol
037 2503 Drain sens. tol
033 2503 Drain sens.tol
034 2502 Drainpump bl
034 2503 Drain sens.tol
034 2502 Drain pump bl
034 2503 Drainsens.tol
034 2502 Drainpump bl
034 2503 Drain sens.tol

Error details 01: Modem no-response/1 0: Phone connection erar11: Server no-respanse

Error contents

p
NOTE:

notification is carried out correctly.

To reset the flashing LED, display the Report log using the Maintenance Tool.
(See section 3.13.10 for more information on the STATUS LED display.)
If a failed notification is logged, check the error code (P.116 (5)) for the log entry and ensure that future

If the notification log stored on the MN Converter includes entries where the report result is "NG", the
STATUS LED (yellow) on the front of the MN Converter repeatedly lights for 2 seconds and turns off for
0.5 seconds to show that notification failed.

T = o-
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The design of the screen is shown below.

"mn @ 6 @ O (6)

Keport loyy
Site nam&MELCO Thursday. hMarch 15, 2007 10:07:35 AM
Reportresult | Mo | Address Error code Error contents s
MNG(11) 05 034 2503 Drain sens. thl
L?EeSt MG 05 134 2502 Dirsin purnp thl
MG 05 034 2503 Drain sens. thl.
MNGT) 0s 034 2502 Drain pump thl. Scroll bar
MNGT) 05 034 2503 Drain sens. thl.
MNGT) 05 034 2502 Drain pump thl.
MNG(T) 05 034 2503 Drain sens. thl.
MNGT) 05 034 2502 Drain pump thl. /
MNG(11) 05 034 2503 Drain sens. thl.
MG 05 134 2502 Dirain purmp thl.
MNG(11) 04 034 2503 Drain sens. thl
MG 04 134 2E02 Dirsin purnp thl
MNG(1T) 04 034 2603 Drain sens. thl
MG 04 134 2502 Dirsin purnp thl
MNG(11) 04 032 2503 Drain sens. thl
MNG(11) 04 031 2503 Drain sens. thl
NG(11) 04 034 2803 Drain sens. thl.
MNGT) 04 037 2503 Drain sens. thl.
MG 04 033 2503 Drain sens. thl.
MNGT) 04 034 2502 Drain pump thl.
MNG(T) 04 034 2503 Drain sens. thl
MNGT) 04 034 2502 Drain purmp thl.
MNG(11) 04 034 2503 Drain sens. thl
MG 04 034 2502 Drain purmp thl.
MNG(11) 04 034 2503 Drain sens. thl. v
Display order From latestio earliest.
Error details 01: Modem no-response/10: Fhone connection errorf11: Server no-response
Log clear File output | Close
() 8) 9)
- (1) Site name
Name of the system being monitored [see section 3.13.3 (1)]
- (2) Report result
Results notified
OK --- Notification succeeded
NG(**) ----Notification failed
** 1 Error code (see below)
01:Modem no-response -- There was no response from the modem.
10:Phone connection error-- A telephone line connection could not be established.
11:Server no-response -- There was no response from the server software.

(Only applies when "Server" is selected in "Option setting"
(see section 3.13.8).)
- (3) No.
Notification number
A number assigned sequentially for each notification. [See section 3.13.9 for details.]
- (4) Address
M-NET address of the unit in which the error occurred.
- (5) Error code
Code for the error that occurred.
- (6) Error contents
Details of the error.
- (7) Log clear
Clears the Report log.
- (8) File output
Saves the Report log as a CSV-format file. [See section 3.13.5.3.]
- (9) Close
Closes the Report log screen.
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3.14.5.2 Clearing the Report log

(1) Click the [Log clear] button in the Report log
screen.

(2) Click [Yes].

(3) The Report log is cleared. Click [OK].

Site nameMELCO Thursday, March 15, 2007 10:07:35 AM
Reportresult | No | Addiess | Enor code Eror contents ~
NGOT) 05 034 2503 Drain sens. il
NGET) 05 034 2502 Drain pumptol
NGIT) 05 034 2803 Drain sens. t.
NGIT) 05 03 2502 Drain pumptol
NGET) 05 034 2503 Drain sens. il
NGET) 05 034 2502 Drain pumptol
NGET) 05 034 2503 Drain sens. il
NGET) 05 034 2502 Drain pumptol
NGET) 05 034 25803 Drain sens. tl.
NG(IT) 05 034 2602 Drain pumptol
NGOT) 04 034 2503 Drain sens. t.
NGET) 04 034 2502 Drain pumptol
NGET) 04 034 2503 Drain sens. il
NGET) 04 034 2502 Drain pumptol
NGET) 04 032 2503 Drain sens. il
NGOT) 04 0% 26803 Drain sens. t.
NGOT) 04 034 2503 Drain sens. bl
NGET) 04 037 2503 Drain sens. tl.
NGET) 04 033 2503 Drain sens. il
NGET) 04 034 2502 Drain pumptol
NGET) 04 034 2503 Drain sens. tl.
NGIT) 04 034 2602 Drain pumptol
NGCT) 04 034 2503 Drain sens. t.
NGET) 04 034 2502 Drain pumptol
NGO 04 034 2503 Drain sens. il v
Display order From latest o earliest
Error details 01: Modem no-respansef10: Phone eonnection erorf11: Server no-response
Logclear ) Fils cutput

Maintenance Tool

Maintenance Tiool

‘:5) Report log has been cleared

NOTE:

When you clear the Report log, the notification number is reset and restarts from 1 in the next report.

3.14.5.3 Saving the Report log in CSV format

You can save the Report log as a CSV-format file on the Maintenance Tool PC.

(1) Click the [File output] button in the Report log

screen.

Report log

Site name:MELCO Thursday. March 18, 2007 10:07:35 AM
Reportresult | No  Address Error code Error contents a
NG(11) 05 034 2503 Drain sens. thl.
NG(11) 05 034 2502 Drainpump bl
NG(11) 05 034 2503 Drain sens. thl.
NGETT) 05 034 2502 Drain purmp thl
NG(11) 05 034 2503 Drain sens. thl.
NGET) 05 034 9502 Drain pumptbl
NG(11) 05 034 2503 Drain sens. thl.
NGOT) 05 0 2502 Drain pumptal
NG(11) 05 034 2503 Drain sens. thl.
NGETT) 05 034 2502 Drain purmp thl
NG(11) 04 034 2503 Drain sens. thl.
NG 04 0w 2502 Drain pumpthl
NG(11) 04 034 2503 Drain gens. thl.
NGOT) 04 0 2502 Drain pumptol
NG(11) 04 032 2503 Drain sens. thl.
NG(11) 04 Lk} 2503 Drain sens. thl.
NG(11) 04 034 2503 Drain sens. thl.
NG(11) 04 037 2503 Drain sens. thl.
NG{11) 04 033 2503 Drain sens. th.
NGOT) 04 03 2502 Drain pumptol
NG(11) 04 034 2503 Drain sens. thl.
NGETT) 04 034 2502 Drain purmp thl
NG(11) 04 034 2503 Drain sens. thl.
NG 04 0 9502 Drain pumptbl
NG(11) 04 034 2503 Drain sens. thl. ~
Display order From latestto eariest
Error details 01: Modem no-response/10: Phone connection error/11: Server no-response
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(2) Select CSV format and click [OK].
Use, -- Usesacomma (,)as the delimiterin
the CSV file.

-- Uses a semicolon (;) as the delimiter in
the CSV file.

Use ;

(3) The log is saved in CSV format and a folder
display window opens. The folder name is
C:¥MntToolED¥Data.

[See section 5.3.]

Pleaze select spymbolz for uze as delimiters

& Data

B>

Uze ; Cancel
Ele Edt Vew Favorfes Tools Help
Qo - @ - | Pseurch [ rorers | [~
Address | () CiiProgram FlesiintTaala2iData
Name Sizz | Type Date Madfied ~
File and Folder Tasks 2] ErrLog_20070313190910_001 1KB C3VFle 3/13/2007 7:10 P
29 Miske & e Foder (E1Pe_20070313_120035 3KB Compressed (zippe..  3(13/2007 12:04 PM
[£) PE_20070313_120035_00 SKB CSVFile 313/2007 12:04 P
) 5;‘;!5“ this folder to the (151 _20070313_120146 1KB Compresssd (zippe...  313(2007 12:03 PM
3 share this Fokder [£) OM_20070313_113310_002 2K8 CSVFle 3/13/2007 12:03 P
[£) OM_20070313_113310_001 13K8 CSU File 313/2007 12:02 P
(L10mM 20070313 _113310 11KB  Compressed (zippe...  3[13/2007 12:02 PM
Ot Plares ) ErvLog_20070127182439_001 2kB CsVFle 112712007 6:25 PM
ErrLog_20070125095830_001 1KE CSVFle 1/25/2007 9:58 AM
[ MinkTools2 ErrLog_20070117120335_001 1KE CSVFle 11172007 12:04 PM
() My Documents ErrLon_20070116120827_001 3KB CSVFle 1/16/2007 12:08 PM
g ErrLog_20070115174400_001 IKB SV Fle 115/2007 5:44 PH
2] Dummy. di 1K Application Extension  9/17/2002 4:53 PM

i by Camputer
& vy Netwark Places

Details
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3.14.6 Changing the error notification settings

(NOTE:

If you change the units targeted for error monitoring or change the MN Converter address, the MN
Converter will be reset by the change. This will erase the previous error data stored on the MN Converter.
When the data is erased, notification also stops and no error report log is kept.
To retain the error data, set the Minimum reporting period in the Option settings to 0 minutes before
sending the settings to forcibly report the error data currently stored on the MN Converter.

You can check whether there is currently error data stored on the MN Converter by the STATUS LED,
which will blink at 0.5-second intervals if there is data stored.
For details, see section 3.13.10 "MN Converter LED display" (pattern 4).

(1) Click [Option] in the menu bar and
select [Error notification mode] ->
[Error notification mode setting/cancellation]
in the sub-menu.

(2) The information set in the MN Converter is loaded

and the Error notification mode setting/cancellatio

screen appears.

Units set on the MN Converter as targets for error
monitoring are marked with an asterisk (*).

(3) Change the desired items in the Error notification mg

setting/cancellation screen.

»i Maintenance Tool ( Ver 5.00D ) - MN Convertar

File | Option | Print  Help
Automatic searching
{ O Date/Time Setting
Gof  DIDO/AVPL v |Malfunc Log || GptioralSst || Op
‘ Error notification mode » Error notification mode setting/cancellation |
0[] Compressor cperstine time monitor Report log display
10 [ Dicplay Mords : Option settine...
20 [ Lo MMC Protocol setting..
30 [ m m m m m =TT T T wedel

Error. notification mode setting/cancellation

Site name

MNotification contact TEL
PE ~)
[ alv|

Phene line discannecion sefing (Inaciivity fimeaut)

Telephone tone mace
M converter address
@ disconnect S-tegister number

Inactivity tireout
Do notdisconnect

Eror cades targeted for notification
@ Al
© AC. unitonly (no delay)

 Setenorcodes

[MITsUBISHIBUILDING

4444

D
T

[ \ \ \ [

Error codes targeted for natiication masking

System information settings
€ Connection with host SC
£ No connection with host SC

Setiings contents monitar

NN CONVERTER (Ver00.0498) Errar noffication mode

Units targeted for error manitoring

Address

10

o1 2 3 4 5 B 7

Comneciing Information

e

8 9

Testrepar ‘ Send cancel ol

Send setings

Close

To change the units targeted for error monitoring, you

have to run the Connection status monitor.
Click [Connection status monitor] to collect the
connection information.

A confirmation window is displayed.
Click [Yes].
Connection status monitor begins.

Maintenance Tool

Searching for units targeted for error. notification...

Searching for units targeted for error notification.
Address 004/100
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Error, notification mode setting/cancellation

(4) Select System information settings.

Site name [MTSUBISHI BUILDING [ Units targeted for srror monitaring ]
Motfication contact TEL ~ [1305426687 Address 0 1 2 3 4 5 & 7 8 3
Telephone tane mads PB ) o
MN converter address w0 Al w| il
20 ErEEEE e
Phane line disconnection seting (nactivity timecu) T
30 ic|ic|ic|ic|ie|e|iie]|c]e|i
& disconnect Seregister number 30
A e Ic ic Iic Ic Ic bc
Inacivityfimeaut 1
Do notdiscamnect Al oc
Ennor codes targeted for natficatian y
& Al & oc
7 AC.unit only (no delay) &0
© Setenorcodes 2
[ | | | I o
I J J I | Cnnnemmnstamsmnmtm‘ Select al ‘ Dese\ema\ll

Enor codes targeted for nofification masking

| W ——a
Y 1

| Attoute | OC
ystem information setings
< © Connection with host SC

& Na connection with host SC

05 (176) Connecting Information

Testreport ‘ Sendcam:e\<|‘ Send setings ‘) Close ‘

(5) Click [Send settings]. N ER 070 Err o ot

A confirmation window is displayed.
Click [Yes].

Setting begins.

(6) If you change the units targeted for error monitoring or change the MN Converter address, the message shown
below appears.
The MN Converter is reset by the change. This erases the previous error data stored on the MN Converter.
Reporting also stops and no error report log is kept.
Set the “Minimum reporting period” in the Option settings to 0 minutes before sending the settings to forcibly
report the error data currently stored on the MN Converter,
and click [Yes].
Setting begins.

Maintenance Tool

P Either the MM converter address or the units targeted for error monitoring have been changed.
W ‘When the setting is changed, unreported error report information saved in the MM converter will be deleted.
To report: the saved unreported error report, set the minimum reporting period ta O min. before changing the setting
and repart the errar now,
Are vou sure you wank bo change the setting?

(7) The Settings have been sent message appears and setting Maintenance Tool [z|
is completed. Click [OK].

(8) If you add the units targeted for error monitoring, the message shown below appears.
Click [OK].

Maintenance Tool

Y

I converter has been added to the connection information of the units targeted For error monitoring,

To removwe the MM conwverter, delete MM converter Fram the connection information of the units targeted For error
ronitaring using “Send ‘cancel all*'function of this Maintenance Toal,

({The units that are deleted From the connection information of the MM converter returned to the startistop
condition.)
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(9) Click [Close] to close the Error notification mode setting/cancellation screen.

s B 1\

Caution:

If you have changed the telephone number, you must run the error notification test. [See section
3.13.4.]
J
( 1\

NOTE:

*If you change the units to be monitored for errors when "Connection with host SC" is selected, you
must add or delete the MN Converter address in the corresponding unit connection data on
the host SC.

*To remove the MN Converter, delete MN Converter from the connection information of the units
targeted for error monitoring using “Send cancel all” function of this Maintenance Tool.

*The units that are deleted from the connection information of MN Converter returned to the start/stop
condition.

& J
3.14.7 Canceling error notification mode

This procedure cancels error notification mode and returns the MN Converter to maintenance mode.

(1) In the Error notification mode
setting/cancellation screen, click [Send cancel Stenane pTSUREAEUONS | e |
a"]- Notification contact TEL. 4444 Amgs; 0 1 2 3 4 5 G 7 8 9

MN converter address [0 Al vw| ;E
Phone line disconnection seting (Inactivity imeout) o
& disconnect Svegistermumber | a0, =

Inactivity timeout ’71 i

Do notdiscannect
Enor codes targeted for natiication
& All
£ AC.unitanly (no delay)
 Setenoreodes
\ [ [ [ [ b

J ‘ ‘ ‘ ‘ Connection status monitar

Errar codes targeted for notfication masking
Connecting Information

[ [ [ [ [ e
[ [ [ [ [ Altribute
Address
System information setfings Aftribute

 Connection with host SC

 No connection with host SC
Settings cantents manitar Testrepn Send cancel all end sefings

Close ‘

N CONVERTER (Ver00.0886) Error noffication mode

(2) A confirmation window is displayed.
Click [Yes]. Maintenance Tool

Cancellation begins.

Sending settings cancellation...

All settings cancellation is being sent. Please wait.
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(3) When setting is completed, the All settings have been cancelled Maintenance Tool
message appears. i
Click [0K] ‘:!f) All settings have been cancelled

The MN Converter switches to maintenance mode, and
the message below appears.Click [OK].

Maintenance Tool

1 Connection information of the MM converter haz been detelted.

\:r) All gettines for error reports have been cancelled
Check the start/stop condition of the unit for confirmation.

NOTE:
After cancellation, check the start/stop condition of the unit for confirmation

(4) Click [Close] to close the Error notification mode setting/cancellation screen.

NOTE:
If you selected "Connection with host SC", you must delete the address of the MN Converter from the
connection data for the corresponding unit on the host SC.

3.14.8 Option settings

Use the procedure below to specify the settings for remote error notification mode.

(1 ) ClICk [Optlon] in the menu bar and 'l% Maintenance Tool ( Ver 5.00D ) - MN Converter
SeIeCt [Error nOtification mOde] -> = thm;utoi’;:c s::m‘:phmg
{ OC Date/Time Setting

[Option setting] in the sub-menu.
Gof  DIDO/ALFI v [Malfunc Lo || Optional 8t | op

‘ Error notification mode 3 ‘ Error notification mode setting/cancellation

o] Compressor aperating time monitor b Feport log display...

10 [ Dicplay Mode : | Option setting... ‘
20 [ apdate operate status MG, Erstoool sstiine
30 [ m T T m m If [ [T Model
-
(2) The Option setting screen appears.
Minimum report period (mins.) 1 (0-E0)
Call duration (secs.) BO {30-99)
Fedial interval (secs) 30 {3099
Mumber of redials (times) 3 (0-9)
™ Redial again
" Server
Fesponse timeout (secs.) (10-60)
Mumber of the data retransmission {times) ] (0-10)
Transmission Close ‘

(3) Change the settings as desired and click [Transmission].
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(4) The new settings are applied on the MN Converter and the window shown below appears.

Maintenance Tool [z|

'“11') Settings have been sent

(NOTE:
If the MN Converter is reporting an error, the message shown below appears and the settings cannot
be applied. Wait a few moments until error notification ends and then resend the settings.

Maintenance Tool

Etror notification is in progress, so the selected operation cannot be performed.
! Please wait and try again.

SETPRECDS1
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The various settings are explained below.

0

|
Minirurn report period (mins.) 10 (0-E0) / (2)
/
Call duration (secs ) 60 (30-93) —
3
Redial interval (secs.) 30 (3099 — 3)
MNumber of redials (times) 3 0-9) l— (4)
I Redial again -
(6)—"'— " Senver (5)
Response timeout (secs.) (10-60) Sy
MNurnber of the data retransmission {times) 0-10) \\ (7)
™ @
Transmission Close |

- (1) Minimum reporting period (mins.) (Default = 10 min.)
Set a period between 0 and 60 minutes in 1-minute increments as the error reporting interval.
Errors that occur during this period are all reported together when the end of the specified period is reached.
After the errors are reported, the next notification occurs at the end of the next reporting period.
If no errors occur during this period, none are reported.
Counting of the reporting period begins when the setting is specified.
If the MN Converter is reset due to an event such as a change to the error notification setting, the counting for
the minimum reporting period is also reset and errors are reported as soon as the countdown restarts.

Error A occurred Repgort error A and B Repbrt errclx_se%et MN Converter
\ Error B occurred /

PW\

Error C occurred

A\ 4
A 4
\ 4
v

A
\ 4

P
<

A\ 4
v

<

Minimum reporting period ~ Minimum reporting period Minimum reporting period
NOTE:
The maximum number of errors that the MN Converter can store during the minimum reporting period is
50.

Once the limit of 50 errors is exceeded, the oldest entries in the log are deleted.
When more than 50 errors occur, only the number of excess errors is reported.

- (2) Call duration (secs.) (Default = 60 sec.)
Set a period between 30 and 99 seconds in 1-second increments as the time for which the MN Converter
continues dialing a contact telephone number once it has started the notification process.
If the contact telephone does not answer before this period expires, dialing is cancelled and notification fails.
This function prevents long periods of continuous dialing.

NOTE:
Some modem models have a similar function. If this is the case and the modem's continuous dialing
period is shorter than the Maintenance Tooletting, dialing stops after the period set on the modem.
Refer to your modem's instruction manual for details.
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- (3) Redial interval (secs.) (Default = 30 sec.)
If the MN Converter dials a notification contact but the contact telephone does not answer, the converter redials
the number for the number of times specified in "(4) Number of redials" below.

In this setting, specify a period between 30 and 99 seconds in 1-second increments as the interval between
redials.

- (4) Number of redials (times) (Default = 3 times)
Set a number between 0 and 10 as the number of redials when the MN Converter dials a notification contact
but the contact telephone does not answer.
If you set this number to 0, the converter does not redial the number.

- (5) Redial again (Default = Not selected)
If you tick this option, when the MN Converter redials a number for the number of times specified in "(4)
Number of redials" and there is still no reply, the converter again attempts to report the same notification data
after the period specified in "(1) Minimum reporting period" has passed.
It repeats this process until notification succeeds.
If this option is not ticked and redialing fails to establish contact, the result is stored in the error report log as a
failure and that notification process ends. If this option is ticked, the result is not logged as a failure and
notification is retried.

- (6) Server/Tool (Default = Server)
Choose whether the software running on the remote monitoring PC connected to the notification contact is the
dedicated server software or another software tool.

Server ------------ The MN Converter waits until it receives a "REP" character string from the remote
monitoring PC in response to a notification.
If "REP" is received, the notification result is stored in the MN Converter's Report log as a
success.
If no response is received after a set time, the notification result is stored in the MN
Converter's Report log as a failure.

Tool -—-—-—-—-—- Without waiting for a response from the remote monitoring PC, the MN Converter stores the
notification result in its Report log as a success when the notification from the MN Converter
is completed.

When a notification test is run, this setting is also used to identify the notification contact and determine
whether notification was a success or a failure.

- (7) Response timeout (secs.) (Default = 10 sec.)
When "Server" is selected in "(6) Server/Tool" above, use this setting to specify a period between 10 and 60

seconds in 1-second increments as the time for which the MN Converter waits for a "REP" response from the
server.

When "Tool" is selected, this setting is disabled.

- (8) Number of the data retransmission (times) (Default = 5 times)
When "Server" is selected in "(6) Server/Tool" above and no "REP" response is received from the server in
the time set in "(7) Response timeout" above, use this setting to specify a number between 0 and 10 as the
number of times the MN Converter retries server notification.
If you set this number to 0, the MN Converter does not retry notification.
When "Tool" is selected, this setting is disabled.
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The figure below summarizes these settings.

[If the notification contact telephone does not answer]

Error occurred (1) Minimum reporting period

A (A)

Dial * The contact telephone
(2) Call duration normally answers during this

period.

Contact telephone:
No answer
(3) Redial interval

A

Dial

A 4

Contact telephone:

No answer (3) Redial interval

A

Dial

(4) Number of redials
interval duration

Contact telephone:
No answer (5) Redial again

Not selected Selected

Result stored in the error report log as a
notification failure.
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[If the notification contact telephone answers]

Error occurred i:%

Dial

(1) Minimum reporting period

* "REP" response normally received

Contact telephone: v Notification details sent
Answer (6) Server/Tool I/ successful.

Toolelected Server selected | (7) Response timeout

A 4

A
Result stored in the error report log as a

notification success.

A 4

v

(7) Response timeout

Notification details:
Resent

Result stored in the error report log as a

notification failure.
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3.14.9 Error notification data format
The notification data sent from the MN Converter to the remote monitoring PC via the telephone lines is in the format
shown below. The remote monitoring PC receives and processes this data in the dedicated server software or
another dedicated software tool. Prior to notification, up to 50 items of error data are stored on the MN Converter. No
more than 50 items of error data can be reported each time (each dialing).
If there are more than 50 errors, only the number of excess errors is reported.
The 50 items are divided into blocks of up to 20 items for transmission.

[Data format]

NO10 -- Notification number
MITSUBISHI ELEC BUILDING -- Site name

0312502

0346607 -- Error data (up to 20 items)
0352503

*

*

*

(20 or more items)

NO11 -- Notification number
MITSUBISHI ELEC BUILDING -- Site name

0362502

0346608 -- Error data (up to 20 items)
0352504

*

*

*

(40 or more items)

NO12 -- Notification number

MITSUBISHI ELEC BUILDING -- Site name

0362502

0346608 -- Error data (up to 10 items)

0352504

OVER12 -- Number of items in excess of 50 (if there are more than 50 items)

- Notification number
NO + notification number
The number increments by 1 for each item up to 50 items. When 50 is reached, numbering restarts at 1.
If there are more than 20 items of error data, the notification is divided and the notification number increments by 1
for each item. The notification number displayed by the Maintenance Tool matches the error report log number on
the MN Converter. When the log is cleared in the Maintenance Tool error report log screen, the numbering restarts
from 1. The notification number for a test notification is 0.

- Site name
Site name
The site name specified in the Error notification mode setting/cancellation screen.

- Error data
Address of unit on which the error occurred (3 digits) + error code (4 digits)
For a test notification, the unit where the error occurred is "MN Converter's address" and the error code (1 only) is
"0000".

- Number of errors in excess of 50
OVER + the number of errors in excess of 50
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3.14.10 MN Converter LED display
The MN Converter (CMS-MNG-E) has a STATUS LED (yellow) that displays the converter status.

STATUS LED (Yellow)

N

—J M X“ ‘[ MN Converter (CMS-MNG-E)

STATUSIPOWER

The STATUS LED blinking patterns are shown below.
[Maintenance mode]
Lit: Ready for operation. (normal)
Unlit: Not ready for operation. (error)

[Remote error notification mode]
Lit: Ready for operation. (normal)
Unlit: Not ready for operation. (error)
Blink: When the remote error notification activates, the LED light blinks according to the following
blink patterns:

M .|t (Unit: second)

Pattern | Explanation | Priority* Blinking pattern Operation status
. High

1 Slow blink Modem error

2 Long blink Remote error notification failed

3 Double blink Low Redialing

4 Blinking Air-conditioner error

(*When all of the operation statuses occur at a time, the status with the highest priority is displayed.)

Pattern 05 05
g EECEEEEEE Modem error

Unable to communicate with the modem. The MN Converter is not connected to the modem or the
modem is not turned on. Check the connection to the modem and that the modem is turned on.
2 Remote error notification failed
A failed notification result is saved in the Report log stored on the MN Converter. [See section
3.13.5.]
If the LED is displaying this pattern, check the Report log in the Maintenance Tool and eliminate the
cause of the failure.
When the Report log is displayed, the software recognizes that the log has been "checked by a
person" and resets the display pattern.
When it reaches the limit of 50 items stored in the Report log, and the oldest entries that exceed the
50 limits are deleted. The display is reset when there are no failure results in the Report log.
3mmmmmmnean Redialing
The LED blinks in this pattern while the MN Converter is redialing after there is no answer from a
notification contact telephone.
4eeeeee Air-conditioner error
The LED blinks in this pattern when an error requiring notification has occurred in one of the units
being monitored for errors and the MN Converter is storing the error data. If an error occurs in a unit
that is not being monitored for errors, or if the error code is masked or does not require notification,
the LED does not blink. This display is reset when error notification is carried out.
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3.15 Setting and Monitoring DIDO/AI/PI Controllers
The “Setting and Monitoring DIDO/AI/PI Controllers" has been located starting from Ver4.20.

* Iltems Performed Here

- Settings and monitoring DIDO Controller (PAC-YG66DCA), Al Controller (PAC-YG63MCA), and PI Controller
(PAC-YG60OMCA) can be made. (Pl Controllers can be used only for monitoring.)

- DIDO Controllers and Al Controllers have an interlock control function.
DIDO Controllers can also change the operation status of M-NET devices (such as indoor units, DIDO
Controllers) by sending operation commands. DIDO Controllers can output contacts on DIDO Controllers
themselves depending on the change in input contact status.
Al Controllers can change the operation status of M-NET devices (such as indoor units, DIDO Controllers) by
sending operation commands depending on the change in measurement values.
“Interlock operation conditions” for the “interlock control function” can be set on Maintenance Tool.

NOTE:
Before using the interlock control function, plan carefully how the air-conditioners will be used.
If the interlock control function is used without thorough consideration, unexpected operation may
result.

3.15.1 Setting and Monitoring DIDO Controllers (66DC)
DIDO Controller(PAC-YG66DCA) can be used in combination with a system controller (Centralized Controller
or TG-2000A) to operate/stop general-purpose equipment, as well as to monitor the operating status and
error status.
Furthermore, DIDO Controller is equipped with two sets (channels 1 and 2) of standard terminals and four
sets of expansion connectors as the input/output terminals.

((a) ON/OFF, (ON) output
(b) (OFF) output

(c) ON/OFF input

(d) Error/Normal input

Standard: Terminal block (for 2 units)
Expansion: Connectors (for 4 units)
Total: 6 units

N J

Centralized DIDO controller
Controller M-NET

/ 24 VDC
Outdoor unit ﬁ Power supply

TG-2000A

Centralized

Controller Web Max. 6 units
General-purpose equipments
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The function allotment of DIDO Controller, Centralized Controller Web, TG-2000A and Maintenance Tool
is as follows.

[Note]S:Setting possibility, M:Monitoring only, -:None

Function name DIDO Controller Centralized TG-2000A Maintenance Tool
Controller Web

Address setting S*1 - - M

Output method (Level/pulse) S*1 - - M

setting

Error input logic (a contact/b S*1 - - M

contact) setting

Group registration - S S -

Operation and monitoring - S S M
(Compulsion operation is

possible.)

Time setting - S S M

(Operation is possible)*2

*1 ltis set with Dip switch of DIDO Controller.
*2 When Centralized Controller or TG-2000A is connected, the time setting must be made on Centralized Controller Web
Browser or TG-2000A.

The following settings and monitoring can be made on DIDO Controllers (PAC-YG66DCA).

Set the current time before using the DIDO Controller.

When Centralized Controller or TG-2000A is connected, the time setting must be made on
Centralized Controller Web or TG-2000A.

When neither of them is connected, refer to section [3.14.1.1 Time setting on DIDO Controllers].

1. Operation
*Contact output
*Operation time reset
2. Monitoring
*Input/output status
*Operation time (contact ON/OFF hours)
*Dip switch settings
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3.15.1.1 Time setting on DIDO Controllers

NOTE:

When Centralized Controller or TG-2000A is connected, the time setting must be made on Centralized

Controller Web or TG-2000A.

(1) Click [Option] in the menu bar and
select [DIDO/AI/PI] -> [DIDO setting] in
the sub-menu.

(2) Click of the unit (DIDO Controller)
to be set or monitored on the Main screen.

(3) DIDO controller (66DC) input/output status
monitoring screen will appear.

(4) Click [Date/Time setting] in the
DIDO controller (66DC) input/output status
monitoring screen.

(5) The current time is monitored, and
Date/Time setting screen will appear.

(6) Set the current date and time.

(7) Click [Send settings].

(8) The message ”Are you sure you want to send the

Date/Time setting?” will appear. Click [Yes].

(9) Time is set to DIDO Controller, and the message

“Settings have been sent.” will appear.
Click [OK].

(10) Click [Close] to return to the

DIDO controller (66DC) input/output status monitoring screen.

Wit: Maintenance Tool ( Ver 5.00D ) - MN Converter

File | Option | Print

Co‘

AL'P setting.

DIDO setting.

Gomprassor opsrating time monitor

DIDO/AL interlock setting

Interlock control option

dress

a0 [

Option

Address 049 Aftribute DG Address Change

ttributs
Model
2007/04716 130527

" Monitor update |

Operation outputstatus | Operation inputstatus | Ermor Input status_| Operation outputtime (min)) |_Operation inputtime (min)
OFF OFF

000060
000000
000000
000060
000003

Date/Time setting utput control File output |

000000
000003
000060
000000
000060
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Send settings

L]

Close

Maintenance Tool
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3.15.1.2 Monitoring input/output status on DIDO Controllers (66DC)

(1) Click [Option] in the menu bar and
select [DIDO/AI/PI] -> [DIDO setting] in
the sub-menu.

(2) Click of the unit (DIDO Controller)
to be set or monitored on the Main screen.

(3) The input/output status is monitored, and
DIDO controller (66DC) input/output status
monitoring screen will appear.

[Operation output status]

[Operation input status]
The ON/OFF status for each contact is
monitored and displayed.

[Error input status]
The error input status for each contact is
monitored and displayed.

[Operation output time(min.)]

[Operation input time(min.)]
The integrated operation time for operation
ON/OFF time is monitored and displayed.

%, Maintenance Taol ( Ver 5.00D ) - MN Converter

. DIl

ring
Optic
Address 043 Aftribute DC Address Change

File | Option | Print  Help
Automatic searching
00 Date/Time Setting

Cof  DIDO/AFL , AUPL sstting ot [ op
Error notification mode » DIDO settine... |

0| Compressor operating time monitor DD Al interlack settine.

10 [ Display Mode = Tnterlock control option dress

20 Update operate statis 7 [ Aurbue |

30 [ Ui i m m m Model

ChNa | Operation oufput status | Operation inputstatus | ErorInputstatus | Oper
OFF al

afion cutput time (min) | Operafion inputtime (min)

chi OFF

che oM OFF
ch3 OFF OFF
cha OFF oN
Chs OFF
Ché OoN

Date/Time sefting

000000
000060
000000
000000
000060
000003

Output cantral

Fil

le output

000000

000000
000003
000060
000000
000060

(4) Click [Monitor update] to update the monitoring status.

(5) Click [File output] to save the monitored information as a CSV file.

1) Click [File output].

2) The message “Please select symbols for use as
delimiters.” will appear. Click [Use ,] or [Use ;].

3) [File] is output and saved.

The output destination folder path will be displayed.

The folder name is
C:¥MntToolED¥Data.
[See section 5.4.]

Cancel
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3.15.1.3 Output control
(1) Click [Output control] in the DIDO

controller (66DC) input/output status Ad -
monitoring screen.

rine

Aftribute DC Address Change

ChNa

2007/04/1613:05:27

Operafion output status | Operafion input status | Errar Input status
OFF

chi

Operation outputtime (min)) | Operation inputtime (min)

Normal

Normal

Normal
Error

ch2 oN
cha OFF
Cch4 OFF
Chs oN
Chb OFF

OFF
OFF
ON
OFF
ON

000060
000000
000000
000080
000003

Error
Naormmal

Date/Time sett Output contral

000000
000003
000060
000000
000060

(2) The current output status is monitored, and
Output control screen will appear.

* The pressed (sunken) button shows

[T Ch3 Opeftion

[" Ch1  Operation Stop [ Chd4  Operation I Stop
¥ Chz IOperat\Dn Stop | ¥ ChE Operation Stop |

Sto v ChE | Operation  Stop
the current status. - - —l
] ) Close |
(3) Check the checkbox of the channel to be output.
(4) Click [Operation] or [Stop].
(5) Click [Send settings]. - %]

(6) The message "Settings will be sent. OK?” will appear, click [Yes].
The setting will be applied to the unit.

i ? ) Settings will be sent, OK?

Maintenance Toal

(7) The message "Settings have been sent.” will appear, click [OK].

@ Settings have been sent

(8) Click [Close] to return to the DIDO controller (66DC) input/output status monitoring screen.
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3.15.1.4 Monitoring Dip switch setting of DIDO Controllers
(1) Click [Option] in the DIDO controller (66DC)

. DIDO contraller BAEDCY input/outpud

input/output status monitoring screen and | option
select [DIP switch setting monitoring] in DIF switch setting monitaring...
the sub-menu. Operation time reset.. L

5, DIP switch setting monitoring = x|

(2) The DIP switch setting is monitored, and

. . . . ~SW1 ~8wWi2 ~SW03 ~SW08 ~3wWng
DIP switch setting monitoring screen o o [+ fon T 1 Lome o || 1 [ore ow
will appear. 2[oFf on 2[oFf oN 2[oFF  onN 2 off [ on 2[oFF  oN

3| OFF  ON 3| OFF  ON 3| OFF ON 3 OFF N
4| OFF ON 4| OFF  ON 4| OFF ON 4  OFF on

* The pressed (sunken) button shows s[orr _on | || 5o on | || s[orr Lon || s ofF [on
the current status. 5[ _on | || ef e on ||| s[orF on ||| s o [ov

7| oFF _oN 7[oFF o 7| oFF_oN
8[oFF  om 8 [ oFF  om 8[oFF  ow

" File output._ | Close

(3) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.4.]

(4) Click [Close] to return to the DIDO controller (66DC) input/output status monitoring screen.

3.15.1.5 Operation time reset

(1) Click [Option] in the DIDO controller (66DC) . DIDO contraller &
input/output status monitoring screen and Option

select [Operation time reset] in the sub-menu. DIF switch setting monitorine..
Cperation time reset..

(2) Operation time reset screen will appear.

mi. Operation time reset 3 x|

Ch No. | Operation Dutputtime| Operation input tirme |
Ch.1 O
Ch2 O O
Ch.3 O
Ch.4
Chg O
Chg O

Send seftings Close

(3) Check the checkbox of to reset the operation time of the selected channel.
(4) Click [Send settings].

(5) The message ”Settings will be sent. OK?” will appear, click [Yes].
The setting will be applied to the unit.

(6) The message ”Settings have been sent.”will appear, click [OK].

(7) Click [Close] to return to the DIDO controller (66DC) input/output status monitoring screen.
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3.15.2 Setting and Monitoring Al Controllers (63MC)
Al Controller (PAC-YG63MCA) is capable of measuring the temperature and humidity.
Trend displays of measurement data can be shown on the Centralized Controller Web Browser and
TG-2000A. Furthermore, an alarm can be output if measurement data exceeds a preset upper or lower limit.

(1) Channel 1 temperature or humidity sensor input
(2) Channel 2 temperature or humidity sensor input
(3) Channel 1 upper/lower limit alarm output
(4) Channel 2 upper/lower limit alarm output

Centralized Al controller

Controller

i

Outdoor unit ﬁ

M-NET

24 VDC
Power supply

Iy
Indoor units
TG-2000A  Centralized MaXLI_ e
emperature
Controller Web Temperature sensor, Humri)dity 1

Humidity sensor, etc

The function allotment of Al Controller, Centralized Controller Web Browser,TG-2000A and Maintenance
Tool is as follows.
[Note] S:Setting possibility, M:Monitoring only, -:None

Function name Al Controller Centralized TG-2000A Maintenance Tool
Controller Web

Address setting S*1 - - M

Setting of the input to use S*1 - - M

Setting of the analog input S*1 - - M

type

Range and category setting - S S M

of sensor (Operation is possible)*2

Setting of upper/lower limit S*1 - - M

alarm interlock output use

Range setting of - S S M

Upper/Lower limit alarm (Operation is possible)*2

Monitoring and trend - S S M

displays of measurement (Monitoring only)

data

Time setting - S S M
(Operation is possible)*2

*1 It is set with Dip switch of DIDO Controller.
*2 When Centralized Controller or TG-2000A is connected, the time setting must be made on Centralized Controller Web
Browser or TG-2000A.
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The following settings and monitoring can be made on Al Controllers (PAC-YG63MCA).
When Centralized Controller or TG-2000A is connected, the setting must be made on Centralized Controller
Web Browser or TG-2000A.

(a) Settings

*Current time

*Measurement category (temperature, humidity)

*Measurement range (upper limit, lower limit, correction value)

*Out-of limit alarm value (alarm threshold, alarm-off threshold)
(b) Monitoring

*Current measurement value

*Current out-of-limit alarm status

*Correction value for Pt100 detection

*Dip switch setting

*Measurement value history

*History of out-of-limit alarm/alarm-off

*Change history of measurement category (temperature or humidity)

NOTE:
The temperature is displayed in the unit (°C or °F) that has been selected at Maintenance Tool startup.

3.15.2.1 Monitoring measurement value on Al Controllers (63MC)
(1) Click [Option] in the menu bar and
select [DIDO/AI/PI] -> [Al/PI setting] in

&, Mainteniance Tool ( Ver 5.00D ) - MN Converter

Automatic searching
the sub-menu. i aie
| (= DIDO/ALPL » ALPI settine... t ]m
Error notification made » DIDO setting.
(2) Click _MC of the unit (Al Controller) O] Comproseo opmatns tme momior s | DD/ ek s,
S . . 10 | Displey tose 5 Interlock control aption dress
to be set or monitored on the Main screen. SO | e comate it s
30 s m m T Il m [ [ Model

(3) The current measurement value is monitored, and
Al controller (63MC) measurement value
monitoring screen will appear.

[Measurement value]
The current measurement value of
each channel is shown.
[Alarm status]
The current out-of-limit alarm status is shown.
[Upper detection] [Upper cancellation]
[Lower detection] [Lower cancellation]
The preset alarm detection value and
alarm cancellation value are shown.

(4) Click [Monitor update] to update the monitoring status.

(5) Click [File output] to save the monitored information as a CSV file.

Option
Address 050

ement valus
fte MC

monitorin
Aftribus Address Change

value m "

4/23/2007 11:11:20 AM

Monitor update

Ch Ne.

Monitored value

Out of limit alarm seting

Alarm status.

Upper cancellafion

Lower detection | Lower can

cellation

0.0C

| Upperdetection
0

280°C 000
160% 10.0%

Seting canterts | (" File output |

car
15.0°C
16.0%

Close

Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].

The folder name is
C:¥MntToolED¥Data.
[See section 5.5.]
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3.15.2.2 Setting for Al Controllers (63MC)

NOTE:
When Centralized Controller or TG-2000A is connected, the setting must be made on Centralized Controller
Web Browser or TG-2000A.
When the settings are made on Maintenance Tool, the setting change is not applied to Centralized Controller
or TG-2000A.

(1) Click [Setting contents] in the Al controller S
(63MC) measurement value monitoring Eon [ Feew oo | e
Monitar update
screen. Monitored value I Out of limit alarm setting

ChNa.

Measurementvalus | Alaim status | Upperdstection | Uppercancelistion | Lowerdetection | Lower cancellation
Ch1 255°C Mot detected 300C 280°C 10.0°C 150°C
426% Upper alarm detection 17.0% 16.0% 10.0% 150%

(2) The setting details are monitored, and, Al controller (63MC) setting screen will appear.

[Category] |
The measurement category (temperature or . R R
humidity) is shown. @ ehl [Temp(C) =] Upperlimitvalue 600 Upperdstecton | 450

[Upper limit value][Lower limit value] ot cue l— e e ;
The upper/lower limits of the measurement v detaction e
range are shown. —

Categony Measurement range Alarm level value
<Setizble range> e |5 [
In case of temperature:-100.0°C to 100.0°C Ofoetvalie | 00 Lowsrcanceliaton | 400

(-148.0°F to 212.0°F) Lower detection 00
In case of humidity:0.0% to 100.0% Time setting (yyyjmm/d b
Note that the range must be fixed between ['_ 20025 1552212 ‘
—30.0°C and 60.0°C (-22.0°F and 140.0°F) [(Sendsetngs | cose |

when the temperature sensor for Pt100 detection
(Ch1 only) is used.
[Correction value]
The correction value is shown.
< Settable range >
In case of temperature:-10.0°C to 10.0°C (-18.0°F to 18.0°F)
In case of humidity:-10.0% to 10.0%
[Upper limit alarm detection] [Upper limit alarm cancellation]
[Lower limit alarm cancellation] [Lower limit alarm detection]
The alarm detection value and the alarm cancellation value are shown.
[Time setting]
The current date and time is shown.

(3) Check the checkbox of the channel to be output and

the check box of [Time setting] (when time setting is needed).

(4) Change the settings.
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(5) Click [Send settings].

(6) The message "Settings will be sent. OK?” will appear, click [Yes].
The setting will be applied to the unit.

(7) The message "Settings have been sent.” will appear, click [OK].

(8) Click [Close] to return to the Al controller (63MC) measurement value monitoring screen.

NOTE:

When you use Fahrenheit for the unit, there might be differences of the plus or minus 0.1 °F in the set value
and the value monitored after it sets it.

3.15.2.3 Monitoring Dip switch setting of Al Controllers
(1) Click [Option] in the Al controller (63MC)
measurement value monitoring screen and

1 measurement valug manitoring

select [DIP switch setting monitoring] in Ontian
the sub-menu. DIP switch setting manitaring...

Monitoring of the correction value for Pt100 detection...
Measured value history..
Qut-of-limit alarm history..

Measurement category setting history..

(2) The DIP switch setting is monitored, and
DIP switch setting monitoring screen

. DIP switch setting monitorine B x|

will appear' - Swin - SWaR B3 ~Swog ~Swig
1 OFF I ON 1 OFF I ON 1 OFF ON 1 OFF OnN 1 OFF ON
2 | OFF N 2| OFF ON 2| OFF ON 2 | OFF on 2 | OFF ON
3 OFF I on 3| OFF ON 3| OFF ON 3| OFF on

* The pressed (sunken) button shows 4o _on 4 [ore _on a[orF _om 4 [ore _on
5 OFF I onN 5 OFF I ON 5| OFF ON 5| OFF on

the current Status' 6| OFF ON 6| OFF ON 6| OFF ON 6| OFF ON

7| OFF ON 7| OFF ON 7| OFF ON
8 | OFF 0N 8| OFF ON 8 | OFF ON

" File ouput | Close

(3) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.5.]

(4) Click [Close] to return to the Al controller (63MC) measurement value monitoring screen.
3.15.2.4 Monitoring of the correction value for Pt100 detection

(1) Click [Option] in the Al controller (63MC) measurement
value monitoring screen, and select [Monitoring of the

. Al controller (G3MG) measurement walue manitoring

correction value for Pt100 detection] in the sub-menu. Option

DIP zwitch getting monitoring...
Monitoring of the correction walue for PH100 detection..

Measured valuz history..
Qut-of=lmit alarm histary..
Measurement category setting history...
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(2) The correction value for Pt100 detection is monitored,
and Monitoring of the correction value for Pt100
detection screen will appear.

alue for P+100

2007/04/11 16:20:19

Feference offset point Mo, | Correction value
[R=R narv2

MNo.2 1709
MNo.3 3560

[Correction value]
The correction value for each Reference correction
point No. is shown.

File output 4 Close

(3) Click [File output] to save the monitored information as
a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.5.]

(4) Click [Close] to return to the Al controller (63MC) measurement value monitoring screen.
3.15.2.5 Measured value history
The measurement values in the past are displayed. Up to 120 of the latest data can be displayed.

(1) Click [Option] in the Al controller (63MC) measurement
value monitoring screen and

. Al contraller ] rement value monitaring
select [Measured value history] in the sub-menu. Option

DIP switch setting monitoring...
Maonitoring of the correction walue for PH100 detection...

e 3

Qut-of=limit alarm history..
Meazurement category setting hiztary...

(2) The measured value history is monitored, and

it vz ory 3 £

Measured value history screen will appear. 2007/04016 11:07:33

Dateftime [ Ch.1 Measurementvalue | Ch.2 Measurement valug | 5
2007/04/15 11:05:00 92°C 3B6%
2007/04/15 11:04:00 25T 457%
2007/04/16 11:03:00 22C 17.4%
2007/04/16 11:02:00 »2c 17.4%
2007/04/15 11:01:00 65T 38.8%
H 2007/04/16 11:00:00 29T 329%
[Date/Time] 2007/04/16 10:53:00 33T 125%
The date and tlme When the 2007404416 10:58:00 -19.7C 48.4%
2007/04/15 10:57:00 497C 48.4%
measurement is made is shown. 2007047 i 551 EERE peloed
2007/04/16 10:55:00 189°C 856%
[Ch_1 Measurement value] 2007/04/16 10:54:00 189°C B5.6%
2007/04/15 10:53:00 189°C 85.5%
[Ch2 Measurement value] 2007/04/1610:52:00 189°C 85.6%
2007/04/16 10:51:00 189°C B56%
The measurement value of each channel 2007/04/15 10:5000 1590 788%
. 2007/04/15 10:50:00 4B9C 76.8%
is shown. 2007/04/16 10:43:00 459°C 788%
2007/04/15 10:48:00 49T 788%

2007/04/15 10:47:00 59T 78.8% =l

File output | Close

(3) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.5.]

(4) Click [Close] to return to the Al controller (63MC) measurement value monitoring screen.
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3.15.2.6 Out-of-limit alarm history
The history of out-of-limit alarm/alarm-off is displayed. Up to 100 of the latest data can be displayed.

(1) Click [Option] in the Al controller (63MC) measurement
value monitoring screen, and
select [Out-of-limit alarm history] in the sub-menu.

ment value moni

LIP zwitch zetting monitorine...
Monitoring of the correction value for P00 detection..
Measured value history..

Out-of-limit alatm b .
Measurement category setting history..

(2) The out-of-limit alarm history is monitored, and

iw. Out-of-limit alarm history U x|

Out-of-limit alarm historyscreen will appear. thi = 42312007 111905 A

Date/Time Interlock signal contact autput Alarm status [Measurementvalue
4/23/2007 08:04:26 Mo output Upper alarm cancellation 266°C
4/22/2007 090514 Signal being output Upper alarm detection 217C
[Date/T|me] 4118/2007 08:10:25 No output Upper alarm cancellation 28.1°C
4/18/2007 072456 Signal being output Upper alam detection 28.1°C
: P 4/9/2007 09:21 30 No output Lower alarm cancellation 211°C
The date and time when the alarm is 4{20/2007 203018 Signl bsing output Lower alarm detection 189°C
. . . 4/8/2007 10:07:29 No output Lower alarm cancellation 211
activated/deactivated is shown. 4719/2007 18:42:11 Signal being output Lower alarm detection 189C
. 4{18/2007 131110 No output Upper alarm cancellation 249°C
[l ntel"lock Sl g nal Contact o] utput] 4/18/2007 11:00:25 Signal heing output Upper alam detection 26.3°C
. X . 4/18/2007 106651 Mo ouiput Upper alam cancellation 264C
The output status of mteﬂock S|gna| contact is 4/18/2007 09:48.26 Signal being output Upper alarm detedlion 26.4°C
4/18/2007 034459 No output Upper alam cancsllstion 264C
4/18/2007 081027 Signl being output Upper elam detection 261°C
shown. 4/5/2007 09:47:33 Ko output Lower alarm cancellation 211
4{17f2007 20:12:59 Signal being output Lower alarm detection 199°C
[Alarm Status] 4/5/2007 10:30.16 No output Lower alarm cancellation 21.1°C
. 4/5/2007 093436 Signal being output Lower alarm detection 199°C
The alarm status (out-of-limit alarm ON or OFF) 4/5/2007 09,3058 No utput Lower alerm cancellation 189°C

i 4/16/2007 17:38.00 Signal bsing output Lower alarm detection 189C |

is shown.
History clear File: autput Close

[Measurement value]
The measurement value when an alarm is
detection/cancellation is shown.

(3) Select the channel [Ch1] or [Ch2] to be monitored using the pulldown. i, Dut-of=limit alarm his

ICh.1 'l

Maintenance Tool =

(4) Click [History clear] to clear the history of out-of-limit alarm/alarm-off.

1 ) Click [HIStOl’y clear]. \.?/ Do you want ko clear the history?
2) The message "Do you want to clear the history?” '
will appear, and click [Yes] . i Mo |

3) The message "The history was cleared.” Maintenance Taol k3
will appear., and click [OK].

(5) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.5.]

(6) Click [Close] to return to the Al controller (63MC) measurement value monitoring screen.
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3.15.2.7 Measurement category setting history
The change history of measurement category (temperature or humidity) is displayed. Up to 10 of the latest data
can be displayed.
(1) Click [Option] in the Al controller (63MC) measurement

value monitoring screen and i, AL contraller B3MC) measurement value monitoring
select [Measurement category setting history] in the i

DIP switch setting monitoring...
SUb-menU. Monitoring of the correction value for P100 detection..

Measured value historsy..
Cut-of=limit alarm higtory..
Measurement category setting history..

Wi, Measurement category setting history 5‘
A/23/2007 11:20:14 Ak
(2) The measurement category setting history is monitored, Salodlim R MeseiiatCaieg 0|
) . 4/26/2007 06:38:19 Ch.2 Hurnidity
and Measurement category setting history screen 4252007 063819 chi Temp
. 4/26/2007 06:35:09 Ch.2 Humidity
will appear. 4/26/2007 06:35:09 Chi Temp
4/26/2007 05:10:18 Ch.2 Hurnidity
A/26/2007 06:10:17 Ch1 Termp
4/26/2007 05:06:48 Ch2 Humidity
. 4/26/2007 05:06:46 Ch1 Temp
[Date/Time] 4/25/2007 11:34:36 Chz Huridity
The date and time when the measurement ShA AR ch liEmp
category is changed is shown. Pl G
[Ch No.]

The channel on which the measurement category
is changed is shown.
[Measurement Category]
The measurement category after the change has been made is shown.

(3) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.5.]

(4) Click [Close] to return to the Al controller (63MC) measurement value monitoring screen.
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3.15.3 Monitoring Pl Controllers (60MC)

PI Controller (PAC-YGB60MCA) counts pulses from a power meter, gas meter, water meter, and calorimeter.

The combined use of the Centralized Controller and TG-2000A allows for calculating the charges for each unit

and performing peak-cut operation (demand control).

Centralized Pl controller

Controller

i

Outdoor unit ﬁ

Indoor units

M-NET

. /

24 VDC
Power supply

TG-2000A Centralized Up to 4 contacts

Controller Web Watt-hour meter with

pulse transmitter, etc.

The function allotment of Pl Controller, Centralized Controller Web Browser, TG-2000A and Maintenance

Tool is as follows.

[Note] S:Setting possibility, M:Monitoring only,

Function name P1 Controller Centralized TG-2000A Maintenance Tool
Controller Web
Address setting S*1 - - M
Use of input contact setting S*1 - - M
Pulse weight value setting S*1 S*2 S*2 M
Charge time zone setting ) ) S M
Time setting - S S M

*1 It is set with Dip switch of DIDO Controller.

*2 When Centralized Controller or TG-2000A is connected, the time setting must be made on Centralized Controller Web

Browser or TG-2000A.

The following monitors of Pl Controllers (PAC-YGB60MCA) can be done.

NOTE:
The setting must be made on Centralized Controller Web Browser or TG-2000A.

*Current measurement value
*Measurement data history (cumulative value) (for the last 7 days)

*Measurement data history (settlement date) (up to 3 data of the last 3 settlement days in each

month)
*Power failure/restoration history
*Pulse unit (weight) change history
*Current time
*Pulse unit (weight) setting
*Measurement unit setting
*Measurement data recording intervals
*Charge time zone setting
*Thermal storage device connection setting
*Settlement day setting
*Dip switch setting
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3.15.3.1 Pl Controller (60MC) measurement value Monitor (current value)
(1) Click [Option] in the menu bar and

select [DIDO/AI/PI] -> [Al/PI setting] in the sub-menu. o, Maintenance 1o, {Yer 20BN Comveris 8
File | Option | Print  Hely
7 Automatic saanjw\g
[ OC Date/Time Setting
Goi|  DIDO/ALFL v AP settie. k| om
. . Error notification mode » DIDO setting
(2) Click MC  of the unit (PI Controller) Ol Comremsm spmotie tme moior | DIDO/AL mrck st
to be monitored on the Main screen. 100 Display pioe v | eriock contol ptin. s
1 200 ipte apmrate stotus T [ Atribute
a0 m m m m m m Mode!
. PI controller (60MC) measurement t value moni — 7 x|

(3) The current measurement value is monitored, and o
Pl controller (60MC) measurement value e spens 112220 A

Measurement value manfaring | history | _—
i i i (Current value) (Cumulative value) (Setliement date)
monitoring screen will appear. [Feniripie |

Ch No/Pulse unit (weight) valie|  Pulsevalue

Ch.1/10.00 kvh 1307.00 55
Ch2/10.00 Ksvh 645.00 35
Ch.3/10.00 kiivh 576.00 35
Ch4/10.00- 82.00 34

- - Measurement value
[Ch No/Pulse unit (we|ght)] ChNofPulsa urit(weigh) Unitprice] ntpicsz. [ Untiss |0 oipistt [0 Unitiicss
Ch.1/10.00 kKvvh 997.00 150.00 160.00 0.00 0.00
H H Ch.2 /10.00 kivh 335.00 150.00 160.00 0.00 0.00
The Current pU|Se unlt (Welght) Of each Ch.3/10.00 kvwh 266.00 150.00 160.00 0.00 0.00
Ch.4/1000— 516.00 153.00 160.00 0.00 0.00

channel is shown.
[Measurement value]

The current measurement value is shown.
[Pulse value]

The current pulse value is shown. [ostemiae o
[Unit price 1 to 5]

The current measurement value per unit price is shown.
[Settlement date]

The settlement date is shown.

(4) Click [Monitor update] to update the measurement values.

(5) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.6.]

3.15.3.2 Pl Controller (60MC) measurement value Monitor (cumulative value)
(1) Click [Measurement data history (cumulative

. PI controller (60MC) measurement value monitoring

value)] in the Pl controller (60MC) measurement pten

I Address 043 I Adtribute MC

value monitoring screen.

Measurement valus monitor heasurement history tdeasurement history
(Currentvalue) {Cumulative valus) (Setlement date)

. . . PI controller (60MC) measurement value monitaring b x|
(2) The current measurement value is monitored, =
- - ress ribute: ‘Address Change
and Measurement data history (cumulative e = e

lue monitaring
(Current valug) Curnulative valus) (Setiement date) Monitor update

i hNo. [ esm7oda | 280704 | evm7md | 26704 | 250704 | e40rmd | 230704 | eepimd |

value) WIII appear' Unit price 397.00 497.00 §47.00 897.00 857.00 997.00 897.00 797.00
Unit price2 150.00 150.00 150.00 150.00 150.00 150.00 150.00 150.00

(E\?/:w) Unmpnw 16000 160.00 160.00 160.00 160.00 160.00 160.00 160.00

. . Umtﬂcw 000 0oo 0.00 0.00 0.00 0.00 0.00 0.00

The measurement data history per channel and unit Ariccs N
Init price1 33500 33500 335.00 33500 33500 335.00 335.00 255.00

0 Unit price: 15000 150.00 150.00 150.00 150.00 150.00 150.00 150.00
price for the last seven days and the current AT o T 1 i
UN(/DE4 000 oo 0.00 000 000 0.00 0.00 000

1 H Lt prices 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

measurement Value (the IeftmOSt) WIII be dlsplayed' Init price1 266.00 266.00 266.00 266.00 266.00 266.00 266.00 196.00
Unit price2 15000 150.00 150.00 15000 15000 150.00 150.00 15000

[Date] YY/MM/DD 9 hy | Unitprice3 160.00 16000 160.00 160.00 16000 160.00 160.00 16000

Unit price4 000 oo 0.00 000 000 0.00 0.00 000

Unit pricet. 000 0oo 0.00 0.00 0.00 0.00 0.00 0.00

Unit price 516.00 516.00 516.00 516.00 516.00 516.00 516.00 436.00

c I . I chd Unit price2 15300 153.00 153.00 153.00 153.00 153.00 153.00 153.00

it Unit priced 160.00 160.00 160.00 160.00 160.00 160.00 160.00 160.00

[ umu atlve va ue] e Unit price4 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Unit priceb. 0.00 000 0.00 0.00 0.00 0.00 0.00 0.00

Seltlament date
e Setling cantents File outaut Clase
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(3) Click [Monitor update] to update the measurement values.

(4) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.6.]

3.15.3.3 Pl Controller (60MC) measurement value Monitor (settlement date)

(1) Click [Measurement data history (settlement date)]
. Option
in the PI controller (60MC) measurement =
Address 043 Attribute MC Address Change

value monitoring screen. -
Measurement value monitoting Measurement history Measurement history
(Current value) {Cumulative value] Seﬂ\ement date)

(2) The current measurement value is monitored, and

Measurement data hIStory (settlement date) Address 049 Attribute MC Address Change 4/23/2007 11:48:37 AM
will appear. pessepersrnns| Mty || o
ChNo, ‘1/D7/n5 I 3n/n7/n4 [ 31703
Unitprice1 /¥ 00 o 22.00
The measurement data history per channel and o e 12333 12333
. . . Unitfficed 0.00 000
unit price for the last three settlement day will be e
. Unitprice2 150.00 150.00
displayed. ph o] ww e
Unit prices 0.00 000
Unit price? 266.00 266.00
Unit price2 150.00 150.00
(E)Vq\/a) Unit price3 160.00 160.00
Unit pri 0.00 000
Upfrices 0.00 000
[Date] YY/MM/DD (settlement date) | Ammer]  oon s
C(E)“ Unitprice3 160,00 18000
S~ Dniones 0 m—rm
[Value (settlement date)] =
EreeHTera] Setting contents File output Close

(3) Click [Monitor update] to update the measurement values.

(4) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.15.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.6.]

3.14.3.4 Monitoring of settings on Pl Controllers (60MC)
(1) Click [Setting contents] in the PI controller I B .

(60MC) measurement value monitoring =0
Address 049 Attribute MC ‘Address Change 4/23/2007 11:22:28 AM

screen. .
istony - -
| (Setliement dte) |  Manttor update |

Measurement value monitoring
Ch No/Pulse unit (weight) valie|  Pulsevalue
Ch.1/10.00 kvh 1307.00 55
Ch2/10.00 Ksvh 645.00 35
Ch.3/10.00 kiivh 576.00 35
Ch4/10.00- 82.00 34

(Current value) (Cumulative value)

Messuementvalus
Ch No/Fules unit treiohy Unit price Unitprics2 | Unitpriced | Untpriced | Unitprice5
Ch.1/10.00 kivh 987.00 150.00 16000 000
Ch.2/1000 kiih 3300 160.00 160,00 00 00
Ch.3/1000 kih 266.00 160.00 160.00 00 00
Cha4/1000~ 516.00 163.00 160,00 oo o

Seltlament date
e Sefling contents File output Case

=
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(2) The setting details are monitored, and

]
Pl controller (60MC) setting screen will appear. Pulse seting
No settings of PI Controller can be made in the Pulse unit fweight)
Maintenance Tool. Pient [ oiofuwn :l
¥ Ch.2 I 1.00 |m3
¥ Ch.3 I 10,00 |k
[Pulse unit (weight)] Pond [ om - o

The pulse unit (weight) and the measurement unit

heasurement data recording interval

of each channel are shown. [omn monae 3]
(Unit: kWh, m3, MJ, or -- no unit)

[Measurement data recording intervals]

—3etlermnent date designation

Settlementtime & 00:00

The measurement data recording intervals is shown. 0800
[Settlement time][Settlement date] Setlementdets [End ofmon ]
The settlement day (month-end, or 1-28th) and | Tirne ssting fyyyyimmydd hhmmm:ss)

the time (0:00 or 8:00) settings are shown. TSR T

[Time setting]
The current date and time is shown.

(3) Click [Close] to return to the PI controller (60MC) measurement value monitoring screen.

3.14.3.5 Charge time zone setting monitor
(1) Click [Option] in the PI controller (60MC) measurement
value monitoring screen and
select [Charge time zone setting monitor] in Charee time zone setting monitor..
the sub-menu. LIP switch setting monitorine...

Power failuresrestoration histary..
Fulze unit (weight) change history..

. PIcontroller (60MC) measurement valu

(2) The charge time zone setting is monitored, and

B |
Charge time zone setting monitor screen EETBTED
il Monday [ Tuesday [ Wednesday | Thursday [ Friday [ Saturday I Sunday -
. Setfime |Class| Gettme | Class| Gebfme | Class|  Setfme |Class|  Settme | Class| Setlime | Class  Setlime | Class)
WI | | a p pea r. 00000830 5 O0OB0S30 5 00000R30 5 0000030 5 00OGOEA) 5 00000830 5 OOOOOE30 5
08:3017:00 1 08:30-17:00 1 08:30-17:00 1 08:3017:00 1 08:30-17:00 1 08:30-17:00 1 08:30-17:00 1
17:00-19:00 2 17:00-19:00 2 17.00-13:00 2 17:00-19:00 2 17:00-13:00 2 17.00-13:00 2 17:00-13:00 2
18:00-21:00 3 19:00-21:00 3 13.00-21:00 3 18:00-21:00 3 19:00-21:00 3 13.00-21:00 3 18:00-21:00 3
21:00-24:00 4 21:00-24:00 4 21:00-24:00 4 21:00-24:00 4 21:00-24:00 4 21:00-24:00 4 21:00-24:00 4
Ch1
[Set time]
The charge time zone setting is shown.
[ | ooooosao 5 00:00-08:30 5 00:00-08:30 5 00:00-08:30 5 00:00-08:30 5 00:00-08:30 5 00:00-08:30 5
[ClaSS] B0 1 BINZ00 1 (8I01P00 1 OBH1700 1 0BIAZ00 1 0BADIPD0 1 OGN0 1
17001300 2 17001300 2 17001300 2 17001300 2 17001300 2  17OD1S00 2 17004300 2
0 . . . 13:00-21:00 3 19:00-21:00 3 13.00-21:00 3 13:00-21:00 3 19:00-21:00 3 13.00-21:00 3 15:00-21:00 3
The prICe CIaSS durlng the Set tlme zZone Is th2 | >ozson 4 z1002400 4 21002600 4 21002600 4 21002400 4 21002400 4 21002600 4
shown. L=

(3) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.15.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.6.]

(4) Click [Close] to return to the Pl controller (60MC) measurement value monitoring screen.
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3.14.3.6 Monitoring Dip switch setting of Pl Controllers

(1) Click [Option] in the PI controller (60MC) . Pl controller BOMG) measurement value
measurement value monitoring screen and Cption
select [DIP switch setting monitoring] in G e 2o SR FE .,

DIP sy zetting monitoring..,
Power failure/restoration history...
Pulze unit weieht) chanes histary...

the sub-menu.

x|
—SWo1 ~SW2 ~SWi3 ~SWIE —SW09
(2) The DIP switch setting is monitored, and e e EE | Ed | B
. . . . 2 OFF | on 2| OFF ON 2| OFF  oON 2| OFF  ON 2| OFF  ON
DIP switch setting monitoring screen e oE o || e
will appear. 4 off [on || 4[oFF _on 4[oFF on 4[ oFF on
5| oFF  ON 5| oOFF  ON 5| OFF ON 5| OFF OMN
6| OFF ON 6| OFF ON 6| OFF ON 6| OFF ON
7| OFF ON 7| OFF ON 7| OFF OM
* The pressed (sunken) button shows 8o on | || s o ||| s[or on
the current status.

(3) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.6.]

(4) Click [Close] to return to the PI controller (60MC) measurement value monitoring screen.

3.14.3.7 Power failure/restoration history

. Pl contraller WOMG) meazurement valug
(1) Click [Option] in the PI controller (60MC) Dption

measurement value monitoring screen and Gharee time zone setting manitor...
DIP switch setting manitaring.

select [Power failure/restoration history] in Fower failure /restaration history,,
the sub-menu. Pulze unit tweight) chanes histary..
(2) The power failure/restoration history is monitored, 2007104712 134821
. . . DatefTime Power supply status
and Power failure/restoration historyscreen DL/ 213 50 Wiz restreion
. 2007/06A12 13:48:27 Powerfailure
W||| appear_ 2007/05/25 13:48:15 Power restoration
. 2007/05/25 13:48:13 Fowerfailure
Up to 20 of the latest data can be displayed. 2070521134756 Fovetreslarston
2007/05/21 13:47:53 Powerfailure
2007/05/18 13:47:35 Power restoration
2007/05/18 13:47:33 Powerfailure
[Date/Time] i mE
The date and time when power failure/restoration n e ey | moeeee on
occurs is shown. R e
2007/04/22 13:45:34 Power restaration
[Power supply status] 2007/04/22 13:45:32 Powerfailure
. . 2007/04/14 1345219 Powver restoration
The status, power failure or power restoration, 20071041413 45:15 Powerfailure
2007/0412 13:44:45 Power restoration
is shown. 2007/04/12 13.44:42 Poweriailure

(3) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.15.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.6.]

(4) Click [Close] to return to the Pl controller (60MC) measurement value monitoring screen.
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3.14.3.8 Pulse unit (weight) change history
(1) Click [Option] in the PI controller (60MC) measurement

value monitoring screen and QOption

select [Pulse unit (weight) change history] in Charge time 2one settine monitar..
DIF switch setting monitaring..
Power failure/restaration history..
Pulze unit duveight! chanee hiztory..

the sub-menu.

. PI controller GOMCY measurement value

&, Pulse unit (weight! chanee history g x|
(2) The pulse unit (weight) change history is monitored, and Pulse 20074041213 4217
A A A . Diate/Tirme Ch Mo Fulze unit (weight) ‘
unit (weight) change history screen will appear. TTET TR e g
Up to 10 of the latest data can be displayed. 2006/03/0L00:11r14 G 061l
2008/03/01 00:11:02 Ch3 1.00
2008/03/01 00:11:00 Chi 010
2008/03/07 00:10:48 Ch.q 100.00
2008/03/01 00:10:47 Ch3 10.00
[Date/Tlme] 2008/03/01 00:10:35 Ch.4 1.00
. . . . 2008/03/07 00:10:34 Ch.3 1.00
The date and time when the pulse unit (weight) is changed 2008/03/01 00:10.26 oh1 010
. 2008/03/01 00:10:25 Ch.2 1.00
is shown.
[Ch No.] —— o
The channel on which the pulse unit (weight) is changed is
shown.

[Pulse unit (weight)]
The pulse unit (weight) after the change has been made is shown.

(3) Click [File output] to save the monitored information as a CSV file.
Refer to section [3.15.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.6.]

(4) Click [Close] to return to the Pl controller (60MC) measurement value monitoring screen.
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3.15.4 Interlock control settings on DIDO Controllers (66DC)
DIDO Controllers (PAC-YG66DCA) can control the following items of M-NET devices or the contacts on
DIDO Controllers depending on the change in input contact status.
*DIDO Controller: contact output
*Indoor unit: start/stop control
*Indoor unit: operation mode change
*Indoor unit: temperature setting

The interlock control settings can be made on Maintenance Tool. (Max. 24 patterns)

Centralized M-NET

Controller
0

i}

DIDO controller

o=
{

/
4
doed bl -
] Lighting
Indoor units Start equipment
Interlock
control
/Interlock Lighting
E.g.) control
<Input> <Output> . .
Card insertion ->  Indoor unit: “Start” Card insertion
Card insertion ->  Lighting equipment “Lighting”
Card key
~

/Caution:
Before using the interlock control, you must agree to the following.

1. This feature must not be used for disaster prevention or security purposes.
(Not designed to be used in situations that are life-threatening)

2. No functions must be added that allow the malfunctioning unit to run by defeating the safety
features, such as an external ON/OFF switch or a short-circuit.

3. Those settings for the function that are not supported by the interlocked units must not be
made. All the settings must be made within the specified range.
(Failure to observe these precautions may result in malfunctions and failures.)

4. Perform a test run for interlock control, and confirm the correct settings and normal
operation.

5. The system must be configured in the way that integrates the operation of the interlocked

fire and emergency control systems.
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3.15.4.1 Starting the interlock control settings on DIDO Controllers
The password is needed to make the settings for interlock control. Only the allowed administrator can perform the
settings. To make the settings, enter the password first to be identified as an administrator. The procedures are shown
below. The setting procedures are the same for Al Controllers.

(1) Click [Option] in the menu bar and
select [DIDO/AI/PI] -> [Interlock control option] in
the sub-menu.

(2) Interlock control option screen will appear.

1 Maintenance Tool ( Ver 5.00D ) - MN Converter

ALPL setting
DIDO setting.
DIDO/AL interlack settine...

o

Interlock control option

dress

File [ Option | Print _ Help
Automatic searching
[EJ 0OC Date/Time Setting
Gol DIDO/AL/PL v
Eror notification made v
[t} [ Compressor operating time monitor ¢
100 Dipley Mok ,
200 Updete aperate status
30 [ m m m m m

ntrol option

S ) —) ‘
[

ttribute
Model

[Impartant]

Before uzsing the interlock cantral, wou must agree ta the follawing,

1.This feature must nat be used for dizaster prevention ar security purposes.

[not designed to be wsed in situations that are life-threatening)

2.Mo functions must be added that allow the malfunctioning unit to run by defeating the safety features,

such as an extermal OMJOFF switch or a short-circuit

3.Those settings for the functions that are not supported by the interlocked units must not be made. All the

settings must be made within the specified range.
[Failure to observe these precautions may result in malfunctions and failures. |

4.Perform a test run for the interlock control, and confitm the correct settings and normal operation.

B.The system must be canfigured in the way that integrates the operation of the interlocked fire and

emergency contiol systems,

v lagree

Passworg [

OK. |

Cloge

(3) Click the checkbox of [I agree] to accept the agreement.

Caution:
Read the agreement carefully.

(4) Enter the password.

(5) Click [OK].

(6) ”Do you want to enable the DIDO/AI interlock setting?”

will appear, click [Yes].

(7) ”DIDO/AI interlock setting has been enabled.”will appear,

click [OK].

(8) [DIDO/AI interlock setting ] in [DIDO/AI/PI] sub-menu
becomes active, and the settings can be made.

it Maintenance Tool ( Ver 5.00D ) - MN Converter

Maintenance Tool

B et e

File

3

L

Automatic searching
OG Date/Time Setting

Option | Print  Help

[ oof

DIDOSALPL

ofl
10
20 (|

Error notification mode

Compressor operating time monitor

»

AL/PL setting.
DIDO setting.
DIDOSAL interlock setting..

Display Mode

Update operate status

30 [!

Interlock control option..

oute
Wodel

NOTE:

[DIDO/AI interlock setting] will be kept active once it becomes active.
To make it inactive, enter the password to make a inactivation on the interlock control option screen

[ Referto 3.15.4.1 (4) 1.
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3.15.4.2 Interlock control settings on DIDO Controllers

(1) Click [Option] in the menu bar and

select [DIDO/AI/PI] -> [DIDO/AI interlock setting] in

the sub-menu.

(2) Click of the unit (DIDO Controller)
to be monitored on the Main screen.

(3)DIDO controller (66DC) Interlock control setting

screen will appear.

Caution:
Read the agreement carefully.

+& Maintenance Toal ( Ver 5.00D ) - MN Converter = e coms
File [ Option | Print __Help
rgl‘ Automatic searching
£ OC Date/Time Setting
[ Cof  DmozAvR v AUPL settine.. ke | op
Error notification mode 3 DIDO setting...
of] Gompressor operating time monitar  » ‘ DIDO/AL intelock setting I
10 u Display Mode " Interlack control aption. dress
20 (] Update operate status | ) — — ‘ ttribute
30 m m m m m m I I I | Model

Interlock contral setting x|

[Important]
Before using the interlock control, you must agiee to the following.

1. This feature must not be used for disaster prevention or securily purposes
[not designed to be used in situations that are life-threatening)

2 Mo funclions must be added that allow the malfunctioning unit to iwun by defeating the salfety features,
such as an external ONADFF switch or & short-circuit

3 Those seftings for the functions that are not supported by the interocked units must not be made. 211 the
settings must be made within the specified range.

[Failure to abgerve these precautions may result in malfunctions and failures.)

4. Pertarm a test run for the interlack contral, and confir the corect settings and normal operatian,

5 The system must be configured in the way that integrates the operation of the interlocked fire and
emergency contral sustems.

lagree

(4) Click the checkbox of [I agree] to accept the agreement.

(5) The interlock control settings is monitored,
and DIDO controller (66DC) Interlock
control setting screen will appear.

[Interlock No.]
The pattern No. of interlock control
setting is shown. Up to 24 patterns
can be set.

<Input>
[Ch No.][Interlock operation conditions]
The input Ch No. of the interlock source

and the interlock condition (operation, stop,
error occurrence, error reset) are shown.

<Output>
[Interlock target]

. DIDO controller (66DC) Interlock control setting

Option

x|

Address 048 Atribute DC Address Change 44232007 11:34:27 AM
T I Input I Output =
i TS Interlock operation condiions Interlock. tanget | Transrmission intervais rir.) Interlock cortrol contents
1
Ch1 Stop 025 ON/OFF:Stop Interlocked LOSSNAY urit $op
8
g
K| | »
Copy | Paste | Edit | Delets |
~ Interlock special conditions seting
Otz | eho | che | ons | cie |
Emergency siop receive Interlock disable Disable Disable |Disable DlQah\EIDigablE Disable
SCcommunication eror detection : Interlock disable Disable Disable | Disable DIsah\eIDisable Disable
Interlock operation errar Error report autput Output _ Output | Output  Output IOquuI Output
Temporary |
LeESED Send setings File autput Clase

The unit address of the interlock target is shown.
When the contact on the DIDO Controller is output, the channel No. to be output is shown.

[Transmission intervals (min.)]
““*is shown. (not to be used)
[Interlock control contents]

Interlock operation (start/stop etc.) is shown.
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<Interlock special condition setting>
[Emergency stop receive: Interlock disable]
When the emergency stop command is received from Centralized Controller, whether to enable or
disable the interlock operation depending on the change in input contact status can be set for each

channel.

* The pressed (sunken) button shows the currently “Disable” status.

The interlock operation will be disabled for 15 minutes on the input channel on which “Disable” is
set after the emergency stop command is received from Centralized Controller.

Unless the emergency stop command is received again within 15 minutes, the “Interlock disable”
will be inactive after 15 minutes have passed.
For your safety, “Disable” is set (default) to all channels. However, the setting can be changed
on the unit that is required to be run at emergency. Consider carefully how the unit is required
to be run at emergency, and make the proper setting.

Emergency stop receive:
Interlock disable setting

Input channel \

M-NET

Centralized
Controller

gency stop command

Change in input
contact status

v | 4
Ch1 Disable DIDO
Controller
Ch2 | Disable (66DC)
Ch3
ol

» Interlock operation

*
*
*

[SC communication error detection: Interlock disable]
When the communication error with Centralized Controller occurs, whether to enable or disable the
interlock operation depending on the change in input contact status can be set for each channel.

* The pressed (sunken) button shows the currently “Disable” status.

The interlock operation will be disabled on the input channel on which “Disable” is set when the
communication error with Centralized Controller occurs.
When the communication error with Centralized Controller is reset, the “Interlock disable” will

be inactive.

For your safety, “Disable” must be set when no means (such as local remote controllers) is
available to stop the operation of the interlock target unit.

SC communication error detection:

Interlock disable setting

Input channel \

Centralized
M-NET Controller

% 7

Communication error

Change in input
contact status

Disable

Ch1 DIDO
Controller
Ch2 Disable (66DC)
Ch3
al

» Interlock operation

*

*
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[Interlock operation error: Error report output]

When the interlock control with the M-NET device is failed (when no response to the interlock operation

command is received from the M-NET device), Whether to output or doesn't output the error report can be set
for each output channel.

* The pressed (sunken) button shows the currently “Output” status.

Interlock operation error: Error report output setting
Output channel

M-NET DIDO Ch1 Output|
\/ /\ Controller
Interlock (66DC) Ch2 Error report
P 4 Operation
Indoor unit \ Command ch3 || output]
*
No response *
*
. . . &, DIDO controller {66DC) Interlock control setting x|
(6) Select the line to be set, and click [Edit]. S T
Address 045 Attribute DC Address Change 4/23/2007 11:34:27 AM
W‘ a \nlevlwlnkp:;evalmnwnduwns |nterlock target Transmwswnwnterva\s[mm.]ﬂmum |nterlock control contents E
. . : Ch1 Stop 026 ON/OFFStop Interlocked LOSSNAY unit:Stop
To copy the preset interlock setting, select
the line to be copied, and click [Copy], then
select the line to be pasted, and click [Paste]. :

To delete the setting, select the line to be
deleted, and click [Delete].

| o
Copy | Paste | Edit | elete |
Interlock special conditions g
[ chi | che | cha | chd | chs | cho ]
Emergency stop receive Interlock disable Disable Disable | Disable Dlsab\EIDisﬂble Disable
SCcommunication eror detection  Interlock disable Disable Disable | Disable Dlsab\elDignble Disable
Interlock operation error Error report output Output  Output | Output  Output IOquul Output
Tempo | Serdetings | Fiooupn | cose
. x|
(7) DIDO controller (66DC) Interlock control setting P —
1 5 — [ Interlock operation
screen will appear. oo for 3 [ TreeReas
Interlock control
[Interlock NO.] Interlock target 15
. ) ) ¢ DIDO operation  Operation Stop -
The pattern NO' Of InterlOCk Contro' Settlng IS & ONJOFF Operation Stop Testun [Interlocked LOSSNAY unit|  Stop RunHigh) | Run(Low)
ShOWﬂ. © Mode Fan ‘ Dry ‘ Cool ‘ Heat Auto ‘\/Enmaﬂunl
 Settemp. _% c
[Ch No.] —
Set the input Ch No. of interlock source. e e el
[Interlock operation conditions] Close
Set the interlock condition (operation, stop,

error occurrence, error reset) of the input
channel (Ch No.) of the interlock source.

[Interlock target]
Select the unit address to be controlled.

When the contact on the DIDO Controller is output, select the address of the DIDO Controller.
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Select one of the following operations by clicking a radio button.
* The pressed (sunken) button shows the currently “Enabled” status.

* [DIDO operation]
Select the channel to be output, and set whether to [Operation] or [Stop] the selected channel.
* [ON/OFF]
Set the start/stop control of the indoor unit.
Even when the LOSSNAY unit is not interlocked with the indoor unit, one of the operation mode
buttons of [Interlocked LOSSNAY unit] must be set to “Enabled”.
[Mode]
Set the operation mode of the indoor unit.
* [Set temp.]
Set the set temperature of the indoor unit.

*

Caution:
Only make the interlock settings for the functions that are supported by the unit to be interlocked.
Making the interlock setting for functions that are not supported may result in malfunctions or failures.

(8) Click [OK].

(9) The screen will return to the DIDO controller (66DC) Interlock control setting screen.
(* The settings have not been saved yet.)

(10) Repeat the steps between (6) and (9).

Xl

(11) Select the [Disable] or [Output] of each

channel for each setting item, [raweseots [ pwmmmens | Addess change [
[Emergency stop receive: Interlock disable], et [ o e e e

Ch1 Stop. 3 ON/DFF:Stop Iterlocked LOSSNAY it Stop

[SC communication error detection: Interlock
disable] and

[Interlock operation error: Error report
output].

(12) Click [Send settings]. ; . 7 N\
h2 Ch.4 Ch5

error detection : Interlock disable

Disal e Disable
Error report autput Output _ Output omﬂKDu‘pmloﬁ1 Output

o]
g

Temporary | |
prohibiion SR File output

(13) "Settings will be sent. OK?”
will appear, click [Yes].
The setting will be applied to the unit.

(14) "Settings have been sent.”will appear, click [OK].

(15) Click [Close] to return to the Main screen.

NOTE:
When you use Fahrenheit for the unit, there might be differences of the plus or minus 0.1 °F in the set value

and the value monitored after it sets it.
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(NOTE:

If there are several patterns of the same input channel and interlock operation conditions,

the interlock control operation will be output in the ascending order of the interlock operation No.
Note the order when setting the same interlock operation conditions patterns.

To output several interlock control operations under the same input interlock operation conditions, make the
following settings.

E.g.)
<Input interlock operation condition>
[C :
When following three interlock control operations are output
under the above interlock operation condition.
<Interlock control operation output>
[Interlock target] 001 (Indoor unit: address 01)
The interlock control is output in the following order.

[ON/OFF] Operation, Interlocked LOSSNAY unit: Run (Low)
[Mode] Cool
[Set temp.] 25°C

[Interlock No.] 1 [Ch No.] 1 [Interlock operation conditions] Error occurrence

[Interlock target] 001 [ON/OFF] Operation,
Interlocked LOSSNAY unit: Run (Low)

[Interlock No.] 2 [Ch No.] 1 [Interlock operation conditions] Error occurrence
[Interlock target] 001 [Mode] Cool
[Interlock No.] 3 [Ch No.] 1 [Interlock operation conditions] Error occurrence

[Interlock target] 001 [Settemp.] 25°C
The interlock control operation is output in the order of No.1, 2 and 3.

The interlock control No. does not have to be consecutive;
however it is recommended to set the consecutive No. to avoid mistakes in the setting.
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3.15.4.3 Temporary interlock prohibition setting

. g mgs . DIDO controller (66DC) Interlock control setting B x|
(1) Click [Temporary prohibition]. o
Address 048 Attribute DC Adldr Change 4/23/2007 11:34:27 AM
I Input I Output T-]
Ineeckc o Sl chNG: Interlock operation conditions Interlock target | Transmission intervals (min.] Interlack control contents
.
Ch1 Step 0% ON/OFF:Stop Interlocked LOSSMAY unitStop
8
;
gl | _>l_|
Copy | Paste | Edlit | Delete |
~ Interlock special conditions
[ cni [ che | Chi [ Chd [ Chs | Cho |
Emergency stop receive Interlock disable Disable D\sab\almsahlg Disable | Disable Disable
SC communication error detection © Interlock disable Disable D\sab\elmsahlg Disable | Disable Disable
Interlack operation error Enor report output Output  Output | Output  Output | Output  Output

Temporary |
D n

rofibita end setings | File output | Close

(2) Temporary interlock prohibition setting screen
will appear.

. Temporary interlock prohibition setting

B X

¥ Ch.1 I Disahle Enable | " Chd4 Disahle I Enable
[T Ch2 Disahle I Enahle [¥ Chs I Disghle  Enahle
*The pressed (Sunken) button shows " Ch3 Disahle I Enable ¥ Chk I Enable

the current status.

Send settings

Close |

(3) Click the checkbox of the channel to be changed, and select [Disable] or [Enable].
(4) Click [Send settings].
(5) "Settings will be sent. OK?”

will appear, click [Yes].

The setting will be applied to the unit.

(6) "Settings have been sent.”will appear, click [OK].

(NOTE: )
The “disable temporary interlock control (prohibition)” will be active for 15 minutes after the setting has
been sent, and will be inactive after 15 minutes have passed.

When the setting is sent again within 15 minutes before the “disable temporary interlock control ”
becomes inactive, the “disable temporary interlock control ” will be active again for another 15 minutes.
When the “enable temporary interlock control ” setting is sent during the “disable temporary interlock
control ” within 15 minutes, the “disable temporary interlock control ” will be inactive.

(7) Click [Close] to return to the DIDO controller (66DC) Interlock control setting screen.
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3.15.4.4 Saving the interlock control settings on DIDO Controllers (66DC) in

CSV format
(1) Click [File output] to save the interlock control
Settings aS a CSV flle ﬂ(nntrnllzr(BBD()lnlerln(k(nnlrnlszllmq X
. . . . Address 048 Atribute DC Address Change 4/23/2007 11:34:27 AM
Refer to section [3.14.1.2 Monitoring input/output ‘ —' | . .
Status On DlDO Contro"ers (66DC) (5)]. "Em‘c % E::l‘a \mev\m:kapesv::ncandmam \mev:cz:avget Transmission intervals (min. ] DN/DFFSm::j::;::t;:::jfwlSmp
The folder name is
C:¥MntToolED¥Data. z
[See section 5.7.] H
R | Ll;l
Copy | Paste | Edit | Delete |
Emergency stop receive Interlock disable [Disable Dissble [Disable Dissble [Disable Dissble
SC communication error detection  Interlock disable [Disable _Disable [Disable Disable [ Disable_Dicble
(2) Click [Close] to return to the Main screen. peee s ows TR oven 47{&‘\ Lo |
X 7
Temp0ey | sendsetings | Fieoupn | cise
3.15.4.5 DIDO Controller interlock operation history
(1) Click [Option] in the menu bar and i, DIDO controller B60C) Interloc

select [Interlock operation history]

(2) The interlock operation history is monitored, . Incerloct apaAANY

and Interlock operation history screen FEII A%
Date/Time Interlock No. Interlocking control classification | M-NET interlock command response =]

i 4/3/2007 09.36.45 18 Interlocked(with M-NET) Narmal

WIII appear- 4/9/2007 09:36 45 12 Interlocked(with M-NET) Mormal

i 4/3/2007 09:36.45 10 Interlocked(with M-NET) Nrmal

Up to 100 Of the IateSt data Can be dlsplayed' 4/9/2007 09:36.45 & Interlocked(with M-NET) MNormal

4/3/2007 03:36:44 2 Interlocked(with M-NET) Normal

4/3/2007 03:26:54 7 Interiocked(with M-NET) Normal

4/3/2007 09:2653 3 Interlocked(with M-NET) Normal

4/9/2007 09:2653 2 Interlocked(with M-NET) Narmal

. 4/9/2007 09:17.04 9 Interlocked(with M-NET) MNormal

[Date[T|me] 4/3/2007 031704 7 Interlocked(with M-NET) Normal

4/9/2007 09:17:03 2 Interlocked{with M-NET) Normal

The date and time when the interlock control 4372007 090714 3 Interlockedivith NENET) ol

4/3/2007 03:07-14 ] Interiockedwith M-NET) Normal

i i 4/9/2007 03:07:14 2 Interlocked(with M-NET) Normal

is made is shown. 4/3/2007 085724 2 Interlocked(with M-NET) Narmel

4/9/2007 08:57.24 2z Interlocked(with M-NET) MNormal

[Interlock No.] 4/3/2007 0B:47:35 24 Interiocked(with M-NET) Normal

4/9/2007 08:47:34 22 Interlocked(with M-NET) Normal -

The pattern No. of interlock control setting

is shown. [ Refer to section 3.14.4.2. ] _ Hsoydes | _Fleows | cowe |
[Interlock operation type]

The interlock target (M-NET device or contact on DIDO Controller) is shown.
[M-NET interlock command response]

When a response is received from the M-NET device to be interlocked, “Normal” is shown.

When no response is received, “Error” is shown.

When the interlock operation type is “Interlocked with contact”, “-“ is shown.

(3) Click [History clear] to clear the interlock operation history.
Refer to section [ 3.14.2.6 Out-of-limit alarm history (4) 1.

(4) Click [File output] to save the interlock operation history as a CSV file.
Refer to section [3.14.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.7.]

(5) Click [Close] to return to the DIDO controller (66DC) Interlock control setting screen.
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3.15.5 Interlock control settings on Al Controllers
Al Controllers (PAC-YG63MCA) can control the following items of M-NET devices depending on the
measurement values measured by Al Controllers.
*Indoor unit; start/stop control
*Indoor unit: operation mode change
*Indoor unit: temperature setting
The interlock control settings can be made on Maintenance Tool. (Max. 24 patterns)

Centralized M-NET

Controller
i A
ﬁ Al controller
/

M-NET

Indoor units Start

Interlock
control

E.g.)
<Input> <Output>

Temperature>25°C -> Indoor unit: “Start” Temperature>25°C

Temperature sensor

(Caution:
Before using the interlock control, you must agree to the following.

1. This feature must not be used for disaster prevention or security purposes.
(Not designed to be used in situations that are life-threatening)

2. No functions must be added that allow the malfunctioning unit to run by defeating the safety
features, such as an external ON/OFF switch or a short-circuit.

3. Those settings for the function that are not supported by the interlocked units must not be
made. All the settings must be made within the specified range.
(Failure to observe these precautions may result in malfunctions and failures.)

4. Perform a test run for interlock control, and confirm the correct settings and normal operation.

5. The system must be configured in the way that integrates the operation of the interlocked fire
and emergency control systems.
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3.15.5.1 Starting the interlock control settings on Al Controllers
The password is needed to make the settings for interlock control. Only the allowed administrator can perform the

settings. To make the settings, enter the password first to be identified as an administrator. The procedures are shown

below. The setting procedures are the same for DIDO Controllers.
Refer to section [3.14.4.1 Starting the interlock control settings on DIDO Controllers ].

3.15.5.2 Interlock control settings on Al Controllers

(1) Click [Option] in the menu bar and

select [DIDO/AI/PI] -> [DIDO/AI interlock setting] in Fie [ Option | Prnt_tcl

the sub-menu.

(2) Click MC of the unit (Al Controller)
to be monitored on the Main screen.

(3) Al controller (63MC) interlock control setting
screen will appear.

Caution:
Read the agreement carefully.

(4) Click the checkbox of [I agree] to accept the
agreement.

(5) The interlock control settings is monitored,
and Al controller (63MC) interlock control
setting screen will appear.

[Interlock No.]
The pattern No. of interlock control
setting is shown. Up to 24 patterns
can be set.

<Input>

[Ch No.][Interlock operation conditions]
The Ch No. of the interlock source and the
interlock condition (condition based on the
measurement value) are shown.

i, Maintenance Tool { Ver 5.00D ) - MN Converter e
ﬁ Automatic searching
| £ 0G Date/Time Setting
[ cof  omoraver ’ AP setting ke | on
Error notification mode ’ DIDO setting..
off Gompressor operating time monitor DIDO/AL interlook setting |

10 I Display Mode » Interlock control option. dress

200 Uodate operate status | | ‘ ttribute

30 m m m m m m I I I l Wodel

x|

[Impartant]
Befare using the interlock control, you must agree to the follawing.

1. Thiz feature must not be used for dizaster prevention or security purposes
[not dezigned to be uzed in situations that are life-threatening]

2.Mo functions must be added that allows the malfunctioning unit to run by defeating the safety features.
such as an external ON/OFF switch or a short-cincuit,

3. Those settings far the functions that are not supported by the interlocked units must not be made. Al the
settings must be made within the specified range:
[Failure to obzerve these precautions may result in malfunctions and failures. )

4 Perform a test un for the interlock control, and confirm the corect settings and nommal operation.

8. The system must be configured in the way that integrates the operation of the interlocked fire and
emergency cantrol spstems.

| agree

Op

X

Address 050 Aftibute MC Address Change 2007/04013 154642
ek Ho. | e [ LI =
Chllo Irtetock sperstion conditns [rterock target | Tranrmission iervale (rin) Irteto k conie] cortenss

1
cho Irput valie> 20.0% 013 1 DIDQ sperstion:Stop Ch.1
0
9
0
1 -
4 | ;IJ
oy | Paste | Edit | Delete |
 Interlock special conciions seting
emergency stop recsive Interlock disable Disable Disable
SC communication ertor detection : Interlock disable Disable [ Disable
Interlock control interval 60 Second(s) (17200, Dwhen interlock operation is prohibited)
Temporary |
Lmpo Send setings File ouput Close
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<Output>
[Interlock target]

The unit address of the interlock target is shown.

[Transmission intervals (min.)]
As long as the input interlock condition is met, the interlock control operation will keep being output
continuously at the set intervals.

E.g.) When the following input interlock condition is set
input value>25°C, Transmission intervals (min.): 10 min., Interlock control contents: Operation

As long as the measurement value keeps 26°C, the “operation ON” command will keep being
sent at 10 minute intervals even when the air-conditioner is once turned off by a local remote
controller.

[Interlock control contents]
Interlock operation (start/stop etc.) is shown.

<Interlock special condition setting>
[Emergency stop receive: Interlock disable]

When the emergency stop command is received from Centralized Controller, whether to enable or
disable the interlock operation depending on the change in measurement values can be set for each

channel.

* The pressed (sunken) button shows the currently “Disable” status.

The interlock operation will be disabled for 15 minutes on the input channel on which “Disable” is

set after the emergency stop command is received from Centralized Controller.

Unless the emergency stop command is received again within 15 minutes, the “Interlock disable” will
be inactive after 15 minutes have passed.

For your safety, “Disable” is set (default) to all channels. However, the setting can be changed
on the unit that is required to be run at emergency. Consider carefully how the unit is required
to be run at emergency, and make the proper setting.

Centralized
Emergency stop receive: M-NET Controller
Interlock disable setting 0
Input channel \ gency stop command
N | 4
Ch1 Disable Al
Controller
Ch2 (63MC)
» Interlock operation
Change in

measurement values
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[SC communication error detection: Interlock disable]
When the communication error with Centralized Controller occurs, whether to enable or disable the
interlock operation depending on the change in measurement values can be set for each channel.

* The pressed (sunken) button shows the currently “Disable” status.

The interlock operation will be disabled on the input channel on which “Disable” is set when the
communication error with Centralized Controller occurs.

When the communication error with Centralized Controller is reset, the “Interlock disable” will be
inactive.

For your safety, “Disable” must be set when no means (such as local remote controllers) is
available to stop the operation of the interlock target unit.

Centralized
SC communication error detection: M-NET Controller
Interlock disable setting EL;A\,:% 3
Input channel \ Communication error
Ch1 Disable Al
controller
Ch2 (63MC)
il » Interlock operation

Change in
measurement values

[Interlock control interval]
Whether the interlock condition is met is determined at the set intervals depending on the monitored
current value.

E.g.) When the interlock control intervals is set to 60 seconds
Whether the interlock condition is met is determined at 60 second intervals depending on the
monitored current value. The interlock control operation will be output when the interlock
condition is met.
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|

o
Address 050 Aftribute MC Address Change 2007/04/13 15:46:42

| Output =
ervals [min )

(6) Select the line to be set, and click [Edit].

Interlack target | Transris: Interlack canlrol centents:

043

DIDO aperation:Stop Ch.1

To copy the preset interlock setting, select
the line to be copied, and click [Copy], then :
select the line to be pasted, and click [Paste].

To delete the setting, select the line to be ; 4

|
deleted, and click [Delete]. R ) ™

N

Interlack special candiians

emergency stop receive Interlock disable Disable Disable
SC communication error detection : Interlock disable Disable | Disable

Interlock control inferval 60 Second(s) (1-7200, 0when interlack operation is prohibited)

Termporay
prohibition

| Send sefings File output Close

(7) Al controller (63MC) interlock control - :
setting screen will appear. s [
cha font ] Input conditians

[mputvalue < Upperthreshole ~| Uppertireshold [Detectionvalue  ~! ERS
Lowerthreshold ST e

[Interlock No.]

nintervals C Disabled

@ Enabled 1 _,%' min.(1-120)

The pattern No. of interlock control setting is .

ShOWﬂ - Interlock contral
[Ch No.] etoskioget | 53

Set the input Ch No. of interlock source. e ’P——p“—‘[ I
[Input conditions] Fon | Oy | con | Hew | Ao | Vertoion |

Set the interlock condition of the interlock source s EEEC

input channel (Ch No.).

Select the comparison relation between the input

Making the interlock seting for funciians that are nat supparted may resultin malfunclians or failures.

value and the upper/lower threshold.
[Upper threshold][Lower threshold]
The upper/lower threshold to use for input conditions can be set.
Select one among “Detection value”, “Cancellation value”, or “Manual setting”.
When the “Detection value” is selected, the upper/lower limit alarm detection of the interlock source (Al
Controller) will be applied.
[See section 3.15.2.2. Setting for Al Controllers (63MC) (2)]
When the “Cancellation value” is selected, the upper/lower limit alarm cancellation of the interlock source (Al
Controller) will be applied.
[See section 3.15.2.2. Setting for Al Controllers (63MC) (2)]
When the “Manual setting” is selected, enter the value in the box on the right within the measurement range
(between the upper and the lower limit values) of the interlock source (Al Controller).
[See section 3.15.2.2. Setting for Al Controllers (63MC) (2)]
[Transmission intervals]
As long as the input interlock condition is met, the interlock control operation will keep being output
continuously at the set intervals.
Select “Disabled” or “Enabled”. When “Enabled” is selected, set the value. (1-120 min.)
[Differential]
(This setting can be made only when “Enable” is selected in the [Data transmission intervals].)
The “differential” can be set.
Select “Disabled” or “Enabled”. When “Enabled” is selected, set the value. (0.1-9.9°C /°F /%)
Make this setting to keep outputting the same interlock control operation preventing other interlock control
operations from being output when the input value remains around the upper/lower thresholds.
As long as the interlock condition is met, the interlock control operation is output under the set interlock
condition (including the set differential). The differential is not available for the first case.
To make the differential valid, make the differentials of all the channels the same.
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[Interlock target]
Select the unit address to be controlled.
Select one of the following operations by clicking a radio button.
* The pressed (sunken) button shows the currently “Enabled” status.
* [DIDO operation]
Select the channel to be output, and set whether to [Operation] or [Stop] the selected channel.
* [ON/OFF]
Set the start/stop control of the indoor unit.
Even when the LOSSNAY unit is not interlocked with the indoor unit, one of the operation mode
buttons of [Interlocked LOSSNAY unit] must be set to “Enabled”.
* [Mode]
Set the operation mode of the indoor unit.
* [Set temp.]
Set the set temperature of the indoor unit.

Caution:
Only make the interlock settings for the functions that are supported by the unit to be interlocked.
Making the interlock setting for functions that are not supported may result in malfunctions or failures.

(8) Click [OK].

(9) The screen will return to the Al controller (63MC) interlock control setting screen.
(* The settings have not been saved yet.)

(10) Repeat the steps between (6) and (9).

(11) Select the [Disable] or [Output] of each

channel for each setting item, IWIW — o
[Emergency stop receive: Interlock T e = e -
disabl e] , : Cha Input vaues20.0% ] 1 DIDD cperatiriStap Chl

[SC communication error detection:

Interlock disable] and :

[Interlock control interval]. L.

(12) Click [Send settings]. copy | pese | et | voes |
~Interlack special conditions g \

emergency stop receive Interiack diggfle

Disable Disable
Disable [ Disable

60 Secondfs) (1-7200, 0 when interloggfperation is prohibited)

emardetection : Interlock didgkle

Interlack control interval

(13) "Settings will be sent. OK?”
will appear, click [Yes].
The setting will be applied to the unit.
(14) "Settings have been sent.”will appear, click [OK].

(15) Click [Close] to return to the Main screen.
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(NOTE:

If there are several patterns of the same input channel and interlock operation conditions,

the interlock control operation will be output in the ascending order of the interlock operation No.
Note the order when setting the same interlock operation conditions patterns.

To output several interlock control operations under the same input interlock operation conditions, make the
following settings.

E.g.)
<Inputiinterlock operation condition>
[Ch No.] 1 [Interlock operation conditions] Input value>25°C
When following three interlock control operations are output
under the above interlock operation condition.
<Interlock control operation output>
[Interlock target] 001 (Indoor unit: address 01)
The interlock control is output in the following order.

[ON/OFF] Operation, Interlocked LOSSNAY unit: Run (Low)
[Mode] Cool
[Set temp.] 23°C
[Interlock No.] 1 [Ch No.] 1 [Interlock operation conditions] Input value>25°C

[Interlock target] 001 [ON/OFF] Operation,
Interlocked LOSSNAY unit: Run (Low)

[Interlock No.] 2 [Ch No.] 1 [Interlock operation conditions] Input value>25°C
[Interlock target] 001 [Mode] Cool
[Interlock No.] 3 [Ch No.] 1 [Interlock operation conditions]  Input value>25°C

[Interlock target] 001 [Settemp.] 23°C
The interlock control operation is output in the order of No.1, 2 and 3.

The interlock control No. does not have to be consecutive;
however it is recommended to set the consecutive No. to avoid mistakes in the setting.

- J

NOTE:
When you use Fahrenheit for the unit, there might be differences of the plus or minus 0.1 °F in the set value
and the value monitored after it sets it.
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3.15.5.3 Temporary interlock prohibition setting

. Al

(1) Click [Temporary prohibition]. G

i

etting
Adcress 050 Afribute MC Address Change 2007/0413 15:45:42

T T

T Dot
Ineiosk o,
Interlock target | Transmission intervals (min ) Interlock control contents

o
Ch Ho. Inteiock. opetation condiions
1

Ch2 Iput value>20.0% 043 1 DID operator: Stop Ch 1

| | =
Copy Paste Edit | Delete |
- Interlock special conditions g
emergency stop receive Interlack disable [Disable Disabie |
SC communication srror detection : Interlack disable _Diseble [Disable
Interlock control interval I—BD Second(s) (1-7200, 0 when interlock operation is prohibited)
@) T cose |
S —”
. Temporary interlock prohibition setting x|
(2) Temporary interlock prohibition setting screen o [ EETE
isahle Enable
will appear.
F# Ch2 Enable
* The pressed (sunken) button shows o eon o
end settings ose
the current status.
(3) Click the checkbox of the channel to be changed, and select [Disable] or [Enable].
(4) Click [Send settings].
(5) "Settings will be sent. OK?”
will appear, click [Yes].
The setting will be applied to the unit.
(6) "Settings have been sent.”will appear, click [OK].
( N
NOTE:
The “disable temporary interlock control (prohibition)” will be active for 15 minutes after the setting has
been sent, and will be inactive after 15 minutes have passed.
When the setting is sent again within 15 minutes before the “disable temporary interlock control”
becomes inactive, the “disable temporary interlock control” will be active again for another 15 minutes.
When the “enable temporary interlock control” setting is sent during the “disable temporary interlock
control” within 15 minutes, the “disable temporary interlock control” will be inactive.
\ J

(7) Click [Close] to return to the Al controller (63MC) interlock control setting screen.
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3.15.5.4 Saving the interlock control settings on Al Controllers (63MC) in CSV format
(1) Click [File output] to save the interlock control

settings as a CSV file. o 5
Refer to section [3.14.1.2 Monitoring input/output S e chre| ‘ S
status on DIDO Controllers (66DC) (5)]. w : -
Ch2 Input valug>20.0% 043 1 DIDO operation: Stop Ch.1
The folder name is
C:¥MntToolED¥Data. z
[See section 5.7.] ; |
< | _'ld
Copy Paste Edit | Delete |
Interlock special conditions el
emergency stop recaive Interlack disable [Disable Disable
SC communication srror detection : Interlack disable M
(2) CI|Ck [C'ose] to return to the Main screen. [ e e [ &0 Secund(s)(\'7Z[|[|,[lwhenm(ev\m:kvaaﬂ\:mspmh\b\led\
Tempoe | sendsetings | Fieoupst | close

3.15.5.5 Al Controller interlock operation history

(1) Click [Option] in the menu bar and . } Interlock coitr
select [Interlock operation history]

ute b
(2) The interlock operation history is monitored, =, Ioterlock peration history x
and Interlock operation history screen MRV
Date/Time Interlock Mo, | Interlacking control classification | M-NET interlock command response |+
i 4/2R/PON7 194520 3 Interiockediwith M-NET) Narmal
will appear. A2R/Z007 031504 3 Interiockedwith b-NET) Narmel
. /2E/2007 0:35:25 5 Interiockediwith M-NET) Marmel
Up to 100 of the latest data can be dlsplayed. /2R/PONF 16 3525 2 Interinckedwith M-NET) Narmal
H2E/2007 15:25 40 3 Interloke it b-NET) Narmal
/2E/R007 12:22:44 3 Interiockediwith M-NET) Marmel
4/PR/PNNT 17-07-46 13 Interinckedwith M-NET) Narmal
Lt Tl T 12 Intetlocked with M-NET) RNarmal
/2E/R007 064526 1 Interiockediwith M-NET) Marmel
H 4/2R/2007 16:37°50 f Interiockedwith M-NET) Narmel
[DatelTI me] /2542007 16:27°59 8 Interloke it b-NET) Narmal
: ; B /2/R007 0:57:44 5 Interiockediwith M-NET) Marmel
4/2R/2007 15:2813 5 Interiockedwith M-NET) Narmel
The date and time when the interlock control is
. 4252007 125527 3 Interloke it b-NET) Narmal
made is shown. 4/24/2007 07.00.42 9 Interlacked(with M-NET) Nermal
42442007 165052 8 Interiockedwith M-NET) Narmel
[Interlock NO] 4/24/2007 06:41:02 5 Interlocked{with MNET) Namal
Th tt N f interlock trol setti 4/24/2007 0:41.02 e Interiockediwith M-NET) Narmal =l
€ pattern No. ot Interlock control setting
. History olear File output Olnse
Is shown. [ Refer to section 3.15.5.2. ]

[Interlock operation type]
The interlock target (only the “Interlocked(with M-NET)” here) is shown.
[M-NET interlock command response]
When a response is received from the M-NET device to be interlocked, “Normal” is shown.
When no response is received, “Error” is shown.
When the interlock operation type is “Interlocked with contact”, “-*“ is shown.

(3) Click [History clear] to clear the interlock operation history.
Refer to section [ 3.15.2.6 Out-of-limit alarm history (4) ].

(4) Click [File output] to save the interlock operation history as a CSV file.
Refer to section [3.15.1.2 Monitoring input/output status on DIDO Controllers (66DC) (5)].
The folder name is
C:¥MntToolED¥Data.
[See section 5.7.]

(5) Click [Close] to return to the Al controller (63MC) interlock control setting screen.
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3.16 Compressor operating data monitor

* Features

- Cumulative compressor operation time and the total number of startup times of the outdoor units can be

monitored.

- Cumulative pump operation time and the total number of startup times of the chillers can be monitored.
- When replacing the circuit board on the outdoor unit, cumulative compressor operation time and the total number
of startup times data can be acquired and stored, and then written to the new circuit board after replacement.

3.16.1 Start-up
(1) Start-up sequence

a) Click [Option] of the menubar
on the [On-Line Main] screen,
and click [Compressor operating data
monitor]—[Online Monitor] of the submenu.

Option | Print  Help

Address searching

DIDOSAL/PT

Compressor operating data menitor

Online Monitor

-]

Display Mode

Lipdate operate

dah

{ Gompressor operating data monitor When tool starts  »

b) The [Compresor operating data monitor comment input]

screen is displayed.

Individh

Compressor operating data monitor

Input the comment of the monitor data

Input the comment on the monitored data.

c) When [OK] button clicked, it start the monitoring.

d) When the monitor is completed, the monitor result is

preserved, and the list of the data monitored to

[Compressor operating data monitor list] screen

is displayed.
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3.16.2 Compressor operating data monitor

lCumpressm operating data monitor list

PC Date and Ti

(1) When the line of data that wants to confirm the monitor

result is clicked from [Compressor operating data \ P
monitor list] screen, and [Display] button is clicked, A0 1ans
the monitor result is displayed on [Compressor B
operating data monitor] screen. o aons 1asen

\ ~ 17/2019 100330

/ <<

When the line of data clicked from the list screen,
and [Delete] button is clicked, the selected data is
deleted.
When [Exit] button is clicked, /"
it returns to [On-Line Main] screen. M:”::f;“:::::i::ﬁ:;wm I

Attribute [Cum. op.time | Cum. startu | Gum. op. time | Cum. startus
7777777 [ o el a0858 - -

o 2738 2448
oc 2772 084

(2) To close [Compressor operating data monitor] screen,

[Close] button is clicked.
It returns to [Compressor operating data monitor list] screen.

NOTE:
When the units with only one or two compressor,
the compressor operating time and startup monitor that

doesn't exist is displayed as "-".

(3) In the case of some chiller, in addition to the

compressor data, the pump data are also Fezermipeny —
PG Date and Time:6/24/2020 10:13:36 AM
i [Compressor No. 1 [Compressor No.2 /TPump No. 1
dISpIayed. Address | Attribute || Gum. op. time [Cum.startup | [Gum.op. time | |Cum.startu | [Cum.op.tine | |[Gum. startup
1 ) 10 8 o 10 O 8 10 =) 10
Write toBoard || Reset || Output Text Closs

168



3.16.3 Importing the compressor operation data to the control board
- When replacing the control board on the unit, the compressor operation data need to be restored as follows.

(1) Before replacing the control board, acquire and save the operation data according to "3.17.2 Compressor
operating data monitor."

(2) On the [Compressor operating data monitor] screen, select
the unit to which you want to import the operation data.

(3) Clicking the [Write to Board] button will show a message
"Address(**) will be written to the board. Do you want to| 3 ~%-5 = B8 == o - § - &8 - &

continue? e

Maintenance Tool \

Address (51) will be written to the board. Do you want to
continue?

Write to Board Reset Output Text

Ves Ho

Clicking [Yes (Y)] will start writting the operation data that were acquired in step (1) above.
Clicking [No (N)] will display the [Compressor operating data monitor] screen without writting

the operation data.

3.16.4 Resetting the compressor operation data

(1) Clicking the [Reset] button will show a message "Address(**)™"
will be reset. Do you want to continue?"

o Address (51) will be reset. Do you want to continue?

Yes Ho

Write to Board Rieet Output Text

Clicking [Yes (Y)] will reset the operation data. The cumulative compressor operation time and

the total number of startup times will be reset to zero.
Clicking [No (N)] will display the [Compressor operating data monitor] screen without

resetting the operation data.
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3.16.5 Automatic compressor operating data monitor when Tooltart

(1) Click [Option] of the menubar
on the [On-Line Main] screen,

enance Data

Online Monitor

Gompressor operatin data menitor When tool starts o] Active
] Inactive

,
vl
,

and click [Compressor operating data

Display Mode

monitor]—[Compressor operating data e sperate e ‘
monitor When Tooltarts] of the submenu. /

|
|

And then click [Active].
When the Maintenance Tool (at On-Line mode) starts, the compressor operating time is monitored and
saved automatically.

[Compressor operating data monitor When tool starts] will be kept active once it becomes active.

The data automatically saved when the Tooltarts can be referred to by [3.17.2 Compressor operating
data monitor] and [4.6.1 Compressor operating data monitor(Off-Line Analyzing)].

To Make it inactive, click [Inactive] of the submenu.

[NOTE:
The comment doesn't attach to the data automatically monitored when the Tooltarts.

\

P
NOTE:
When the compressor operating data monitor when the Tooltarts is inactive, the uptime of the
Maintenance Tool is shortened.
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3.17 Initial Settings and Monitoring AHC ADAPTER

3.17.1 About AHC
Advanced HVAC CONTROLLER (hereafter referred to as AHC) comprises of MITSUBISHI ELECTRIC’s AHC

ADAPTER (PAC-IFO1AHC-J) and a2 SIMPLE APPLICATION CONTROLLER* (hereafter referred to as ALPHA2).

* a2 SIMPLE APPLICATION CONTROLLER is one of the Programming Logic Controllers that are manufactured
by MITSUBISHI ELECTRIC CORPORATION.

AHC allows for the connection of M-NET to other systems, which was not possible with the use of ALPHAZ2 alone.
AHC provides the following functions.

1.Controls external devices using the sensor data of the air conditioning units connected to M-NET.
2.Interlocks the operation of air conditioning units and external devices that are connected to ALPHAZ2.
3.Controls air conditioning units that are connected to M-NET.

4 Allows for the combined use of the items 1-3 above.

5.Monitors the input/output status of ALPHA2 via a remote controller or a centralized controller.

This manual includes descriptions of the how to initial settings of AHC and the AHC Status Monitor by Maintenance
Tool. Refer to the AHC Technical Manual for more details for AHC.

3.17.2 Initial Settings of AHC
Open the AHC Initializing Setting screen

(1) From the [Option] menu bar, select [AHC] > [AHC
Initialize Setting]. T
i T/Lll Individual Monitor
» JH\ AAidﬂr:us(s ErrorCode
J( |
—— AHO Fitales S \LV&N
™ J AHG Status Monitor. BE”CW’;
(2) The [Address Change] screen appears. Enter the | e
M-NET address of the AHC ADAPTER to be —
o ) Address s La][al
initialized and then click the [OK] . Refer to the AHC > ]l> ]
Installation Manual for how to set the address for the Attribute AHC o
AHC ADAPTER.
Ok ‘ ‘ Cancel ‘
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(3) The progress bar appears. This process may take a =0
couple of minutes depending on the number of setting
items.

Mow Monitoring

Please wait for a moment

(4) The [AHC Initialize Setting] screen opens. e T ——
Address e Atribute aHo
I
Conrection Setting | L0 Port Setting | Remate /O settine 1
Connection
Arrtute add

1 C— i Select

: Select

¢ s

s Select

wontor | [ st J[ caim | [ onecksetioe | [ swerwrie. ][ tostonFie Retun

172



The screen configuration is as follows.
3. Time Setting and

1. Address Display Area 2. Initial Settings Input Area Monitoring
AHCInitializeSetting WD T — L. . B
——
Address 204 Change Attribute AHC .
Connection Setting 101 Port Setting H Remote /0 semng_
DI/Al Setting DO/AQ Setting
Digital/Analog Nat Use/Use Function Name Digital/Aralog Mot Use/Use Function Name
DI/ALO! [Digital  ~|[use ~| [Heater emor J DOO1  Digital [use ~| [Heater -
DI/ALOZ [Digial =] [Use ~| [Heater 1 error J DO 02  Digtal [use ~ | [Dehumidifier -
DIAALO3 [Digital =] [Use ~| [Heater 2 arror ) DO 03 Digital [use ~| [Fan for humidifier -]
DI/ALO4 [Digital ] [Use - [Humidifier ermor ) DO 04 Digital [use -] [Lignt -]
DI/ALOS [Digial ) [Use - [Dehumisifier ermar J DO05  Digtal [use - | [Key output -
DI/ALO6 [Digital  +|[use ~| [Fan error J DO 06 Digial [use | [vaie -]
DL/ALO7 [Digital =] [Use ~| [Fan error (Heater) J DO 07 Digtal [Use ~| [Emor output -
DI/AL 0B [Digital =) [Use ~| [Fan eror (Humidifier) — ~| DOCE  Digital [use ~| [Hester 2 -]
DI0S  Digtal [Uss ~| [Brightness sensor ) DO 08  Digital [use ~ | [Extarmal unit -
Cl1G Digtsl [use ~| [Gceumancy sensor ] oot Digtal Motlse
DI11 Digtal [use - [Pump interlack J EO02  Digtal NatUse
DIt Digtal [Use v [key input J EO03  Digial NotUse
DI13  Digtal [Use ~| [Other input J EO04  Dighal Notlse
DI{4  Digtal [Use -] [Heater emor ] ACO1  Aralog [use ~| [Heater (Linear) -]
DI15  Digtal [Uss ~| [Heater 2 arror | A0Oz  |Arlog [use - | [valve (Linear) -]
[agw)] Digital Motlse Expand Module Setting
B0z Dighsl MatUse B
B0 Dighal Matlss o= & & Bpe) 8. Return
Eo4  Digtal MotUse
/
‘ Monitor ‘ ‘ Set ‘ Confirm Check setting I Save to File.. ‘ ‘ Load from File.. I I Return I

4. AHC Initial Settings
and Monitoring

7. Saving and Loading Data
6. Check setting

5. Confirm
Address Display Area
Displays the M-NET address for AHC. Press the [Change] button and specify the M-NET address to configure the
initial settings of another AHC and monitor. Refer to [3.11.1.1 Malfunction Log 3.11.1.1.1 (5)]
Initial Settings Input Area
Allows you to edit the initial setting items of AHC.The items that can be set vary depending on the selected tab.
Refer to [3.17.3 Editing the Connection Information through 3.17.7 Editing the Remote /O setting]
Time Setting and Monitoring
The [AHC Date/Time Setting] screen appears.Refer to [3.17.8 Time Setting and Monitoring]
AHC Initial Settings and Monitoring
Press the [Set] button to set the item that was edited in "2. Initial Settings Input Area" for AHC.Press the [Monitor]
button to monitor the setting item and update the display from AHC. Refer to [3.17.9 Settings and 3.17.10
Confirmation of Settings]
Confirm
Displays the [Status Check] screen. The settings on the Remote I/O of ALPHA2 and AHC ADAPTER can be
checked on the [Status Check] screen. Refer to [3.17.11 Confirm]
Check setting
The [Check setting data] screen appears. The [Check setting data] screen can be used to check details of
settings configured for the AHC and to print setting items. Refer to [3.17.12 Check Setting]
Saving and Loading Data
Press the [Save to File] button to save the item that was edited in "2. Initial Settings Input Area."Press the [Load
from File] button to apply the settings saved in the file to the "2. Initial Settings Input Area." Refer to [3.17.13
Saving the Setting File and 3.17.14 Loading the Setting File]
Return
Use the [Return] button to close the [AHC Initialize Setting] screen and return to the [Main] screen.
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3.17.3 Editing the Connection Information
Assign the controllers (centralized controller and remote controller) to AHC. The status of external equipment
connected to AHC can be monitored from the assigned controllers.

Furthermore, if an error occurs with AHC, the error status can be displayed on the controllers.

Centralized

Controller

AHC Remote

Controller

(1) Select the [Connection Setting] tab and enter the i ssing S ————
{

M-NET address for the remote controller in the |umm— ™ _
|
M-NET address input box. Enter the M-NET address .
of the Remote Controller in the M-NET address -
input box, or alternatively use the [Select] button g Cm—
to select the M-NET address to be set. .
3 None. - oé 1 2 3 4 5 6 7 8 9
‘ ) &
: .
O e
ALY T T TP T T T T
verter | | w‘\wm|pmmummmm£%¥é%wémw
130 (120 (rar 122 (v Cvae (v (v (a7 ) (v ) (s

40 [0 (et )2 (v (o o o v e )
150 (19 J 11 ] 152 ) s ) )15 )1 ] o J e J 0 )
160 (100 ) (w1 (102 (103 Lo J s JCow J 62 ) on ) s )
170 (1w (v (e o) ) (o ) (s ) [z ) n ) (m )
180 (18 et (e ) e ) o) (i ) (s ) () s ) n )
LS T T A [ [
200 (2 (20 ) nn ) v ) (oo ] (20 ) o J o J(am )
210 (2 )2 J etz 1w ) e ) o ] (2 ] o J oo J 2e ]
220 (22 [z J e | ) (o) (o2 ) (o ) o ) o ) o)
250 (23 (2 s ) o) (o ) (2 ) Lo ) o )
240 (o)) s ) s ) oo ) o) ) s asn  am )
250 ()

s
R cancel ]|
= i
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NOTE:

¢ Only the M-NET address for the remote controller can be set in Maintenance Tool. The M-NET address of the
centralized controller set as AHC can be monitored from Maintenance Tool but cannot be changed and set by
Maintenance Tool. Assign the centralized controller to AHC from the centralized controller.

(*) Refer to the centralized controller manual

(.

NOTE:

oSetting item input boxes that are still blank will display ) — QV
with a bold red frame to highlight that they are blank. -

| Enter the M-NET address for the Remote Controller.

NOTE:
eThe controller attribute is shown in [Attribute]. [TR] displays for the Main centralized controller, [RC] for the
Remote Controller, and [SC] for the Sub centralized controller.
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3.17.4 Editing the I/O Port Setting
Set the input and output function of ALPHA2.

(1

)

@)

Select the [I/O Port Setting] tab.

Select the expansion module.The ports that can be

set are converted in accordance with the expansion

module type.

Select the input and output information
a) Digital/Analog
Set whether the input and output ports are used for
analog or digital inputs and outputs. The function
names that can be selected vary depending on

whether Analog or Digital is selected.
b) Not Use/Use
Set whether to use or not use the input and output

ports.

c¢) Function name

Set the function for which to use the input and output

ports.

AHCInitializeSetting WD

Adiress o [ orense [ osteTine
Gomnestion Settne | Y0 Port Setine Remote VO seitns
DI/Al Setting gz i
Digital/Araiog Not Use/Use Funation Name Digital/Anslog Not Use/Use Function Name.
ova ot (Disml ) (ertes_7) B
ovA0z (D<) et <] b0ce [Distel | [Notss <]
o1/4103 [Dighsl__+] [Nottse ] 003 [Digtal Notlee  ~
oA 04 [Dital.__+) (artes_+) booi Dl |[etes <)
ovA0s (Dl <) ot <] 005 [Distel | [Notwss+]
oi/41 00 [Dighsl <] [Nottse ] 0005 [Digtal Notlee  ~
ovA107 (D] (oree ) 0007 Dl [t <]
ovA 08 (Dl <) Nottes <] b0ce [Digtel | [Notwss <]
oros  [Digtal NotUee - 0o0e  [Digtal Notlee  ~
or1o  [Digtal [NotUse | €00 [Digtal otUse
oir1 [Digtal Notse ~ €00z [Digtal NotUse
otz [Dwe | (ke o) 0w Datal | oike
D13 [Digtal Notes ~ E004  [Digtal NotUse
oi14  [Digtal [NotUse _~ A0 [Anabg NotUse
oi1s  [Digtal Notlse ~ A0z [Arabog NotUse
gor  Digtal NotUse Expand Module Sstting
g0z [Digtal NotUse
g3 Digial NotUes BLEE = & o
gos  [Digtal NotUse
o |[ s |[ ot | [ cexettne | [ sactofk. | [ toadfonFie Retun
- TN —
Adiress A Ohangs Atribute Ao [ osterine.
T — V0 b Satne oo 10 et
DV/Al Setting DO/AO Setting
Digital/Anaiog Not Use/Use Funstion Name Digial/Anslog Not Use/Use Function Name.
ov/ALof [Digtal ] [Notuse  ~ DOO!  Digal MotUse  ~.
oA 02 [Dital__+) (ertes_7) b0z Dl | [etes_+)
ovA03 (D<) ot <] b0t [Dtel | [Notss <]
O1/A1 04 [Dighal__~] [Notlse -] Doo4  [Digtal Notlse  ~
oA 05 [Dital.__+) (artes 7] 0005 Digtel | [etes <)
ovA06 (D<) ot <] 000 [Distel | [Notwss <]
oi/A1 07 [Dighsl <] [Nottse ] 0007 [Digtal Notlee ~
ovar0s (Dl -] (oree ) Dot Dl |[etes <)
Do gl otse ) booe gt | [netwse <)
010 [Digtal NotUee - €001 [Digtal NotUse
o1 D [ee o) o Dl i
otz g ewse ) f00s  Digtal NotUse
oits  [Dae | (leee o) oo Datal | [oike
Oit4 Dge | etse ) A001 Anabg | (Netiee
oi1s  [Digtal [Notuse _~ £002  |Anabg NotUse
gor  Digial NotUss i
g0z [Digtal Notuse
g3 Digtal NotUse ® tore E0 A0
gos  Digial NotUss
e | S | I W e ey Ty R

Adiress m [ omne. | e a0 [ osteTine
Goveston st | Vo Pt sting Fenot 10 setive
Digital/Analog Not Use/Use Function Name Digital/Analog Not Use/Use Function Name
PI/ALO1 | Analog. v Ve ~|Room temp(PT100) 7 pootl Digital MNotUse v
S ) Room temp(PT100) e
1/A1 02 [Digial | otues Oratoor el PE100) D002 [Digital NotUse
I/Al 03 | Digital v||NotUse  ~ Water temp(PT1 00) DO03  Digital NotUse  ~
/4104 [Digital _+) [Notuse +] Other tempPT100) DOo4  Dighal NotlUse  ~
Room humidity(’)
I/AL 05 | Digital ~| [NotUse  +| Outdoor humidity(%) DO05  Digital NotUse =
- ©02 sensor ppm)
I/AL 06 | Digital v |NotUse v/ Static pressure sensor(%) DO06  Digital MNotUse v
Brightness sensor(%)
/AL07 [Digital =) [NotUse =] weter level®) D007 |Digtal Natlse  ~
Other sensarts
/A1 08 [Digtal =] [Notuse  +| Room Al D008 Digial NotUse v
pros  Digtal Notuse ] Sytocr Temsitrernaceudel 0606 pigtal Notlse  ~
= | Water Temdthermocoupe) aial TS
1o [Digta Nottse -] Maer Temeltnermocourle E00  Digtal ot
i1 [Digta Notee ~ B0 Digtal NotUse
b1z Dt Notee | E00s  Digtal NotUse
13 Dl (Netes <] B0 Digtal Notee
114 [Digta Notee ~ 2001 Arabg | [otiee
b5 [Digta [T A0 Ardog | [Notuse
bo D Notles Expord Wodu Sotting
bo: D NotUse
bios D Notues ® Nore a £ 20
bor D NotUee
wawe [ s [ mm | [ wkenes [ ssewre | [ smnre o




3.17.5 Editing the Remote 1/O setting
Set the Remote 1/O settings. Once the Remote I/O settings are configured, the AHC will start the below operations.

Monitoring of input data (sensor data and operating status) for the unit connected to M-NET
Output from the unit connected to M-NET

Note that the steps for navigating the [Remote 1/O setting] tab vary according to the DipSW103-3 and version of AHC

ADAPTER in use.

I/O setting and the number

of target groups as desired.

Each function can be
assigned to a maximum of
50 groups.

p— \

Brightness sensor
Defrost

10N Functiorfor Remote /0

1 [Air conditioner ON/OF} =

2 [Air conditioner ON/OH]

3 [Air conditioner ON/OH] B

4 |Air conditianer made -

5 E— -

(Bl - conditioner mod=

7 [freoz sienal
rightness sensor

8 Rermst

ree contact input

e output

10 I

12 Rrdsor urit cagaoty save
13 Bndoor unit fan speed
14 [fpcoor unit thermo
hrlet water temp(CAHY)
et water temd PWFY)
16 -NET communication error
17 [fFNET rower supsly status

23 oom temp(R/C)

24 [fet temp (auto(singe set point)
et temp (cool,

et tormp (heat)

Free contact input

Free contact output

Heat source OMN/OFF
Humidifier OM4OFF
Humidity sensar

Tndoor unit capacity save
Indoor unit fan speed
Indoor unit thermo

Inlet water temp(CAHY)
Inlet water templ PWFY)
M=MNET communication errar
M=MNET power supply status
Might mode

Occupancy sensor
Outdoor temp

Outdoor unit capacity save
Outlet water templCAHY)
CQutlet water templ PWFEY)
Representative water temp
Room temp(l/U)

Room tempR/G)

m

AHC DipSW | [Remote I/O setting] screen
ADAPTER 103-3
Ver
Versions prior | ON Users select whether to BT e
to Ver. 2.00 enable or disable each v 0 e
OFF function available for use. i orttiorer o/0F12 g =
The functions assigned to ' =
each Remote /O setting
Ver. 2.00 or ON o —
for monitoring and i -
later .
operation are all locked.
Functian ar Remote 170
Air conditioner ON/OFF
Alr conditioner ON/OFF2
Air conditioner modet
Air conditioner mode?
Analog signall
]
Ver. 2.00 or OFF Users can select functions
later assigned to each Remote _

et teme (o indoor unit

(omone] [swmorm] [

Retun
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3.17.6 Editing the Remote /O setting
(For an AHC ADAPTER Ver. 2.00 or Later AND when DipSW103-3 is set to OFF)

(1) Select the [Remote I/O setting] tab. REITR e —

Il
P ] o pr et [——

Function of Remte /0 /0 AND/OR Status e ——_t)

s}
&

[ — oot [Lowatis ] ([ smmmri_] [Limronrie o

(2) Click the drop-down list in the [Function of Remote waroscsenrs ST T |

. . . | m Attribute aHo DateTine

1/0] box to display a list of function that can be \ T S—— |
g —————— /o mb/oR___smus VT A oo

s}

assigned to the remote 1/0.

Ar

Air canditionar made.

Analog signal

Brightness ssnsor
efrost

Free contact input i

Free contact output

Heat source ON/OFF

Humidifler ON/OFF

urtiity sensor

10 [Indoor unit capacity save
Indoor unit fan speed

11 Jindoor unit thermo

12 |Inket water temgCAHV)

1g [Inlet water term PWFY)
M-NET communication error

14 [M-NET power su pRly status

15 |Low-noise made

16 |Occumncy sensor
Outdaor temp

17 | Outoor unit capscity save
15 | Outhet water temp(CAHV)
Outlet water temp(PWFY)
19 |Representative water temp
20 |Room tem,
5y |Room tamp(R/C)
Set temp (auto(single set point))
22 |Set tamp (cool)
25 St tomp (heat)

2
% | =]

Auto Edit

[ enier [ Set Cenfim Gheck setting Save to File.. Load from File Retun

(3) Select the function to be assigned to the remote 1/0. seiaesasns S |
Address m Attribute Ao DoteTine-

Connection Setting [ 1O Port Setiine Remote 10 setti. i

15}
&

/0 AND/OR Status M-NET Address Portho  ~

)
Set tomp (N
22 |Set temp (coN

NOTE:

¢ Although any desired Remote I/O function can be assigned to each [I/O No] for most I/O No., the only
Remote 1/O function that can be assigned to 1/0 No. 19 is Set humidity.

¢ No functions can be assigned to the 1/0 with the following numbers: 65, 96, 97, 98, 99, 100.
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(4) Click the [Auto Edit] button to open the [Number of P
1/0 setting] screen. Use this function to set a number T — T Mol

1 [Air conditioner ON/OFF 1

of Remote 1/O settings all at once.

E1 K1 K1 K1 K1 KA K

Z1 [K1 (1 K1 [ K1 K K1 KN K1 KT K1 KA ER K

< Auto Edit )

Lo 0 = J[ omm ] [owmeme ][ sveore ] [ wmamonne o
y
(5) Enter the number of Remote I/O settings to set in the . s
Count Range 1 %) Contents
[Count] box. Any number that lies within the range -g Zm
shown in the [Range] box can be used. The R —
maximum number of Remote 1/O settings that can be o em i hememaver
o 0-50 1 Humidity sensor
set is listed at the bottom of the screen. The number ER S T
[ 0-50 1 Inket water temp(CAHY)
of Remote 1/O settings to be set cannot exceed this o T e e
maximum number. ! T
6 oso | I {ouvmarersdOAW
o 0-50 1 Outlet water templPWFY)
Click the [Set] button to reflect the changes made to ;“)
. . o 050 | 1 [set temo (autofsingle set point))
the settings shown on the [Number of I/O setting] T
G i G 0 ) [ e J[ s J [ cancel

screen in the [Remote 1/0 setting] tab. = —

Click the [Clear] button to reset all the values in the [Count] column to zero. Then, click the [Set] button to clear all
the settings on the [Remote 1/O setting] tab.

Click the [Cancel] button to close the [Number of 1/O setting] screen without reflecting the changes made to the
settings shown on the [Number of I/O setting] screen.

(6) Once the [Function of Remote 1/0] is configured, the .
input type for the Remote I/O setting set in the [I/O] oy | I — I il M
box appears on the screen. [I] is an input. The sensor i A D -
data for the unit connected to M-NET and the
operating status are monitored periodically by the
AHC. [O] is an output. Operation of the unit
connected to M-NET is controlled by the AHC control
logic.

[ e ] Set J[ cmtm ][ checksetine Save to File. Load from File. Retun
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(7) Once a function is assigned to the remote /O, the sy S |
background color of the [M-NET Address] box i = CW\ Mm& — o
changes to red. Set the M-NET address for the target i i = m—
of the operation and monitor in the [M-NET Address]

box. To set the M-NET address, either enter the
M-NET address directly into the input box, or push the
[ ] button on the side of the [M-NET Address] box
and then select the M-NET address of the relevant
unit from the [Target Address Select] screen that
appears. The [M-NET Address] column will be

grayed out when no address settings are required. ot

aaaaaaa [ Set J[ coem | [ checksetios ][ smvetofie Load from Fik. Retun

The number of selectable M-NET addresses and the EErETS.

range of M-NET addresses differ according to the

selected input data. The maximum number of

- is di 50 {odte i i
selectable M-NET addresses is displayed at the M
bottom of the [Target Address Select] screen. =0 (sl
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For some selected input data, the message "Do you want
to receive directly from the operation of the RC?" may be
displayed when switching to the [Target Address
Screen].

If [Yes] is selected, the input data is acquired from the
remote controller assigned in 3.16.3 Editing the
Connection Setting.

If [No] is selected, the [Target Address screen] appears.

Click the M-NET addresses to acquire the input data for
and click the [OK] button.
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8)

©)

Set the aggregation condition.

Set the aggregation condition only when selecting
multiple M-NET addresses.

a) AND/OR

Select the aggregation condition (AND: match for all
units or OR: match for at least one unit) to output the
acquired data to ALPHA2 when AHC ADAPTER
acquires data from multiple units.

b) Status

Select the condition for AHC ADAPTER to output the
acquired data to ALPHA2.

Use the contents in combination with the AND and
OR conditions.

Select the acquired value for AHC ADAPTER to send
to ALPHA2.

Select the port.
Note that the Port No. will need to be set for some
functions. Set the input and output terminals.

Address a4 Change. Attribute AHC DateTime...

o ]

o]
&

Function of Remote 1/O
[Air conditioner mode

Sle|o|olals|aln|~

B335 8508

e J o [ oom ] [[owimin | [ swore ] [ ammm o

‘AHClnitializeSetting]
Address ks Changs Attrioute AHO DateTime..

Gonnection Seting. | /0 Port Setting | Remote /O setting |

o 0 9 re [ r2 [0 2 = = | = |2 = = 1= |2 1= o | o | | 0 | 0 | 2 |0 o0 | = |
RRBR BB 550 2@R=3 2

Function of Remote 1/0 /O AND/OR Status M-NET Address
[Air conditioner made = [anD [] Heating [~]7.17.46
Free contact output operation 2 36

Auto Edit
[ J[ st J[ ocwwm | [ owmeens ][ smerori ] [ tosmomie e
(NOTE: )
e An error message will appear if two or more /O Maintenance Tool =
numbers have identical settings. If the message
appears, check the settings.
J
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3.17.7 Editing the Remote 1/O setting
(Applicable to AHC ADAPTERS version 2.00 and later AND when DipSW103-3 is set to a
setting other than OFF )
The method for configuring the [Function of Remote 1/0] settings differs for the DipSW103-3 and version of AHC
ADAPTER .

NOTE:

e All settings other than the [Function of Remote /0] settings can be configured in the same way as
described in [3.16.6 Editing the Remote 1/0 setting (Applicable to AHC ADAPTERSs Ver. 2.00 and Later
AND when DipSW103-3 is set to OFF)]

(1

)

Select the [Remote 1/0 setting] tab and then click the
[Edit] button.

The [I/O Setting List] screen appears. Check off the
checkbox of the desired setting item to enable the
setting.

Click the [Set] button to reflect the changes made to
the settings shown on the [I/O Setting List] screen in
the [Remote 1/O setting] tab.

Click the [Clear] button to uncheck all the checkboxes
in the [Check] column. Then, click the [Set] button to
clear all the settings on the [Remote /O setting] tab.

Click the [Cancel] button to close the [I/O Setting
List] screen without reflecting the changes made to
the settings shown on the [I/O Setting List] screen.

Attribute. AHC

/0 Port Settie

/O AND/OR Status.

Check 170
I

Caontents

Air conditioner mode1

Air canditioner mode2
Analog signai

Analog signal?

Brightness sensort
Brightness sensord
Defrost1

Defrost2

Heat source ON/OFF1
Heat source ON/OFF2
Hurmidifier ON/OFF1
Humidifier ON/OFF2
Humidity sensor!

Humidity sensor?

Indoor unit capacity savel
Indoor unit capacity save?
Indaor unit thermo?
Indoor unit thermoZ

Inlet water te mp(CAHY
Inlet water temp{CAHY)Z
Inlet water te mp{PWFYH
Inlet water te mp{ PWFY)2
W=NET communication errar
hW=MET power supply status
Occupancy sensor
Occupancy sensore

Erm—| ——— |

Cancel
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3.17.8 Time Setting and Monitoring

(1

)

Click on [Datetime] button.

The [AHC Date/Time Setting] screen opens and the
present time of PC is displayed.

A click of [Set] button sets the time currently
displayed to a AHC. The time to set up can also be
changed on a screen. Cursor is united with a change
point and a numerical value is inputted.

(e | p—re— -

Load from File. Fetun

AHC Date/Time Setting

mm dd WYY
0] 7 08 / 2014

mm =23

13 : 22

[ Moniter  |[  set

Click on [Monitor] button to acquire the current setting Date/Time and display the results in the [AHC Date/Time

Setting] screen.

Click on [Cancel] button to end the [AHC Date/Time Setting] screen .
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3.17.9 Settings
Apply the edited initial setting data to AHC.

(1

)

(4)

An error message appears if monitoring fails.Below is a list
of possible causes of problems. For details, refer to the
section on Troubleshooting.

* The initial settings are duplicated from Centralized
Controller.

* There are problems with M-NET communications
between devices.

Click on [Set] button.

The progress bar appears. This process may take a

Configuration of the initial settings is complete.

A confirmation screen appears. Click the [Yes] button.

couple of minutes depending on the number of setting
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3
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Yes  |[ Mo

M-NET Maintenance Tool

MNow Setting

Please wait for a moment,
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Address e Change Attribute aHo DatTine.
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Maintenance Tool lﬂ

%4 setting is failed.
&7 Failed in AHC SetMode Setting.




3.17.10 Confirmation of Settings
Check the settings set for the AHC.

(1

)

@)

(4)

An error message appears if monitoring fails.Below is a list
of possible causes of problems. For details, refer to the
section on Troubleshooting.

* The initial settings are duplicated from Centralized
Controller.

* There are problems with M-NET communications
between devices.

Click the [Monitor] button.

A confirmation screen appears. Click the [Yes]

The progress bar appears. This process may take a

Settings configured for the AHCare reflected when
monitoring finishes. Check to make sure that the
setting details shown match those entered

If they do not match, reconfigure the settings that
need to be changed.

couple of minutes depending on the number of setting
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Anctnazesetong S T T —

Gorvestion Setiine VO Pert Sottig

P e ey

Remote L0 setting

DateTine..

J

\'9’! Are you sure you want to monitor the setting of AHC?

M-NET Maintenance Tool

MNow Setting

Please wait for a moment,

Acitisizesetsng W T

1 3 7 [ ekt
2 Nore: =
s [Cr—
‘ MNore ~
5 [Cr—
o B P | | p—r— e
Maintenance Tool 23

T _—_—

pass o] (e v

VO Port Sottig

Remote L0 sattne

DateTine..

J

Maintenance Tool @

|@| Monitor is failed.
@ Failed in I/O Port Setting.




3.17.11 Confirm

Clicking the [Confirm] button will display the [Status Check] screen. Assigning the air conditioner monitoring/operating
function to the Remote I/O of the AHC will require the programming of ALPHA2 and setting of the initial settings of AHC
ADAPTER via the M-NET (on the Remote 1/O setting tab). On the [Status Check] screen, if a function is assigned to the

I/0 No. of ALPHA2 and the AHC ADAPTER can be checked.

(1) Click the [Confirm] button. e A —— ﬁ—l |
ccccccccccccccc 0 Prt st I Remate 10 st
2 MNone -
p (v
e N Er | =
M-NET Maintenance Tool
(2) The progress bar appears. This process may take a
couple of minutes depending on the number of setting Now Monitoring ..
items. To cancel the monitoring process, click the Bl sl for o s,
Cancel button.
(3) The [Status Check] screen appears. StatusCheck
Ioo al AHG ADAPTER -
The availability status list of ALPHA2 and the AHC 1 fwvailable Natfvailable
ADAPTER will appear. The status of each 1/0 No. will 2 fivailable Fuvailable 3
. . . 3 Mot Awvailable Available
appear either as [Available] or [NotAvailable]. If the . Notfvailable NotAvailahle
availability status settings of ALPHA2 and AHC 5 fwvailable Awailable
ADAPTER do not match, the cell will be highlighted in 8 fivailable R
d. Check the setti ALPHA2 and the AHC ! fraleble ualble
red. ec € setlings on an € 8 Mot Available Available
ADAPTER. 9 NotAvailable Mot fwailable
Click the [Close] button to close the [Status Check] 1 firailable fvailable
11 Arailable Mot fvailable
screen. 12 fvailable fvailable
13 Maotfvailable Bvailable
NOTE: 14 Mot Available Mot fwailable
¢ The settings for ALPHA2 and the AHC 18 fivailable fwailable
ADAPTER must match for the function assigned 16 frvailable Motfvailsble
to the Remote I/O to function properly. 17 Frvailable fwailable
18 Motfvailable Bvailable
149 Mot Available Mot fwailable i
Cloze
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An error message appears if monitoring fails.Below is a list of possible causes of problems

¢ The version of the AHC ADAPTER software you are
using does not support this function. This function is
supported by versions 2.10 and later.

e A serial communication error was detected between
ALPHA2 and the AHC ADAPTER. Check the serial cable
connection between ALPHA2 and the AHC ADAPTER.

¢ The initial settings are duplicated from Centralized
Controller.

e There are problems with M-NET communications
between devices.

Maintenance Tool Ié]

I.-"'_' § This unit does not correspond to this function.
&~ This function is compatible with the AHC ADAPTER Ver2.10 or
later.

r -
Maintenance Tool &J

v N Serial communication error is detected between ALPHAZ2 and
&F /HC ADAPTER.
Check the connection.

Maintenance Tool &J

|8| Menitor is failed.
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3.17.12 Check Setting

(1

)

Click the [Check setting] button.

ricnaizesetng T ———T—
Adiress a Change Attriute a0 DateTine
I
Comection Settng | VO Port Settine I Remote VO setting

The [Check setting data] screen appears. The
[Check setting data] screen displays a list that can
be used to check the settings entered for initial setting
items. A bold red frame will display around setting
boxes that are blank to highlight items that have not
yet been configured. Click the [Print] button to enable
a screenshot of the [Check setting data] screen to
be printed out. Click the [Close] button to close the
[Check setting data] screen.

1 RG -
2 = =]
s (Fee =)
. [Cr—
s [ —

Checking the Remote I/O status

RC

10 Port Setting

AHG ADAFTER Ver Model
Wer 2(Flexible] ALZ_14MR_DA
Connection Setting
AttributeName Address

10

ExpandModule

EI

Setting Degital/Analog Mot Use/Use  Function Mame

s} Digital Use Heater error

Ell Digital Use Heater error

DO Digital Use Heater

Remote /0 Setting

10MNa Name o ANDAOR Gontents  M-NET Address  Portho
1 Air conditionsr ONSOFF it RG
2 Air conditioner ONSOFF I
2 Air conditioner mode I RC
4 Air conditioner mode I AND Heating 3745

Print J [ Glose
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3.17.13 Saving the Setting File
Save the edited AHC initial setting data.

(1) Click the [Save to File] button.

(2) The save screen appears. Save the file to any folder.

(3) A save successful screen appears. Click the [OK ]
button.

190

Address e Change

Attribute #Ho DatTine.

Vo Fonstes I oo 0 st ]

L (0 50 T

Save As.

==
)

nize v New folder

(=) Pictures
B videos

8 Computer

- . -
OO < ircTooie » bas <169 ] sarch oo
o

B @
Date modified Type

Noitems match your search

B

Filename: ahclnit 20120213 192403 st

Save as type: | AHC Initialize Sefting File(*set)

5|

~ Hide Folders

@ The AHC Initialize Setting File has been successfully saved.

: ,




3.17.14 Loading the Setting File
Load the edited AHC initial setting data.

(1) Click the [Load from File] button.

(2) The file selection screen appears. Select the setting
file.

(3) A table shows the setting items that will be changed
when the setting file is loaded during online setting. If
the setting items are acceptable, click the [Yes]
button. The settings in the loaded setting file are
applied.

(4) A load successful screen appears. Click the [OK]
button.
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e | I R B RN (T

Open p N
o~ .
)4 = HintTooat » Da < 49| Searc e 5
Organize v New folder = 0 @ ||
2 Name & Date modified Type.
[} ahlnit 20120213 192403.5et 23/M0276PM SETFIe
% Downloads
4 Recent Places.
4 Libraries
18 Computer
&y Local Disk (C:)
s Local Disk (D:)
& Removable Disk |4 oy i ] v
File name: + | [AHCInitialize Setting File("set)
o e — e )

There are differences In the contants af the settings and files.
Load this AHC Initialize Setting File?

Kind Difference Now Setting File Setting
Sensar Setting Count s not equal. |Count = 20 Count =22
Oeration Setting Operation Setting is not equal. | Sstting = 80, Direct control operationt , =, DO 04 Setting = 80

|

@ The AHC Initialize Setting File was loaded successfully.
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3.17.15 Monitoring of AHC
Open the AHC Status Monitor screen

(1) From the [Option] menu bar, select [AHC] > [AHC [ i v (vers soasss ) - conazascoriter 03050251 [N

Status Monitor]. @»

30

20 Display Mode ]

unc Log || Optional Set || Operation

7 8 9

o DIDO/AV/PL C I Individual Monitor

10(|  Compressor operating time monitor » ) [ Address ErrorCode

Attribute

perate status el

- O T T
B

0

T G St ot
p

70

—

ich/ Pair

80 [
90

] Qn/Off
Mode

100 [

Intake

110 [

Set

Connecting Information

120 [

130 [

140 [

150 [
160 [

170 [

180 [

190 [

200 [

210 [

220
230

240 [

250

10/2/2014 16:10:37

(2) The [Address Change] screen appears. Enter the T

M-NET address of the AHC to be initialized and then
click the [OK] .

Address sos Lalla s
o ol -

Attribute AHC L.
Ok l l Cancel l

(3) The progress bar appears. This process may take a

M-NET Maintenance Tool

couple of minutes depending on the number of setting
items.

Mow Monitoring ..

Please wait for a moment.
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3.17.15 Monitoring of AHC
On the AHC List screen, the status of input and output ports of each Advanced HVYAC CONTROLLER (AHC) can be
monitored.
Click [Monitor/Operation] in the menu bar, and then click [AHC List] to access the AHC List screen.
The port names and their status of each AHC will appear.

AHC address Group No
Attribute AHC
m Output
|nput status T TJPort  Name Value Port  Name Value
DIO1 | Heater error OFF DOO01  Heater OFF
DIO2 Heater 1 error OFF D002 | Dehumidifier OFF
DIO3 Heater 2 error OFF D003 | Fan for humidifier OFF
DI04 Humidifier error OFF DO04 | Light OFF \
DIOS Fan error (Heater) OFF DO0S ey outpul
DIO6 Externalumterior OFF DO06 Ethyerna[\pur[\it gi; OUtpUt Status
DIO7 | Fan error (Humidifier) OFF
DIO8 Pump interlock OFF
EI01 Heater error OFF
EI02 Humidifier error OFF
EIO3 Fan error (Heater) OFF
EI04 External unit error OFF
Monitor —r~
I Monitor I I| Status of related devices | I IF’rml(preview) I Return JI’T_ Return
Status of related equipment Print(preview)
Item Description
AHC address The address of the connected AHC will appear.
Group No The Group No. set for the AHC will appear.
Monitor Click on [Monitor] button to acquire the current AHC Status and display the results in the
[AHC Status Monitor] screen.
Input status [Input port code * + Input port name + Input status] will appear.

* DI1-DI15 (Digital input), EI1-EI4 (Extended digital input), AlI1-Al8 (Analog input)
Note: The status of the unused ports will not appear.
Note: If a communication error occurs with AHC, no port information will appear.

Output status [Output port code * + Output port name + Output status] will appear.

* DO1-DO9 (Digital output), EO1-EO4 (Extended digital output), AO1-AO2 (Analog output)
Note: The status of the unused ports will not appear.

Note: If a communication error occurs with AHC, no port information will appear.

Status of related Click to display the status of the equipment that are used to control the equipments that are
equipment connected to the AHC.

Status of related equipment

Return

Print(preview) A screenshot of the [AHC Status Monitor] screen can be printed out.
Return Press the Return button to close the [AHC Status Monitor] screen and return to the [Main]
screen.
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4 Off-Line Monitor Operating Method

4.1 Off-Line Monitor Screen Transfer
Title Screen

Operation Monitor

i s i ()

T or_ o O et
B QB e
i o e o0 A TR

[T TG T T8 106 770 7 TP At Surtmgurt|

on 2013090 115035 971072013 1150 11530 9/10/z013 150

05 PURY AP2R0CSH-£ Nt 52 Wr200201

(it | Cpn i [Fo | FA L1 LEVE

I e Y
ST ]
Lo e
=
X o Lo
[ Ot Amabvze o8> | [ . Masenance foo  ver 500881 ) - i Converter il —————— i — |
ST e
= e ey 5 13
[ =] e ——
—T S e o et ot o] I~ o 1+ 2 35 « 5 ¢ 5 s
[5120190910.114049 3/10/2012 118816 rest Weaena duo_ 1234 tofc e e (e e (e )e oo )e 24 ErorCode.
5120190910.115420 9/10/2013 116447 est Wearena o 42 FAERERER NN RN R RN I
2 e p
80 @ [ 8
s - :
%0 o J.cs oo OFF
9 o OFF
100 Ro [ Ro | Ao | Ro | RC | RS | Re | Re [ Re W
110 (RG] RS Ao (Ao J(RC J(RC. G #C (RO 2 -~
120 [1RG. [ AG. ) AG | RC. | RGJ[RC. RS | RG Connacting Information
B oo e e e
e Fon e ol -
10 X T T : 2 T T
BESEREREAEAE
= T T T T 71
SR B E| B E S E
‘v : -
20 « " 1
[xom [ @ | @2 | CE3 Ll ® 25 — |

(System info. data monitor ; ;
: (System information screen)
Data list screen)
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4.2 Function Chart

4.2.1 Operation Monitor

Off-Line Analizing [Refer to 4.3.1]

Monitors and prints about unit data and the refrigerant circuit diagram saved in On-Line “3.8 Operation Monitor”.

Check Mail [Refer to 4.3.2]

Extracts the operation monitoring data being mail-transferred by the remote monitor mode from the mail server.

4.2.2 System Information Monitor

Off-Line Analyzing [Refer to 4.4.1]

Monitors and prints about unit data saved in On-Line “3.4 Main Screen”.

4.2.3 Monitoring of Pre-error Data

Off-Line Analizing [Refer to 4.5.1]
Monitors and prints about unit data saved in On-Line “3.11.1.2 Monitoring of Pre-error data”.

4.2.4 Compressor operating data monitor

Off-Line Analizing [Refer to 4.6.1]

Monitors and prints about unit data saved in On-Line “3.16 Compressor operating data monitor”.
4.2.5 Function common for each screen (Filing operation)

Delete Data [Refer to 4.7.1]

The offline data selected can be deleted.

Export [Refer to 4.7.2]

Allows to output the off-line data selected on the screen as a separate file from the database.

Import [Refer to 4.7.3]

Allows to take the off-line data being output as a file by Export into the database.

Text Convert [Refer to 4.7.4]
Allows to output the off-line data being displayed on the screen as a file in Text format from the database.
The system information data can not be converted. The Pre-error data can be converted in text on
Offline Analysis Screen.

Monitor Data information edit ----- [Refer to 4.7.5]
Allows to edit the name of Monitor Data or other relevant information.

Right-clicking menu ------------------ [Refer to 4.7.6]

The items that can be set are same as that of the function button on the screen listing each data.

Malfunction Log Data ---------------- [Refer to 4.7.7]
Allows to open The folder of data file by the Explorer.

4.2.5 Offline Analyze on Wide area access mode

Off-Line Analyzing [Refer to 4.8.1]

Allows to edit the monitored name.
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4.2.6 Offline Analyze on Initial settings of AHC

Off-Line Analyzing [Refer to 4.9.1]
Allows to edit the the initial AHC settings.
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- Changing the name of monitor data
You may change the monitor data name on the screen of the data list.
- Right-clicking menu
Clicking the right button of the mouse on the [Monitor data] desired to be operated displays
the pop-up menu. Using the pop-up menu facilitates your operation.
- Malfunction Log Data
The folder where the CSV file (Malfunction Log etc.) is stored can be displayed.
- The offline mode includes 2 types, the [normal mode] and [wide area access mode].
Although the functions of both modes are almost same, however, under the [wide area access mode],
the following functions are provided additionally.
1) Display of monitored name objective for data collection
The [AREA name], [Customer] and [Air conditioning system name] are shown for each data obtained.
2) Display of extracted data
By selecting [AREA name] and [Customer name], the relevant data only can be displayed.
NOTE: Both the data obtained by online under normal mode and that under wide area access mode can
be displayed commonly under both offline modes.
- Connecting to P/M series
In case of connection using USB / Serial conversion cable, the applicable items are following.
+ Operation monitor[Refer to 4.2.1]
+ Function common for each screen (Filing operation)[Refer to 4.2.4]
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4.3 Operation Monitor

* Items Performed Here

- Monitors and prints about the System Information and the Operating Data of units saved using the on-line monitor.

4.3.1 Off-Line Analyzing

i Lot Lpdated = Commet

(1) Click on -

i - 2/10/2013 11:52 -—-> 1152 9/10/2013 11:5336
Operatlon Monitor Porerers ortss GEXL ES3L T T Y ]

(2) Click on [Monitor Dp” _..~u w De monitored.

owzoraoeto s o103 1150 o> 1150 o/i0/aots 1ot
H Offline Analyze
(3) Click on e,

NOTE:

This covers the operation with the menu of the
right-clicking of the mouse.

]

[ o | @ | @ | [ @ | Ngetn [ Lo | [ [ R |
(Refer to 4.6.5 Right-clicking menu.).
/ (h)
[ L4 =l=
(4) Operation Status Monitor Screen ‘M% — =
(a) Clickonthe |4 <0 B Mouttons to display data D et o W‘//
from one minute before or one minute after. T e /;gfm
This feature is supported in the "Operation Data" e s e 7 e e T e
screen 0n|y_ TS BN Zisia s 51k S Ui (517 SVTs 59 UEToNoFE
B o
(b) "Menu Bar” et
The menu bar displays [Return], [Print],
[Time-Searching], [Option].
- Click on [Return] to end the Operation Status
Monitor Screen. [Refer to (c)]
i Operation Status Monitor (Trend) ~
Click on [Print] and then selec.t Prlnt. from the sub-menu. Retn Tine Search [T View Option Wi
The hard copy of the screen will be printed from the connected '

! SR S AN
4 | B
E|a|% % ! Copy to Clipboard

printer.

- Click on [Time-Searching] and the Time Searching Screen
will appear.
Enter the [Date] and [Time]. —Laie
(When entering the time, refer to the monitor data time.)
Once the time has been entered, click on

Time Searching

Time

.
The entered data will appear.If no time data has been
entered & Dearchl Cancel l
data for the nearest time will appear. N ,)

NOTE:

Set the data/time to be entered to the time presented within the monitor data.
Setting to the time outside of the monitor time may cause to disable the search function.

(c) Click on [Return] on the menu bar to end the Operation Status Monitor Screen.
The screen returns to the data list screen of Operation Monitor.
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4.3.2 Check mail
*Mail Server Setting

In order to provide mail checking to the operation data mail-messaged s Offline Analyze
from Centralized Controller by utilizing Mail communication mode File  Edit View  Help B
under online mode, the setting is required relating to the connection of
the objective mail server.

(a) Clicking on the sub-menu “Mail server setting” of “Setting” on the menu bar displays Mail server setting

screen.

[

(b) For lan connection, click on “LAN,” set the items relating to mail servers, and click on

Set

ltems 1o be set s serversexcng —— R

- Popserver :lp address of mail servers for receiving % LA  Dialup Network
- Username :User name for mail receiving Conmection Name
- Password :Password for mail receiving For G504 [

(c) For diaplup connection, click on "Dialup Network,” set the items

Dialup UseName |99999

Dialup Password |NW

relating to dialup and mail servers,and click on L s

POP Server |123 112301

POP Username |gEOa

Items to be set
- Connection name:dialup connection name (requires to set the
information on the provider to be connected by [dialup
connection] from [control panel])
- Dialup user name:user name for dialup connection
- Dialup password :password for dialup connection

POP Password | *******
0 min{0:Manual )

Set |

POP Receive Interval

Cancel

- POP Server :IP address of mail servers for receiving
- User Name :User name for mail receiving
- Password :Password for mail receiving

* When there are many amounts of data, this several hours case is in update of monitor data.
We recommend you to set up so that interval time may be inputted into "POP Receive Interval”
of "Mail Server Setting" and a mail check may be carried out periodically.

(A mail check is automatically performed at the set-up interval.)

L Offline Analyze. =

e g3 Setne Ve Opten Hep

Monite Data

Montr Date
9/10/2013 11153 === 1183
9/10/2013 11:52 === 1152
9/10/2013 1151 > 1151
9/10/2018 1161 - 1161
9/10/2013 1150 -—> 11:50

Lost Undaed Fecards
8/10/2013 115423
9/10/2013 115335
9/10/2013 115225
/1072003 118134
9/10/2013 115057

(1) Click on to display the data list screen of

Operation Monitor.

M 20130910.115955
(o 20130212 072248
oM 2mZi2iE 0448
o 20120815 108110
(o 2013091015036

(2) Click on
Initiates the checking of the operation monitor data mail
for the mail server, and storing of the acquired data.
During the data transfering and storing, the progress rate
will be displayed.

Check Mail |,

5|

[ | el =

(3) After completing of data tranffer and storing, the numbers ‘xm[@—mlw
of received mail will be displayed. ‘\
(The numbers of the received mail counted here have
no relation with the numbers displayed on the monitor data.)
Clickingon |f iturns to the data list screen of Operation Monitor. UpdamgMO:;;ldmmw
*The capacity to store the data obtained by the maintenance tool counts for
2G-bite maximum. When the remaining storage capacity is getting insufficient during data reception by mail, Warning
Screen will appear. In this case, suspend the mail checking, and delete unnecessary data on Offline Screen to keep a
proper capacity.
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4.4 System Information

4.4.1 Off-Line Analyzing e

......

uuuuuuuu

(1) Click on [ Systeminfo_Jto display the data list screen of (

System Information.

(2) Click on [Monitor Data] desired to monitor.

(3) Click on MI

- The System Information Screen of Off-Line Lo [or [
displays all connection information memorized by
the connected Centralized Controller.
(3)

| immmmmanggulcol ( Ver 5.008eta1 ) - MN Converter | S

This covers the operation with the menu of the

A

NOTE: <@@g

=1 E=11S

right-clicking of the mouse. p= &

55|~

Individual Monitor ‘l\

24 ErrorCode

(Refer to 4.6.5 Right-clicking menu.) | i

8|ls(5|s |5 (6|

A olo]o]o o] -

(4) Click on the address [Button] of the attributes to be

ic

o1
2
B
[
OFF
OFF

00

displayed and the [Unit Information Display Column] T} = &=

S

[
Gonnecting Information

3(833| |2 \

38|3833| |8
3| 333

oroee

is shown in the same way as when on-line. ) = Bt
The [Function Selection Buttons] cannot be used. A\

190 J

200 il J y Al

(5) "Menu Bar” 125N e
[Return] and [Print] are displayed on the menu bar.

FaFEEE=E

2011547278 2317

- Click on [Return] to end the system information. [Refer to (6)]

- Click on [Print] and then select “Hard Copy” from the sub-menu.

The hard copy of the screen will be printed out from the connected printer.

(6) Click on [Return] on the menu bar to end system information.
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4.5 Monitoring of Pre-error Data

4.5.1 Off-Line Analyzing e S|

S8 9/10/2M3 116740
1156 |9/10/2013 115712 1

(1) Clic[__PreEnar_| to display the data list screen of (e o

Pre-error.

(2) Click on [Monitor Data] desired to monitor.

(3) CI|Ck on  Offine Analyze |

NOTE:
This covers the operation with the menu of the ‘xm Gl o= J(ﬁm" a Py

right-clicking of the mouse.
(Refer to 4.6.6 Right-clicking menu.)

(4) On the Pre-error Data screen, the operation status data & —— —
immediately before generating error will be displayed in —— B & 7
a unit of minute. T
Each figure on the upper column indicates a number of = = = = =
minute before generating an error respectively.
The change of the display content is performed with g 200
Up/down, left/right scroll bar. o o o & o
The number of displayed items and that of the stored
data (per minute) differ depending on the selected item. ® = =
— -
=
(5) "Menu Bar’ Outdoor Unit
[Return], [Text convert] of [file] and [Help] are é = N —_—
displayed on the menu bar. 5 a0t v e oz o024 200
- Click on [Return] to end the Monitor before error * = = = |

occurred screen.[Refer to (6)]

- Clicking [Text convert] of [file] prepares a text file of
the Before error occurred data being displayed.

- Click on [Help] and an explanation “Terminology” and
“Operation Method” will be displayed.
[Refer to 3.7 Connecting Information 3.7.2 (2)”Menu e

Bar”] Indoor Unit

Click on [Return] on the menu bar to end the data list screen of Pre-error Data.
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4.6 Compressor operating data monitor

4.6.1 Off-Line Analyzing

(1) Click [View] of the menubar on the [Off-Line Main] screen,
and click [Compressor operating data monitor] of the —— Sl e G ENIIIES

Malfunction Log Data ‘
submenu.

[Compressor operating data monitor list] screen is displayed.
AN

B

(2) When the line of data that wants to confirm the monitor [compressoraperating data mntor st
PC_Daterarm=Tire Comment
result is clicked from [Compressor operating data
monitor list] screen, and [Display] button is clicked, m
i i i 6/18/2019 11:1120
the monitor result is displayed on [Compressor ar1e/a0m0 111120
i H 6/7/2019 15:42.00
operating data mor1|t0r| screen. e
6/7/2018 13:26:06
/ 2018 10.03:30
When the line of data clicked from the list screen, SRR

and [Delete] button is clicked, the selected data is
deleted.

When [Exit] button is clicked,
it returns to [Off-Line Main] screen.

(3) To close [Compressor operating data monitor] screen,
[Close] button is clicked.
It returns to [Compressor operating data monitor list] screen.

NOTE: ==

When the units with only one or two compressor,
the compressor operating time and startup monitor that
doesn't exist is displayed as "-".
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4.7 Function common for each screen
(Filing operation)

* Clicking the button of "Monitor Data", "Monitor Date", "Last Updated" and "Others" at the upper

column allows to sort the displayed data.

* The right-clicking operation of the mouse covers the operation of each file also. For detail, refer to the item

4.6.5 Right-clicking menu.

4.7.1 Delete Data

r——»(

(1) Clicking either [__Moniior br

to display Data list screen containing the file desired
to edit.
(2) Click on [Monitor Data] desired to delete.

(3) Clickon |_ose_| \

Then the screen to confirm the selected monitor data will

appear. __
Clicking on _Peletes the data.

Clicking on No feturns to Data list screen.

aaaaaaaaaaa

mmmmmmmmmmmm

mmmmmmm

(

2

<l
=D

o] (=]

~=] [

l

NOTE:

Selecting monitor data collectively enables to execute batch deletion.
This operation may be performed in the similar way of the file selection of Windows explorer (shift,ctrl).

4.7.2 Export

(1) Clicking either L_Memier | o [[Sstemiife | o gisplay
Data list screen containing the file desired to edit.

BEx)

<

C

(2) Click on [Monitor Data] desired to output.

(3) Click on Ll

PP ey o]
P o

(4) The "Export" screen is displayed. Enter [Destination
folder] and [Destination file name], and then select
[Run]. The data is exported to the specified destination
folder.

NOTE:
The extension of the exported file is .MTDZ
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(5) When one day or more of operation data is selected,
you must select the data interval. Select the [Data
interval] to export, and then select [Run]. Select
[Excute batch Output] to export all of the data.

/NOTE: )

When you click [Run], an export file for each
selected data interval is individually output. The
extension of the exported file is .MTDZ.

When you click [Excute batch Output], the data
for all of the data intervals is output in a single file.
The extension of the exported file is .MTPZ.

o J

4.7.3 Import

(1) Clicking either [__Monitor _br [ Systeminio_|
to display Data list screen containing the file desired
to edit.

[export

Source data - 06C12-713_20130826_ 182617 |

\ Record number . 7242 |
| Destination fokler

C ¥hintToolNet7TEA¥Data -Elume I

Dectination fils name
| OM20145112_189101

After selecting the desired output data,
please press the button.

o

Lost Updated Fecards

on

9/10/2013 1152 > 1182 9/10/2013 11533 1

M

o z01z1216 01489 9/10/2013 1151 > 1181 9/10/2013 115225

10
1234

0120815 105110

(2) Click on L

The screen to read a file will be displayed.
Set the reading folder, input the file name and click on

[om | N

(3) A progress bar is displayed while importing. Click [Stop] to
stop the import process.

<]

o1 2012091011503 9/10/2013 1150 —> 1150 9/10/2013 115057

v
51 s/n0/matistas 1 et
i

2.

Xl D | e oz |

(= Jo==)(5= ]

NOTE:
Files with the following file extensions can be imported.
- Monitor file *.MTDZ,MTDX,MTPZ
- Compressed data *.zip
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B About the operation data collection function
Some outdoor units are equipped with functions of collecting and recording the unit operation data in the flash
memory on the control board. The data recorded in the flash memory can be saved in the USB memory stick and
checked from the Maintenance Tool.

B About the data saved in the USB memory stick
In the USB memory stick, a folder MNT*** is created, and three files (data*x*.MT, inftkx MT, and etc*x*.MT) are
saved in the folder.
*¥% is a serial number from 000 to 100.

O

MNT**¥ data***.MT

— [

inf*** MT

— [

etc*** MT

M About checking the data
The data saved in the USB memory stick can be checked by importing one of the three files (data*x*.MT,
inffx+ MT, and etc*** MT) on the Maintenance Tool to add new data on the offline analysis screen. The file with
the cumulative compressor operation time, error history, and outdoor unit dip switch setting data can be output.
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4.7.4 Text Convert

(1) Clicking o display Data list screen
containing the file desired to edit.
(Text conversion can also be adapted to the Pre-error
data. For the converting method, refer to 4.5.1(5).) /

(2) Click on [Monitor Data] desired to convert into text
format.

(3) Clle on Text Convert .

The screen to confirm the selected monitor data.
Clicking on | provides text conversion
processing and then a file name will be displayed.
[Refer to 5.4 Text Convert Data]

) Check st

In the case of Operation Monitor, clicking e §|;plays Data Transfer Screen prompting you to select the
object and method of the conversion.

(a) Click on [units].
Set the [Sampling Time] between 1-min and 10-min. \f:”
(b) Click on Trans

oi051)
0sl052)

”Converting! Please wait for a moment.” Will be appeared, then

a file name will be displayed. \

Start Date Time
2009/03/12
13:03:41

T >
[Refer to 5.4 Text Convert Data] ><:
/ — -
I .mns
(c) Clickon amee o transfer the data of all units.  —— >
L Feun

P e —

(001)

7 N\

\"4

\4

(d) Click on Retum to end the Data Transfer Screen.

* During processing operation, the progress ratio will be displayed.

NOTE:
You can convert multiple files to text file at the same time by selecting multiple [Monitor data] and then
clicking [Text Convert].
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a5l Offline Analyze

4.7.5 Monitor Data information edit

- Changing the name of monitor data
Clicking the Edit of the menu bar while focussing the

monitor data name on the Monitor Data of which name ettt

is desired to be changed on the Screen listing each data Menttor Dota SLAOIEVING.I 024

will display the editing screen. Moritor Date 12/30/1898 00:00 —> 0000

On this screen, the name of Monitor Data or other —— N —

relevant information can be edited. ‘ — FWMW&W m

. Customer _ [326 =

System [7F-3 vl
Comment

4.7.6 Right-clicking menu

5 Offline Analyze

File Edit Setting

- Right-clicking menu
Clicking the right button of the mouse on [Monitor data] I = ——
displays the pop-up menu as shown on the right screen.
The items that can be set are same as that of the
function button on the screen listing each data.

Monitor Data a Monitor Date Last Lipdated
MN20110502 222056 2011/05/02 22:20 —-> 22:20 011/05/02 22:21
| MN20110502. 215529 12011/05/02 2155 -

< Z155 |20M,"6/02 2155
MM20110502 193717 |2011/05/02 10374 Dfﬂ_ine {ln__a!g_Zg_

(Some function is unable to operate partially.) MN20110502_ 104029 2011/05/02 104 Export Thoas

. . . . MN20110502 103512 2011/05/02 1036\ Delete 038
Use them in accordance with your applications. ST 2010707715 0603 =

4.7.7 Malfunction Log Data
¢, Offline Analyze
Click [View] of the menubar on the [Off-Line Main] Fle edt setting [REl Heb
screen, | Wide Area Information
and click [Malfunction Log Data] of the submenu. i [ Compressor operation time monitor...
The folder of data file is displayed by the Explorer. [—q
Monitor Data Lp
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4.8 Offline Analyze on Wide area access mode

4.8.1 Off-Line Analyzing

The function of the offline mode is mostly equals that of the normal mode, however, the following function is provided
additionally.

1) Display of monitored name objective for data collection. 2 o lelel 5 J
- The [AREA name], [Customer name] and [Air
conditioning

system name] are shown for each data obtained. D,
12005/08/06 0945 — 094 | 2000/08/07 o

- Setting the cursor to the data provides the pop-up
display I
of the [AREA name], [Customer name] and
[Air conditioning system name] of the data.

In order not to show the POP-UP display, click the View
of

the menu bar and remove the check mark of the

[Show Wide Area Info.] on the sub-menu.

& Offline Analyze

Wox File Edit Setting

T o ——
Wide Area Information

—_———
Compressor operation time monitor..

Malfunction Log Data

2) Display of extracted data.
- By selecting [AREA name] and [Customer name],
the relevant data only can be displayed.

o

As the other function and operation are same as that under the normal mode, please refer to Chapters 4.3~4.6.

NOTE:
Both the data obtained by online under normal mode and that under wide area access mode can be displayed
commonly under both offline modes.

208



4.9 Offline Analyze on Initial settings of AHC

4.9.1 Off-Line Analyzing
Initialize AHC settings in OFFLINE mode.

(1) From the [Option] menu bar, select [AHC Initialize ==
Setting] on the submenu.
[ Xo | Do | @2 | [ B | Mg | o | [ Lon |[Doms] | B
(2) The [AHC Initializing Setting] screen opens. s ]
Comaen St o ot seine I Remae 0 s

'

:

s 5 )

it [rere ]

s

Check settne H Save o File. Load from File. Retun

(38) The radio buttons can be used to toggle settings on the [Remote I/O setting] tab. Select [Ver.2 (Flexible)] to edit
settings for an AHC ADAPTER that is Ver. 2.00 or later AND when DipSW103-3 is set to OFF. Otherwise, select
[Ver.1 (Fixed)].The steps to follow to configure settings are the same as in ONLINE mode. Refer to [3.16.2 Initial
Settings of AHC] for further details.

e
et (R
YO Port Setie. note 10 st | I /O part Setting. Renote U0 settine
o Rorore 10 Vo mwoR s ey e - o Forconof Rerate /0 Vo A0oR s T Aga T
:
s
.
5
.
:
.
.
0
i
i
s
< > I
s
0
i
0
i
)
o
2
o
u
5
o et
e (oS [Lifonie e i) (i) (i i

NOTE:
« Configuring the initial settings of AHC and creating a settings file using [Save to file] in advance in OFFLINE
mode will enable settings to be configured more smoothly on-site.
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[ 5 File Names

5.1 System Information Data

When the system information data saved in the database in "3.4 Main Screen (2)" is exported in "4.6.2 Export",

exported data is saved in
C:¥MntTooINETED¥DATA. (Default setting. Can be changed.)
The exported file is a compressed archive with the file extension MTDZ.

- The following is an explanation of the file name
SI_20040315_181026. MTDZ

_r—> Extension
» Monitor Time*1} Default
» Fixed (SI) Changeable to any desired name.

5.2 Operating Status Monitor Data

When the operation status monitor data saved in the database automatically in "3.8 Operation Monitor" is

exported in "4.6.2 Export", exported data is saved in
C:¥MntTooINETED¥DATA. (Default setting. Can be changed.)
The exported file is a compressed archive with the file extension MTDZ or MTPZ.

- The following is an explanation of the file name(Operating Status Monitor Data has been automatically stored at

the on-line monitoring.)

OM_20040315_181026. MTDZ

—l_—> Extension
» Monitor Time*1} Default
» Fixed (OM) Changeable to any desired name.

*1 Monitor Time
Monitor starting time : YYYYMMDD_hhmmss format
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5.3 Pre-error Data

When the pre-error data saved in the database in “3.11.1.2 Monitoring of Pre-error Data” is exported in “4.7.2
Export’, exported data is saved in

C:¥MntToolNETEA¥Data. (Default setting. Can be changed.)

The exported file is a compressed archive with the file extension MTDZ.

- The following is an explanation of the file name(Pre-error Data has been automatically stored at the on-line

monitoring.)
PE_20040315_181026.MTDZ
T » Extension
> MonitorTime*1} Default
» Fixed (PE) Changeable to any desired name.

*1 Monitor Time
Monitor starting time : YYYYMMDD_hhmmss format

5.4 Text Convert Data

The data saved in Section “4.7.4 Text Convert’ is stored in
C:¥MntTooINETEA¥Data

- The following is an explanation of the file name
OM_20040315_181026_(001).CSV

_| L—» Extension

Serial No. (001-999)
Monitor Time*1
Fixed (OM) or (PE) or (ML)

Default
Able to set at Text Convert freely.

vy

*1 Monitor Time
Monitor starting time : YYYYMMDD_hhmmss format

* For the data obtained before Ver4.04 via MN Converter, “MN”-“PC host name” will be displayed at the former part
of the data.
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5.5 Compressor Operating Data

The data saved in Section "3.16 Compressor operating data monitor" is stored in
C:¥MntTooINETED¥Data

- The following is an explanation of the file name

CT_20061003101029.txt
—_— -

» Extension
> Monitor Time*1

Fixed CT

*1 Monitor Time

Monitor time : YYYYMMDD_hhmmss format

212



5.6 Remote error notification report log Data

The data saved in Section "3.13.5.3 Saving the Report log in CSV format” is stored in
C:¥MntTooINETED¥Data

- The following is an explanation of the file name

RE_20070214_120559_001.CSV

| T Extension

Serial No. (001-999)
Monitor Time*1
Fixed RE

vy

*1 Monitor Time
Monitor time : YYYYMMDD_hhmmss format

5.7 DIDO Controller Monitor Data

The data saved in Section "3.14.1 Setting and Monitoring DIDO Controllers (66DC)” is stored in
C:¥MntTooINETED¥Data

- The following is an explanation of the file name

(1) Monitoring input/output status on DIDO Controllers (66DC) (Section “3.14.1.2” )
DCCV_20070214_120559.CSV

L—» Extension

Monitor Time*1

Fixed

vy

(2) Monitoring Dip switch setting of DIDO Controllers (Section “3.14.1.4” )

DCDS_20070214_120559.CSV
—» Extension
» Monitor Time*1

> Fixed

*1 Monitor Time
Monitor time: YYYYMMDD_hhmmss format

5.8 Al Controller Monitor Data

The data saved in Section "3.14.2 Setting and Monitoring Al Controllers (63MC)” is stored in
C:¥MntTooINETED¥Data

- The following is an explanation of the file name

(1) Monitoring measurement value on Al Controllers (63MC) (Section “3.14.2.1”)

MCTCV_20070214_120559.CSV
> Extension
—® Monitor Time*1

» Fixed
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(2) Monitoring Dip switch setting of Al Controllers (Section “3.14.2.3” )

MCTDS_ 20070214 _120559.CSV
Ly Extension

— Monitor Time*1

» Fixed

(3) Monitoring of the correction value for Pt100 detection (Section “3.14.2.4” )
MCTPT_20070214_120559.CSV

L Extension
— > Monitor Time*1

» Fixed

(4) Measured value history (Section “3.14.2.5” )

MCTVH_20070214_120559.CSV
9> Extension

— Monitor Time*1

» Fixed

(5) Out-of-limit alarm history (Section “3.14.2.6” )
MCTAH_20070214_120559.CSV
> Extension

— Monitor Time*1

» Fixed

(6) Measurement category setting history (Section “3.14.2.7")
MCTSH_20070214_120559.CSV

L,  Extension

Monitor Time*1
Fixed

vy

*1 Monitor Time
Monitor time: YYYYMMDD_hhmmss format

5.9 Pl Controller Monitor Data
The data saved in Section "3.14. Monitoring Pl Controllers (60MC)” is stored in

C:¥MntTooINETED¥Data
- The following is an explanation of the file name

(1) PI Controller (60MC) measurement value Monitor (current value) (Section “3.14.3.1”)

MCPCV_20070214_120559.CSV
Ly Extension

—» Monitor Time*1

» Fixed

(2) PI Controller (60MC) measurement value Monitor (cumulative value) (Section “3.14.3.2” )

MCPED_20070214_120559.CSV
L Extension

— Monitor Time*1

» Fixed

214



(3) PI Controller (60MC) measurement value Monitor (settlement date) (Section “3.14.3.3")

MCPCD_20070214_120559.CSV
9> Extension
— Monitor Time*1

» Fixed

(4) Charge time zone setting monitor (Section “3.14.3.5”)
MCPCT_20070214_120559.CSV
Ly Extension
— > Monitor Time*1
» Fixed

(5) Monitoring Dip switch setting of Pl Controllers (Section “3.14.3.6” )
MCPDS_20070214_120559.CSV
Ly Extension
- Monitor Time*1
» Fixed

(6) Power failure/restoration history (Section “3.14.3.7” )
MCPPH_20070214_120559.CSV
. Extension

L » Monitor Time*1
» Fixed

(7) Pulse unit (weight) change history (Section “3.14.3.8” )
MCPWH_20070214_120559.CSV
D Extension
— Monitor Time*1

» Fixed

*1 Monitor Time
Monitor time: YYYYMMDD_hhmmss format

5.10 DIDO/AI Controller interlock control Data

The data saved in Section "3.14.4 Interlock control settings on DIDO Controllers (66DC)”
and "3.14.5 Interlock control settings on Al Controllers (63MC)’ is stored in
C:¥MntTooINETED¥Data

- The following is an explanation of the file name

(1) Saving the interlock control settings on DIDO Controllers (66DC) in CSV format (Section “3.14.4.4” )

DCIL_20070214_120559.CSV

L—» Extension
Monitor Time*1
Fixed

vy

(2) Saving the interlock control settings on Al Controllers (63MC) in CSV format (Section “3.14.5.4”)
MCTIL_20070214_120559.CSV

—» Extension

Monitor Time*1

Fixed

[
L
[
»
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(3) DIDO controler interlock operation history (Section “3.14.4.5” )
DCIH_20070214_120559.CSV
L—» Extension
» Monitor Time*1
» Fixed

(4) Al Controller interlock operation history(Section “3.14.5.5” )
MCTIH_20070214_120559.CSV

L» Extension

—» Monitor Time*1
» Fixed

*1 Monitor Time
Monitor time: YYYYMMDD_hhmmss format
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6

Troubleshooting

Trouble When Installing or Starting

Trouble

Cause

Repair

Cannot install.

Install CD-ROM not properly positioned.

Properly position Install CD-ROM.

A local disk (It's C-Drive) is setting a
compression option.

Release compression option of a local disk,
and install the Maintenance Tool again.

Cannot start application.

Insufficient memory.

End other applications.

OS is not an English version.

Regional options setup, changing into
English area form. Or after changing date
separator into [/], time separator into [:], and
a decimal point mark is changed into [.], it
tries. (Refer to 1.2.1 *1)

A local disk (It's C-Drive) is setting a
compression option.

Release compression option of a local disk,
and install the Maintenance Tool again.

The message of "Can’t Connect to
Centralized Controller” is displayed at on-line
starting.

The IP address of Centralized Controller
or
PC is incorrect.

Input the correct address.

LAN cable is not connected.

Connect securely LAN cable between
Centralized Controller/HUB/PC.

The message of "Maintenance Tool can’t
connect to old version G-50A! Use G-50A
upper version2.40!” is displayed at the
on-line starting.

The S/W version of G-50A is older than
Ver2.40.

The Maintenance Tool can not be connected

to the older version of G-50A than Ver2.40.

Use the new version G-50A.
(Recommended Ver2.50 or more )

To use the E-mail connection mode, the

version of G-50A should be above 2.60.

The message “M-Net interface board not
connected” appears.

-RS-232C cable and MN converter are
not connected.

-A straight type RS-232C cable is being
used.

A cross type RS-232C cable is being
used. Make sure MN converter and PC
are properly connected.

(Refer to Operator's Manual for the MN
converter.)

MN converter is not turned on.

Connect the MN converter and the air
conditioning unit to the M-Net
transmission line.

(Refer to the Operator's Manual for the
MN Converter)

A message of " Monitor data size is very
large!! Please, delete old monitor data!!" is
displayed at starting.

The memory capacity to store data is
insufficient.

Move to Offline Screen, and delete
unnecessary data.

A message of " Maintenance Tool can’t
connect to this Centralized Controller!
Because, this Centralized Controller is not
licensed!!" is displayed at starting under the
online mode.

The license registration has not been don
e for Centralized Controller.

Purchase the license No., and register th
e license for Centralized Controller.

A message of " The term of validity of the
installed version went out.!!" is displayed at
starting.

Maintenance Tool does not start.

The term of validity of the installed version
went out.

It upgrades. Please upgrade periodically
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Trouble

Cause

Repair

A message of "Communication
conversion application does not exist " is
displayed at starting online mode.

Application software for P/M-series does not
exist.

Reinstall the latest maintenance tool.

A message of "Rewriting software for
USB/Serial conversion cable does not
exist.Please check the manual for
M&P-series" is displayed at starting online
mode.

FT_PROG is not installed.

Install FT_PROG.
*Refer to 1.3.1 (5)

A message of "USB/Serial conversion cable
is not connected" is displayed at starting
online mode.

USB /Serial
connected.

conversion cable is not

Operate the maintenance tool with USB /
Serial conversion cable connected.

A message of " Model DataBase does not
exist" is displayed at starting online mode.

Software required for the operation of the
maintenance tool does not exist

Reinstall the latest maintenance tool.

A message of " Multiple cables are
connected" is displayed at starting online
mode.

Multiple USB cables (FTDI chip built-in) are
connected to the PC.

Operate the maintenance tool with only the
USB/Serial conversion cable.

A message that it is necessary to install .net
Ver 4 or later is displayed at starting online
mode.

.NET Framework 4.0 is not installed.

Install .NET Framework 4.0 or more.

A message that it is missing vcruntime140 is
displayed at starting online mode.

Visual C++ Redistributable is not installed.

Install Visual C++ Redistributable.
*Refer to 1.3.1 (5)

Display does not move from title screem to
Operation monitor screen with P-series.

Air conditioning system power on timing is
wrong.

Please turn on air conditioning system after
connecting Maintenance tool.

(Refer to 1.4.3.1 In case for local
connection)
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Trouble with Main Screen

Trouble

Cause

Repair

Cannot select function selection buttons.

Collecting data about individual units using
manual search. (Unit is communicating.)

Can be used when communication with all
the units selected by manual search have
completed communication.

A[**]appears in the unit address button for
an existing unit.

-No response from that unit.
-Attributes cannot be known due to
communication error.

Wait a moment and then click on the
address button for the same unit again.

A[**]appears in the unit address button for a
unit that does not exist.

Interference caused an non-existing unit to
appear.

Wait a moment and then click on the
address button for the same unit again.
The[**] display will disappear.

A[??]appears in the address button.

There is a unit that is not compatible with the
Maintenance Tool.

Refer to the explanation on terminology in
help.

If there is no explanation, the unit is not a
compatible type.

Address searching takes 3 minutes or
more per set. Centralized Controller conn
ection)

The port required for communication is being
protected by the Firewall checking function
of Windows or anti-virus software.

In this case, the communication

transmitted from Centralized Controller ma
y
not partially be received. Please remove
the check mark on the Firewall function of
the necessary port. (For detail, please
refer to “6. How to change setting of
Firewall”.) (If the version of G-50A is more
than 2.50, only [IC] can be searched, even
if it uses FIREWALL. However, [OC]
reference cannot be performed.

Moreover, since other functions cannot
operate normally, please be sure to
remove a check.)

When a Maintenance Tool is not

ended normally, Centralized Controller will
be in a data resending state, and LAN
communication will increase.

In this case, please perform "Stop mail
communication” of 3.4 (2), and start a
Maintenance Tool again after waiting about
15 minutes.

The version of G-50A is old.

A recommendation version is 2.50 or more.

Connecting information Trouble

Trouble

Cause

Repair

Cannot switch to connection information
screen.

A unit other than an outdoor unit (OC) has
been selected.

Refer to 3.7.1

The connection data display does not
appear when the operating system SC is
clicked.

An operating SC other than remote control
has been clicked.

Click on remote control.

Monitoring of connection data cannot be
done from operating SC other than remote
control.
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Operation Monitor Trouble

Trouble

Cause

Repair

The monitor display screen on the operation
monitor has red characters.

Because of the increased re-transmission
process work due to abundant
communication noise, data may not be
monitored fully within the rated cycle.

Please take a countermeasure against the
communication noise source in this case.

All of the characters on the monitor display
for some units are red.

There is no answer from the unit.(Cannot
communicate with the unit.)

Error with unit.
Refer to the service handbook for that unit.

The message of ” Centralized Controller
can't Connect to SMTP Server !

or Centralized Controller Date Setting is
wrong !! Continue ?” is displayed at remote
monitor setting.

The dial-up router is not connected. Or
connected but incorrectly.

By referring to Instruction Manual of Dial-up
router, connect or set correctly.

The default gateway of Centralized
Controller is not set.

Set correctly by using the Centralized
Controller initial setting tool.

(When Centralized Controller, please
set it from initialization WEB.)

(Refer to Instruction Manual of Centralized
Controller.)

The incorrect display of the receiver address
is pointed out by SMTP.

Set the correct mailing address.

The Monitor Finish Date is older than the
current date/time of Centralized Controller.

Set the monitor finish date correctly.
(However when connecting to Centralized
Controller in a region with a time
differential, set it by considering the time
in that place.)

A message of " Monitor data size is very
large!! Please, delete old monitor data!!" is
displayed during collecting data.

The memory capacity to store data is
insufficient.

Move to Offline Screen, and delete
unnecessary data.

Data becomes a red display and the
display.

Since data cannot receive normally.
- There is too much number of a monitor.
- Data transforms itself by a noise.

- Reduce the number of a monitor.

- Cope with noise generating origin.

* Also when returning from a graph screen to
an operation screen, it may become a red
display and the "-" display, but it is normal.

Malfunction Log Troubl

e

Trouble

Cause

Repair

Cannot clear malfunction log

The unit is not compatible with malfunction
log clear.

The malfunction log cannot be cleared.

There is an error code, but the contents of
the error are not displayed

This is a newly added error code and is not

compatible with the Maintenance Tool.

Refer to the service handbook for that unit.
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Operation Monitor Mail Communication Mode Trouble

Trouble

Cause

Repair

Operation monitor mail cannot receive
normally.

A mail address and SMTP server information
were made a mistake in and set up by mail

communication setup.

Please set up the right information again
after performing "Stop mail communication”
of 3.4 (2).

The mail address a contract of is not made
with a provider was set as [FROM: Mail

Address].
(When using dialup)

Please set the regular mail address a
contract of is made with the provider to
[FROM: Mail Address].

The mail address of recipient (To:) is not an
address only for maintenance Tool. (The
mail address used usually is set up. In this
case, once other mail software receives
mail, operation data mail will be deleted from

a mail server.)

The mail address of recipient (To:) acquires
and sets up the address only for
maintenance Tool.

The analysis screen of the operation monitor
data (which carried out mail acquisition by
OFFLINE) is not displayed.

The system configuration information
acquired from Centralized Controller
immediately after a mail communication

setup was not acquired normally.

Please delete the corresponding data. Text
conversion can be carried out and data can

be outputted.

Mail communication mode was set up from
the maintenance tool of a remote place, and
the mail address of recipient (To:) was set as
another addressing to a maintenance tool of
a remote place.

(System configuration information mail is
transmitted from Centralized Controller
immediately after a mail communication
setup.

However, the maintenance tool by the side
of a setup is using dial-up service, and mail
transmission cannot be performed.
Consequently, since the maintenance tool
with which mail is transmitted cannot acquire
system configuration information mail, even

if it receives after that operation monitor data
mail, it does not indicate by normal.

When mail communication mode is set up
from the maintenance tool of a remote place,
mail acquisition of operation data can be
performed only with the maintenance tool

which set up.

Please make a set the mail address of a
maintenance tool which set mail
communication mode to the mail address of
recipient (To:).
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Free contact of indoor unit Trouble

Trouble

Cause

Repair

A menu cannot be chosen and cannot be
started.

The version of G-50A is old.

A recommendation version is 2.60 or more.

Remote error notification Trouble

Trouble

Cause

Repair

A menu cannot be chosen and cannot be
started.

The MN Converter model is not
CMS-MNG-E.

Use the CMS-MNG-E MN Converter model.

When Maintenance Tool is connected to the
MN Converter (CMS-MNG-E) via RS-232C,
a message of " Cannot communicate with
MN converter." is displayed at starting.
Maintenance Tool does not start.

The MN converter (CMS-MNG-E) mode is
the error notification mode.

Connect to the MN Converter (CMS-MNG-E)
via USB.
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Setting and Monitoring DIDO/AI/PI Controllers Trouble

Trouble

Cause

Repair

The pulse unit (weight) cannot be set on
the PI Controller.

The PI Controller can be used only for
monitoring.

Make the settings for the Pl Controller on
Centralized Controller Web Browser or
TG-2000A.

An error occurs when the limit alarm value is
set on the Al controller (63MC) setting
screen on the Al Controller.

The values exceeding the upper/lower limit
of the measurement range are set.

Set the values between the upper and lower
limit of the measurement range.

[DIDO/AI interlock setting] in the sub menu
is inactive.

The interlock setting is not set to enabled on
the Interlock control option screen.

[Option] in the menu bar and select
[DIDO/AIIPI] ,and select [Interlock
control option] in the sub menu. Read the
agreement on the Interlock control option
screen, and agree.

An error occurs when the password is
entered to accept the agreement on the
Interlock control option screen.

The entered password is incorrect.

Ask the administrator for the password used
on the Interlock control option screen.

An error occurs when the upper/lower
thresholds for the interlock operation
condition are set on the Al controller|
(63MC) interlock control

setting screen.

The values exceeding the upper/lower limit
of the measurement range are set.

Set the upper/lower thresholds for the
interlock operation condition between the
upper and the lower limit values of the
measurement range.

An error occurs when the interlock control
setting is made on the DIDO controller
(66DC) /Al controller (63MC) interlock
control setting screen.

The interlock target unit that has the set
address does not exist.

Set the correct unit address of the interlock
target.

The interlock control is not performed when
the interlock control setting is made.

The set address of the interlock target unit is
incorrect., or the address of the different unit
is set.

Set the correct unit address of the interlock
target.

An emergency stop is made when the
interlock control is set to “Prohibited” when
an emergency stop is made with Centralized
Controller.

After the emergency stop is reset, check that
the interlock control is performed properly.

A communication error occurs when the
interlock control is set to “Prohibited” when a
communication error is occurring with
Centralized Controller.

After the communication error is reset, check
that the interlock control is performed
properly.

Two or more interlock control operations with
the Al Controller are being performed
simultaneously.

The set input condition and the set range
overlap with those that have been set for
other interlock No.

Check that the set input condition and the
set range do not overlap with those that
have been set for other interlock No.
There is an exception when two or more
interlock control operations are
simultaneously performed.

Differentials are set for some interlock
operation No., whereas not for some, or the
set differentials are different.

To make the differential valid, make the
differentials of all the channels the same.

The attribute (each address) searched by
auto or manual search cannot be set.

The wrong sub menu is selected in [Option]
in the menu bar.

Select the correct setting the sub menu, and
set the attribute (each address).

After the attribute is displayed, the unit to be
connected is changed without changing the
address.

Click [File] and select [Return] to shutdown
and restart the Maintenance Tool. Try the
auto/manual search again.

The message “**** monitoring failed.”
appears.

The power of the unit is turned off, or the
M-NET transmission line or the MN
converter is not connected properly.

Turn on the power of the unit, and reconnect
the M-NET transmission line or the MN
converter.

The upper/lower detection/cancellation
values are not updated when [Monitor
update] is clicked on the Al controller
(63MC) measurement value monitoring
screen.

When the setting change is made on
Centralized Controller Web Browser, the
upper/lower detection/cancellation values
are not updated. Only the measurement
value and the alarm status are updated.

Click [Close] to end the Al controller
(63MC) measurement value monitoring
screen, and open the screen again.
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\.

Explanation of Terminology

The message of "Timeout Can’t connect to
Mail server.” is displayed.

The setting of IP address of POP server is
incorrect.

Set the correct IP address with Mail Server
Setting.

The setting of the IP address of PC is
incorrect.

Set the IP address of PC correctly.

The message of “Invalid Parameter!” is
displayed.

The POP server is not set yet.

Set POP server.

The message of “Can’t Connect to mail
sever!” is displayed.

The LAN cable is not connected correctly.

Connect LAN cable securely.

. The IP address setting of POP server is not
correct.

Set the correct IP address with Mail Server
Setting.

The message of “POP Attention Error” is
displayed.

The setting of the user and password of
POP server is not correct.

Set correctly with Mail Server Setting.

A message of " Monitor data size is very
large!! Please, delete old monitor data!!" is
displayed during collecting the mail of
operation data.

The memory capacity to store data is
insufficient.

Move to Offline Screen, and delete
unnecessary data.

A message of " Now finalizing Maintenance
Tool " is displayed at finishing Offline, and
the screen does not finish.

The internal data is under arrangement at
finishing the maintenance tool.

Offline Screen will automatically be finished
after completing this process. Please wait a
while.

Data cannot be imported.

It was going to import the data acquired by
“Maintenance Tool (Ver.3.**)".

The data obtained by Ver.4.** has no
compatibility with that obtained by Ver.3.**.

A message of " The file name is incorrect. ---
" is displayed. Data cannot be imported.

It contains characters unable to be fetched in
(such as [ “or"] and the like).

Please delete such special characters in the
file name.

In processing for the time searching of the
operation status monitor, "Date or Time is
wrong" is displayed without executing the
processing.

The information inherent in a district
(language) will be added on the column of
Date and Time depending on the PC (OS) of
the district. However, such information
inherent in the district can not be read by the
maintenance tool.

- Change the setting of the OS to that in
English for use.

- Execute processing after deleting the
information (characters) inherent in the
district to be added on the column of Date
and Time.

"This archive file was broken." appears when
importing.

The ZIP archive selected for importing may
be broken.

Double-click the applicable file and check
that the file is recognized as a ZIP archive.
Archives acquired from media or through
email is sometimes broken. In such a case,
reacquire the archive.

"As for the data with path, the import is not
done." appears when importing.

Multiple files are included in the ZIP archive
selected for import.

Extract files from the ZIP archive to a folder
and then select the files to import when
importing.

"Since two or more files are compressed, it
cannot import." appears when importing.

Archives created in a format that includes a

path cannot be imported.

Extract files from the ZIP archive to a folder
and import them.

Unit trouble when connecting Maintenance tool

Trouble

Cause

Repair

Communication error ED/ 0403 occurs with
P-series.

Air conditioning system power on timing is
wrong.

Please turn on air conditioning system after
connecting Maintenance tool.

(Refer to 1.4.3.1 In case for local
connection)
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Models and terms not explained in this chapter are explained in the term explanations of the [Operation Status Monitor]
screen and [Refrigerant Circuit Diagram] screen.
See "3.8.2 Screen Functions and Operations" for details.

Main Screen Terminology

Mark Meaning
Address Address of selected unit
Attribute Attribute of selected unit
CG - Control gateway
TR - Central controller
RC - Remote controller
VR - VAV remote controller
MB - Parallel interface
MA - M-net converter for K-control
KA o K-control converter for M-net
AN oo Multi panel controller
GR et Group remote controller
AR e Air handling remote controller
FR - Fan coil remote controller
SC - System controller
IC «eoee Indoor unit
LC e Lossnay
OoC - Outdoor unit (heat source unit)
BC - BC controller
BS - BC controller
SE - Remote sensor
HB - Hydro branch controller
HS - Sub-Hydro branch controller
HU - Hydro unit
FU - Fresh master
AH - Air handling unit
FL «eeee Fan coil unit
FA e Filter unit
LU ICE-Y sub controller
CA - CAV controller
MC - Measuring controller
BU - Booster Unit
AU - Water HEX Unit
CE - Hot Water Heat Pump Unit (MAIN)
CL oo Hot Water Heat Pump Unit (SUB)
AHC ----Advanced HVAC CONTROLLER
Model Model of selected unit
Ver. S/W version of selected unit
G_NO. Group number
Capacity Capacity of selected unit
UL-Model UL-Model number of selected unit
Branch/pair Branch or pair number
ON/OFF Operation ON/OFF
Mode Operation mode
Intake Room temperature
Set Set temperature
Err-CD The newest error is displayed.
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Connecting Information Monitor Terminology

Mark Meaning

CG Control gateway

TR Central controller

RC Remote controller

VR Remote controller for VAV
MB Parallel interface

MA M-net converter for K-control
KA K-control converter for M-net
AN Multi panel controller

GR Group remote controller

AR Air handling remote controller
FR Remote controller for fan coil
SC System controller

IC Indoor unit

LC Lossnay

oC Qutdoor unit (heat source unit)
BC BC controller

BS BC controller

HB Hydro branch controller

HS Sub-Hydro branch controller
HU Hydro unit

SE Remote sensor

FU Fresh master

AH Air _handling unit

FL Fan coil unit

FA Filter unit

U ICE-Y sub controller

CA CAV controller

MC Measuring controller

BU Booster Unit

AU Water HEX Unit
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Monitoring of Pre-error data Terminology

Mark Meaning

oC Qutdoor Unit
Condensing unit
ECOV-X37/55VA

(o] Qutdoor Sub Unit

IC Multidensity Modbus I/F

CE/CL CAHV-P500YA-HPB
CAHV-P500YB-HPB
CRHV-P600YA-HPB
QAHV-N560YA-HPB
QAHV-N560YA-KR
QAHV-N136TAU-HPB

CH/CL EACV-P900YA,EAHV-PO00YA,EAHV-P900YA-H

HB CMB-WP108V-G
CMB-WP108/1016V-GA1
CMB-WM108/1016V-AA
CMB-WM350/500F-AA

HS CMB-WP108/1016V-GB1
CMB-WM108/1016V-AB
CMB-WM108/1016V-BB

HU CMH-WM250/350/500V-A

CC RBH-P35NRA-Q-TWN/RBS-P20/202HRA-Q-TWN
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Operation Status Monitor Terminology

Mark

UL/Non-UL

Model

oC

UL

Y

PUHY-P72/96/108 TGMU-A

PUHY-P126/144TGMU-A

PUHY-P168/192/204/216/234TGMU-A

R2

PURY-P72/96/108/126/144TGMU-A

PURY-P168/192/204/216/234TGMU-A

WY

PQHY-P72/96 TGMU-A

WR2

PQRY-P72/96 TGMU-A

S

PUMY-P100/125/140YHM

PUMY-P36/48NHMUR4

PUMY-P36/48NKMU

PUMY-HP36/48NKMU

PUMY-P60NKMU

MXZ-8C48NA

MXZ-4C36/5C42/8C48NAHZ

MXZ-8C60NA-U1

Non-UL

PUHY - 200/250YM*

PUHY - 200/250YMF

PU(H)Y-P200/250YMF-B,YMC

PU(H)Y-200/250YMF-B,YMC

PU(H)Y-200/250TM-(C)

PU(H)Y-400/500YBM

PU(H)Y-315YMC

PUHY-400/500YMF-B,YMC

PUHY-P400/500YMF-B,YMC

PU(H)Y-P200/250YMF-C

PUHY-P400/500YMF-C

PUHY-400/500YMF-C

PUD-P200/250YMF-C

PU(H)Y-P200/250/315Y (R)EM-A

PU(H)Y-P200/250/315YEM(*)-A

PU(H)Y-200/250/315YEM(*)-A

PUHY-P700/750/800YSGM-A

PUHY-P200/250/300/350YGM-A

PUHY-P400YGM-A

PUHY-P450/500/550/600/650YGM-A

PUHY-P450/500/550/600/650YMM-A

PUHY-P400/650YSM-A

PUHY-P450/500/550/600/650YCSM-A

PUHY-P600YCSS-A

PUHY-200/250/300/350/400/450/500YC-A

PUHY-P200/250/300/350/400/450/500/550/600/650/700YC-A

PUHY-P300/350/400YCSM-A

PUHY-P450/500/550/600/650YMM(C)-A

PUHY-P400/650YSM(C)-A

PUHY-P450/500/550/600/650YCSM-A

PUHY-P450/600YCSS-A

wy

PQHY-P200/250YEM-A

PQHY-P200/250YGM-A

PQHY-P400/500YSGM-A

R2

PURY-200/250YM

PURY-200/250YMF-B

PURY-P200/250YMF-B

PURY-200/250YMF-C

PURY-P200/250YMF-C

PURY-P400/500YMF-C

PURY-200/250YEM-A

PURY-P200/250YEM-A

PURY-80/100TMU

PURY-P200/250/300/350/400YGM-A

PURY-P450/500/550/600/650YGM-A

WR2

PQRY-P200/250YMF-B

PQRY-P200/250YMF-C

PQRY-P200/250YGM-A

PQRY-P400/500YSGM-A
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Mark UL/Non-UL Model

ocC Non-UL S

PUMY

PUMY-P100/125/140V/YHM-A

PUMY-P100/125/140YHM-B

PUMY-P125/140V/YHMBR3

PUMY-P100/125/140YHMC-C

PUMY-SP100/125/140YHMC-SD

PUMY-P100/125/140VHMC-S

PUMY-SP100/125/140VHMC-SR

PUHZ-RP~HA

PUMY-P100V/YHMBR4

PUMY-P125/140V/YHMSR1

PUMY-P112/125/140V/YKM(E)

PUMY-P112/125/140V/YKM-A

PUMY-SP80V/YKMD-A(R1)

PUMY-SP100/125/140V/YKM

PUMY-CP100/125/140V/YKM

PUMY-P200/250YKMC-C

PUMY-P200/250YKM1-CN

PUMY-SP200/250YKM1-SD

PUMY-P200YKM

PUMY-P200YKMD

PUMY-P175/200/225YKM

PUMY-CP175/200/225YKM

MXZ-8C140/160VAMD-A

PUMY-P250/300YBM

PUMY-SP250/300YBM-SD.TH

MXY-4C100/5C125/6C140VA

MXZ-6C53VAM-SG1

MXZ-8C112/140/160VAMZ-C

MXY-8C112/140/160VAM-CN1

MXZ-6C112/8C140/8C160NAM

MXZ-8C200VAM-C

MXZ-6C112/8C140/8C160NAM

MXZ-8C200VAM1-CTMXZ-8C200VAM2-CN1MXZ-8C200VAM2-CN1MXZ-8C200VAM2
-CN1MXZ-8C225/250XAM.TH-TW1MXZ-8C225/250XAM.TH-TW1MXZ-8C225/250XA
M.TH-TW1

MXZ-8C200VAM2-CN1

MXZ-8C225/250XAM.TH-TW1

MXZ-12C280/335YAM-CN1

- Condensing unit

ECOV-EN75/110/150/185/225/260/300/335MVB

ECOV-EN75/110/150/185/225/260/300/335VB

ECOV-X37/55VA

(ON]

PUHN-200/250YMF-B,YMC

PUHN-P200/250YMF-B,YMC

PUHN-200/250YMF-C

PUHN-P200/250YMF-C

LMAP02/03/04

DOAS

FU : Fresh Master

LC:Lossnay

PWFY-P100/200VM-E-AU

PWFY-P100/140/200VM-E1-AU

PWFY-P100/140/200VM-E2-AU

PWFY-EP100VM-E1-AU

PWFY-EP100VM-E2-AU

PWFY-P36/72NMU-E-AU

BU

PWFY-P100VM-E-BU

PWFY-P36NMU-E-BU

CE/CL

CAHV-P500YA-HPB

CAHV-P500YB-HPB

CRHV-P600YA-HPB

QAHV-N560YA-HPB

QAHV-N560YA-KR

QAHV-N136TAU-HPB

CH/CL

EACV-P900YA

EAHV-P900YA

EAHV-P900YA-H
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Mark Model

HB CMB-WP108V-G
CMB-WP108/1016V-GA1
CMB-WM108/1016V-AA
CMB-WM350/500F-AA

HS CMB-WP108/1016V-GB1
CMB-WM108/1016V-AB
CMB-WM108/1016V-BB

HU CMH-WM250/350/500V-A

CC RBH-P35NRA-Q-TWN

RBS-P20/202HRA-Q-TWN
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Data before Error occurred Terminology ( Outdoor Unit )

Mark Official Name Meaning
Ope Mode 1,2 Operation mode Operation mode for outdoor unit
Ctrl Mode 1,2 Control mode Control mode for outdoor unit

Ope State 1,2

Operation display1,2

Display of outdoor operation (3-min restart, compressor running, prelimi
nary error, Error, warm-up mode etc)

Indoor mode of BC branch

Indoor mode of BC branch (All cooling ON/OFF etc)

Ctrl Liquid 1

Display of outdoor liquid correction mode

Ope Time Comp 1

Operation time( accumulated ) of comp.1

Ope Time Comp 2

Operation time( accumulated ) of comp.2

Total Freq(F)

Temporary compressor frequen
cy for calculation

Total temporary compresser frequency

Ope Freq(Hz)

Actual frequency

Compressor operating frequency

Comp Hz Compressor output frequency before error stop
Hz Hz up or down Up or down of compressor frequency
AK AK up or down Up or down of heatexchanger capacity(calculation)
AK Capacity Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
ToffINF Fan speed Parameter of outdoor fan speed(%)
AL Accumulator level Liquid level in the accumulation ( 0: Undercharge, 1: Adequate, 2: Ov
ercharge )
FAN Fan Fan capacity of outdoor unit (not proportional to rotational frequency)
FAN (rpm) Fan speed FAN rotation speed[rpm]
FAN-FREE Fan free run Outdoor unit fan State
SC Sub-cool
SH Supper heat
Qjc(Qj(C)) Total capacity code (cool) Cooling indoor unit capacity
Qjh(Qj(H)) Total capacity code (heat) Heating indoor unit capacity
Ope Status Operation Status, Backup mod | Operation Status, Backup mode
e
Start-up unit Start-up unit Start-up unit

Deference of TC

Deference between target TC
and real TC

Deference between target TC and real TC

Deference of ET

Deference between target ET
and real ET

Deference between target ET and real ET

Target TC

Target high pressure saturation temp.

Target ET

Target low pressure saturation temp.

Forecast TC

Forecast high pressure saturation temp.

Forecast ET

Forecast low pressure saturation temp.

SLEV QOil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.

LEV2,23,2b Refrigerant flow adjustment Adjusts refrigerant flow during heating

LEV1,2,3,4 ,5,6,7,8 LEV pulse of indoor unit 1-8 LEV pulse of indoor unit 1-8

L1 LEV1 opening Liquid level control, differential pressure control

L2 LEV2 opening Liquid level control, differential pressure control

L3 LEV3 opening Liquid level control, differential pressure control

L4 LEV4 opening Differential pressure control

2184,21S4a 4-way valve Switches the cooling/heating cycle (0:Cooling, 1:Heating)

2184b 4-way valve Capacity control of heat exchanger

2184c 4-way valve Capacity control of heat exchanger (Gas side)

SV1 Solenoid valve output Returns oil from the oil separator(Bypass between discharge pipe and
suction pipe)

SVia Solenoid valve output For opening/closing the bypass circuit under the O/S.

Sv2 Solenoid valve output Switches the capacity control valve inside the compressor(Capacity con
trol full load)

SV21,21/31 Solenoid valve output For the refrigerant control

SV22,SV32 Solenoid valve output Switches the capacity control valve Inside the compressor(Capacity con
trol full load)

SV2/3 Solenoid valve output For the refrigerant control

Sv3 Solenoid valve output Switches the capacity control valve inside the compressor(Capacity con
trol unload)

SV32 Solenoid valve output Switches the capacity control valve inside the compressor

SV4,8V5 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
ckup) (Bypass between discharge pipe and suction pipe)

SV5B Solenoid valve output Restricts the rise in the discharge temperature and bypass circuit at d
efrosting(liquid bypass)

SV6 Solenoid valve output Capacity control of heat exchanger

SV6a Solenoid valve output Capacity control of heat exchanger

SV6B Solenoid valve output Capacity control of heat exchanger

SV6C Solenoid valve output Capacity control of heat exchanger

SV6D Solenoid valve output Capacity control of heat exchanger

SV6E Solenoid valve output Capacity control of heat exchanger

SV6a1/CVa2 Solenoid valve output For the refrigerant control

SV6b1/CVb2 Solenoid valve output For the refrigerant control

SV6c1/CVe2 Solenoid valve output For the refrigerant control

Sv7 Solenoid valve output Bypass control of heat exchanger (Heat exchanger bypass)

SV71,8V72 ,SV73

Solenoid valve output

Capacity control of heat exchanger

SV8

Solenoid valve output

Capacity control of heat exchanger
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SV8/9

Solenoid valve output

For the refrigerant control

SV10,11,12 Solenoid valve output For the refrigerant control

SV13,14,15 Solenoid valve output For the refrigerant control

SV13t,14t Solenoid valve output For the refrigerant control

SVM Solenoid valve output(SVM) All cool only units will be open at defrosting

SV*a Solenoid valve output(SV*a) Supply refrigerant to the cool only indoor unit

SV*b Solenoid valve output(SV*b) Supply refrigerant to the heat pump indoor unit

SV*c Solenoid valve output(SV*c) Supply refrigerant to the cool only indoor unit

F All temporary frequencies All temporary frequencies (Foc) [Hz]

Comp ON Display of compressor run (1) / compressor off (0)

72C Magnetic relay Magnetic relay(inverter main circuit)

52C1 electromagnetic contactor 52C output On during indoor unit running (inverter main circuit)

52C2 Relay output Control of compressor2

CH2/3 Accumlater level detection heat | Accumulator level detection heater output

er output

CH1 Crankcase heater output Control of compressor heater

52F Contactor ON/OFF switch of NO.2 fan

TH1,TH11 Thermistor Detects the discharge temperature for the high pressure protection.

TH12 Thermistor Detects the discharge temperature for
the high pressure protection

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
ncy and liquid level in the accumulator (Detects saturated evaporation
temperature)

TH3 Thermistor Detects the liquid level in the accumulator (Detects lower liquid level i
n the accumulator)

TH4 Thermistor Detects the liquid level in the accumulator (Detects upper liquid level i
n the accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
id level in heating mode, detects the sub-cool at the heat exchanger e
xit in combination with 63 HS data, and controls LEV1 (Detects the liq
uid pipe temperature)

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
iquid level in the accumulator, and the opening LEV pulse for oil retur
n. (Detects the ambient air temperature)

TH7,TH8 ,TH9 Thermistor (Controls SC) Controls LEV1 based on the temperature differences between TH7,8 a
nd 9.

TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS (co
mposition sensing)

TH10 Thermistor Detects the oil temperature (Lower compressor shell)

TH10a ,TH10b Thermistor Detects outlet temperature of heat exchanger in heating mode. (Gas pi
pe temperature of heat exchanger)

TH10c Thermistor Detects the oil temperature (Lower compressor shell)

T TH11 thermistor LEV control (Controls liquid level) (Temperature at liquid entrance are
a)

T2 TH12 thermistor LEV control (Superheat) (Temperature at bypass exit area)

T3 TH13 thermistor LEV control (Controls liquid level) (Temperature of heat exchanger exit

area)

T4 TH14 thermistor LEV control (Controls liquid level) (Heat exchanger entrance temperatur
e)

T5 TH15 thermistor LEV control (Superheat) (Bypass exit temperature)

T6 TH16 thermistor LEV control (Subcool) (Bypass entrance temperature)

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.(Inve
rter radiator plate temperature)

63HS(1) High pressure sensor Detects the discharge pressure and then, protects unit against damage

by high pressure.

63HS2 Intermediate pressure sensor Detects the discharge pressure and then, protects unit against damage

by Intermediate pressure. (63HS2 is not displayed according to the u
nit model.)

HPS1 High pressure sensor 1 Detects high pressure of compressor discharge

HPS2 High pressure sensor 2 Detects high pressure of gas pump

MPS Middle pressure sensor Detects middle pressure of BC controller

LPS Low pressure sensor Detects low pressure

63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion

A _OC Refrigerant composition(R32) Real percentage of R32

A _OC* Refrigerant composition(R32) Calculated percentage of R32

Tc Average of saturation gas tem | For control of compressor frequency and fan speed

perature of high pressure and
saturation liquid temperature of
high pressure

Te Saturation temperature of low Same as TH2

pressure

Icomp Direct current DC of inverter compressor

SV3t Solenoid valve output For the refrigerant control

SV4t Solenoid valve output For the refrigerant control

SV5t Solenoid valve output For the refrigerant control

SVé6t Solenoid valve output For the refrigerant control

SVT7t Solenoid valve output For the refrigerant control

SVt Solenoid valve output For the refrigerant control

TH9b Thermistor Senses the refrigerant composition based on TH2,TH9b and 63LS. (co

mposition sensing)
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TH18 Thermistor Detects temperature

Ope Mode1,3 Operation mode 1,3 Operation mode for outdoor unit
Ctrl Mode3 Control mode 3 Control mode for outdoor unit
Vdc Bus voltage Bus voltage

Idc COMP operation current (DC) Peak value [A]

lu Phase-U current Phase-U current of compressor
Iw Phase-W current Phase-W current of compressor
PF Power factor Inverter output phase angle
Vdcgain Vdcgain Vdcgain

offset_u offset_u offset_u

offset_w offset_w offset_w

vf_ofst_kido vf_ofst_kido vf_ofst_kido

vf_ofst_power vf_ofst_power vf_ofst power

Error Code Error code Error code

Time(min.sec)

Time(min.sec)

Time(min.sec) before error occurred

SV4a

Solenoid valve output

Heat exchanger capacity control

SV4b Solenoid valve output Heat exchanger capacity control

SV4c Solenoid valve output Heat exchanger capacity control

Sv4d Solenoid valve output Heat exchanger bypass ON/OFF

THHS2 Thermistor THHS2 Comp inverter2 radiator plate temperature

THHS5 Thermistor THHS5 Fan inverter of outdoor unit radiator plate temperature

T5b Thermistor TH5b Controls defrosting (start/end) in heating mode (No.1 compressor)

TS5 Thermistor THHS5 Fan inverter of heat exchanger unit radiator plate temperature

T1(BC/main BC) TH11 thermistor LEV control (Controls liquid level) (Temperature at liquid entrance are
a)

T2(BC/main BC) TH12 thermistor LEV control (Superheat) (Temperature at bypass exit area)

T5(BC/main BC) TH15 thermistor LEV control (Superheat) (Temperature at LEV3 exit area)

T6(BC/main BC) TH16 thermistor LEV control (Subcool) (Temperature at LEV3 entrance area)

T2(sub BC1) TH12 thermistor of sub BC LEV control (Superheat) (Temperature at bypass exit area)

T5(sub BC1) TH15 thermistor of sub BC1 LEV control (Superheat) (Temperature at LEV3 exit area)

T2(sub BC2) TH12 thermistor of sub BC2 LEV control (Superheat) (Temperature at bypass exit area)

T5(sub BC2) TH15 thermistor of sub BC2 LEV control (Superheat) (Temperature at LEV3 exit area)

P1(BC/main BC)

High pressure (63HS1)

Detects the high pressure at the liquid side

P3(BC/main BC)

Intermediate pressure (63HS3)

Detects the intermediate pressure

L1(BC/main BC)

LEV1 opening

Liquid level control, differential pressure control

L2(main BC)

LEV2 opening

Liquid level control, differential pressure control

L3(BC/main BC)

LEV3 opening

Liquid level control, differential pressure control, superheat of bypass c
ontrol

L3(sub BCA)

LEV3 opening of sub BC1

Liquid level control, differential pressure control, superheat of bypass c
ontrol

L3(sub BC2)

LEV3 opening of sub BC2

Liquid level control, differential pressure control, superheat of bypass c
ontrol

Idc1 DC trunk line current DC trunk line current of inverter1

Vdc1 Bus voltage Bus voltage of inverter1

lu1 Phase-U current Phase-U current of compressor1

w1 Phase-W current Phase-W current of compressor1

PF1 Power factor Inverter output phase angle of inverter1
Vdcgain1 Vdcgain Vdcgain of inverter1

offset_u1 offset_u offset_u of inverter1

offset_w1 offset_w offset_w_of inverter1

vf_ofst_kido1 vf_ofst_kido vf_ofst_kido of inverter1

vf_ofst_power1

vf_ofst_power

vf_ofst_power of inverter1

ldc2

DC trunk line current

DC trunk line current of inverter2

Vdc2 Bus voltage Bus voltage of inverter2

lu2 Phase-U current Phase-U current of compressor2

w2 Phase-W current Phase-W current of compressor2

PF2 Power factor Inverter output phase angle of inverter2
Vdcgain2 Vdcgain Vdcgain of inverter2

offset_u2 offset_u offset_u of inverter2

offset_w2 offset_w offset_w_of inverter2

vf_ofst_kido2 vf_ofst_kido vf_ofst_kido of inverter2

vf_ofst_power2 vf_ofst_power vf_ofst_power of inverter2

FAN2 Fan Fan capacity of heat exchanger unit
FAN2 (rpm) Fan speed FAN rotation speed[rpm]

FAN2-FREE Fan free run Outdoor unit fan State

Primarity Primarity Indicates whether the unit is primary or secondary
SV5D Solenoid valve output Closes when outdoor unit stops

OC Total Freq

Total Frequency of OC unit

Total temporary frequency of OC unit

OS Total Freq

Total Frequency of OS unit

Total temporary frequency of OC unit

Total Freq Total Frequency of OC and O | Total temporary frequency of OC and OS units
S units

IH IH bound power IH restricted electricity

H-Def1 Continuous Heating Heat exchanger1 defrost

H-Def2 Continuous Heating Heat exchanger2 defrost
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Data before Error occurred Terminology ( Condensing unit )

Mark Official Name Meaning
TH1 Discharge pipe temperature Discharge pipe temperature of the compressor
TH2 Compressor shell oil temperature Oil temperature of the compressor shell bottom
TH4 - For Japan market model
THS - For Japan market model
TH6 Outside air temperature Temperature of outside air
TH7 Suction pipe temperature Suction pipe temperature of the compressor
TH8 Liquid pipe temperature Temperature of the liquid pipe
HPS High—pressure Use for controlling compressor, fan and high—pressure protection.
LPS Low—pressure Use for controlling compressor, fan and low—pressure protection.
Idc Direct current(INV DC current) Peak value of the DCCT detection
Vdc Bus voltage(INV DC voltage) DC bus voltage
Te Condensation temperature Condensation temperature of unit module.
(Converted high—pressure
saturation temperature)
Te Evaporation temperature Evaporation temperature of unit module.
(Converted low—pressure
saturation temperature)
THHS Inverter heatsink temperature Temperature of the heatsink. for controlling the inverter cooling fan.
AL Liquid refrigerant flooding level Determine the liquid refrigerant flooding condition.
0:dry, 1:wet, 2:liquid refrigerant flooding
TemO - For Japan market model
Tem1 - For Japan market model
Tem Target condensation temperature Target condensation temperature of unit module.
When unit correspondencing, It doesn't show because the controlling use
representative value.
Tem Target evaporation temperature Target evaporation temperature of unit module.
Delta-Tcm Target condensation temperature | Difference between the target condensation temperature and actual
difference temperature(Tcm-Tc)
Delta—Tem Target evaporation temperature | Difference between the target evaporation temperature and actual
difference temperature(Tem-Te)
Coff Low-pressure cut-off value Low—pressure cutoff compressor OFF—-threshold
Unit:Mpa
Con Low-pressure cut—on value Low—pressure cutoff compressor ON-threshold
Unit:Mpa
lead—in speed Compressor suction speed Rate of the low—pressure change of compressor
Unit:Mpa/10s

Discharge-SH

Compressor discharge superheat

Discharge superheat of the compressor (TH1-Tc)

S-TH6 Representative outside air | Representative outside air temperature of the overall unit
temperature
S-HPS Representative high—pressure Representative high—pressure of the overall unit
Unit:Mpa
S-LPS Representative low—pressure Representative low—pressure of the overall unit
Unit:Mpa
S—Coff Overall Low—pressure cutoff | Representative low—pressure cutoff compressor OFF-threshold of the overall
compressor OFF-threshold unit  Unit:Mpa
S—Con Overall Low—pressure cutoff | Representative low—-pressure cutoff compressor ON-threshold of the overall
compressor ON-threshold unit
Unit:Mpa
Iu Compressor  U-phase current | Inverter output current value(U-phase)
value
Iw Compressor W-phase  current | Inverter output current value(W-phase)
value
Vunb Limit of unbalance of power supply | Show the state of the unbalance limiting control of power supply voltage.
voltage 1:Under control, 0: Nomal
Fm Target frequency of the | Target frequency of the compressor.
compressor (unit module value )
(Hz)
FAN(AK%) Heat exchanger capacity ( Fan | Variable of the motor rotation speed of the condenser fan (%)
output)
S-Fm(Hz) Target frequency of the | Target frequency of the compressor of unit module.
compressor (unit module value )
(Hz)
X101 Auxiliary relay<X101> status Used for the bypass solenoid valve output (the primary—side power—supply
voltage).
1:0N, 0:OFF
X102 Auxiliary relay<X102> status For Japan market model
X103 Auxiliary relay<X103> status Used for the crankcase heater output(the primary-side power—supply voltage).
1:0N, 0:OFF
X104 Auxiliary relay<X104> status Used for the solenoid valve <injection> output(the primary—-side power—supply
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voltage).
1:0N, 0:OFF

X105 Auxiliary relay<X105> status Used for the high/low pressure bypass solenoid valve output(the primary-side
power—supply voltage).
1:0N, 0:OFF

X106 Auxiliary relay<X106> status The solenoid valve <oil return> output (21Q1 ~3) (the primary-side
power—supply voltage).
1:0N, 0:OFF

X107 Auxiliary relay<X107> status Used for the output of the operating status of the compressor (auxiliary
relay<X61> drive) (the primary—side power—supply voltage).
1:0N, 0:OFF

X108 Auxiliary relay<X108> status Used for 52F output (the primary—side power—supply voltage). 1:ON, 0: OFF

X109 Auxiliary relay<X109> status -

X110 Auxiliary relay<X110> status -

X111 Auxiliary relay<X111> status Used for the unit operation signal output (auxiliary relay<X4>drive ) (the
primary—side power—supply voltage).
1:0N, 0:OFF

X112 Auxiliary relay<X112> status Used for the error alarm signal output ( auxiliary relay<X5>drive ) ( the
primary—side power—supply voltage).

1:0ON, 0:OFF

X172 Auxiliary relay<X172> status Used for the 72C drive source output(the primary—side power—supply voltage).
1:0N, 0:OFF

72C Output of 72C for export -

Err Error output -

COMP Compressor ON/OFF output -

LEV LEV output value LEV output value of the linear expansion valve <injection>. 0~480 pulse
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Data before Error occurred Terminology (ECOV-X37/55VA)

Mark Official Name Meaning
TH1 Discharge pipe temperature Discharge pipe temperature of the compressor
TH2 Compressor oil temperature Oil temperature of the compressor shell bottom
TH4 Gascooler outlet pipe temperature Temperature of the gascooler outlet pipe
THS Heat exchanger outlet pipe | Temperature of the heat exchanger outlet pipe
temperature
TH6 Outside air temperature Temperature of outside air
TH7 Suction pipe temperature Suction pipe temperature of the compressor
TH8 Liquid pipe temperature Temperature of the liquid pipe
TH9 Oil pipe temperature Temperature of the oil pipe
HPS1 High—pressurel Use for controlling compressor, fan and high—pressure protection.
HPS2 High—pressure2 Use for controlling compressor, fan and high—pressure protection.
MPS Middle—pressure Use for controlling compressor, fan and middle-pressure protection.
LPS Low—pressure Use for controlling compressor, fan and low—pressure protection.
Vdc Bus voltage(INV DC voltage) DC bus voltage
Tc Condensation temperature Condensation temperature of unit module.
(Converted high—pressure
saturation temperature)
Te Evaporation temperature Evaporation temperature of unit module.
(Converted low—pressure
saturation temperature)
THHS Inverter heatsink temperature Temperature of the heatsink. For controlling the inverter cooling fan.
AL Liquid refrigerant flooding level Determine the liquid refrigerant flooding condition.
0:dry, 1:wet, 2:liquid refrigerant flooding
TemO Target evaporation temperature | Target evaporation temperature setting value
setting value
Tem Target condensation temperature Target condensation temperature of unit module.
When unit correspondencing, it doesn't show because the controlling use
representative value.
Tem Target evaporation temperature Target evaporation temperature of unit module.
Delta-Tcm Target condensation temperature | Difference between the target condensation temperature and actual
difference temperature(Tcm-Tc)
Delta—Tem Target evaporation temperature | Difference between the target evaporation temperature and actual
difference temperature(Tem-Te)
Coff Low—pressure cut-off value Low—pressure cutoff compressor OFF—-threshold
Con Low—pressure cut—on value Low—pressure cutoff compressor ON-threshold

lead—in speed

Compressor suction speed

Rate of the low—pressure change of compressor Unit:Pressure/10s

Discharge-SH

Compressor discharge superheat

Discharge superheat of the compressor (TH1-Tc)

Iu

Compressor U-phase  current
value

Inverter output current value(U-phase)

Iw Compressor W-phase  current | Inverter output current value(W-phase)
value
Vunb Limit of unbalance of power supply | Show the state of the unbalance limiting control of power supply voltage.
voltage 1:Under control, 0: Nomal
Fm Target frequency of the | Target frequency of the compressor
compressor (unit module value )
(Hz)
FAN(AK%) Heat exchanger capacity ( Fan | Variable of the motor rotation speed of the condenser fan (%)
output)
S-Fm(Hz) Target frequency of the | Target frequency of the compressor of the overall unit
compressor (overall unit) (Hz)
X101 Auxiliary relay<X101> status Show the output status of the auxiliary relay <X101>.
1:ON, 0:OFF
X102 Auxiliary relay<X102> status Show the output status of the auxiliary relay <X102>.
1:0N, 0:OFF
X103 Auxiliary relay<X103> status Show the output status of the auxiliary relay <X103>.
1:0N, 0:OFF
X104 Auxiliary relay<X104> status Show the output status of the auxiliary relay <X104>.
1:0N, 0:OFF
X105 Auxiliary relay<X105> status Show the output status of the auxiliary relay <X105>.
1:0N, 0:OFF
X107 Auxiliary relay<X107> status Show the output status of the auxiliary relay <X107>.
1:0N, 0:OFF
X111 Auxiliary relay<X111> status Show the output status of the auxiliary relay <X111>.
1:ON, 0:OFF
X112 Auxiliary relay<X112> status Show the output status of the auxiliary relay <X112>.
1:0N, 0:OFF
X113 Auxiliary relay<X113> status Show the output status of the auxiliary relay <X113>.
1:0N, 0:OFF
13vV-3 Fan1 auxiliary relay<X10> status Show the output status of the auxiliary relay <X10> of fanl.
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1:ON, 0:OFF

13v-4 Fan2 auxiliary relay<X10> status Show the output status of the auxiliary relay <X10> of fan2.
1:0N, 0:OFF

72C Output of 72C Used for the 72C drive source output.
1:0N, 0:OFF

LEV1~LEV4 LEV output value LEV output value

Nm Target fan rotation speed Target rotation speed of fan

avgN;j1 Fan actual rotation speedi Actual rotation speed of fanl

avgN;j2 Fan actual rotation speed2 Actual rotation speed of fan2
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Data before Error occurred Terminology ( Outdoor Sub Unit )

Mark Official Name Meaning

Ope State 1 Display of outdoor operation (3-min restart, compressor running, prelimi
nary error, Error, warm-up mode etc)

Ope State 2 Display of outdoor operation (Power failure LEV ON/OFF)

Ctrl Liquid Display of outdoor liquid correction mode

Ope Time Comp1 Operation time( accumulated ) of comp.

Comp ON Display of compressor run (1) / compressor off (0)

52C1 electromagnetic contactor Control of compressor

CH2/3 Accumlater level detection heat | Accumulator level detection heater output

er output

Akx(2) Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation ( 0: Undercharge, 1: Adequate, 2 :Ov
ercharge )

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.

LEV2 Liquid pipe LEV opening Control of refrigerant in _heating mode

21S4(a) 4-way valve Switches the cooling/heating cycle (0:Cooling, 1:Heating)

21S4(b) 4-way valve Capacity control of heat exchanger

Sv1 Solenoid valve output Returns oil from the oil separator (Bypass between discharge pipe and

suction pipe)

SVv4 Solenoid valve output Control of low pressure (evaporation refrigerant in Accumulator )

SV5B(b) Solenoid valve output Control of refrigerant amount in liquid line

SV22/32 Solenoid valve output For the refrigerant control

TH11 Thermistor Detects the discharge temperature for the high pressure protection.

TH3 Thermistor Detects the liquid level in the accumulator (Detects lower liquid level i
n the accumulator)

TH4 Thermistor Detects the liquid level in the accumulator (Detects upper liquid level i
n the accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
id level in heating mode, detects the sub-cool at the heat exchanger e
xit in combination with 63 HS data, and controls LEV1 (Detects the liq
uid pipe temperature)

TH6 Thermistor Detects ambient temperature

TH7(8,9) Thermistor (Controls SC) Controls LEV1 based on the temperature differences between TH7,8 a
nd 9.

TH10a Thermistor Detects outlet temperature of heat exchanger in heating mode. (Gas pi
pe temperature of heat exchanger)

TH10b Thermistor Detects temperature of balance pipe

63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit

ion.
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Data before Error occurred Terminology
(Multidensity Modbus I/F)

Mark Official Name Meaning

TAmb Thermistor (Return air Detects and controls the room temperature of indoor units
temperature)

TGEv Thermistor(Gas line Indoor unit gas side piping temperature
temperature)

TASup Thermistor (Supply air Detects and controls the delivery temperature from the indoor unit
temperature)

TsGEv Gas line saturation Saturation temperature conversion value of gas piping pressure of
temperature indoor unit

PGEv Pressure (Gas line pressure) Detects gas line pressure

TO Target room temperature Temperature set by Indoor unit

LI Electric expansion valve Indoor unit EEV opening pulse

FAN Fan data Indoor unit fan output
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Data before Error occurred Terminology (CAHV-P500YA-HPB,CAHV-P500YB-

HPB)

Mark Official Name Meaning

TH1 Thermistor Discharge Ref temperature 1

TH2 Thermistor Suction Ref temperature 1

TH3 Thermistor Shell Ref temperature 1

TH4 Thermistor Air hex Ref temperature 1

TH5 Thermistor Discharge Ref temperature 2

TH6 Thermistor Suction Ref temperature 2

TH7 Thermistor Shell Ref temperature 2

TH8 Thermistor Air hex Ref temperature 2

TH9 Thermistor Qutdoor temperature 1

TH10 Thermistor Water Inlet temperature 1

TH11 Thermistor Water Outlet temperature 1

TH12 Thermistor Water Inlet temperature 2

TH13 Thermistor Water Outlet temperature 2

TH14 Thermistor Representative water temperature 1

TH15 Thermistor Representative water temperature 2

THHS Thermistor IGBT temperature

HP1 Pressure sensor High pressure senser

LP1 Pressure sensor Low pressure senser

Ts Target water temperature

Twi Current inlet water temperature

Two Current outlet water temperature

Twg Main water temperature TH14 or TH15 temperature which is selected

Tout Main outdoor temperature 4-20mA2 or IT temperature which is selected

0-10IN 0-10V/2-10V External analog input for Target water temp (0-10V)
1-5IN 1-5V External analog input for Target water temp (1-5V)
4/20IN1 4-20mA1 External analog input for Target water temp (4-20mA)
Idc(Comp) DC trunk line current [A]

lu(Comp) Phase-U current of compressor [A]

Iw(Comp) Phase-W current of compressor [A]

Vdc(Comp) COMP bus voltage [V]

4/20IN2 4-20mA2 External analog input for Outdoor temp (4-20mA2
SHs Target superheat value at the suction pipe to compressor
SH difference from suction gas temp to saturated gas temp
Shell-SH superheat value at the suction point of compressor
Td-SHs Target superheat value at the discharged pipe from compressor
Td-SH superheat value at the discharged point from compressor
COMP1 oparating frequency in main circuit

COMP2 oparating frequency in sub circuit

FAN(Hz) Outdoor unit fan output [%]

LEV1 LEV1 pulse

LEV2 LEV2 pulse at HIC circuit
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Data before Error occurred Terminology (CRHV-P600YA-HPB)

Mark Official Name Meaning

Ver Software Version Program ROM

TH1 Thermistor Discharge Ref temp.1

TH2 Thermistor Suction Ref temp.1

TH3 Thermistor Shell Ref temp.1

TH4 Thermistor Heat exchanger wall temp.1

TH5 Thermistor Discharge Ref temp.2

TH6 Thermistor Suction Ref temp.2

TH7 Thermistor Shell Ref temp.2

TH8 Thermistor Heat exchanger wall temp.2

TH9 Thermistor Qutdoor temp.1

TH11 Thermistor Water inlet temp.1

TH12 Thermistor Water outlet temp.1

TH13 Thermistor Heat source inlet temp.1

TH14 Thermistor Heat source outlet temp.1

TH15 Thermistor External Water sensor.1

TH16 Thermistor External Water sensor.2

TH17 Thermistor Hot Water inlet temp.2

TH18 Thermistor Hot Water outlet temp.2

TH20 Thermistor Heat source inlet temp.2

HP 63HS High pressure sensor

LP 63LS Low pressure sensor

Vdc - COMP bus voltage [V]

lu - Phase-U current of compressor [A]

Iw - Phase-W current of compressor [A]

Ts - Target water temperature

Twi - Current inlet hot water temperature

Two - Current outlet hot water temperature

Twg Main water temperature TH15 or TH16 temperature which is selected

SHs - Target superheat value at the suction pipe to compressor
SHt - -

SHb - -

Shell-SH - Superheat value at the shell of the compressor
Td-SHs - Target superheat value at the discharge pipe
Td-SH - Superheat value at the discharge pipe

THHS Thermistor IGBT temperature

LEV1 - Electronic_expansion valve(Main/Sub circuit)

LEV2 - -

LEV3 - Electronic_expansion valve(Main/Sub injection circuit)
COMP1(Hz) - Operating frequency in main circuit [Hz]
COMP2(Hz) - Operating frequency in sub circuit [HZ]

4-20mA1 - External analog input for Target water temp (4-20mA1)
0-10V - External analog input for Target water temp (0-10V/2-10V)
1-5V - External analog input for Target water temp (1-5V)
4-20mA2 - External analog input for Outdoor temp (4-20mA2)
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Data before Error occurred Terminology

QAHV-N560YA-HPB, QAHV-N560YA-KR, QAHV-N136TAU-HPB

Mark Official Name Meaning

TH1 Compressor Discharge Refrigerant
temperature

TH2 Compressor Suction Refrigerant
temperature

TH3 Gascooler Refrigerant temperature

TH4 Air hex(Heat exchange) inlet
Refrigerant temperature

TH5 Air hex(Heat exchange) outlet
Refrigerant temperature

TH9 Qutdoor temperature

TH11 Water outlet temperature

TH12 Water inlet temperature

TH14 Shell Refrigerant temperature

TH15 External water sensor.1

TH16 External water sensor.2

TH17 External water sensor.3

TH15p External water sensor.4(For 6 sensor
system only)

TH16p External water sensor.5(For 6 sensor
system only)

TH17p External water sensor.6(For 6 sensor
system only)

TH18 External Water sensor (secondary
circuit)

TH19 No use

THHS Heat sink temperature

HP1 High pressure senser [Mpa]

HPb High pressure amplitude amplitude
value [Mpa]

LP1 Low pressure senser [Mpa]

4/20IN Analog input External analog input for Target water temperature
4-20mA/0-10V/1-5V/2-10V

Idc DC trunk line current [A]

lu U-Phase current effective
value[A]

Iw W-Phase current effective
value[A]

Vdc Bus voltage [V]

Vp-p No use

Target superheat

Real superheat

FlowRate1(L/m) Flow sensor.1 flow rate (liter per minutes)

FlowRate2(L/m) Flow sensor (secondary circuit) flow rate (liter per minutes)

FlowRate3(L/m) No use

Pump(%) Pump output Percentage of pump output (current value / maximum value) for water
flow rate control

FAN(Hz) Fan frequency

F(Hz) Compressor frequency

MVWA1 Flow control valve MV 1 Valve opening

LEVA Command value of LEVA pulse of unit

LEVC Command value of LEVC pulse of unit
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Data before Error occurred Terminology
(EACV-P900YA,EAHV-P900YA,EAHV-P900YA-H)

Mark Official Name Meaning

Ver Software Version Program ROM

TH1 Thermistor Water inlet temp. 1

TH2 Thermistor Water inlet temp. 2

TH3 Thermistor Water outlet temperature

TH5 Thermistor ACC Inlet Ref temperature

TH6 Thermistor Air hex Ref temperature

TH7 Thermistor Water hex Ref temperature

TH10 Thermistor Outdoor temperature

TH11 Thermistor Discharge Ref temperature

TH15 Thermistor External Water sensor

HP 63HS High pressure sensor

LP 63LS Low pressure sensor

Vdc - COMP bus voltage [V]

lu - Phase-U current of compressor [A]

w - Phase-W current of compressor [A]

Ts - Target water temperature

Twi - Current inlet water temperature

Two - Current outlet water temperature

Twg Main water temperature External water temperature

Tout - Outdoor air temperature by BMS

SHs - Target superheat value at the ACC inlet pipe
SCs - Target subcool value at the ACC inlet pipe
SH - -

SC - -

Td-SH - Superheat value at the discharge pipe

THHS Thermistor IGBT temperature

LEV1 - Electronic expansion valve(Main/Sub circuit)
COMP1(Hz) - Operating frequency in main circuit [Hz]
FAN1(Hz) - Operating frequency of fan moter1 [Hz]
FAN2(Hz) - Operating frequency of fan moter2 [Hz]
FAN3(Hz) - Operating frequency of fan moter3 [Hz]
4-20mA1 - External analog input for Target water temp (4-20mA1)
0-10V - External analog input for Target water temp (0-10V/2-10V)
1-5V - External analog input for Target water temp (1-5V)
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Data before Error occurred Terminology (CMB-WP108V-G)

Mark

Official Name

Meaning

Time(min.sec)

Time(min.sec)

Time(min.sec) before error occurred

TH11 Thermistor

TH12 Thermistor

TH13 Thermistor

TH14 Thermistor

TH15 Thermistor

TH16 Thermistor

TH31a Thermistor

TH31b Thermistor

TH31c Thermistor

TH31d Thermistor

TH31e Thermistor

TH31f Thermistor

TH31g Thermistor

TH31h Thermistor

TH32 Thermistor

TH33 Thermistor

TH34 Thermistor

TH35 Thermistor

TH36 Thermistor

TH37 Thermistor

Ps1 Pressure sensor

SWgp1 SWgp1 signal

SWgp2 SWgp2 signal

SWgp3 SWgp3 signal

PS Power failure detection

Float Float SW setting value

Flcon Float SW setting value

Pumpl1 Pump1 Input number of rotations

Pumpl2 Pump2 Input number of rotations

PumpO1 Pump1 Output variable for control

PumpO2 Pump2 Output variable for control

HB Sig Qutdoor unit operation control Qutdoor unit operation control signal to OC

OC Sig Indoor unit operation control Indoor unit operation control signal from OC

sigmaQj(C) Total capacity code (cooling) Qutdoor unit operation control signal to OC

sigmaQj(H) Total capacity code (heating) Indoor unit operation control signal from OC

21S4Ma 4-way valve Cooling indoor unit capacity

21S4Mb 4-way valve Heating indoor unit capacity

SVM1 Solenoid valve

72C Contactor

1a-1h 2 way valve MV1* "0" represents "valve opening = 85"
"1" represents "valve opening = 800"
"2" represents "valve opening = 1600"

2a-2h 2 way valve MV2* "0" represents "valve opening = 85"
"1" represents "valve opening = 800"
"2" represents "valve opening = 1600"

3a-3h 3 way valve MV3*

LEV1 Linear expansion valve

LEV2 Linear expansion valve

LEV3 Linear expansion valve

Error Code Error Code Error Code
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Data before Error occurred Terminology
(CMB-WP108/1016V-GA1, CMB-WM108/1016V-AA)

Mark

Official Name

Meaning

Time(min.sec)

Time(min.sec)

Time(min.sec) before error occurred

TH11

Thermistor sensor

Liquid-side refrigerant temp. of Heating-main heat exchanger

TH12 Thermistor sensor Liquid-side refrigerant temp. of Cooling-main heat exchanger
TH13 Thermistor sensor Gas-side refrigerant temp. of Heating-main heat exchanger
TH14 Thermistor sensor Gas-side refrigerant temp. of Cooling-main heat exchanger
TH15 Thermistor sensor Bypass inlet temperature
TH16 Thermistor sensor Bypass outlet temperature
TH31a-p Thermistor sensor 1st-16th port returned water temp.
PS1 Pressure sensor PS1 Detects the high pressure at the liquid side.
PS3 Pressure sensor PS3 Detects the low pressure.
TH32 Thermistor sensor Outlet water temp. of Heating-main heat exchanger
TH33 Thermistor sensor Outlet water temp. of Cooling-main heat exchanger
TH34 Thermistor sensor Water pump 2 discharge water temp.
TH35 Thermistor sensor Water pump 1 discharge water temp.
SH1 Superheat Superheat at bypass exit area. TH13-TH11 (only HB)
SH2 Superheat Superheat at bypass exit area. TH14-TH12 (only HB)
SC1 Subcool Subcool at liquid entrance area. PT1-TH11 (only HB)
SC2 Subcool Subcool at liquid entrance area. PT1-TH12 (only HB)
PT1 Average of saturation gas tem | For control of LEV (LEV1,LEV2,LEV3). (only HB)
perature of
high pressure and saturation
liquid temperature of high pres
sure
dPHM Differential pressure PS1-PS3 Pressure.(only HB)
PS Power failure detection
Float Float SW
Flcon Float SW
Pumpl1 Pump1 Input number of rotations
Pumpl2 Pump2 Input number of rotations
PumpO1 Pump1 Output variable for control
PumpO2 Pump2 Output variable for control
sigmaQj(C) Total capacity code (cooling) Cooling indoor unit capacity
sigmaQj(H) Total capacity code (heating) Heating indoor unit capacity
21S4Ma 4-way valve Switches the cooling/heating cycle (0:Cooling, 1:Heating)
21S4Mb 4-way valve Heat exchanger capacity control
SVM1 Solenoid valve Refrigerant flow volume control
HB Sig Outdoor unit operation control Outdoor unit operation control signal to OC
OC Sig Indoor unit operation control Indoor unit operation control signal from OC
VB3a-3p 3-way valve MV3* Controls the water flow path and the water flow rate
LEV1 LEV1 opening Liquid level control, differential pressure control
LEV2 LEV2 opening Liquid level control, differential pressure control
LEV3 LEV3 opening Liquid level control, differential pressure control, superheat of bypass c
ontrol
Error Code Error Code Error Code

Time(min.sec)

Time(min.sec)

Time(min.sec) before error occurred
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Data before Error occurred Terminology
(CMB-WP108/1016V-GB1, CMB-WM108/1016V-AB)

Mark Official Name Meaning

Time(min.sec) Time(min.sec) Time(min.sec) before error occurred

TH31a-p Thermistor sensor 1st-16th port returned water temp.

TH32 Thermistor sensor Outlet water temp. of Heating-main heat exchanger
TH33 Thermistor sensor Outlet water temp. of Cooling-main heat exchanger
PS Power failure detection

Float Float SW

Flcon Float SW

VB3a-3p 3-way valve VB3* Controls the water flow path and the water flow rate
Error Code Error Code Error Code

Time(min.sec) Time(min.sec) Time(min.sec) before error occurred

TH31a-p Thermistor sensor 1st-16th port returned water temp.

TH32 Thermistor sensor Outlet water temp. of Heating-main heat exchanger
TH33 Thermistor sensor Outlet water temp. of Cooling-main heat exchanger
PS Power failure detection

Float Float SW

Flcon Float SW

VB3a-3p 3-way valve VB3* Controls the water flow path and the water flow rate
Error Code Error Code Error Code
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Data before Error occurred Terminology
(CMB-WM350/500F-AA)

Mark

Official Name

Meaning

Time(min.sec)

Time(min.sec)

Time(min.sec) before error occurred.

TH11

Thermistor (Refrigerant side

Liquid-side refrigerant temperature of Heating-main heat exchanger.

)

TH12 Thermistor (Refrigerant side) Liquid-side refrigerant temperature of Cooling-main heat exchanger.
TH13 Thermistor (Refrigerant side) Gas-side refrigerant temperature of Heating-main heat exchanger.
TH14 Thermistor (Refrigerant side) Gas-side refrigerant temperature of Cooling-main heat exchanger.
TH15 Thermistor (Refrigerant side) Bypass inlet temperature.
TH16 Thermistor (Refrigerant side) Bypass outlet temperature.
TH31a-f Thermistor (Water side) 1st-6th port returned water temperature.
TH32 Thermistor (Water side) Outlet water temperature of Heating-main heat exchanger.
TH33 Thermistor (Water side) Outlet water temperature of Cooling-main heat exchanger.
TH34 Thermistor (Water side) Water pump 2 discharge water temperature.
TH35 Thermistor (Water side) Water pump 1 discharge water temperature.
THHS1 Thermistor Pump1-inverter Heat sink temperature.
THHS2 Thermistor Pump2-inverter Heat sink temperature.
PS1 Pressure sensor Refrigerant high pressure at the gas side.

(Refrigerant side)
PS3 Pressure sensor Refrigerant medium pressure.

(Refrigerant side)
Pw1(kPa) Pressure sensor (Water side) Water pump1 suction water pressure.
Pw2(kPa) Pressure sensor (Water side) Water pump1 discharge water pressure.
Pw3(kPa) Pressure sensor (Water side) Water pump2 suction water pressure.
Pw4(kPa) Pressure sensor (Water side) Water pump2 discharge water pressure.
SH1 Superheat Superheat at exit area of heat exchanger. TH13-TH11
SH2 Superheat Superheat at exit area of heat exchanger. TH14-TH12
SC1 Subcool Subcool at exit area of heat exchanger. PT1-TH11
SC2 Subcool Subcool at exit area of heat exchanger. PT1-TH12
PT1 Average of saturation gas tem | For control of LEV. (LEV1,LEV2,LEV3)

perature of high pressure and

saturation liquid temperature of

high pressure
dPHM Differential pressure PS1-PS3 Pressure.
PS Power failure detection ("OFF" : normal, "ON" : power failure)
PumpO1 Pump1 Output Variable for control.
PumpO2 Pump2 Output Variable for control.
Vdc1 Pump1 bus voltage Pump1 bus voltage. [V]
lu1 Pump1 U-Phase current effecti | Pump1 U-Phase current effective value. [A]

ve value
w1 Pump1 W-Phase current effecti | Pump1 W-Phase current effective value. [A]

ve value
Vdcgain1 Pump1-inverter Vdcgain Pump1-inverter Vdcgain.
offset_u1 Pump1-inverter offset_u Pump1-inverter offset_u.
offset_w1 Pump1-inverter offset w Pump1-inverter offset_w.

vf_ofst_pwr1

Pump1-inverter vf_ofst_pwr

Pump1-inverter vf ofst_pwr.

Vdc2

Pump2 bus voltage

Pump2 bus voltage. [V]

lu2 Pump2 U-Phase current effecti | Pump2 U-Phase current effective value. [A]
ve value
w2 Pump2 W-Phase current effecti | Pump2 W-Phase current effective value. [A]
ve value
Vdcgain2 Pump2-inverter Vdcgain Pump2-inverter Vdcgain.
offset_u2 Pump2-inverter offset_u Pump2-inverter offset_u.
offset_ w2 Pump2-inverter offset w Pump2-inverter offset_w.
vf_ofst_pwr2 Pump2-inverter vf_ofst_pwr Pump2-inverter vf_ofst_pwr.
QjC Total capacity code (cooling) Cooling indoor unit capacity.
QjH Total capacity code (heating) Heating indoor unit capacity.
21S4Ma 4-way valve Switches the cooling/heating cycle. (0:Heating, 1:Cooling)
21S4Mb 4-way valve Switches the cooling/heating cycle. (0:Cooling, 1:Heating)
SV1 Solenoid valve Refrigerant flow volume control.
MV1 3 way valve MV1 Water supply valve for cooling circuit and heating circuit.
VB3a-f Valve block VB3* Controls the water flow path and the water flow rate.
LEV1 LEV1 opening Liquid level control, differential pressure control.
LEV2 LEV2 opening Liquid level control, differential pressure control.
LEV3 LEV3 opening Liquid level control, differential pressure control, superheat of bypass c
ontrol.
Error Code Error code Error code.
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Data before Error occurred Terminology

(CMB-WM108/1016V-BB)

Mark Official Name Meaning
Time(min.sec) Time(min.sec) Time(min.sec) before error occurred.
TH31a-p Thermistor (Water side) 1st-16th port returned water temperature.
TH32 Thermistor (Water side) Outlet water temperature of Heating-main heat exchanger.
TH33 Thermistor (Water side) Outlet water temperature of Cooling-main heat exchanger.
PS Power failure detection ("OFF" : normal, "ON" : power failure)
Float Float switch ("OFF" : error, "ON" : normal)
Flcon Detection of the disconnected f | ("OFF" : disconnection, "ON" : connection)
loat switch
VB3a-p 3 way valve VB3* Controls the water flow path and the water flow rate.
Error Code Error code Error code.
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Data before Error occurred Terminology
(CMH-WM250/350/500V-A)

Mark Official Name Meaning

Time(min.sec) Time(min.sec) Time(min.sec) before error occurred

TH11 Thermistor Liquid-side refrigerant temp. of heat exchanger
TH13 Thermistor Gas-side refrigerant temp. of heat exchanger
TH32 Thermistor Outlet water temp. of heat exchanger

TH35 Thermistor Water pump discharge water temp.

THHS Thermistor Heat sink temperature

PWS(kPa) Pressure sensor Water pump suction water pressure
PWD(kPa) Pressure sensor Water pump discharge water pressure

Prf Pressure sensor Refrigerant pressure at heat exchanger

Trf Saturation temperature of refrigerant For control of LEV

SH Superheat Superheat at heat exchanger. TH13-Tref
SC Subcool Subcool at heat exchanger. Tref-TH11

PS Power failure detection Power failure detection

PumpO1 Pump1 Output variable for control

Vdc Pump1 bus voltage Pump1 bus voltage [V]

lu U-Phase current effective value U-Phase current effective value [A]

Iw W-Phase current effective value W-Phase current effective value [A]

Vdcgain Vdcgain Vdcgain

offset_u offset_u offset_u

offset_w offset_w offset_w

vf_ofst_pwr vf_ofst_pwr vf_ofst_pwr

HU Sig Outdoor unit operation control Outdoor unit operation control signal to OC
OC Sig Indoor unit operation control Indoor unit operation control signal from OC
QjC Total capacity code (cooling) Cooling indoor unit capacity

QjH Total capacity code (heating) Heating indoor unit capacity

SV1 Solenoid valve Refrigerant flow volume control

LEV1 LEV1 opening Heat exchanger capacity control

Error Code Error code Error code
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Data before Error occurred Terminology
(RBH-P35NRA-Q-TWN/RBS-P20/202HRA-Q-TWN)

Mark

Official Name

Meaning

MODEL CODE (Unit code)

06(STD08)

Ver

Software Version

Main program ROM version

TH1 Thermistor Room temperature (Air temperature measured by thermistor)
TH2 End of defrosting1 Defrost end(1)/Other(0)
TH3 End of defrosting2 Defrost end(1)/Other(0)
TH4 Model(Unit) setting Model setting input
THe Analog input1 Blank
4-20 Analog input2 Blank
SET TEMP. Room temerature setting Target room temperature (Cut-off value)
RC COMMAND Remote controler command Operation(1)/Stop(0)
DATE DATE(YYMMDD) A date when abnormalities occur
TIME TIME A time when abnormalities occur
DIFF. Room temperature difference Differential of room temperature ((Cut-in value) - (Cut-off value))
SETBACK Setback value Setting value of setback operation
TEMP ALARM Difference of high temperature | Setting value of high temperature alarm
alarm
X6 External abnormalities Condensing unit is unusual(1)/usual(0)
X7 Compressor ON/OFF One or more compressors are Running(1)/Stop(0)
IN3 External contact input Set up(1)/Unset up(0)
IN4 (Reserve) Blank
LEV Linear expantion valve Linear expantion valve output [pulse]
X1 Control source output -
X2 Solenoid valve (liquid) output -
X3 Cooler fan output -
X4 Defrost heater output1 -
X5 Defrost heater output2 -
X30 Alarm output1 Condensing unit is unusual(1)/usual(0)
X31 Alarm output2 High temperature alarm(1)/usual(0)
X32 Alarm output3 High temperature error (50°C)(1)/usual(0)
12-1 Driver output1 (DC12V) Warning buzzer output
12-2 Driver output2 (DC12V) Blank
12-3 Driver output2 (DC12V) Blank
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Operation Status Monitor Terminology

(PUHY-P72/96/108TGMU-A, PUHY-P126/144TGMU-A, PUHY-P168/192/204/216/2

34TGMU-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio | (only for P168 type or over)
n
F2 Temporary compressor frequen | Variable for control
cy of No.2 Comp for calculatio | (only for P168 type or over)
n
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective, OFF:ineffective )
DEMAND2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON:effective, OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
21S4b 4-way valve Capacity control of heat exchanger (Gas side)
(only for P126 type or over)
SV1 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
Sv3 Solenoid valve output Protects compressor when No.2 compressor stops.
(Bypass between discharge pip | (only for P168 type or over)
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger (Liquid side).
(only for P126 type or over)
52F Contactor ON/OFF switch of No.2 fan
(only for P168 type or over)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH12 Thermistor Detects discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur | (only for P168 type or over)
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
THHS5 Thermistor Controls the Fan inverter cooling fan based on the THHS5 temperatur
(Fan inverter radiator plate tem | e.
perature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.

perature of high pressure and
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saturation liquid temperature of
high pressure

Te Saturation temperature of low For control of compressor frequency and fan speed
pressure
SCO Sub-cool at heat exchanger Variable for control
Tc-THS
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit supper he | Variable for control
at
TH8-Te
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PURY-P72/96/108/126/144TGMU-A, PURY-P168/192/204/216/234TGMU-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio | (only for P168 type or over)
n
F2 Temporary compressor frequen | Variable for control
cy of No.2 Comp for calculatio | (only for P168 type or over)
n
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective, OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
( ON:effective, OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
21S4b 4-way valve Heat exchanger capacity control
(only for P168 type or over)
SV1 Solenoid valve output Bypass between discharge pipe and suction pipe
Sv2 Solenoid valve output Bypass between discharge pipe and suction pipe
Sv3 Solenoid valve output Bypass between discharge pipe and suction pipe
(only for P168 type or over)
SV4a Solenoid valve output Heat exchanger capacity control
SV4b Solenoid valve output Heat exchanger capacity control
SV4c Solenoid valve output Heat exchanger capacity control
Sv4d Solenoid valve output Heat exchanger bypass ON/OFF
SV5a Solenoid valve output Heat exchanger capacity control
(only for P168 type or over)
SV5b Solenoid valve output Heat exchanger capacity control
(only for P168 type or over)
52F Contactor ON/OFF switch of No.2 fan
(only for P168 type or over)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH12 Thermistor Detects discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur | (only for P168 type or over)
e)
THS5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the pipe temperature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7 Thermistor For defrost control
(Detects pipe temperature)
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
THHS5 Thermistor Controls the Fan inverter cooling fan based on the THHS5 temperatur
(Fan inverter radiator plate tem | e.
perature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, protects unit against damage b
y low pressure.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.

perature of high pressure and
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saturation liquid temperature of
high pressure

Te Saturation temperature of low For control of compressor frequency and fan speed.
pressure

Vdc Bus voltage Bus voltage

Idc DC trunk line current DC trunk line current

lu Phase-U current Phase-U current of compressor

Iw Phase-W current

Phase-W current of compressor
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Operation Status Monitor Terminology
(PQHY-P72/96TGMU-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
AK Heat exchanger capacity Variable which determines the size of outdoor
heat exchanger
DEMAND ON/OFF demand Input stop signal of compressor
(_ON:effective, OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
LEV2 Cool down inverter LEV openi | Cool down inverter
ng
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Bypass between discharge pipe and suction pipe
SV4a Solenoid valve output Heat exchanger capacity control
SV4b Solenoid valve output Heat exchanger capacity control
SV4c Solenoid valve output Heat exchanger capacity control
Sv4d Solenoid valve output Heat exchanger bypass ON/OFF
SV5a Solenoid valve output Heat exchanger capacity control
(only for P400/500YSGM-A type)
SV5b Solenoid valve output Heat exchanger capacity control
(only for P400/500YSGM-A type)
SV7a Solenoid valve output Heat exchanger capacity control
SV7b Solenoid valve output Heat exchanger capacity control
SV7c Solenoid valve output Heat exchanger capacity control
UNIT_ON/OFF ON/OFF-output ON/OFF-monitor (TB8-1,2P)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.
TH9 Thermistor Detects the water heat exchanger temperature and then, carries out fr
(Freeze prevention sensor) eeze prevention control.
THINV Thermistor Controls a capacity of heat exchanger for cool down inverter depends
(Outlet of heat exchanger for ¢ | on a temperature of THINV.
ool down inverter)
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, protects unit against damage b
y low pressure.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed.
pressure
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PQRY-P72/96TGMU-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressorfrequenc | Variable for control
y for calculation
AK Heat exchanger capacity Variable which determines the size of outdoorheat exchanger
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective, OFF:ineffective )
DEMAND2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV2 Cool down inverter LEV openi | Cool down inverter
ng
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Bypass between discharge pipe and suction pipe
SV4a Solenoid valve output Heat exchanger capacity control
SV4b Solenoid valve output Heat exchanger capacity control
SV4c Solenoid valve output Heat exchanger capacity control
Sv4d Solenoid valve output Heat exchanger bypass ON/OFF
SV5a Solenoid valve output Heat exchanger capacity control
(only for P400/500YSGM-A type)
SV5b Solenoid valve output Heat exchanger capacity control
(only for P400/500YSGM-A type)
SV7a Solenoid valve output Heat exchanger capacity control
SV7b Solenoid valve output Heat exchanger capacity control
SV7c Solenoid valve output Heat exchanger capacity control
UNIT_ON/OFF ON/OFF-output ON/OFF-monitor (TB8-1,2P)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air and liquid level in the accumulator.
temperature)
TH9 Thermistor Detects the water heat exchanger temperature and then, carries out fr
(Freeze prevention sensor) eeze prevention control.
THINV Thermistor Controls a capacity of heat exchanger for cool down inverter depends
(Outlet of heat exchanger for ¢ | on a temperature of THINV.
ool down inverter)
THHSA1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, protects unit against damage b
y low pressure.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed.
pressure
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PUMY-P100/125/140YHM)

Mark

Official Name

Meaning

Operation mode

Operation mode

FAN Fan steps Out door unit fan steps
F/Hz Compressor frequency Compressor frequency
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
52C electromagnetic _contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1(A) Solenoid valve 1 output The bypass of discharge gas (for pd back up)
SV1(B) Solenoid valve 1 output The bypass of discharge gas(for td back up)
SV1(C) Solenoid valve 1 output The bypass of discharge gas(for stop mode pressure equalization)
TH4 Thermistor It detects the discharge temperature to control the compressor frequen
(Detects discharge temperatur | cy.
e) It protects the discharge temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10
10
SCm11 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 11
11
SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
12
LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit

258




LEV 9

LEV pulse of indoor unit 9

LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit

LEV10

LEV pulse of indoor unit 10

LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit

LEV11

LEV pulse of indoor unit 11

LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit

LEV12

LEV pulse of indoor unit 12

LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit

INPUT CURRENT

INPUT CURRENT

Input current of outdoor unit.

COMP CURRENT

COMPRESSOR CURRENT

Compressor operating current of outdoor unit.

VDC

BUS BAR VOLTAGE(V)

Bus bar voltage of inverter circuit
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Operation Status Monitor Terminology
(PUMY-P36/48NHMUR4)

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Out door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit(no | Command value of LEV-A pulse of outdoor unit (fixed to blank)
t implemented)
LEV_B LEV-B pulse of outdoor unit(no | Command value of LEV-B pulse of outdoor unit (fixed to blank)
t implemented)
52C electromagnetic contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1(A) Solenoid valve 1 output The bypass of discharge gas (for pd back up)
SV1(B) Solenoid valve 1 output The bypass of discharge gas(for td back up)
SV1(C) Solenoid valve 1 output The bypass of discharge gas(for stop mode pressure equalization)
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit_input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor (not impl | It detects the suction pressure to control LEV-B and LEVs of indoor u
emented) nits pulse. (fixed to 0.0)
TH2 Thermistor (not implemented) It is used to control LEV-B pulse. (fixed to 0.0)
(HIC temperature)
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10

10
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SCm11

Target sub

11

cool of indoor unit

Heating mode:Target sub cool of indoor unit 11

SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
12

LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status
(PUMY-P60NKMU

Monitor Terminology

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Out door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit Command value of LEV-A pulse of outdoor unit (fixed to blank)
LEV_B LEV-B pulse of outdoor unit Command value of LEV-B pulse of outdoor unit (fixed to blank)
52C electromagnetic contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1 Solenoid valve 1 output Bypass valve for discharge gas
Sv2 Solenoid valve 2 output Switching valve for refrigerant circuit
Sv3 Solenoid valve 3 output Qil return valve
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor It detects the suction pressure to control LEV-B and LEVs of indoor u
nits pulse.
TH2 Thermistor It is used to control LEV-B pulse.
(HIC temperature)
SC Sub _cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10
10
SCm11 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 11

11

262




SCm12

Target sub cool of indoor unit

Heating mode:Target sub cool of indoor unit 12

12
LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology
(MXZ-8C48NA, MXZ-4C36/5C42/8C48NAHZ,

MXZ-8C60NA-U1)

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Qut door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit Command value of LEV-A pulse of outdoor unit
LEV_B LEV-B pulse of outdoor unit Command value of LEV-B pulse of outdoor unit
52C electromagnetic contactor 52C output (inverter main circuit)
2184 4-way valve 4-way valve
SV1 Solenoid valve 1 output Bypass valve for discharge gas
Sv2 Solenoid valve 2 output Switching valve for refrigerant circuit
SV3 Solenoid valve 3 output Qil return valve
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor _frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor It detects the suction pressure to control LEV-B and LEVs of indoor u
nits pulse.
TH2 Thermistor It is used to control LEV-B pulse.
(HIC temperature)
SC Sub _cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10
10
SCm11 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 11
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11

SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
12

LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit

LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit

LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit

LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit

LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit

LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit

LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit

LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit

LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit

LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology
(PUMY-P36/48NKMU, PUMY-HP36/48NKMU)

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Out door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit Command value of LEV-A pulse of outdoor unit
LEV_B LEV-B pulse of outdoor unit Command value of LEV-B pulse of outdoor unit
52C electromagnetic _contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1 Solenoid valve 1 output Bypass valve for discharge gas
Sv2 Solenoid valve 2 output Switching valve for refrigerant circuit
Sv3 Solenoid valve 3 output Qil return valve
demand A state of demand function via | Input: 1 / No input: O
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor _frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor It detects the suction pressure to control LEV-B and LEVs of indoor u
nits pulse.
TH2 Thermistor It is used to control LEV-B pulse.
(HIC temperature)
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10
10
SCm11 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 11
11
SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
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12

LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology
(PUHY - 200/250YM*)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F/

"Temporary compressor freque
ncy for calculation”

Variable for control

Hz Compressor frequency Compressor frequency

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level "Liquid level in the accumulation ( 0 :Undercharge, 1: Adequate, 2 :Ov

ercharge )"

FAN Fan "Fan capacity of outdoor unit (not proportional to rotational frequency)"

SCO Sub-cool at heat exchanger Variable for control

ScC Sub-cool at SC coil exit Variable for control

SHB SC coil bypass exit Variable for control
Supper heat

Qj(C) Total capacity code (cool) Cooling indoor unit capacity

Qj(H) Total capacity code (heat) Heating indoor unit capacity

SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

2184 4-way valve Switches the cooling/heating cycle

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip | Restricts the rise in the discharge pressure
e and suction pipe)

Sv2 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control full load)

Sv3 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control unload)

Sv4 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)

e and suction pipe)

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection.

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n.

TH7(8) Thermistor (Controls SC) Controls LEV1 based on the temperature differences between TH6,7 a

nd 8.

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.

268




Operation Status Monitor Terminology
(PUHY - 200/250YMF)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F/

"Temporary compressor freque
ncy for calculation”

Variable for control

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level "Liquid level in the accumulation ( 0: Undercharge, 1: Adequate, 2: Ov

ercharge )"

FAN Fan "Fan capacity of outdoor unit (not proportional to rotational frequency)"

SCO Sub-cool at heat exchanger Variable for control

ScC Sub-cool at SC coil exit Variable for control

SHB "SC coil bypass exit " Variable for control
Supper heat

Qj(C) Total capacity code (cool) Cooling indoor unit capacity

Qj(H) Total capacity code (heat) Heating indoor unit capacity

SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

2184 4-way valve Switches the cooling/heating cycle

SV1 Solenoid valve output "Returns oil from the oil separator "

(Bypass between discharge pip | Restricts the rise in the discharge pressure
e and suction pipe)

Sv4 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)

e and suction pipe)

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection.

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n.

TH7(8) Thermistor (Controls SC) Controls LEV1 based on the temperature differences between TH6,7 a

nd 8.

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.
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Operation Status Monitor Terminology
(PU(H)Y-P200/250YMF-B,YMC)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F Compressor frequency Compressor frequency

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation

(_0: A little, 1: Medium, 2: Much(overcharge) )

FAN Fan Fan capacity of outdoor unit

(not_proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-TH5

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit supper heat | Variable for control
TH8-TH2

Qj(C) Total capacity code (Cool) Cooling indoor unit capacity

Qj(H) Total capacity code (Heat) Heating indoor unit capacity

SLEV QOil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode

2154 4 way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

Sv1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pipe

and suction pipe)

Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pipe | ckup)

and suction pipe)

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection
(Detects discharge temperature)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation te | ncy and liquid level in the accumulator
mperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in the
accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in the
accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temperat | id level in heating mode, detects the sub-cool at the heat exchanger e
ure) xit in combination with 63 HS data, and controls LEV1

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempera | iquid level in the accumulator, and the opening LEV pulse for oil retur
ture) n

TH7(8) Thermistor(Controls SC) Controls LEV1 based on the temperature differences between TH6,7 a

nd 8

TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS
(Composition sensing)

TH10 Thermistor Detects the oil temperature
(Lower compressor shell)

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature
(Inverter radiator plate temperatu
re)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure

63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit

ion

A-OC Refrigerant composition(R32) Real percentage of R32

A-OC* Refrigerant composition(R32) Calculated percentage of R32

Tc Average of saturation gas tempe | For control of compressor frequency and fan speed
rature of high pressure and satu
ration liquid temperature of high
pressure

Te Saturation temperature of low pr | Same as TH2

essure
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Operation Status Monitor Terminology
(PU(H)Y-200/250YMF-B,YMC)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F Compressor frequency Compressor frequency

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation

( 0: A little, 1: Medium, 2: Much(overcharge) )

FAN Fan Fan capacity of outdoor unit

(not_proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-THS

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit supper he | Variable for control
at
TH8-TH2

Qj(C) Total capacity code (Cool) Cooling indoor unit capacity

Qj(H) Total capacity code (Heat) Heating indoor unit capacity

SLEV QOil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode

2154 4 way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)

e and suction pipe)

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) xit in combination with 63 HS data, and controls LEV1

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n

TH7(8) Thermistor(Controls SC) Controls LEV1 based on the temperature differences between TH6,7 a

nd 8

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure
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Operation Status Monitor Terminology
(PU(H)Y-200/250TM-(C))

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F

Compressor frequency

Compressor frequency

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation

(_ 0: A little, 1: Medium, 2: Much(overcharge) )
FAN Fan Fan capacity of outdoor unit

(not proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-TH5

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit supper he | Variable for control
at
TH8-TH2

Qj(C) Total capacity code (Cool) Cooling indoor unit capacity

Qj(H) Total capacity code (Heat) Heating indoor unit capacity

SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode

2154 4 way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)

e and suction pipe)

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) xit in combination with 63 HS data, and controls LEV1

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n

TH7(8) Thermistor(Controls SC) Controls LEV1 based on the temperature differences between TH6,7 a

nd 8

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure
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Operation Status Monitor Terminology
(PU(H)Y-400/500YBM)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F

Temporary compressor frequen
cy for calculation

Variable for control

F1 Temporary compressor frequen | Variable for control
cy for NO.1 COMP for calculat
ion

F2 Temporary compressor frequen | Variable for control
cy for NO.2 COMP for calculat
ion

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation

(_0: A little, 1: Medium, 2: Much(overcharge) )

FAN Fan Fan capacity of outdoor unit

(not_proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-THS

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit supper he | Variable for control
at
TH8-TH2

Qj(C) Total capacity code (Cool) Cooling indoor unit capacity

Qj(H) Total capacity code (Heat) Heating indoor unit capacity

SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode

21S4a 4 way valve Switches the cooling/heating cycle
Solenoid valve output (0:Cooling, 1:Heating)

(Bypass between discharge pip | Returns oil from the oil separator
e and suction pipe)

SV22 Solenoid valve output Switches the capacity control valve Inside the compressor
(Capacity control full load)

SV32 Solenoid valve output Switches the capacity control valve Inside the compressor
(Capacity control unload)

Sv4 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)

e and suction pipe)

21S4b Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

SV5B Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

SV6 Solenoid valve output Hot gas bypass

52F Contactor ON/OFF switch of NO.2 fan

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH11(TH12) Thermistor Detects the discharge temperature for the high pressure protection
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) xit in combination with 63 HS data, and controls LEV1

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n

TH7(8,9) Thermistor(Controls SC) Controls LEV1 based on the temperature differences between TH7,8 a

nd 9

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure
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Operation Status
(PU(H)Y-315YMC)

Monitor Terminology

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F Compressor frequency Compressor frequency

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation

(_0: A little, 1: Medium, 2: Much(overcharge) )

FAN Fan Fan capacity of outdoor unit

(not_proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-THS

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit supper he | Variable for control
at
TH8-TH2

Qj(C) Total capacity code (Cool) Cooling indoor unit capacity

Qj(H) Total capacity code (Heat) Heating indoor unit capacity

SLEV QOil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode

2154 4 way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)

e and suction pipe)

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) xit in combination with 63 HS data, and controls LEV1

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n

TH7(8) Thermistor(Controls SC) Controls LEV1 based on the temperature differences between TH6,7 a

nd 8

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure

275




Operation Status Monitor Terminology
(PUHY-400/500YMF-B,YMC)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

Save Signal of capacity saving from system controller.
figure : % No signal : 100%
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of NO.1 COMP for calculati
on
F2 Temporary compressor frequen | Variable for control
cy of NO.2 COMP for calculati
on
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AK1 Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
(Variable capacity unit)
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
FAN1 Fan Fan capacity of outdoor unit(Fan on a variable capacity unit)
(not proportional to rotational frequency)
SCO Sub-cool at heat exchanger Variable for control
Tc-TH5
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit super Variable for control
heat TH8-TH2
DEMAND ON/OFF demand Input stop signal of compressor
(1:effective 0:ineffective)
SNOW Snow sensor Input run signal of outdoor unit fan(As compressor stopped)
(1:effective 0:ineffective)
NIGHT Night mode Decreases frequency of outdoor unit fan
(1:effective 0:ineffective)
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
2184b 4-way valve Capacity control of heat exchanger
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
SV22 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control full load)
SV32 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control unload)
Sv4 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Hot gas bypass
52F Contactor ON/OFF switch of NO.2 fan
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
Power Power source frequency
TH11(TH12) Thermistor Detects the discharge temperature for protection of compressor.
(Detects discharge temperatur
e)
TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)
TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)
TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)
TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu

(Detects the liquid pipe temper
ature)

id level in heating mode, detects the sub-cool at the heat exchanger e
xit in combination with 63 HS data, and controls LEV1.
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TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency,
(Detects the ambient air tempe liquid level in the accumulator, and the opening LEV pulse for oil ret
rature) urn.

TH7(8,9a) Thermistor Controls LEV1 based on the temperature differences between TH7,8 a
(Controls SC) nd 9a.

TH10a(10b) Thermistor Detects outlet temperature of heat exchanger in heating mode.

(Gas pipe temperature of heat
exchanger)

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.

Tc Average of saturation gas tem | For control of compressor frequency and fan speed.

perature of high pressure and
saturation liquid temperature of
high pressure
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Operation Status Monitor Terminology
(PUHY-P400/500YMF-B,YMC)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

Save Signal of capacity saving from system controller.
figure : % No signal : 100%

F Temporary compressor frequency | Variable for control
for_calculation

F1 Temporary compressor frequency | Variable for control
of NO.1 COMP for calculation

F2 Temporary compressor frequency | Variable for control
of NO.2 COMP for calculation

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AK1 Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
(Variable capacity unit)

AL Accumulator level Liquid level in the accumulation

(_ 0: A little, 1: Medium, 2: Much(overcharge) )
FAN1 Fan Fan capacity of outdoor unit(Fan on a variable capacity unit)
(not proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-TH5

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit super Variable for control
heat TH8-TH2

DEMAND ON/OFF demand Input stop signal of compressor

SNOW Snow sensor Input run signal of outdoor unit fan(As compressor stopped)

(1:effective 0:ineffective)
NIGHT Night mode Decreases frequency of outdoor unit fan
(1:effective 0:ineffective)

Qj(C) Total capacity code (cool) Cooling indoor unit capacity

Qj(H) Total capacity code (heat) Heating indoor unit capacity

SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

21S4a 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

2184b 4-way valve Capacity control of heat exchanger

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pipe
and suction pipe)

SV22 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control full load)

SV32 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control unload)

Sv4 Solenoid valve output Controls capacity and restricts the high pressure(Frequency control bac
(Bypass between discharge pipe | kup)
and suction pipe)

SV5b Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exchan
ger)

SV6 Solenoid valve output Hot gas bypass

52F Contactor ON/OFF switch of NO.2 fan

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

Power Power source frequency

TH11(TH12) Thermistor Detects the discharge temperature for protection of compressor.
(Detects discharge temperature)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation te | ncy and liquid level in the accumulator
mperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in the
accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in the
accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temperat | id level in heating mode, detects the sub-cool at the heat exchanger e
ure) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency,
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(Detects the ambient air tempera

liquid level in the accumulator, and the opening LEV pulse for oil ret

ture) urn.
TH7(8,9a) Thermistor Controls LEV1 based on the temperature differences between TH7,8 a
(Controls SC) nd 9a.
TH9b Thermistor Senses the refrigerant composition based on TH2,TH9b and 63LS.
(Composition sensing)
TH10a(10b) Thermistor Detects outlet temperature of heat exchanger in heating mode.
(Gas pipe temperature of heat e
xchanger)
TH10c Thermistor Detects the oil temperature
(Lower compressor shell)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate temperatu
re)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32)
A-OC* Refrigerant composition(R32) Calculated percentage of R32
Tc Average of saturation gas For control of compressor frequency and fan speed.
Temperature of high pressure an
d saturation liquid temperature of
high pressure
Te Saturation temperature of low pr | same as TH2.

essure
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Operation Status Monitor Terminology
(PU(H)Y-P200/250YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor un
it

Save Signal of capacity saving from system controller.

figure : %

F Compressor frequency Compressor frequency

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation

(_ 0: A little, 1: Medium, 2: Much(overcharge) )

FAN Fan Fan capacity of outdoor unit

(not proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-TH5

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit supper he
at Variable for control
TH8-TH2

DEMAND ON/OFF demand Input stop signal of compressor

(_ 1:effective  O:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_1:effective O:ineffective )

Qj(C) Total capacity code (cool) Cooling indoor unit capacity

Qj(H) Total capacity code (heat) Heating indoor unit capacity

SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

2184 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)

e and suction pipe)

Sv3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n.

TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a

nd 8.
(Controls SC)

TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS.
(Composition sensing)

TH10 Thermistor Detects the oil temperature
(Lower compressor shell)

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.

63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit

ion.

A-OC Refrigerant composition(R32) Real percentage of R32

A-OC* Refrigerant composition(R32) Calculated percentage of R32

Tc Average of saturation gas tem | For control of compressor frequency and fan speed

p temperature of high pressure

280




and saturation liquid temperat
ure of high pressure

Te

Saturation temperature of low
pressure

Same as TH2
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Operation Status Monitor Terminology
(PUHY-P400/500YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

Save Signal of capacity saving from system controller.
figure : % No signal : 100%
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of NO.1 COMP for calculati
on
F2 Temporary compressor frequen | Variable for control
cy of NO.2 COMP for calculati
on
AK1 Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
(Variable capacity unit)
AL Accumulator level Liquid level in the accumulation
(_ 0: A little, 1: Medium, 2: Much(overcharge) )
FAN1 Fan Fan capacity of outdoor unit(Fan on a variable capacity unit)
(not proportional to rotational frequency)
SCO Sub-cool at heat exchanger Variable for control
Tc-TH5
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit super heat | Variable for control
TH8-TH2
DEMAND ON/OFF demand Input_stop signal of compressor
SNOW Snow sensor Input run signal of outdoor unit fan(As compressor stopped)
(1:effective 0:ineffective)
NIGHT Night mode Decreases frequency of outdoor unit fan
(1:effective 0:ineffective)
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
SLEV Qil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
2184b 4-way valve Capacity control of heat exchanger
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pipe and suction pipe)
SV22 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control full load)
SV32 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control unload)
Sv4 Solenoid valve output Controls capacity and restricts the high pressure(Frequency control bac
(Bypass between discharge pip | kup)
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv7 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv8 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
52F Contactor ON/OFF switch of NO.2 fan
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
Power Power source frequency
TH11(TH12) Thermistor Detects the discharge temperature for protection of compressor.
(Detects discharge temperatur
e)
TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)
TH3 Thermistor Detects the liquid level in the accumulator

(Detects lower liquid level in th
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e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency,
(Detects the ambient air tempe liquid level in the accumulator, and the opening LEV pulse for oil ret
rature) urn.

TH7(8,9a) Thermistor(Controls SC) Controls LEV1 based on the temperature differences between TH7,8 a

nd 9a.

TH9b Thermistor(Composition sensin | Senses the refrigerant composition based on TH2,TH9b and 63LS.

9)

TH10a(10b) Thermistor Detects outlet temperature of heat exchanger in heating mode.

(Gas pipe temperature of heat
exchanger)

TH10c Thermistor Detects the oil temperature
(Lower compressor shell)

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.

63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit

ion.

A-OC Refrigerant composition(R32) Real percentage of R32

A-OC* Refrigerant composition(R32) Calculated percentage of R32

Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of

high pressure
Te Saturation temperature of low same as TH2.

pressure
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Operation Status Monitor Terminology
(PUHY-400/500YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

Save Signal of capacity saving from system controller.
figure : % No signal : 100%
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of NO.1 COMP for calculati
on
F2 Temporary compressor frequen | Variable for control
cy of NO.2 COMP for calculati
on
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AK1 Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
(Variable capacity unit)
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
FAN1 Fan Fan capacity of outdoor unit(Fan on a variable capacity unit)
(not proportional to rotational frequency)
SCO Sub-cool at heat exchanger Variable for control
Tc-TH5
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit super heat | Variable for control
TH8-TH2
DEMAND ON/OFF demand Input stop signal of compressor
(1:effective 0:ineffective)
SNOW Snow sensor Input run signal of outdoor unit fan(As compressor stopped)
(1:effective 0:ineffective)
NIGHT Night mode Decreases frequency of outdoor unit fan
(1:effective 0:ineffective)
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
2184b 4-way valve Capacity control of heat exchanger
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
SV22 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control full load)
SV32 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control unload)
Sv4 Solenoid valve output Controls capacity and restricts the high pressure(Frequency control bac
(Bypass between discharge pip | kup)
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
52F Contactor ON/OFF switch of NO.2 fan
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
Power Power source frequency
TH11(TH12) Thermistor Detects the discharge temperature for protection of compressor.
(Detects discharge temperatur
e)
TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)
TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)
TH4 Thermistor Detects the liquid level in the accumulator

(Detects upper liquid level in t
he accumulator)
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TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency,
(Detects the ambient air tempe liquid level in the accumulator, and the opening LEV pulse for oil ret
rature) urn.

TH7(8,9a) Thermistor Controls LEV1 based on the temperature differences between TH7,8 a
(Controls SC) nd 9a.

TH10a(10b) Thermistor Detects outlet temperature of heat exchanger in heating mode.

(Gas pipe temperature of heat
exchanger)

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.

Tc Average of saturation gas tem | For control of compressor frequency and fan speed.

perature of high pressure and
saturation liquid temperature of
high pressure
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Operation Status Monitor Terminology
(PUD-P200/250YMF-C)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective, OFF:ineffective )
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON:effective, OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
QjC Total capacity code (cool) Cooling indoor unit capacity
SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode
SV1 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
Sv2 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
Sv3 Solenoid valve output Capacity control of heat exchanger
TH1 Thermistor Detects discharge temperature for protection of compressor.
(Detects discharge temperatur
e)
TH2 Thermistor
TH5 Thermistor Controls defrosting (start/ end) in heating mode
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8
TH9 Thermistor Detects the high pressure liquid temperature
TH10 Thermistor Detects lower compressor shell and then protects compressor.
THHS Thermistor Controls the Comp inverter cooling fan based on the THHS temperatur
(Comp inverter radiator plate t | e.
emperature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion
Tc Average of saturation gas tem | For control of compressor frequency and fan speed
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed
pressure
SCO Sub-cool at heat exchanger Variable for control
Tc-TH5
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit supper he | Variable for control
at
TH8-Te
A_oc Refrigerant composition(R32) Real persentage of R32
A_oc* Refrigerant composition(R32) Calculated persentage of R32
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Operation Status Monitor Terminology
(PU(H)Y-P200/250/315Y(R)EM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
SCO Sub-cool at heat exchanger Variable for control
Tc-TH5
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit supper heat Variable for control
TH8-TH2
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective, OFF:ineffective )
DEMAND2 Signal of capacity saving
(_ ON:effective, OFF:ineffective )
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON:effective, OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity damage by high pressure.
"closing": at the time of usual. "open": at the time of actuation.
SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
2184 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pipe a
nd suction pipe)
Sv2 Solenoid valve output Discharge-suction bypass
(Bypass between discharge pipe a
nd suction pipe)
Sv3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exchange
r
Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exchange
r
Repeater Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperature)
TH2 Thermistor Detects saturated temperature and then, controls the compressor frequ
(Detects saturated evaporation tem | ency and liquid level in the accumulator
perature)
TH5 Thermistor Controls compressor frequency and defrosting and detects the liquid le
(Detects the liquid pipe temperatur | vel in heating mode and the sub-cool at the heat exchanger exit in co
e) mbination with 63 HS data, and controls LEV1.
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air temperatu | and liquid level in the accumulator.
re)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate temperature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32) Real percentage of R32
A-OC* Refrigerant composition(R32) Calculated percentage of R32
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Tc

Average of saturation gas temperat
ure of high pressure and saturatio
n liquid temperature of highpressur
e

For control of compressor frequency and fan speed

Te Saturation temperature of low pres | Same as TH2
sure
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
Iw Phase-W current

Phase-W current of compressor
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Operation Status Monitor Terminology
(PU(H)Y-P200/250/315YEM(*)-A)

Mark Official Name Meaning

Ctrl Mode Control mode for outdoor unit

Ope Mode Operation mode for outdoor unit

Save Signal of capacity saving from system controller.

figure : % No signal : 100%

F Compressor frequency Compressor frequency

AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation

(_0: A little, 1: Medium, 2: Much(overcharge) )

FAN Fan Fan capacity of outdoor unit

(not_proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-TH5

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit supper he | Variable for control
at
TH8-TH2

DEMAND ON/OFF demand Input stop signal of compressor

(_ ON : effective OFF : ineffective )

DEMAND2 Signal of capacity saving

(_ ON : effective OFF : ineffective )
SNOW Snow sensor Input run signal of outdoor unit fan

(As compressor stopped)

(_ ON : effective OFF : ineffective )

NIGHT Night mode Decreases frequency of outdoor unit fan

(_ ON : effective OFF : ineffective )

Qj(C) Total capacity code (cool) Cooling indoor unit capacity

Qj(H) Total capacity code (heat) Heating indoor unit capacity

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

2184 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge
pipe and suction pipe)

SV3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

Repeater Repeater output Prohibit(0)/Permit(1) the communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, controls the compressor frequ
(Detects saturated evaporation ency and liquid level in the accumulator
temperature)

TH5 Thermistor Controls compressor frequency and defrosting and detects the liquid le
(Detects the liquid pipe temper | vel in heating mode and the sub-cool at the heat exchanger exit in co
ature) mbination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)

TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.

63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit

ion.

A-OC Refrigerant composition(R32) Real percentage of R32

A-OC* Refrigerant composition(R32) Calculated percentage of R32

Tc Average of saturation gas tem | For control of compressor frequency and fan speed
perature of high pressure and
saturation liquid temperature of

high-pressure

Te Saturation temperature of low Same as TH2
pressure

Vdc Bus voltage Bus voltage

Idc DC trunk line current DC trunk line current
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lu

Phase-U current

Phase-U current of compressor

Iw

Phase-W current

Phase-W current of compressor
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Operation Status Monitor Terminology
(PU(H)Y-200/250/315YEM(*)-A)

Mark Official Name Meaning

Ctrl Mode Control mode for outdoor unit

Ope Mode Operation mode for outdoor unit

Save Signal of capacity saving from system controller.

figure : % No signal : 100%

F Compressor frequency Compressor frequency

AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation

(_0: A little, 1: Medium, 2: Much(overcharge) )

FAN Fan Fan capacity of outdoor unit

(not_proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control
Tc-TH5

SCC Sub-cool at SC coil exit Variable for control
Tc-TH7

SHB SC coil bypass exit supper he | Variable for control
at
TH8-TH2

DEMAND ON/OFF demand Input stop signal of compressor

(_ ON : effective OFF : ineffective )

DEMAND2 Signal of capacity saving

(_ ON : effective OFF : ineffective )
SNOW Snow sensor Input run signal of outdoor unit fan

(As compressor stopped)

(_ ON : effective OFF : ineffective )

NIGHT Night mode Decreases frequency of outdoor unit fan

(_ ON : effective OFF : ineffective )

Qj(C) Total capacity code (cool) Cooling indoor unit capacity

Qj(H) Total capacity code (heat) Heating indoor unit capacity

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

2184 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Repeater Repeater output Prohibit(0)/Permit(1) the communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)

TH5 Thermistor Controls compressor frequency, and defrosting and detects the liquid |
(Detects the liquid pipe temper | evel in heating mode and the sub-cool at the heat exchanger exit in c
ature) ombination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)

TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.

THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.

63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit

ion.

Vdc Bus voltage Bus voltage

Idc DC trunk line current DC trunk line current

lu Phase-U current Phase-U current of compressor

w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PUHY-P700/750/800YSGM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio
n
F2 Temporary compressor frequen | Variable for control
cy of No.2 Comp for calculatio
n
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN1 Fan Fan capacity of compressor unit
(not_proportional to rotational frequency)
FAN2 Fan Fan capacity of heat exchanger unit
(not_proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective, OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=0ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON:effective, OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
2184b 4-way valve Capacity control of heat exchanger (Gas side)
2184c 4-way valve Capacity control of heat exchanger (Gas side)
SV1 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
Sv3 Solenoid valve output Protects compressor when compressor stops.
(Bypass between discharge pip
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger (Liquid side).
SV5c Solenoid valve output Capacity control of heat exchanger (Liquid side).
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH12 Thermistor Detects discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
and liquid level in the accumulator.
(Detects the ambient air tempe
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH7 and
(Controls SC) 8.
TH10 Thermistor Detects lower compressor shell and then protects compressor.
T5b Thermistor TH5b Controls defrosting (start/ end) in heating mode
(No.1 compressor).
THHS1 Thermistor Controls the Comp inverter1 cooling fan based on the THHS1 tempera
(Comp inverter radiator plate t | ture.
emperature)
THHS2 Thermistor Controls the Comp inverter2 cooling fan based on the THHS2 tempera
(Comp inverter radiator plate t | ture.
emperature)
THHS5 Thermistor Controls the Fan inverter cooling fan based on the THHS5 temperatur

(Fan inverter radiator plate tem

e.
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perature)

TS5 Thermistor THHS5 Controls the Fan inverter cooling fan based on the TS5 temperature.
(Fan inverter radiator plate tem
perature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, protects unit against damage b
y low pressure.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed
pressure
SCO Sub-cool at heat exchanger Variable for control
Tc-THS
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit supper he | Variable for control
at
TH8-Te
Vdc1 Bus voltage Bus voltage of inverter1
Idc1 DC trunk line current DC trunk line current of inverter1
lu1 Phase-U current Phase-U current of inverter1
w1 Phase-W current Phase-W current of inverter1
Vdc2 Bus voltage Bus voltage of inverter2
Idc2 DC trunk line current DC trunk line current of inverter2
lu2 Phase-U current Phase-U current of inverter2
w2 Phase-W current Phase-W current of inverter2
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Operation Status Monitor Terminology

(PUHY-P200/250/300/350YGM-A,PUHY-P400YGM-A,PUHY-P450/500/550/600/650

YGM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio | (only for P450 type or over)
n
F2 Temporary compressor frequen | Variable for control
cy of No.2 Comp for calculatio | (only for P450 type or over)
n
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
( ON:effective, OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
( ON:effective, OFF:ineffective )
SV5 Solenoid valve output
NIGHT Night mode Decreases frequency of outdoor unit fan
( ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in _cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
2184b 4-way valve Capacity control of heat exchanger (Gas side)
21S4c 4-way valve Capacity control of heat exchanger (Gas side)
(only for P400 type or over)
SV1 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
SV3 Solenoid valve output Protects compressor when compressor stops.
(Bypass between discharge pip | (only for P450 type or over)
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger (Liquid side).
SV5c Solenoid valve output Capacity control of heat exchanger (Liquid side).
(only for P450 type or over)
52F Contactor ON/OFF switch of No.2 fan
(only for P450 type or over)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.

(Detects discharge temperatur
e)
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TH12

Thermistor
(Detects discharge temperatur
e)

Detects discharge temperature for protection of No.2 compressor.
(only for P450 type or over)

TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)

TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.

THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)

THHS5 Thermistor Controls the Fan inverter cooling fan based on the THHS5 temperatur
(Fan inverter radiator plate tem | e.
perature)

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage

by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.

Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure

Te Saturation temperature of low For control of compressor frequency and fan speed
pressure

Vdc Bus voltage Bus voltage

Idc DC trunk line current DC trunk line current

lu Phase-U current Phase-U current of compressor

w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology

(PUHY-P450/500/550/600/650YMM-A , PUHY-P400/650YSM-A , PUHY-P450/500/

550/600/650YCSM-A , PUHY-P600YCSS-A)

Mark Official Name Meaning
Primality Indicates whether the unit is primary or secondary.
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation (Total frequency : Foc+Fos)
Foc Temporary compressor frequen | Variable for control
cy for calculation (Total frequency of OC unit)
Fos Temporary compressor frequen | Variable for control
cy for calculation (Total frequency of OS unit)
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio
n
F2 Temporary compressor frequen | Variable for control
cy of No.2 Comp for calculatio
n
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective OFF:ineffective )
DEMAND2 Intermediate demand Signal of capacity saving
( ON:effective OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON:effective OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
21S4b 4-way valve Capacity control of heat exchanger (Gas side)
21S4c 4-way valve Capacity control of heat exchanger (Gas side)
Only for PUHY-PYMM-A and PUHY-PYSM-A type
SV1 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
Sv3 Solenoid valve output Protects compressor when No.2 compressor stops.
(Bypass between discharge pip
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger (Liquid side).
SV5c Solenoid valve output Capacity control of heat exchanger (Liquid side).
Only for PUHY-PYMM-A and PUHY-PYSM-A type
SV5d Solenoid valve output Closes when outdoor unit stops.
52F Contactor ON/OFF switch of No.2 fan
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH12 Thermistor Detects discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur
e)
TH2 Thermistor Detects the temperature of the inlet to accumlator
(Detects the heat exchanger e
xit temperature)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a

(Controls SC)

nd 8.
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THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
THHS5 Thermistor Controls the Fan inverter cooling fan based on the THHSS temperatur
(Fan inverter radiator plate tem | e.
perature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed
pressure
SCO Sub-cool at heat exchanger Variable for control
Tc-THS
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit supper he | Variable for control
at
TH8-Te
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PUHY-200/250/300/350/400/450/500YC-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio | (only for 400 type or over)
n
F2 Temporary compressor Variable for control
frequency of No.2 Comp for ¢ | (only for 400 type or over)
alculation
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective, OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON:effective, OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
21S4b 4-way valve Capacity control of heat exchanger (Gas side)
(only for 400 type or over)
SV1 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
Sv3 Solenoid valve output Protects compressor when No.2 compressor stops.
(Bypass between discharge pip | (only for 400 type or over)
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger (Liquid side).
(only for 400 type or over)
52F Contactor ON/OFF switch of No.2 fan
(only for 400 type or over)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH12 Thermistor Detects discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur | (only for 400 type or over)
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
THHS5 Thermistor Controls the Fan inverter cooling fan based on the THHS5 temperatur
(Fan inverter radiator plate tem | e.
perature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.

perature of high pressure and
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saturation liquid temperature of
high pressure

Te Saturation temperature of low For control of compressor frequency and fan speed
pressure
SCO Sub-cool at heat exchanger Variable for control
Tc-THS
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit supper he | Variable for control
at
TH8-Te
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
Iw Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PUHY-P200/250/300/350/400/450/500/550/600/650/700YC-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio | (only for P450 type or over)
n
F2 Temporary compressor frequen | Variable for control
cy of No.2 Comp for calculatio | (only for P450 type or over)
n
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ON:effective OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=0ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ON:effective OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ON:effective OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
21S4b 4-way valve Capacity control of heat exchanger (Gas side)
(only for P450 type or over)
SV1 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
Sv3 Solenoid valve output Protects compressor when No.2 compressor stops.
(Bypass between discharge pip | (only for P450 type or over)
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger (Liquid side).
(only for P450 type or over)
52F Contactor ON/OFF switch of No.2 fan
(only for P450 type or over)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH12 Thermistor Detects discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur | (only for P450 type or over)
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.
THHS1 Thermistor Controls the Comp inverter cooling fan based on
(Comp inverter radiator plate t | the THHS1 temperature.
emperature)
THHS5 Thermistor Controls the Fan inverter cooling fan based on the THHS5 temperatur
(Fan inverter radiator plate tem | e.
perature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.

perature of high pressure and
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saturation liquid temperature of
high pressure

Te Saturation temperature of low For control of compressor frequency and fan speed
pressure
SCO Sub-cool at heat exchanger Variable for control
Tc-THS
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit supper he | Variable for control
at
TH8-Te
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
Iw Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PUHY-P300/350/400YCSM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
DEMAND ON/OFF demand Input stop signal of compressor
(_ON:effective, OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
LEV2 Cool down inverter LEV openi | Cool down inverter
ng
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Bypass between discharge pipe and suction pipe
SV4a Solenoid valve output Heat exchanger capacity control
SV4b Solenoid valve output Heat exchanger capacity control
SV4c Solenoid valve output Heat exchanger capacity control
Sv4d Solenoid valve output Heat exchanger bypass ON/OFF
SV5a Solenoid valve output Heat exchanger capacity control
(only for P400/500YSGM-A type)
SV5b Solenoid valve output Heat exchanger capacity control
(only for P400/500YSGM-A type)
SV7a Solenoid valve output Heat exchanger capacity control
SV7b Solenoid valve output Heat exchanger capacity control
SV7c Solenoid valve output Heat exchanger capacity control
UNIT_ON/OFF ON/OFF-output ON/OFF-monitor (TB8-1,2P)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.
TH9 Thermistor Detects the water heat exchanger temperature and then, carries out fr
(Freeze prevention sensor) eeze prevention control.
THINV Thermistor Controls a capacity of heat exchanger for cool down inverter depends
(Outlet of heat exchanger for ¢ | on a temperature of THINV.
ool down inverter)
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, protects unit against damage b
y low pressure.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed.
pressure
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology

(PUHY-P450/500/550/600/650YMM(C)-A, PUHY-P400/650YSM(C)-A, PUHY-P450/

500/550/600/650YCSM-A, PUHY-P450/600YCSS-A)

Mark Official Name Meaning
Primality Indicates whether the unit is primary or secondary.
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation (Total frequency : Foc+Fos)
Foc Temporary compressor frequen | Variable for control
cy for calculation (Total frequency of OC unit)
Fos Temporary compressor frequen | Variable for control
cy for calculation (Total frequency of OS unit)
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio
n
F2 Temporary compressor frequen | Variable for control
cy of No.2 Comp for calculatio
n
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ON:effective, OFF:ineffective )
DEMAND2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ON:effective, OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
21S4b 4-way valve Capacity control of heat exchanger (Gas side)
21S4c 4-way valve Capacity control of heat exchanger (Gas side)
Only for PUHY-PYMM-A and PUHY-PYSM-A type
SV1 Solenoid valve output The discharge pressure control
(Bypass between discharge pip
e and suction pipe)
Sv3 Solenoid valve output Protects compressor when No.2 compressor stops.
(Bypass between discharge pip
e and suction pipe)
SV5b Solenoid valve output Capacity control of heat exchanger (Liquid side).
SV5c Solenoid valve output Capacity control of heat exchanger (Liquid side).
Only for PUHY-PYMM-A and PUHY-PYSM-A type
SV5d Solenoid valve output Closes when outdoor unit stops.
52F Contactor ON/OFF switch of No.2 fan
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH12 Thermistor Detects discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air and liquid level in the accumulator.
temperature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat

(Comp inverter radiator plate t
emperature)

ure.
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THHSS

Thermistor
(Fan inverter radiator plate tem
perature)

Controls the Fan inverter cooling fan based on the THHS5 temperatur
e.

63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed
pressure
SCO Sub-cool at heat exchanger Variable for control
Tc-THS
SCC Sub-cool at SC coil exit Variable for control
Tc-TH7
SHB SC coil bypass exit supper he | Variable for control
at
TH8-Te
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PQHY-P200/250YEM-A)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F Compressor frequency Compressor frequency

AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger

AL Accumulator level Liquid level in the accumulation

(_0: A little, 1: Medium, 2: Much(overcharge) )

Qj(C) Total capacity code (cool) Cooling indoor unit capacity

Qj(H) Total capacity code (heat) Heating indoor unit capacity

SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

LEV2 Cool down inverter LEV openi | Cool down inverter
ng

2154 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)

e and suction pipe)

Sv3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

SV5 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

SV71 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

SV72 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

SV73 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)

UNIT ON/OFF ON/OFF-output ON/OFF-monitor (TB8-1,2P)

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the liquid level in t
(Detects the ambient air tempe | he accumulator, and the opening LEV pulse for oil return.
rature)

TH7 Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.

TH8 Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.

TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS.
(Composition sensing)

TH10 Thermistor Detects the oil temperature
(Lower compressor shell)

THHS Thermistor Detects the inverter radiator plate temperature for protection of inverte
(Inverter radiator plate tempera | r.
ture)

THINV Thermistor Controls a capacity of heat exchanger for cool down inverter depends

(Outlet of heat exchanger for c
ool down inverter)

on a temperature of THINV.
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63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32) Real percentage of R32
A-OC* Refrigerant composition(R32) Calculated percentage of R32
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low Same as TH2

pressure
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Operation Status Monitor Terminology
(PQHY-P200/250YGM-A, PQHY-P400/500YSGM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective  OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
LEV2 Cool down inverter LEV openi | Cool down inverter
ng
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Bypass between discharge pipe and suction pipe
SV4a Solenoid valve output Heat exchanger capacity control
SV4b Solenoid valve output Heat exchanger capacity control
SV4c Solenoid valve output Heat exchanger capacity control
Sv4d Solenoid valve output Heat exchanger bypass ON/OFF
SV5a Solenoid valve output Heat exchanger capacity control
(only for P400 type or over)
SV5b Solenoid valve output Heat exchanger capacity control
(only for P400 type or over)
SV7a Solenoid valve output Heat exchanger capacity control
SV7b Solenoid valve output Heat exchanger capacity control
SV7c Solenoid valve output Heat exchanger capacity control
UNIT_ON/OFF ON/OFF-output ON/OFF-monitor (TB8-1,2P)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7(8) Thermistor Controls LEV1 based on the temperature differences between TH6,7 a
(Controls SC) nd 8.
TH9 Thermistor Detects the water heat exchanger temperature and then, carries out fr
(Freeze prevention sensor) eeze prevention control.
THINV Thermistor Controls a capacity of heat exchanger for cool down inverter depends
(Outlet of heat exchanger for ¢ | on a temperature of THINV.
ool down inverter)
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, protects unit against damage b
y low pressure.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed.
pressure
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PURY-200/250YM*)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Running mode

Running mode for outdoor unit

Capacity save

Capacity save signal from host SC
Unit: % Non receiving status: 100%

F/ Low frequency Control variable
Hz Actual frequency Compressor operating frequency
AK Heater exchange capacity Control variable to determine the size of outdoor heat exchanger
AL Accumulator level Liquid level of accumulation
(O:Insufficient 1:Proper 2:Over filling)
FAN Fan Fan capacity of outdoor unit
(not _in proportion to rotation frequency)
Demand Connecting point demand Compressor stop
(1: Input 0: No input)
SNOW Snow sensor Outdoor fan forced operation input
(only during compressor off)
(1: Input 0: No input)
Night Night mode Outdoor fan max. rotational frequency reducing input
(1: Input 0: No input)
Qj(C) Total capacity code (Cool) Cool only indoor unit capacity
Qj(H) Total capacity code (Heat) Heat pump indoor unit capacity
SLEV QOil return LEV opening Adjusts the amount of liquid refrigerant(oil) returned from the accumula
tor
2154 4 way valve 4 way valve
Sv1 Solenoid valve output Returns oil from the oil separator
(discharge-suction bypass) Restricts the rise in the discharge pressure
Sv2 Solenoid valve output Switches the compressor unload/full load
(Capacity control-full load)
SV3 Solenoid valve output Switches the compressor unload/full load
(Capacity control-unload)
Sv4 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Discharge-suction bypass) ckup)
SV5 Solenoid valve output Restricts the rise in the discharge temperature and bypass circuit at d
(liquid bypass) efrosting
SV6A Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SveB Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SvecC Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SveD Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SC6E Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv7 Solenoid valve output Bypass control of heat exchanger
(Heat exchanger bypass)
Repeater Repeater Permit(1)/Prohibit(0) the communication with central control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection
(Detects discharge temperatur
e)
TH2 Thermistor Detects the low pressure saturation temperature then, detects liquid lev
(Detects saturated evaporation el in the accumulator and control the frequency
temperature)
TH3 Thermistor Detects the liquid level in the accumulator
(Detects the lower liquid level i
n the accumulator)
TH4 Thermistor Detects the liquid level in the accumulator
(Detects the upper liquid level
in the accumulator)
TH5 Thermistor Frequency control
(Detects the pipe temperature)
TH6 Thermistor Detects the temperature outside, controls the fan and the liquid level h
(Detects the outside air temper | eater, set the opening of oil return LEV.
ature)
63HS High pressure sensor Detects the high pressure for high pressure protection
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature
(Inverter radiator plate tempera
ture)
THBOX Thermistor Determine the TRIAC failure at outdoor fan lock
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Operation Status Monitor Terminology
(PURY-200/250YMF-B)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
Qj(C) Total capacity code (Cool) Cooling indoor unit capacity
Qj(H) Total capacity code (Heat) Heating indoor unit capacity
SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
2154 4 way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)
e and suction pipe)
Sv3 Solenoid valve output Capacity control of heat exchanger.
(Capacity control of heat exch
anger)
Sv4 Solenoid valve output Capacity control of heat exchanger.
(Capacity control of heat exch
anger)
SV5 Solenoid valve output Capacity control of heat exchanger.
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger.
(Capacity control of heat exch
anger)
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection
(Detects discharge temperatur
e)
TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)
TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)
TH5 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n
TH7 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature
(Inverter radiator plate tempera
ture)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure
63LS Low pressure sensor Detects the suction pressure and then, controls the frequency.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low Same as TH2

pressure
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Operation Status Monitor Terminology
(PURY-P200/250YMF-B)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
Qj(C) Total capacity code (Cool) Cooling indoor unit capacity
Qj(H) Total capacity code (Heat) Heating indoor unit capacity
SLEV QOil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
2154 4 way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
ckup)
(Bypass between discharge pip
e and suction pipe)
Sv3 Solenoid valve output Capacity control of heat exchanger.
(Capacity control of heat exch
anger)
Sv4 Solenoid valve output Capacity control of heat exchanger.
(Capacity control of heat exch
anger)
SV5 Solenoid valve output Capacity control of heat exchanger.
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger.
(Capacity control of heat exch
anger)
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection
(Detects discharge temperatur
e)
TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator.
temperature)
TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)
TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)
TH5 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n
TH7 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS.
(Composition sensing)
TH10 Thermistor Detects the oil temperature
(Lower compressor shell)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature
(Inverter radiator plate tempera
ture)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32) Real percentage of R32
A-OC* Refrigerant composition(R32) Calculated percentage of R32
Tc Average of saturation gas tem | For control of compressor frequency and fan speed
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low Same as TH2
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Operation Status Monitor Terminology
(PURY-200/250YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

Save Signal of capacity saving from system controller.
figure : % No signal : 100%
DEMAND ON/OFF demand Input stop signal of compressor
(1:effective  O:ineffective)
NIGHT Night mode Decreases frequency of outdoor unit fan
(1:effective 0:ineffective)
F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
SLEV Qil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
2154 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)
e and suction pipe)
SV3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV5 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)
TH5 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n.
TH7 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed
p temperature of high pressure
and saturation liquid temperat
ure of high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed

pressure
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Operation Status Monitor Terminology
(PURY-P200/250YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

Save Signal of capacity saving from system controller.
figure : % No signal : 100%
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of NO.1 COMP for calculati
on
F2 Temporary compressor frequen | Variable for control for calculation
cy of NO.2 COMP
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )

FAN1 Fan Fan capacity of outdoor unit(Fan on a variable capacity unit)
(not_proportional to rotational frequency)

DEMAND ON/OFF demand Input stop signal of compressor
(1:effective 0:ineffective)

SNOW Snow sensor Input run signal of outdoor unit fan (As compressor stopped)
(1:effective 0:ineffective)

NIGHT Night mode Decreases frequency of outdoor unit fan
(1:effective 0:ineffective)

>Qj(C) Total capacity code (cool) Cooling indoor unit capacity

>Qj(H) Total capacity code (heat) Heating indoor unit capacity

SLEV QOil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

21S4alb 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv22 Solenoid valve output Switches the capacity control valve inside the compressor (only P500 t
(Capacity control full load) ype)

SV32 Solenoid valve output Switches the capacity control valve inside the compressor (only P500 t
(Capacity control unload) ype)

SV4a Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba

ckup)
(Bypass between discharge pipe and suction pipe)

SV6a Solenoid valve output Hot gas bypass

SV3 Solenoid valve output Capacity control of heat exchanger

Sv4 Solenoid valve output Capacity control of heat exchanger

SV5 Solenoid valve output Capacity control of heat exchanger

SV6 Solenoid valve output Capacity control of heat exchanger

SV7/8 Solenoid valve output Capacity control of heat exchanger

52F Contactor ON/OFF switch of NO.2 fan

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

Power Power source frequency

TH11 Thermistor Detects the discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)

TH12 Thermistor Detects the discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

THS5 Thermistor For defrost control
(Detects the pipe temperature)

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency,
(Detects the ambient air tempe liquid level in the accumulator, and the opening LEV pulse for oil ret
rature) urn.

TH7 Thermistor For defrost control
(Detects pipe temperature)

TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS
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(Composition sensing)

TH10 Thermistor Detects the oil temperature
(Lower compressor shell)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32) Real percentage of R32
A-OC* Refrigerant composition(R32) Calculated percentage of R32
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low same as TH2.

pressure
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Operation Status Monitor Terminology
(PURY-P400/500YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

Save Signal of capacity saving from system controller.
figure : % No signal : 100%
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of NO.1 COMP for calculati
on
F2 Temporary compressor frequen | Variable for control for calculation
cy of NO.2 COMP
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )

FAN1 Fan Fan capacity of outdoor unit(Fan on a variable capacity unit)
(not_proportional to rotational frequency)

DEMAND ON/OFF demand Input stop signal of compressor
(1:effective 0:ineffective)

SNOW Snow sensor Input run signal of outdoor unit fan (As compressor stopped)
(1:effective 0:ineffective)

NIGHT Night mode Decreases frequency of outdoor unit fan
(1:effective 0:ineffective)

>Qj(C) Total capacity code (cool) Cooling indoor unit capacity

>Qj(H) Total capacity code (heat) Heating indoor unit capacity

SLEV QOil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu

mulator

21S4alb 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv22 Solenoid valve output Switches the capacity control valve inside the compressor (only P500 t
(Capacity control full load) ype)

SV32 Solenoid valve output Switches the capacity control valve inside the compressor (only P500 t
(Capacity control unload) ype)

SV4a Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba

ckup)
(Bypass between discharge pipe and suction pipe)

SV6a Solenoid valve output Hot gas bypass

SV3 Solenoid valve output Capacity control of heat exchanger

Sv4 Solenoid valve output Capacity control of heat exchanger

SV5 Solenoid valve output Capacity control of heat exchanger

SV6 Solenoid valve output Capacity control of heat exchanger

SV7/8 Solenoid valve output Capacity control of heat exchanger

52F Contactor ON/OFF switch of NO.2 fan

Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system

Power Power source frequency

TH11 Thermistor Detects the discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)

TH12 Thermistor Detects the discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur
e)

TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

THS5 Thermistor For defrost control
(Detects the pipe temperature)

TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency,
(Detects the ambient air tempe liquid level in the accumulator, and the opening LEV pulse for oil ret
rature) urn.

TH7 Thermistor For defrost control
(Detects pipe temperature)

TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS
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(Composition sensing)

TH10 Thermistor Detects the oil temperature
(Lower compressor shell)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32) Real percentage of R32
A-OC* Refrigerant composition(R32) Calculated percentage of R32
Tc Average of saturation gas tem
perature of high pressure and
saturation liquid temperature of
high pressure :For control of
compressor frequency and fan
speed.
Te Saturation temperature of low

pressure :same as TH2.
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Operation Status Monitor Terminology
(PURY-200/250YEM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON : effective OFF : ineffective )
DEMAND?2 Signal of capacity saving
(_ ON : effective OFF : ineffective )
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON : effective OFF : ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON : effective OFF : ineffective )
F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
( 0: A little, 1: Medium, 2: Much(overcharge) )
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
2154 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
SV3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV5 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)
TH5 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
Tc Average of saturation gas tem
perature of high pressure and
saturation liquid temperature of
high-pressure
Te Saturation temperature of low
pressure
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status Monitor Terminology
(PURY-P200/250YEM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON : effective OFF : ineffective )
DEMAND?2 Signal of capacity saving
(_ ON : effective OFF : ineffective )
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON : effective OFF : ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON : effective OFF : ineffective )
F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
2154 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
SV3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV5 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)
TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)
TH5 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32) Real percentage of R32
A-OC* Refrigerant composition(R32) Calculated percentage of R32
Tc Average of saturation gas tem
perature of high pressure and
saturation liquid temperature of
high-pressure
Te Saturation temperature of low
pressure
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor

321




322



Operation Status Monitor Terminology
(PURY-80/100TMU)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

Save Signal of capacity saving from system controller.
Figure : % No signal : 100%
DEMAND ON/OFF demand Input stop signal of compressor
(1:effective 0:ineffective)
NIGHT Night mode Decreases frequency of outdoor unit fan
(1:effective 0:ineffective)
SNOW Snow sensor Input run signal of outdoor unit fan(As compressor stopped)
(1:effective 0:ineffective)
F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
SLEV Qil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
2154 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)
e and suction pipe)
SV3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV5 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)
TH5 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency |
(Detects the ambient air tempe | iquid level in the accumulator, and the opening LEV pulse for oil retur
rature) n.
TH7 Thermistor For defrost control
(Detects the liquid pipe temper
ature)
THHS Thermistor Controls the inverter cooling fan based on the THHS temperature.
(Inverter radiator plate tempera
ture)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed.

pressure
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Operation Status Monitor Terminology
(PURY-P200/250/300/350/400YGM-A,PURY-P450/500/550/600/650YGM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
F1 Temporary compressor frequen | Variable for control
cy of No.1 Comp for calculatio | (only for P450 type or over)
n
F2 Temporary compressor frequen | Variable for control
cy of No.2 Comp for calculatio | (only for P450 type or over)
n
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
FAN Fan Fan capacity of outdoor unit
(not_proportional to rotational frequency)
DEMAND ON/OFF demand Input stop signal of compressor
(_ON:effective, OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective, OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
SNOW Snow sensor Input run signal of outdoor unit fan
(As compressor stopped)
(_ ON:effective, OFF:ineffective )
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective, OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
21S4b 4-way valve Heat exchanger capacity control
(only for P450 type or over)
SV1 Solenoid valve output Bypass between discharge pipe and suction pipe
Sv2 Solenoid valve output Bypass between discharge pipe and suction pipe
Sv3 Solenoid valve output Bypass between discharge pipe and suction pipe
(only for P450 type or over)
SV4a Solenoid valve output Heat exchanger capacity control
SV4b Solenoid valve output Heat exchanger capacity control
SV4c Solenoid valve output Heat exchanger capacity control
Sv4d Solenoid valve output Heat exchanger bypass ON/OFF
SV5a Solenoid valve output Heat exchanger capacity control
(only for P450 type or over)
SV5b Solenoid valve output Heat exchanger capacity control
(only for P450 type or over)
52F Contactor ON/OFF switch of No.2 fan
(only for P450 type or over)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH12 Thermistor Detects discharge temperature for protection of No.2 compressor.
(Detects discharge temperatur | (only for P450 type or over)
e)
TH5 Thermistor Controls defrosting (start/ end) in heating mode.
(Detects the pipe temperature)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient air tempe | and liquid level in the accumulator.
rature)
TH7 Thermistor For defrost control
(Detects pipe temperature)
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
THHS5 Thermistor Controls the Fan inverter cooling fan based on the THHSS temperatur
(Fan inverter radiator plate tem | e.
perature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, protects unit against damage b

y low pressure.
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Tc

Average of saturation gas tem
perature of high pressure and
saturation liquid temperature of
high pressure

For control of compressor frequency and fan speed.

Te Saturation temperature of low For control of compressor frequency and fan speed.
pressure

Vdc Bus voltage Bus voltage

Idc DC trunk line current DC trunk line current

lu Phase-U current Phase-U current of compressor

Iw Phase-W current

Phase-W current of compressor
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Operation Status Monitor Terminology
(PQRY-P200/250YMF-B)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
LEV2 Cool down inverter LEV openi | Cool down inverter
ng
2154 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)
e and suction pipe)
Sv3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV5 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV71 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV72 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV73 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
UNIT ON/OFF ON/OFF-output ON/OFF-monitor (TB8-1,2P)
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)
TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)
TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)
TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)
TH6 Thermistor Detects the ambient temperature and then, controls the liquid level in t
(Detects the ambient air tempe | he accumulator, and the opening LEV pulse for oil return.
rature)
TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS.
(Composition sensing)
TH10 Thermistor Detects the oil temperature
(Lower compressor shell)
THHS Thermistor Detects the inverter radiator plate temperature for protection of inverte
(Inverter radiator plate tempera | r.
ture)
THINV Thermistor Controls a capacity of heat exchanger for cool down inverter depends
(Outlet of heat exchanger for ¢ | on a temperature of THINV.
ool down inverter)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32) Real percentage of R32

326




A-OC*

Refrigerant composition(R32)

Calculated percentage of R32

Tc

Average of saturation gas tem
perature of high pressure and
saturation liquid temperature of
high pressure

For control of compressor frequency and fan speed.

Te

Saturation temperature of low
pressure

Same as TH2
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Operation Status Monitor Terminology
(PQRY-P200/250YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F Compressor frequency Compressor frequency
AK Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
AL Accumulator level Liquid level in the accumulation
(_0: A little, 1: Medium, 2: Much(overcharge) )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
SLEV Oil return LEV opening Adjusts the amount of liquid refrigerant and oil returned from the accu
mulator
LEV2 Cool down inverter LEV openi | Cool down inverter
ng
2154 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)
Sv2 Solenoid valve output Controls capacity and restricts the high pressure (Frequency control ba
(Bypass between discharge pip | ckup)
e and suction pipe)
Sv3 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
Sv4 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV5 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV6 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV71 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV72 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
SV73 Solenoid valve output Capacity control of heat exchanger
(Capacity control of heat exch
anger)
UNIT ON/OFF ON/OFF-output ON/OFF-monitor (TB8-1,2P)
Repeater Repeater output Prohibit(0)/Permit(1) the Communication with centralized control system
TH1 Thermistor Detects the discharge temperature for the high pressure protection.
(Detects discharge temperatur
e)
TH2 Thermistor Detects saturated temperature and then, control the compressor freque
(Detects saturated evaporation ncy and liquid level in the accumulator
temperature)
TH6 Thermistor Detects the ambient temperature and then, controls the liquid level in t
(Detects the ambient air tempe | he accumulator, and the opening LEV pulse for oil return.
rature)
TH9 Thermistor Senses the refrigerant composition based on TH2, TH9 and 63LS.
(Composition sensing)
TH10 Thermistor Detects the oil temperature
(Lower compressor shell)
THHS Thermistor Detects the inverter radiator plate temperature for protection of inverte
(Inverter radiator plate tempera | r.
ture)
THINV Thermistor Controls a capacity of heat exchanger for cool down inverter depends
(Outlet of heat exchanger for ¢ | on a temperature of THINV.
ool down inverter)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
A-OC Refrigerant composition(R32) Real percentage of R32
A-OC* Refrigerant composition(R32) Calculated percentage of R32
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low Same as TH2
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Operation Status Monitor Terminology
(PQRY-P200/250YGM-A, PQRY-P400/500YSGM-A)

Mark Official Name Meaning
Ctrl Mode Control mode for outdoor unit
Ope Mode Operation mode for outdoor unit
Save Signal of capacity saving from system controller.
figure : % No signal : 100%
Power Power source frequency Power source frequency (Hz)
F Temporary compressor frequen | Variable for control
cy for calculation
AK Heat exchanger capacity Variable which determines the size of outdoor heat exchanger
DEMAND ON/OFF demand Input stop signal of compressor
(_ ON:effective  OFF:ineffective )
DEMAND?2 Intermediate demand Signal of capacity saving
( ON:effective OFF:ineffective )
DEMAND=OFF, DEMAND2=0OFF: 100%
DEMAND=OFF, DEMAND2=0ON : 75%
DEMAND= ON, DEMAND2=ON : 50%
DEMAND= ON, DEMAND2=0OFF: 25%
NIGHT Night mode Decreases frequency of outdoor unit fan
(_ ON:effective OFF:ineffective )
Qj(C) Total capacity code (cool) Cooling indoor unit capacity
Qj(H) Total capacity code (heat) Heating indoor unit capacity
LEV2 Cool down inverter LEV openi | Cool down inverter
ng
21S4a 4-way valve Switches the cooling/heating cycle
(0:Cooling, 1:Heating)
SV1 Solenoid valve output Bypass between discharge pipe and suction pipe
SV4a Solenoid valve output Heat exchanger capacity control
SV4b Solenoid valve output Heat exchanger capacity control
SV4c Solenoid valve output Heat exchanger capacity control
Sv4d Solenoid valve output Heat exchanger bypass ON/OFF
SV5a Solenoid valve output Heat exchanger capacity control
(only for P400 type or over)
SV5b Solenoid valve output Heat exchanger capacity control
(only for P400 type or over)
SV7a Solenoid valve output Heat exchanger capacity control
SV7b Solenoid valve output Heat exchanger capacity control
SV7c Solenoid valve output Heat exchanger capacity control
UNIT_ON/OFF ON/OFF-output ON/OFF-monitor (TB8-1,2P)
Rep Repeater output Prohibit(0)/Permit(1) the communication with centralized control system
TH11 Thermistor Detects discharge temperature for protection of No.1 compressor.
(Detects discharge temperatur
e)
TH6 Thermistor Detects the ambient temperature and then, controls the fan frequency
(Detects the ambient airtemper | and liquid level in the accumulator.
ature)
TH9 Thermistor Detects the water heat exchanger temperature and then, carries out fr
(Freeze prevention sensor) eeze prevention control.
THINV Thermistor Controls a capacity of heat exchanger for cool down inverter depends
(Outlet of heat exchanger for ¢ | on a temperature of THINV.
ool down inverter)
THHS1 Thermistor Controls the Comp inverter cooling fan based on the THHS1 temperat
(Comp inverter radiator plate t | ure.
emperature)
63HS High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
63LS Low pressure sensor Detects the suction pressure and then, protects unit against damage b
y low pressure.
Tc Average of saturation gas tem | For control of compressor frequency and fan speed.
perature of high pressure and
saturation liquid temperature of
high pressure
Te Saturation temperature of low For control of compressor frequency and fan speed.
pressure
Vdc Bus voltage Bus voltage
Idc DC trunk line current DC trunk line current
lu Phase-U current Phase-U current of compressor
w Phase-W current Phase-W current of compressor
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Operation Status
(PUMY)

Monitor Terminology

Mark

Official Name

Meaning

Operation mode

Operation mode

Capacity save

The signal of capacity save from master system controller.
unit:% The signal is displayed "100%" under no signal.

FAN Fan steps Qut door unit fan steps
F/Hz Compressor frequency Compressor frequency
SLEV LEV pulse It is controlled by the sub cool at outdoor heatexchanger exit in coolin
g mode.
It is opened fully in heating mode.
It is backup when the discharge temperature raises abnormality.(Coolin
g, heating mode)
SC Sub cool Sub_cool
SN Sub cool steps Sub cool steps
Pdm Target high pressure Target high pressure
ETm Target evaporation temperature | Target evaporation temperature
Demand Contact demand input The compressor is stopped when the contact is closed.
(1:ON _0:0FF)
Night Night(silent)mode The compressor maximum frequency is down when the contact of out
door control board is ON
Contact input (1:ON 0:0FF)
Inner Comp inner thermostat The thermostat in the compressor is ON when the motor temperature
abnormal rises.
Input(1:ON _0:0FF)
IPM IPM abnormal input It is detected when the overcurrent flows to the IPM, or the IPM temp
erature abnormal rises.
(1:ON _0:0FF)
52C electromagnetic contactor 52C output On during indoor unit running
(inverter main circuit)
2154 4-way valve 4-way valve
SV1 Solenoid valve output The bypass of discharge gas
Repeater Repeater output It is permission(1) / prohibition(2) of communication with the centralized
controllers.
TH1 Thermistor It detects the discharge temperature to control the compressor frequen
(Detects discharge temperatur | cy.
e) It protects the discharge temperature.
It is used to calculate the discharge superheat temperature.
TH2 Thermistor It detects the low pressure saturation temperature to control the compr
essor _frequency.
TH5 Thermistor It is used to control SLEV pulse in cooling mode.
It is used to start the defrost mode in heating mode.
(Pipe temperature - Defrost determination)
TH6 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
THHS Thermistor It detects the power transistor radiator plate temperature for protection
of power transistor.
(radiator plate temperature)
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency

and protects unit against damage by high pressure.
It is used to calculate the sub cool.
(Detects discharge pressure)

Power factor

compressor power factor data

It detects the compressor power factor to control the optimum voltage.

SC1 Sub cool of indoor unit 1 Heating mode Sub cool
Cooling mode :Super heat
SC2 Sub cool of indoor unit 2 Heating mode Sub cool
Cooling mode :Super heat
SC3 Sub cool of indoor unit 3 Heating mode Sub cool
Cooling mode :Super heat
SC4 Sub cool of indoor unit 4 Heating mode Sub cool
Cooling mode :Super heat
SC5 Sub cool of indoor unit 5 Heating mode Sub cool
Cooling mode :Super heat
SC6 Sub cool of indoor unit 6 Heating mode Sub cool
Cooling mode :Super heat
SC7 Sub cool of indoor unit 7 Heating mode Sub cool
Cooling mode :Super heat
SC8 Sub cool of indoor unit 8 Heating mode Sub cool
Cooling mode :Super heat
LEV1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1

LEV pulse control from the outdoor unit
Cooling mode: It controls the super heat of indoor unit heatexchanger
exit
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Heating mode: It controls the sub cool of indoor unit heatexchanger ex
it

LEV2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2
LEV pulse control from the outdoor unit
Cooling mode: It controls the super heat of indoor unit heatexchanger
exit
Heating mode: It controls the sub cool of indoor unit heatexchanger ex
it

LEV3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3
LEV pulse control from the outdoor unit
Cooling mode: It controls the super heat of indoor unit heatexchanger
exit
Heating mode: It controls the sub cool of indoor unit heatexchanger ex
it

LEV4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4
LEV pulse control from the outdoor unit
Cooling mode: It controls the super heat of indoor unit heatexchanger
exit
Heating mode: It controls the sub cool of indoor unit heatexchanger ex
it

LEV5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5
LEV pulse control from the outdoor unit
Cooling mode: It controls the super heat of indoor unit heatexchanger
exit
Heating mode: It controls the sub cool of indoor unit heatexchanger ex
it

LEV6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6
LEV pulse control from the outdoor unit
Cooling mode: It controls the super heat of indoor unit heatexchanger
exit
Heating mode: It controls the sub cool of indoor unit heatexchanger ex
it

LEV7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7
LEV pulse control from the outdoor unit
Cooling mode: It controls the super heat of indoor unit heatexchanger
exit
Heating mode: It controls the sub cool of indoor unit heatexchanger ex
it

LEV8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8

LEV pulse control from the outdoor unit

Cooling mode: It controls the super heat of indoor unit heatexchanger
exit

Heating mode: It controls the sub cool of indoor unit heatexchanger ex
it
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Operation Status Monitor Terminology
(PUMY-P100/125/140V/YHM-A, PUMY-P100/125/140YHM-B)

Mark

Official Name

Meaning

Operation mode

Operation mode

FAN Fan steps Out door unit fan steps
F/Hz Compressor frequency Compressor frequency
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure(heating)
ETm Target evaporation temperature | Target evaporation temperature(cooling)
52C electromagnetic contactor 52C output
(inverter main circuit)
2154 4-way valve 4-way valve
SV1(Pd) Solenoid valve output The bypass of discharge gas (for pd back up)
SV1(Td) Solenoid valve output The bypass of discharge gas(for td back up)
SV1(Stop) Solenoid valve output The bypass of discharge gas(for stop mode pressure equalization)
TH4 Thermistor It detects the discharge temperature to control the compressor frequen
(Detects discharge temperatur | cy.
e) It protects the discharge temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
SC1 Sub cool of indoor unit 1 Heating mode:Sub cool
SC2 Sub cool of indoor unit 2 Heating mode:Sub cool
SC3 Sub cool of indoor unit 3 Heating mode:Sub cool
SC4 Sub cool of indoor unit 4 Heating mode:Sub cool
SC5 Sub cool of indoor unit 5 Heating mode:Sub cool
SC6 Sub cool of indoor unit 6 Heating mode:Sub cool
SC7 Sub cool of indoor unit 7 Heating mode:Sub cool
SC8 Sub cool of indoor unit 8 Heating mode:Sub cool
SCm1 Target sub cool of indoor unit Heating mode:Target sub cool
1
SCm2 Target sub cool of indoor unit Heating mode:Target sub cool
2
SCm3 Target sub cool of indoor unit Heating mode:Target sub cool
3
SCm4 Target sub cool of indoor unit Heating mode:Target sub cool
4
SCm5 Target sub cool of indoor unit Heating mode:Target sub cool
5
SCm6 Target sub cool of indoor unit Heating mode:Target sub cool
6
SCm7 Target sub cool of indoor unit Heating mode:Target sub cool
7
SCm8 Target sub cool of indoor unit Heating mode:Target sub cool
8
LEV1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit

INPUT CURRENT

INPUT CURRENT

Input current of outdoor unit.

COMP CURRENT

COMPRESSOR CURRENT

Compressor operating current of outdoor unit.
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Operation Status Monitor Terminology
(PUMY-P125/140V/IYHMBR3,
PUMY-P100/125/140YHMC-C, PUMY-SP100/125/140YHMC-SD,
PUMY-P100/125/140VHMC-S, PUMY-SP100/125/140VHMC-SR)

Mark Official Name Meaning
Operation mode Operation mode
FAN Fan steps Qut door unit fan steps
F/Hz Compressor frequency Compressor frequency
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
52C electromagnetic contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1(A) Solenoid valve 1 output The bypass of discharge gas (for pd back up)
SV1(B) Solenoid valve 1 output The bypass of discharge gas(for td back up)
SV1(C) Solenoid valve 1 output The bypass of discharge gas(for stop mode pressure equalization)
TH4 Thermistor It detects the discharge temperature to control the compressor frequen
(Detects discharge temperatur | cy.
e) It protects the discharge temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor _frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10
10
SCm11 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 11
11
SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
12
LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
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LEV 6

LEV pulse of indoor unit 6

LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit

LEV 7

LEV pulse of indoor unit 7

LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit

LEV 8

LEV pulse of indoor unit 8

LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit

LEV 9

LEV pulse of indoor unit 9

LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit

LEV10

LEV pulse of indoor unit 10

LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit

LEV11

LEV pulse of indoor unit 11

LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit

LEV12

LEV pulse of indoor unit 12

LEV pulse of indoor unit 13 LEV pulse control from the outdoor unit

INPUT CURRENT

INPUT CURRENT

Input current of outdoor unit.

COMP CURRENT

COMPRESSOR CURRENT

Compressor operating current of outdoor unit.

VDC

BUS BAR VOLTAGE(V)

Bus bar voltage of inverter circuit
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Operation Status Monitor Terminology

(PUHZ-RP**HA)

Mark

Official Name

Meaning

[Selecting Info.]

action Operation ON/OFF Operation running of unit
mode Running mode Running mode of unit
TO Set temperature Temperature set by remote controller

capacity save

Capacity save

Capacity save signal from system controller
Unit: % Non receiving status: 100%

Mark Official Name Meaning
[Indoor Info.]
TH1 Thermistor(room temperature) Detects the room temperature, for deciding ON/OFF.
TH2 Thermistor Detects the liquid side temperature.
(liquid pipe temperature)
TH5 Thermistor Detects the gas side temperature.
(gas pipe temperature)
Mark Official Name Meaning
[Outdoor Info.]
COMP Ccmp. ON/OFF Ccmp. ON/OFF
(ON:running)
2154 4-way valve Switches the cooling/heating cycle
(ON:Heating)
SV Solenoid valve output Solenoid valve output
(ON:Action)
FAN Fan output step Fan output step
Hz Compressor frequency Compressor frequency
49C Inner thermostat (compressor) Inner thermostat (compressor) actuation state
"closing": at the time of usual. "open": at the time of actuation.
63H High pressure sensor Detects the discharge pressure and then protects unit against damage
by high pressure.
"closing": at the time of usual. "open": at the time of actuation.
63L Low pressure sensor Detects the suction pressure and then, senses the refrigerant composit
ion.
"closing": at the time of usual. "open": at the time of actuation.
TH3 Thermistor Detects the liquid pipe temperature
TH4 Thermistor Detects discharge temperature
TH6 Thermistor Detects saturated evaporation temperature
TH7 Thermistor Detects the ambient air temperature
TH8 Thermistor Detects radiator plate temperature
SHd Discharge superheat
SH Superheat
SC Subcool
LEV A SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u
nit in cooling mode.
LEV B LEV opening B
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Operation Status Monitor Terminology
(PUMY-P100V/IYHMBR4)

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Out door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit(no | Command value of LEV-A pulse of outdoor unit (fixed to blank)
t implemented)
LEV_B LEV-B pulse of outdoor unit(no | Command value of LEV-B pulse of outdoor unit (fixed to blank)
t implemented)
52C electromagnetic contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1(A) Solenoid valve 1 output The bypass of discharge gas (for pd back up)
SV1(B) Solenoid valve 1 output The bypass of discharge gas(for td back up)
SV1(C) Solenoid valve 1 output The bypass of discharge gas(for stop mode pressure equalization)
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor (not impl | It detects the suction pressure to control LEV-B and LEVs of indoor u
emented) nits pulse. (fixed to 0.0)
TH2 Thermistor (not implemented) It is used to control LEV-B pulse. (fixed to 0.0)
(HIC temperature)
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10

10
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SCm11

Target sub

11

cool of indoor unit

Heating mode:Target sub cool of indoor unit 11

SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
12

LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology
(PUMY-P125/140V/IYHMSR1)

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Out door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit(no | Command value of LEV-A pulse of outdoor unit (fixed to blank)
t implemented)
LEV_B LEV-B pulse of outdoor unit(no | Command value of LEV-B pulse of outdoor unit (fixed to blank)
t implemented)
52C electromagnetic _contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1(A) Solenoid valve 1 output The bypass of discharge gas (for pd back up)
SV1(B) Solenoid valve 1 output The bypass of discharge gas(for td back up)
SV1(C) Solenoid valve 1 output The bypass of discharge gas(for stop mode pressure equalization)
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit_input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor (not impl | It detects the suction pressure to control LEV-B and LEVs of indoor u
emented) nits pulse. (fixed to 0.0)
TH2 Thermistor (not implemented) It is used to control LEV-B pulse. (fixed to 0.0)
(HIC temperature)
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10

10
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SCm11 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 11

11
SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12

12
LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology

(PUMY-P112/125/140VIYKM(E),
PUMY-SP80V/YKMD-A(R1),
PUMY-CP100/125/140V/YKM,

PUMY-P112/125/140V/IYKM-A,
PUMY-SP100/125/140V/YKM,
PUMY-P100/125/140NKM)

Mark Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Qut door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit Command value of LEV-A pulse of outdoor unit
LEV_B LEV-B pulse of outdoor unit Command value of LEV-B pulse of outdoor unit
52C electromagnetic contactor 52C output (inverter main circuit)
2184 4-way valve 4-way valve
SV1 Solenoid valve 1 output Bypass valve for discharge gas
Sv2 Solenoid valve 2 output Switching valve for refrigerant circuit
Sv3 Solenoid valve 3 output Qil return valve
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor It detects the suction pressure to control LEV-B and LEVs of indoor u
nits pulse.
TH2 Thermistor It is used to control LEV-B pulse.
(HIC temperature)
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10
10
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SCm11

Target sub

11

cool of indoor unit

Heating mode:Target sub cool of indoor unit 11

SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
12

LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology

(PUMY-P200/250YKMC-C,

PUMY-SP200/250YKM1-SD)

PUMY-P200/250YKM1-CN,

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Out door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit Command value of LEV-A pulse of outdoor unit (fixed to blank)
LEV_B LEV-B pulse of outdoor unit Command value of LEV-B pulse of outdoor unit (fixed to blank)
52C electromagnetic contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1 Solenoid valve 1 output Bypass valve for discharge gas
Sv2 Solenoid valve 2 output Switching valve for refrigerant circuit
Sv3 Solenoid valve 3 output Qil return valve
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor _frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor It detects the suction pressure to control LEV-B and LEVs of indoor u
nits pulse.
TH2 Thermistor It is used to control LEV-B pulse.
(HIC temperature)
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10

10
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SCm11

Target sub

11

cool of indoor unit

Heating mode:Target sub cool of indoor unit 11

SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
12

LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology
PUMY-P200YKMD,

(PUMY-P200YKM,

PUMY-P175/200/225YKM,
MXZ-8C200VAM-C,
MXZ-8C200VAM2-CN1,

PUMY-CP175/200/225YKM,
MXZ-8C200VAM1-CT,
MXZ-8C225/250XAM.TH-TWA1)

Mark Official Name Meaning
Operation mode Operation mode
F/Hz Compressor frequency Compressor frequency
FAN Fan steps Out door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit Command value of LEV-A pulse of outdoor unit
LEV_B LEV-B pulse of outdoor unit Command value of LEV-B pulse of outdoor unit
52C electromagnetic contactor 52C output (inverter main circuit)
2154 4-way valve 4-way valve
SV1 Solenoid valve 1 output Bypass valve for discharge gas
Sv2 Solenoid valve 2 output Switching valve for refrigerant circuit
Sv3 Solenoid valve 3 output Qil return valve
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor _frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor It detects the suction pressure to control LEV-B and LEVs of indoor u
nits pulse.
TH2 Thermistor It is used to control LEV-B pulse.
(HIC temperature)
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
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SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10

10
SCm11 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 11

11
SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12

12
LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology

(MXZ-8C140/160VAMD-A,
MXZ-6C53VAM-SG1,
MXY-8C112/140/160VAM-CN1,

MXY-4C100/5C125/6C140VA,
MXZ-8C112/140/160VAMZ-C,
MXZ-6C112/8C140/8C160NAM)

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Qut door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit Command value of LEV-A pulse of outdoor unit
LEV_B LEV-B pulse of outdoor unit Command value of LEV-B pulse of outdoor unit
52C electromagnetic contactor 52C output (inverter main circuit)
2184 4-way valve 4-way valve
SV1 Solenoid valve 1 output Bypass valve for discharge gas
Sv2 Solenoid valve 2 output Switching valve for refrigerant circuit
Sv3 Solenoid valve 3 output Qil return valve
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor It detects the suction pressure to control LEV-B and LEVs of indoor u
nits pulse.
TH2 Thermistor It is used to control LEV-B pulse.
(HIC temperature)
SC Sub cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
2
SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3
3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4
4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5
5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6
6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7
7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8
8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9
9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10

10
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SCm11

Target sub

11

cool of indoor unit

Heating mode:Target sub cool of indoor unit 11

SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12
12

LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology

(PUMY-P250/300YBM,

MXZ-12C280/335YAM-CN1)

PUMY-SP250/300YBM-SD.TH,

Mark

Official Name

Meaning

Operation mode

Operation mode

F/Hz Compressor frequency Compressor frequency
FAN Fan steps Qut door unit fan steps
VDC BUS BAR VOLTAGE(V) Bus bar voltage of inverter circuit
LEV_A LEV-A pulse of outdoor unit Command value of LEV-A pulse of outdoor unit
LEV_B LEV-B pulse of outdoor unit Command value of LEV-B pulse of outdoor unit
52C electromagnetic contactor 52C output (inverter main circuit)
2184 4-way valve 4-way valve
SV1 Solenoid valve 1 output Bypass valve for discharge gas
Sv2 Solenoid valve 2 output Switching valve for refrigerant circuit
SV3 Solenoid valve 3 output Qil return valve
demand A state of demand function via | Input: 1 / No input: 0
outdoor unit input
TH4 Thermistor It detects the comp. surface temperature to control the compressor fre
(Detects comp. surface temper | quency.
ature) It protects the comp. surface temperature.
It is used to calculate the discharge superheat temperature.
TH6 Thermistor It detects the low pressure saturation temperature to control the compr
essor _frequency.
TH3 Thermistor It is used to control LEV pulse in cooling mode.
(Pipe temperature/Defrost deter | It is used to start the defrost mode in heating mode.
mination)
TH7 Thermistor It detects the ambient temperature to control outdoor fan and LEV pul
(Detects the ambient air tempe | se.
rature)
TH8 Thermistor It detects the power transistor radiator plate temperature for protection
(radiator plate temperature) of power transistor.
63HS High pressure sensor It detects the discharge pressure to control the compressor frequency
and protects unit against damage by high pressure.
It is used to calculate the sub cool. (Detects discharge pressure)
63LS Low pressure sensor It detects the suction pressure to control LEV-B and LEVs of indoor u
nits pulse.
TH2 Thermistor It is used to control LEV-B pulse.
(HIC temperature)
SC Sub _cool Sub_cool
SCm Target sub cool Target sub cool (cooling)
Pdm Target high pressure Target high pressure (heating)
ETm Target evaporation temperature | Target evaporation temperature (cooling)
I(input)(A) Input current Input current of outdoor unit.
I(comp)(A) Compressor current Compressor operating current of outdoor unit.
SC 1 Sub cool of indoor unit 1 Heating mode:Sub cool of indoor unit 1
SC 2 Sub cool of indoor unit 2 Heating mode:Sub cool of indoor unit 2
SC 3 Sub cool of indoor unit 3 Heating mode:Sub cool of indoor unit 3
SC 4 Sub cool of indoor unit 4 Heating mode:Sub cool of indoor unit 4
SC 5 Sub cool of indoor unit 5 Heating mode:Sub cool of indoor unit 5
SC 6 Sub cool of indoor unit 6 Heating mode:Sub cool of indoor unit 6
SC 7 Sub cool of indoor unit 7 Heating mode:Sub cool of indoor unit 7
SC 8 Sub cool of indoor unit 8 Heating mode:Sub cool of indoor unit 8
SC 9 Sub cool of indoor unit 9 Heating mode:Sub cool of indoor unit 9
SC10 Sub cool of indoor unit 10 Heating mode:Sub cool of indoor unit 10
SC11 Sub cool of indoor unit 11 Heating mode:Sub cool of indoor unit 11
SC12 Sub cool of indoor unit 12 Heating mode:Sub cool of indoor unit 12
SC13 Sub cool of indoor unit 13 Heating mode:Sub cool of indoor unit 13
SC14 Sub cool of indoor unit 14 Heating mode:Sub cool of indoor unit 14
SC15 Sub cool of indoor unit 15 Heating mode:Sub cool of indoor unit 15
SC16 Sub cool of indoor unit 16 Heating mode:Sub cool of indoor unit 16
SC17 Sub cool of indoor unit 17 Heating mode:Sub cool of indoor unit 17
SC18 Sub cool of indoor unit 18 Heating mode:Sub cool of indoor unit 18
SC19 Sub cool of indoor unit 19 Heating mode:Sub cool of indoor unit 19
SC20 Sub cool of indoor unit 20 Heating mode:Sub cool of indoor unit 20
SC21 Sub cool of indoor unit 21 Heating mode:Sub cool of indoor unit 21
SC22 Sub cool of indoor unit 22 Heating mode:Sub cool of indoor unit 22
SC23 Sub cool of indoor unit 23 Heating mode:Sub cool of indoor unit 23
SC24 Sub cool of indoor unit 24 Heating mode:Sub cool of indoor unit 24
SC25 Sub cool of indoor unit 25 Heating mode:Sub cool of indoor unit 25
SC26 Sub cool of indoor unit 26 Heating mode:Sub cool of indoor unit 26
SC27 Sub cool of indoor unit 27 Heating mode:Sub cool of indoor unit 27
SC28 Sub cool of indoor unit 28 Heating mode:Sub cool of indoor unit 28
SC29 Sub cool of indoor unit 29 Heating mode:Sub cool of indoor unit 29
SC30 Sub cool of indoor unit 30 Heating mode:Sub cool of indoor unit 30
SCm 1 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 1
1
SCm 2 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 2
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SCm 3 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 3

3
SCm 4 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 4

4
SCm 5 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 5

5
SCm 6 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 6

6
SCm 7 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 7

7
SCm 8 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 8

8
SCm 9 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 9

9
SCm10 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 10

10
SCm11 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 11

11
SCm12 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 12

12
SCm13 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 13

13
SCm14 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 14

14
SCm15 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 15

15
SCm16 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 16

16
SCm17 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 17

17
SCm18 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 18

18
SCm19 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 19

19
SCm20 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 20

20
SCm21 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 21

21
SCm22 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 22

22
SCm23 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 23

23
SCm24 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 24

24
SCm25 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 25

25
SCm26 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 26

26
SCm27 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 27

27
SCm28 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 28

28
SCm29 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 29

29
SCm30 Target sub cool of indoor unit Heating mode:Target sub cool of indoor unit 30

30
LEV 1 LEV pulse of indoor unit 1 LEV pulse of indoor unit 1 LEV pulse control from the outdoor unit
LEV 2 LEV pulse of indoor unit 2 LEV pulse of indoor unit 2 LEV pulse control from the outdoor unit
LEV 3 LEV pulse of indoor unit 3 LEV pulse of indoor unit 3 LEV pulse control from the outdoor unit
LEV 4 LEV pulse of indoor unit 4 LEV pulse of indoor unit 4 LEV pulse control from the outdoor unit
LEV 5 LEV pulse of indoor unit 5 LEV pulse of indoor unit 5 LEV pulse control from the outdoor unit
LEV 6 LEV pulse of indoor unit 6 LEV pulse of indoor unit 6 LEV pulse control from the outdoor unit
LEV 7 LEV pulse of indoor unit 7 LEV pulse of indoor unit 7 LEV pulse control from the outdoor unit
LEV 8 LEV pulse of indoor unit 8 LEV pulse of indoor unit 8 LEV pulse control from the outdoor unit
LEV 9 LEV pulse of indoor unit 9 LEV pulse of indoor unit 9 LEV pulse control from the outdoor unit
LEV10 LEV pulse of indoor unit 10 LEV pulse of indoor unit 10 LEV pulse control from the outdoor unit
LEV11 LEV pulse of indoor unit 11 LEV pulse of indoor unit 11 LEV pulse control from the outdoor unit
LEV12 LEV pulse of indoor unit 12 LEV pulse of indoor unit 12 LEV pulse control from the outdoor unit
LEV13 LEV pulse of indoor unit 13 LEV pulse of indoor unit 13 LEV pulse control from the outdoor unit
LEV14 LEV pulse of indoor unit 14 LEV pulse of indoor unit 14 LEV pulse control from the outdoor unit
LEV15 LEV pulse of indoor unit 15 LEV pulse of indoor unit 15 LEV pulse control from the outdoor unit
LEV16 LEV pulse of indoor unit 16 LEV pulse of indoor unit 16 LEV pulse control from the outdoor unit
LEV17 LEV pulse of indoor unit 17 LEV pulse of indoor unit 17 LEV pulse control from the outdoor unit
LEV18 LEV pulse of indoor unit 18 LEV pulse of indoor unit 18 LEV pulse control from the outdoor unit
LEV19 LEV pulse of indoor unit 19 LEV pulse of indoor unit 19 LEV pulse control from the outdoor unit
LEV20 LEV pulse of indoor unit 20 LEV pulse of indoor unit 20 LEV pulse control from the outdoor unit
LEV21 LEV pulse of indoor unit 21 LEV pulse of indoor unit 21 LEV pulse control from the outdoor unit
LEV22 LEV pulse of indoor unit 22 LEV pulse of indoor unit 22 LEV pulse control from the outdoor unit
LEV23 LEV pulse of indoor unit 23 LEV pulse of indoor unit 23 LEV pulse control from the outdoor unit
LEV24 LEV pulse of indoor unit 24 LEV pulse of indoor unit 24 LEV pulse control from the outdoor unit
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LEV25 LEV pulse of indoor unit 25 LEV pulse of indoor unit 25 LEV pulse control from the outdoor unit
LEV26 LEV pulse of indoor unit 26 LEV pulse of indoor unit 26 LEV pulse control from the outdoor unit
LEV27 LEV pulse of indoor unit 27 LEV pulse of indoor unit 27 LEV pulse control from the outdoor unit
LEV28 LEV pulse of indoor unit 28 LEV pulse of indoor unit 28 LEV pulse control from the outdoor unit
LEV29 LEV pulse of indoor unit 29 LEV pulse of indoor unit 29 LEV pulse control from the outdoor unit
LEV30 LEV pulse of indoor unit 30 LEV pulse of indoor unit 30 LEV pulse control from the outdoor unit
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Operation Status Monitor Terminology
(PUHN-200/250YMF-B,YMC)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F3

Temporary compressor frequen
cy of NO.3 COMP for calculati
on

Variable for control

AK2 Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
(Constant capacity unit)

AL Accumulator level Liquid level in the accumulation

( 0: A little, 1: Medium, 2: Much(overcharge) )

FAN2 Fan Fan capacity of outdoor unit(Fan on a constant capacity unit)
(not proportional to rotational fr
equency)

SCO Sub-cool at heat exchanger Variable for control

SCC Sub-cool at SC coil exit Variable for control

SHB SC coil bypass exit super heat | Variable for control

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

LEV2 Liquid pipe LEV opening Controls a flow of liquid refrigerant

2154 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv4 Solenoid valve output Protection of over down low pressure(for evaporates refrigerant in an a
(Bypass between discharge pip | ccumulator)

e and suction pipe)

SV5b Solenoid valve output Controls a flow of liquid refrigerant
(Liquid pipe)

TH11 Thermistor Detects the discharge temperature for protection of compressor.
(Detects discharge temperatur
e)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the liquid level in t
(Detects the ambient air tempe | he accumulator.
rature)

TH7(8,9) Thermistor Controls LEV1 based on the temperature differences between
(Controls SC) TH6,7,8 and 9.

TH10a Thermistor Detects outlet temperature of heat exchanger in heating mode.

(Gas pipe temperature of heat
exchanger)

TH10b Thermistor Detects temperature of balance pipe.
(balance pipe)

63LS Low pressure sensor Detects the suction pressure.
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Operation Status Monitor Terminology
(PUHN-P200/250YMF-B,YMC)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F3

Temporary compressor frequen
cy of NO.3 COMP for calculati
on

Variable for control

AK2 Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
(Constant capacity unit)

AL Accumulator level Liquid level in the accumulation( O: A little, 1: Medium, 2: Much(overch

arge) )

FAN2 Fan Fan capacity of outdoor unit (Fan on a constant capacity unit)

(not proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control

ScC Sub-cool at SC coil exit Variable for control

SHB SC coil bypass exit super heat | Variable for control

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

LEV2 Liquid pipe LEV opening Controls a flow of liquid refrigerant

2184 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv22 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control full load)

SV32 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control unload)

Sv4 Solenoid valve output Protection of over down low pressure
(Bypass between discharge pip | (for evaporates refrigerant in an accumulator)

e and suction pipe)

SV5b Solenoid valve output Controls a flow of liquid refrigerant
(Liquid pipe)

TH11 Thermistor Detects the discharge temperature for protection of compressor.
(Detects discharge temperatur
e)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

TH5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) Xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the liquid level in t
(Detects the ambient air tempe | he accumulator.
rature)

TH7(8,9) Thermistor Controls LEV1 based on the temperature differences between TH6,7,8
(Controls SC) and 9.

TH10a Thermistor Detects outlet temperature of heat exchanger in heating mode.

(Gas pipe temperature of heat
exchanger)

TH10b Thermistor Detects temperature of balance pipe.
(balance pipe)

63LS Low pressure sensor

Detects the suction pressure and then, senses the refrigerant composit
ion.
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Operation Status Monitor Terminology
(PUHN-200/250YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F3

Temporary compressor frequen
cy of NO.3 COMP for calculati
on

Variable for control

AK2 Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
(Constant capacity unit)

AL Accumulator level Liquid level in the accumulation

( 0: A little, 1: Medium, 2: Much(overcharge) )
FAN2 Fan Fan capacity of outdoor unit(Fan on a constant capacity unit)
(not proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control

SCC Sub-cool at SC coil exit Variable for control

SHB SC coil bypass exit super heat | Variable for control

LEV SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

LEV2 Liquid pipe LEV opening Controls a flow of liquid refrigerant

2154 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

Sv4 Solenoid valve output Protection of over down low pressure(for evaporates refrigerant in an a
(Bypass between discharge pip | ccumulator)

e and suction pipe)

SV5b Solenoid valve output Controls a flow of liquid refrigerant
(Liquid pipe)

TH11 Thermistor Detects the discharge temperature for protection of compressor.
(Detects discharge temperatur
e)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

THS5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the liquid level in t
(Detects the ambient air tempe | he accumulator.
rature)

TH7(8,9) Thermistor(Controls SC) Controls LEV1 based on the temperature differences between TH6,7,8

and 9.

TH10a Thermistor Detects outlet temperature of heat exchanger in heating mode.

(Gas pipe temperature of heat

exchanger)
TH10b Thermistor(balance pipe) Detects temperature of balance pipe.
63LS Low pressure sensor Detects the suction pressure.
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Operation Status Monitor Terminology
(PUHN-P200/250YMF-C)

Mark

Official Name

Meaning

Control mode

Control mode for outdoor unit

Operation mode

Operation mode for outdoor unit

F3

Temporary compressor frequen
cy of NO.3 COMP for calculati
on

Variable for control

AK2 Heat exchanger capacity Variable which determine the size of outdoor heat exchanger
(Constant capacity unit)

AL Accumulator level Liquid level in the accumulation

( 0: A little, 1: Medium, 2: Much(overcharge) )
FAN2 Fan Fan capacity of outdoor unit(Fan on a constant capacity unit)
(not proportional to rotational frequency)

SCO Sub-cool at heat exchanger Variable for control

ScC Sub-cool at SC coil exit Variable for control

SHB SC coil bypass exit super heat | Variable for control

LEV1 SC coil LEV opening Adjusts refrigerant in the bypass pipe from liquid pipe in the outdoor u

nit in cooling mode.

LEV2 Liquid pipe LEV opening Controls a flow of liquid refrigerant

2184 4-way valve Switches the cooling/heating cycle

(0:Cooling, 1:Heating)

SV1 Solenoid valve output Returns oil from the oil separator
(Bypass between discharge pip
e and suction pipe)

SV22 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control full load)

SV32 Solenoid valve output Switches the capacity control valve inside the compressor
(Capacity control unload)

Sv4 Solenoid valve output Protection of over down low pressure(for evaporates refrigerant in an a
(Bypass between discharge pip | ccumulator)

e and suction pipe)

SV5b Solenoid valve output Controls a flow of liquid refrigerant
(Liquid pipe)

TH11 Thermistor Detects the discharge temperature for protection of compressor.
(Detects discharge temperatur
e)

TH3 Thermistor Detects the liquid level in the accumulator
(Detects lower liquid level in th
e accumulator)

TH4 Thermistor Detects the liquid level in the accumulator
(Detects upper liquid level in t
he accumulator)

THS5 Thermistor Controls compressor frequency, controls defrosting and detects the liqu
(Detects the liquid pipe temper | id level in heating mode, detects the sub-cool at the heat exchanger e
ature) xit in combination with 63 HS data, and controls LEV1.

TH6 Thermistor Detects the ambient temperature and then, controls the liquid level in t
(Detects the ambient air tempe | he accumulator.
rature)

TH7(8,9) Thermistor(Controls SC) Controls LEV1 based on the temperature differences between TH6,7,8

and 9.

TH10a Thermistor Detects outlet temperature of heat exchanger in heating mode.

(Gas pipe temperature of heat

exchanger)
TH10b Thermistor(balance pipe) Detects temperature of balance pipe.
63LS Low pressure sensor

Detects the suction pressure and then, senses the refrigerant composit
ion.
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Operation Status Monitor Terminology

(ECOV-EN75/110/150/185/225/260/300/335MVB, ECOV-EN75/110/150/185/225/26

0/300/335VB)

Mark Official Name Meaning
TH1 Discharge pipe temperature Discharge pipe temperature of the compressor
TH2 Compressor shell oil temperature Oil temperature of the compressor shell bottom
TH4 - For Japan market model
TH5 - For Japan market model
TH6 Outside air temperature Temperature of outside air
TH7 Suction pipe temperature Suction pipe temperature of the compressor
TH8 Liquid pipe temperature Temperature of the liquid pipe
HPS High—pressure Use for controlling compressor, fan and high—pressure protection.
LPS Low—pressure Use for controlling compressor, fan and low—pressure protection.
Idc Direct current(INV DC current) Peak value of the DCCT detection
Vdc Bus voltage(INV DC voltage) DC bus voltage
Te Condensation temperature Condensation temperature of unit module.
(Converted high—pressure
saturation temperature)
Te Evaporation temperature Evaporation temperature of unit module.
(Converted low—pressure
saturation temperature)
THHS Inverter heatsink temperature Temperature of the heatsink.
For controlling the inverter cooling fan.
AL Liquid refrigerant flooding level Determine the liquid refrigerant flooding condition.
0:dry, 1:wet, 2:liquid refrigerant flooding
Qnow - For Japan market model
Qave - For Japan market model
Tave - For Japan market model
TemO - For Japan market model
Temil - For Japan market model
Tem1’ - For Japan market model
Tem1Shift - For Japan market model
Tem Target condensation temperature Target condensation temperature of unit module.
When unit correspondencing, It doesn't show because the controlling use
representative value.
Tem Target evaporation temperature Target evaporation temperature of unit module.
Delta-Tcm Target condensation temperature | Difference between the target condensation temperature and actual
difference temperature(Tcm-Tc)
Delta—Tem Target evaporation temperature | Difference between the target evaporation temperature and actual
difference temperature(Tem-Te)
L.Cut off Low—pressure cutoff compressor | Low—pressure cutoff compressor OFF—threshold Unit:Mpa
OFF-threshold
L.Cut on Low-pressure cutoff compressor | Low—pressure cutoff compressor ON-threshold Unit:Mpa

ON-threshold

lead—in speed

Compressor suction speed

Rate of the low—pressure change of compressor Unit:Mpa/10s

Discharge-SH

Compressor discharge superheat

Discharge superheat of the compressor (TH1-Tc)

Esc Instantaneous value of the subcool | -
coil temperature efficiency
EscA Average value of the subcool coil | -
temperature efficiency
S-TH6 Representative outside air | Representative outside air temperature of the overall unit
temperature
S-HPS Representative high—pressure Representative high—pressure of the overall unit
Unit:Mpa
S-LPS Representative low—pressure Representative low—pressure of the overall unit
Unit:Mpa
S—Coff Overall Low-pressure cut-off | Representative low—pressure cutoff compressor OFF-threshold of the overall
value unit
Unit:Mpa
S-Con Overall Low-pressure cut—on | Representative low—pressure cutoff compressor ON-threshold of the overall
value unit
Unit:Mpa
S-Tc Representative condensation | Representative value of the actual condensation temperature of the overall unit
temperature
S-Te Representative evaporation | Representative value of the actual evaporation temperature of the overall unit
temperature
S-Tem Representative target | Representative value of the setting condensation temperature of the overall
condensation temperature unit
S-Tem Representative target evaporation | Representative value of the setting evaporation temperature of the overall unit

temperature
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S—Delta—Tcm Representative target | S-Tem - S-Tc
condensation temperature
difference
S—Delta—Tem Representative target evaporation | S—Tem — S-Te
temperature difference
S-Esc Representative instantaneous | Minimum value of the instantaneous value of the subcool coil temperature
value of the subcool coil | efficiency of the overall unit
temperature efficiency
S-EscA Representative average value of | Minimum value of the average value of the subcool coil temperature efficiency
the subcool coil temperature | of the overall unit
efficiency
Rst Alarm reset input(X2) Error alarm reset input.
ShiftM - For Japan market model
63H 63H Show the high—pressure switch status.
1:0N, 0:OFF
63L 63L Show the low—pressure switch (field-supplied) status.
1:0N, 0:OFF
X31 Operation input(X31) Show the contact input status of the auxiliary relay <X31>.
1:0N, 0:OFF
SW2 Unit module operation SW (SW21, | Show the contact input status of the unit module operation switch.
SW2, SW23) 1:0N, 0:OFF
SW4 Operation at fixed compressor | Show the contact input status of the switch <Normal-Fixed frequency>. 1:
frequency SW(SW4) ON(Fixed frequency), 0: OFF(Normal)
X1 Operation SW(X11) Show the contact input status of the operation switch (auxiliary relay <X11>).
1:0N, 0:OFF
CN63 CN63PW input -
TYP1 TYPE1 -
TYP2 TYPE2 -
TYP4 TYPE4 -
TYPS TYPES -
TYP6 TYPEG -
Iu Compressor U-phase  current | Inverter output current value(U-phase)
value
Iw Compressor W-phase current | Inverter output current value(W-phase)
value
Vunb Limit of unbalance of power supply | Show the state of the unbalance limiting control of power supply voltage.
voltage (1:Under control, 0:Nomal)
FAN-Ver Fan inverter S/W version Software version of the fan inverter
Ctrl mode Control mode Outdoor unit control mode
Ope mode Operation mode Outdoor unit operation mode
Fm Target frequency of the | Target frequency of the compressor.
compressor (unit module value )
(Hz)
FAN(AK%) Heat exchanger capacity ( Fan | Variable of the motor rotation speed of the condenser fan (%)
output)
Rpter Repeater Permit(1) /Prohibit (0) the communication with the centralized control system.
M-Supply M-net power supply Power supply to the indoor unit system. (M—net power supply)
f0 Current operating frequency of the | Current operating frequency of the compressor
compressor (Hz)
S-Fm(Hz) Target frequency of the | Target frequency of the compressor of overall unit.
compressor ( overall value ) (Hz)
(only OC)
X101 Auxiliary relay<X101> status Used for the bypass solenoid valve output(the primary-side power—supply
voltage).
1:0N, 0:OFF
X102 Auxiliary relay<X102> status For Japan market model
X103 Auxiliary relay<X103> status Used for the crankcase heater output(the primary—side power—supply voltage).
1:0N, 0:OFF
X104 Auxiliary relay<X104> status Used for the solenoid valve <injection> output(the primary-side power—supply
voltage).
1:0N, 0:OFF
X105 Auxiliary relay<X105> status Used for the high/low pressure bypass solenoid valve output(the primary-side
power—supply voltage).
1:0N, 0:OFF
X106 Auxiliary relay<X106> status The solenoid valve <oil return> output (21Q1 ~3) (the primary-side
power—supply voltage).
1:0N, 0:OFF
X107 Auxiliary relay<X107> status Used for the output of the operating status of the compressor (auxiliary
relay<X61> drive) (the primary—side power-supply voltage). 1:ON, 0: OFF
X108 Auxiliary relay<X108> status Used for 52F output (the primary—side power—supply voltage).
1:0N, 0:OFF
X109 Auxiliary relay<X109> status -
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X110

Auxiliary relay<X110> status

X111 Auxiliary relay<X111> status Used for the unit operation signal output (auxiliary relay<X4>drive ) (the
primary—side power—supply voltage).
1:0N, 0:OFF
X112 Auxiliary relay<X112> status Used for the error alarm signal output ( auxiliary relay<X5>drive ) ( the
primary-side power—supply voltage).
1:0N, 0:OFF
X172 Auxiliary relay<X172> status Used for the 72C drive source output(the primary—side power—supply voltage).
1:0N, 0:OFF
72C Output of 72C for export Used for the 72C drive source output(DC12V power—supply). 1:ON, 0: OFF
Err Error output -
COMP Compressor ON/OFF output -
LEV LEV output value LEV output value of the linear expansion valve<injection>.
0~480 pulse
SW1~4 DipSW1~4 input Show the DipSW status.
1:0N, 0:OFF
Hel - For Japan market model
Hc2 - For Japan market model
Hc3 For Japan market model
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Operation Status Monitor Terminology

(ECOV-X37/55VA)

Mark Official Name Meaning
TH1 Discharge pipe temperature Discharge pipe temperature of the compressor
TH2 Compressor oil temperature Oil temperature of the compressor shell bottom
TH4 Gascooler outlet pipe temperature Temperature of the gascooler outlet pipe
TH5 Heat exchanger outlet pipe | Temperature of the heat exchanger outlet pipe
temperature
TH6 Outside air temperature Temperature of outside air
TH7 Suction pipe temperature Suction pipe temperature of the compressor
TH8 Liquid pipe temperature Temperature of the liquid pipe
TH9 Oil pipe temperature Temperature of the oil pipe
HPS1 High—pressurel Use for controlling compressor, fan and high—pressure protection.
HPS2 High—pressure2 Use for controlling compressor, fan and high—pressure protection.
MPS Middle—pressure Use for controlling compressor, fan and middle—pressure protection.
LPS Low—pressure Use for controlling compressor, fan and low—pressure protection.
Vdc Bus voltage(INV DC voltage) DC bus voltage
Tc Condensation temperature Condensation temperature of unit module.
(Converted high—pressure
saturation temperature)
Te Evaporation temperature Evaporation temperature of unit module.
(Converted low—pressure
saturation temperature)
THHS Inverter heatsink temperature Temperature of the heatsink. For controlling the inverter cooling fan.
AL Liquid refrigerant flooding level Determine the liquid refrigerant flooding condition.
0:dry, 1:wet, 2:liquid refrigerant flooding
TemO Target evaporation temperature | Target evaporation temperature setting value
setting value
Tem Target condensation temperature Target condensation temperature of unit module.
When unit correspondencing, it doesn’t show because the controlling use
representative value.
Tem Target evaporation temperature Target evaporation temperature of unit module.
Coff Low—pressure cut—off value Low—pressure cutoff compressor OFF-threshold
Con Low—pressure cut—on value Low—pressure cutoff compressor ON-threshold
S-Te Representative condensation | Representative value of the actual condensation temperature of the overall unit
temperature
S-Te Representative evaporation | Representative value of the actual evaporation temperature of the overall
temperature
S-Tem Representative target | Representative value of the target condensation temperature of the overall unit
condensation temperature
S-Tem Representative target evaporation | Representative value of the target evaporation temperature of the overall unit
temperature
Rst Alarm reset input(X2) Error alarm reset input.
63H 63H Show the high—pressure switch status.
1:0N, 0: OFF”
63L 63L Show the low—pressure switch (field-supplied) status.
1:0N, 0: OFF”
X3 Operation input (X31) Show the contact input status of the auxiliary relay <X31>.
1:0N, 0: OFF”
X1 Operation SW(X11) “Show the contact input status of the operation switch (auxiliary relay <X11>).
TYP1 - -
TYP2 - -
TYP4 - -
TYPS - -
TYP6 - -
Iu Compressor U-phase  current | Inverter output current value(U-phase)
value
Iw Compressor W-phase current | Inverter output current value(W-phase)
value
Vunb Limit of unbalance of power supply | Show the state of the unbalance limiting control of power supply voltage.
voltage 1:Under control, 0:Nomal
Ctrl mode Control mode Outdoor unit control mode
Ope mode Operation mode Outdoor unit operation mode
Fm Target frequency of the | Target frequency of the compressor
compressor (unit module value )
(Hz)
FAN(AK%) Heat exchanger capacity ( Fan | Variable of the motor rotation speed of the condenser fan (%)
output)
Rpter Repeater Permit(1) /Prohibit (0) the M—net communication with the centralized control

system.
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M-Supply M-net power supply Power supply to the indoor unit system. (M—net power supply)
f0 Current operating frequency of the | Current operating frequency of the compressor
compressor (Hz)
S-Fm(Hz) Target frequency of the | Target frequency of the compressor of the overall unit
compressor (overall unit) (Hz)

X101 Auxiliary relay<X101> status Show the output status of the auxiliary relay <X101>.
1:0N, 0:OFF

X102 Auxiliary relay<X102> status Show the output status of the auxiliary relay <X102>.
1:0N, 0:OFF

X103 Auxiliary relay<X103> status Show the output status of the auxiliary relay <X103>.
1:0N, 0:OFF

X104 Auxiliary relay<X104> status Show the output status of the auxiliary relay <X104>.
1:0N, 0:OFF

X105 Auxiliary relay<X105> status Show the output status of the auxiliary relay <X105>.
1:0N, 0:OFF

X107 Auxiliary relay<X107> status Show the output status of the auxiliary relay <X107>.
1:0N, 0:OFF

X111 Auxiliary relay<X111> status Show the output status of the auxiliary relay <X111>.
1:0N, 0:OFF

X112 Auxiliary relay<X112> status Show the output status of the auxiliary relay <X112>.
1:0N, 0:OFF

X113 Auxiliary relay<X113> status Show the output status of the auxiliary relay <X113>.
1:0N, 0:OFF

13V-3 Fan1 auxiliary relay<X10> status Show the output status of the auxiliary relay <X10> of fani.
1:0N, 0:OFF

13v-4 Fan2 auxiliary relay<X10> status Show the output status of the auxiliary relay <X10> of fan2.
1:0N, 0:OFF

72C Output of 72C Used for the 72C drive source output.
1:0N, 0:OFF

LEV1~LEV4 LEV output value LEV output value

Nm Target fan rotation speed Target rotation speed of fan

avgN;j1 Fan actual rotation speedi Actual rotation speed of fanl

avgN;j2 Fan actual rotation speed2 Actual rotation speed of fan2

Vspl Fan output voltage 1 Output voltage of fani

Vsp2 Fan output voltage 2 Output voltage of fan2

SW1~4 DipSW1~4 input Show the DipSW status.

1:0N, 0:OFF
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Operation Status Monitor Terminology

(LMAP02/03/04)

Mark Official Name Meaning
nviOnOff_n input binding Binding information of an operation input
(0:No binding 1:Binding)
nvoOnOff_n output binding Binding information of an operation output
(0:No binding 1:Binding)
IC CONNECT IC connection information State of connected indoor system
(0:Nothing 1:Connected)
SW1-1~10 SW1 setting value Standard function setting
(0:OFF setting 1:ON_setting)
SW2-1~6 SW2 setting value Service function setting
(0:OFF setting 1:ON_setting)
SW3-1~6 SW3 setting value Special function 1 setting
(0:OFF setting 1:ON_setting)
SW4~8 SW4~8 setting value Special function 2 setting
(0:OFF setting 1:ON_setting)
SWuU1~2 SWU1~2 setting value Address of Air-conditioner
(SWU1:1 position SWU2:10 position)
FLAG Control flag State of control flag
(0:Set 1:Reset)
(M:M-NET flag LON:LON flag)
ERROR Error flag State of error flag
(0:Normal 1:Abnormality)
(M:M-NET flag LON:LON flag)
PWR.FLR Detection of power failure Input of power failure detection
(0:Normal 1:power failure)
NCRESET Detection of NC's reset Input of NC reset
(0:Normal 1:Reset)
UPLINK Detection of the uplink Input of uplink
(0:Normal 1:Detection)
CNO02-2~3 Function state detection Input of detection
(0:Normal 1:Detection)
Rcv St VI Received input data LON receiving information on operation
(St :State VI :Value)
Snd St VI Transmitted output data LON transmitted information on an operation state
(St :State VI :Value)
StartHrtBt nci _information Start time of automatic update(second unit)
StartOutTm nci_information Start time when output changes(second unit)
AnalogWidth nci information Analog change width(— C unit)
MinOQutTm nci _information Minimum transmitting secured time(second unit)
SndHrtBt 1 nci_information Send heartbeat No.1(second unit)
SndHrtBt 2 nci _information Send heartbeat No.2(second unit)
SndHrtBt 3 nci _information Send heartbeat No.3(second unit)
InitStartTm nci _information Initial output start time(second unit)
InitOutTm_1 nci _information Transmitting secured time No.1(second unit)
InitOutTm_2 nci _information Transmitting secured time No.2(second unit)
RevHMBT 1 nci _information Receiving heartbeat setting No.1(second unit)
RevHMBT 2 nci _information Receiving heartbeat setting No.2(second unit)
PollFetch nci _information Pole fetch setting(HEX value)
Time_1 nci _information Time No.1(second unit)
Time 2 nci _information Time No.2(second unit)
Set 1 nci _information Setting No.1(HEX value)
Set 2 nci _information Setting No.2(HEX value)

Dual set point mode

Set point mode information

Set point mode of connected indoor system
(0*:single set point mode 1:dual set point mode)
* including disconnected indoor system
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Operation Status

Monitor Terminology

Mark Official Name Meaning

TH1 Thermistor(supply air temperatu | Detects the supply air temperature.
re)

TO Set temperature Set value of supply air temperature.

ON/OFF Operation ON/OFF Operation running of DOAS

Mode Running mode Running mode of DOAS

Status Operating condition Operation status of DOAS

IC.S Operation control Operation signal
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Operation Status Monitor Terminology

(FU

: Fresh Master)

Mark Official Name Meaning
Qj Capacity code Capacity Code - Model Number List
Capacity C | Model Numb
ode er
6 P500
10 P800
13 P1000
TH1 Thermistor(outside temperatur
e):Detects intake temperature
TH2 Thermistor Detects liquid pipe temperature
(Liquid pipe temperature)
TH3 Thermistor Detects gas pipe temperature
(Gas pipe temperature)
TH4 Thermistor(Room temperature) Detects intake temperature
SH/SC Super heat/ Sub cool In_heating mode: Subcool/ In cooling mode :Superheat
Li LEV opening pulse LEV opening pulse.
TO Target temperature In heating mode--- Set point of Dip-SW3,4,5
In cooling mode--- Average target temperature of connected IC
Other---- No meaning(IC mode whichever connected Target temperatur
e)
Save Capacity save signal from system controller
Unit: % Non-receiving status: 100%
Mode Operation_ mode Operation mode
Status Running mode Running mode
Dam. Damper status Damper position (Lossnay/Bypass)
Sign Operation control of indoor unit | Operation status of indoor unit
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Operation Status
(LC:Lossnay)

Monitor Terminology

Mark Official Name Meaning
G_No Group Number Group Number
Group number is the number given by Centralized Controller.
Lossnays which have the same group number are in the same group.
OA temp. Thermistor(outdoor air temperat | Detects outdoor air temperature
ure)
RA temp. Thermistor(Room air temperatu | Detects room air temperature
re)
SA temp. Thermistor(Supply air temperat | Detects supply air temperature
ure)
OA Humidity OA humidtty Detects outdoor air relative humidity

CO2 concentration

CO2 concentoration

Detects CO2 concentration(ppm)

SA Setting(IU)

SA fan speed ordered from
interlocked IC

SA fan speed ordered from interlocked IC and AHU (Stopping/Low (Ex
tra Low)/Hi(Extra Hi))
To define fan speed [m3/h]

EA Setting(IU)

EA fan speed ordered from
interlocked IC

EA fan speed ordered from interlocked IC and AHU (Stopping/Low (Ex
tra Low)/Hi(Extra Hi))
To define fan speed [m3/h]

SA Setting(RC)

SA fan speed ordered from R
C

SA fan speed ordered from RC
(Stopping/Low (Extra Low)/Hi(Extra Hi)/Auto)

EA Setting(RC)

EA fan speed ordered from R
C

EA fan speed ordered from RC
(Stopping/Low (Extra Low)/Hi(Extra Hi)/Auto)

SA Operation

Supply fan status

Supply fan status
(Stopping/Extra Low/Low/Hi/Extra Hi)

EA Operation

Exhaust fan status

Exhaust fan status
(Stopping/Extra Low/Low/Hi/Extra Hi)

TO Target temperature Average target temperature of connected IC when ventilation mode is
automatic mode
O/F Operation ON/OFF Operating status (Stopping/Operating/Interlocked operation/Delayed oper

atin/Error)

Ventilation mode 1

Vetnilation mode 1

Ventilation mode 1
(Ordinaly/Night purge/24hr operation)

Ventilation mode 2

Ventilation mode 2

Mode
Ordinary

Meaning
Ordinary operating
SA fan is stopping to avoid condensatio
n in Losshay cores
SA fan stopping because connected IC i
s defrosting operation
Stopping because all device OFF signal

Intermittent stopping

Stopping under defro
sting operation

All device OFF

is given by SC
zl?ger air supply/exh Power air supply/exhaust operating
Night purge Night purge operating
Anti-freezing operatio | SA fan is stopping for anti-freezing in Lo
n sshay cores
Delayed operation sD)elayed operating (Maximum 30 minute

Drying humidifire SA fan is operating to dry humidifires
Humidifiring preparati | SA fan is stopping to fill humidifires with
on water

High humidity intermit | SA fan is stopping to avoid condensatei
tent operation n in Losshay cores

Heater cool dowm Heater cool down operation

Ordinary Ordinary operating

SA fan is stopping to avoid condensatio
n in Losshay cores

SA fan stopping because connected IC i
s defrosting operation

Intermittent stopping

Stopping under defro
sting operation

Humidifying Humidifier ordered Humidifier ordered from RC(ON/OFF/Auto)

Humidifier valve Humidifier status Operation of Solenoid Valve (ON/OFF)

Ventilation Damper ordered Damper ordered from RC(Lossnay/Bypass/Auro)

Damper Damper status Damper status (Lossnay/Bypass)

SW002 Setting of dip-switch 2 Setting of dip-switch 2
(Refer to Lossnay Technical Manual and Installation Instruction for mor
e information)

SWO005 Setting of dip-switch 5 Setting of dip-switch 5
(Refer to Lossnay Technical Manual and Installation Instruction for mor
e information)

SW006 Setting of dip-switch 6 Setting of dip-switch 6
(Refer to Lossnay Technical Manual and Installation Instruction for mor
e information)

SWo07 Setting of dip-switch 7 Setting of dip-switch 7

(Refer to Lossnay Technical Manual and Installation Instruction for mor
e information)

Monitor Output

Monitor output of TM3

Monitor outoput status for TM3-7,8,9 (ON-1,0FF-0)
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Actual RPM SA1 Actual RPM SA1 Actual RPM SA1 (DC Motor only)
Motor PWM SA1 Motor PWM SA1 Motor PWM SA1 (DC Motor only)
Actual RPM EA1 Actual RPM EA1 Actual RPM EA1 (DC Motor only)
Motor PWM EA1 Motor PWM EA1 Motor PWM EA1 (DC Motor only)
Actual RPM SA2 Actual RPM SA2 Actual RPM SA2 (DC Motor only)
Motor PWM SA2 Motor PWM SA2 Motor PWM SA2 (DC Motor only)
Actual RPM EA2 Actual RPM EA2 Actual RPM EA2 (DC Motor only)
Motor PWM EA2 Motor PWM EA2 Motor PWM EA2 (DC Motor only)
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Operation Status Monitor Terminology

(PWFY-P100/200VM-E-AU, PWFY-P100/140/200VM-E1-AU, PWFY-P100/140/200
VM-E2-AU, PWFY-EP100VM-E1-AU, PWFY-EP100VM-E2-AU, PWFY-P36/72NM

U-E-AU)

Mark Official Name Meaning

Ctrl Mode Control Mode Water HEX Unit control mode

Ope Mode Operation Mode Water HEX Unit operation mode

O/F Operation ON/OFF Operation running of Water HEX Unit

110 water temp.sensor position water inlet temperature / water outlet temperature

AU S Operation control of the outdo | Operation signal of transmitting from Water HEX Unit to outdoor unit.

or_unit

State Operating condition Operation status of Water HEX Unit

Sv1 Solenoid valve Bypass between gas pipe and liquid pipe

DEMAND Control point demand Input stop signal of compressor.
(ON:effective, OFF:ineffective)

LEVIW LEV1W opening pulse Water Hex Unit LEVAW opening pulse.

TH22 Thermistor Detects the liquid side temperature of Water HEX Unit for frost preven
tion and SH/SC control.

TH23 Thermistor Detects the gas side temperature of Water HEX Unit for control senso
r error and SH control.

TH6 Thermistor water inlet temperature

TH8 Thermistor water outlet temperature

To Set temperature Temperature set by remote controller

SC Subcool Subcool

SH Superheat Superheat
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Operation Status Monitor Terminology
(PWFY-P100VM-E-BU, PWFY-P36NMU-E-BU)

Mark Official Name Meaning
Ctrl Mode Control Mode Booster Unit control mode
Ope Mode Operation Mode Booster Unit operation mode
O/F Operation ON/OFF Operation running of Booster Unit
110 water temp.sensor position water inlet temperature / water outlet temperature
BU S Operation control of the outdo | Operation signal of transmitting from Booster Unit to outdoor unit.
or Unit
State Operating condition Operation status of Booster Unit
F Temporary compressor frequen | Variable for control
cy for calculation
DEMAND Control point demand Input stop signal of compressor.
(ON:effective, OFF:ineffective)
LEVIW LEV1W opening pulse Booster Unit LEV1W opening pulse.
LEV2W LEV2W opening pulse Booster Unit LEV2W opening pulse.
TH11 Thermistor Discharge temperature
TH22 Thermistor Detects the liquid side temperature of Booster Unit for frost prevention
and SH/SC control.
TH13 Thermistor evaporator outlet temperature
TH6 Thermistor water inlet temperature
TH8 Thermistor water outlet temperature
THHS Thermistor Heat sink temperature
63HSW Pressure sensor High pressure
63LSW Pressure sensor Low pressure
To Set temperature Temperature set by remote controller
Vdc COMP bus voltage COMP bus voltage [V]
lu current_effective value current effective value [A]
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Operation Status Monitor Terminology
(CAHV-P500YA-HPB,CAHV-P500YB-HPB)

Mark Official Name Meaning

Ver Software Version Program ROM

Operation Operation input source

Snow RC—Remote control , SW—Switch
Input

Mark Official Name Meaning

On/Off Level ON—Run , OFF—Stop

Water temp Ctrl

IN—Inlet water temperature emperature control
OUT—Outlet water temperature based control

Main Water temp Ctrl

ON—External water temperature sensor
OFF—Builtin sensor on the unit

Fan Mode ON—Coercion , OFF—Ordinary

Hot Water ON—Hot water , OFF—Heating

Heating Eco ON—Heating Eco , OFF—Heating

Anti Freeze ON—AnNti Freeze , OFF—Off
COP/Capacity ON—COP Priority , OFF—Capacity Priority
Multi Ctrl ON—Multiple Ctrl , OFF—Individual control

Temp setting

ON—Effective , OFF—Invalid

On/Off setting

ON—Enable schedule setting
OFF—Disable schedule setting

Status

Mark Official Name Meaning

On/Off Ctrl Run/Stop

Fan Mode ON—Coercion , OFF—Ordinary

Mode Heating/Heating Eco/Hot Water/Anti Freeze

Defrost Mode

Other/Wait/Limit/On

Demand ON—Control demand
Schedule ON—Control schedule
Restart Lim ON—Control restart

Remain (min)

Restart (minute)

Pre err (cnt)

Error count

Err code Error content (M-NET code)

line Refrigerant line 1,2,3

Total (hr) Total hour

Mark Official Name Meaning

TH1 Thermistor Discharge Ref temperature 1

TH2 Thermistor Suction Ref temperature 1

TH3 Thermistor Shell Ref temperature 1

TH4 Thermistor Air hex Ref temperature 1

TH5 Thermistor Discharge Ref temperature 2

TH6 Thermistor Suction Ref temperature 2

TH7 Thermistor Shell Ref temperature 2

TH8 Thermistor Air hex Ref temperature 2

TH9 Thermistor Qutdoor temperature 1

TH10 Thermistor Water Inlet temperature 1

TH11 Thermistor Water Outlet temperature 1

TH12 Thermistor Water Inlet temperature 2

TH13 Thermistor Water Outlet temperature 2

TH14 Thermistor Representative water temperature 1
TH15 Thermistor Representative water temperature 2
TH16 Thermistor Outdoor temperature 2
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63H1 High pressure switch

HP1 Pressure sensor High pressure senser

LP1 Pressure sensor Low pressure senser

lu Phase-U current of compressor [A]

Iw Phase-W current of compressor [A]

Idc DC trunk line current [A]

Vdc COMP bus voltage [V]

Ts Target water temperature

Twi Current inlet water temperature

Two Current outlet water temperature

Twg Main water temperature TH14 or TH15 temperature which is selected

Tout Main outdoor temperature 4-20mA2 or IT temperature which is selected

THHS Thermistor IGBT temperature

4/20IN1 4-20mA1 External analog input for Target water temp (4-20mA)
4/20IN2 4-20mA2 External analog input for Outdoor temp (4-20mAz2)
0-10IN 0-10V/2-10V External analog input for Target water temp (0-10V)
1-5IN 1-5V External analog input for Target water temp (1-5V)
0-10out

LEV1 LEV1 pulse

LEV2 LEV2 pulse at HIC circuit

COMP1 oparating frequency in main circuit

COMP2 oparating frequency in sub circuit

FAN Outdoor unit fan output [%]

SHs Target superheat value at the suction pipe to compressor
SH difference from suction gas temp to saturated gas temp
Dtime Defrosting time ban

Dtemp Defrost start temperature

THc10 Water Inlet temperature compensation TH10

THc11 Water Outlet temperature compensation TH11

THc12 Water Inlet temperature compensation TH12

THc13 Water Outlet temperature compensation TH13

THc14 Representative water temperature compensation TH14
THc15 Representative water temperature compensation TH15
Schedule

Mark Official Name Meaning

Time Current Time

Demand Peak-demand control Start time - End time

On/Off1 Scheduled operation 1 Operation start time 1 - Operation end time 1
On/Off2 Scheduled operation 2 Operation start time 2 - Operation end time 2
On/Off3 Scheduled operation 3 Operation start time 3 - Operation end time 3

Temp chg Temperature change Time 1, Time 2

Set temp Water temp. setting A,B,C

Thr-diff Thermo differential 1,2

Main water temp

Control Sensor select(at Target
Setting temp)

TH14 or TH15 temperature which is selected

Main water temp (2)

Control Sensor select(at Target
Setting temp)

TH14 or TH15 temperature which is selected

Main water temp (3)

Control Sensor select(at Target
Setting temp)

TH14 or TH15 temperature which is selected

L-noise (%)

Capacity low noise (%)

Demand (%)

Maximum capacity demand (%)
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Operation Status Monitor Terminology

(CRHV-P600YA-HPB)
Mark Official Name Meaning
Ver Software Version Program ROM

Input

Mark

Official Name

Meaning

Water temp Ctrl

IN—Inlet water temperature emperature control
OUT—Outlet water temperature based control

Main Water temp Cirl

ON—External water temperature sensor
OFF—Builtin sensor on the unit

Multi Ctrl

ON—Multiple Ctrl , OFF—Individual control

Temp setting

ON—Effective , OFF—Invalid

On/Off setting

ON—Enable schedule setting

Status

Mark Official Name Meaning

On/Off Ctrl - Run/Stop

Demand - ON—Control demand
Restart Lim - ON—Control restart

Remain (min)

Restart (minute)

Pre err (cnt)

Error count

Err code - Error content (M-NET code)

Total (hr) - Total hour

Mode - Heating/Heating Eco/Hot Water/Anti Freeze
Schedule - ON—Control schedule

Schedule

Mark Official Name Meaning

Time - Current Time

Thr-diff1 - Thermo differential 1

Thr-diff2 - Thermo differential 2

Demand (max%) - Maximum capacity demand [%]

Demand Peak-demand control Start time - End time

On/Off1 Scheduled operation 1 Operation start time 1 - Operation end time 1
On/Off2 Scheduled operation 2 Operation start time 2 - Operation end time 2
On/Off3 Scheduled operation 3 Operation start time 3 - Operation end time 3
Temp chg1 - Temperature change1

Temp chg2 - Temperature change2

Setting temp1

Water temp. setting A

Setting temp2

Water temp. setting B

Setting temp3

Water temp. setting C

Main water temp1

Control Sensor select(at Targ
et Setting temp)

TH15 or TH16 temperature which is selected

Main water temp2

Control Sensor select(at Targ
et Setting temp)

TH15 or TH16 temperature which is selected

Main water temp3

Control Sensor select(at Targ
et Setting temp)

TH15 or TH16 temperature which is selected

Input(CN142)

Mark Official Name Meaning

A1 RUN Run/Stop

A3 Mode Change2 Heating Eco/Heating

B3 Pump Interlock Normal/Error

C3 - -

C4 Demand ON/OFF

C5 Anti Freeze ON/OFF

C6 Capacity Capacity priority / Cop priority
D3 - -

D4 Mode Change1 Hot water/Heating

D6 Flow Switch Normal/Error

Output

Mark Official Name Meaning

X01 MAIN BOX=- MAIN BOX=Solenoid valve(Main injection ciruit)
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SUB BOX=

SUB BOX=Solenoid valve(lnjection ciruit)

X02 MAIN BOX=- MAIN BOX=Crankcase heater(for heating the compressor)
SUB BOX= SUB BOX=Crankcase heater(for heating the compressor)
X03 MAIN BOX= MAIN BOX=Cooling Fan 1-1
SUB BOX= SUB BOX=Cooling Fan 2-1
X04 MAIN BOX=- MAIN BOX=Pump operation command output (Hot water)
SUB BOX= SUB BOX=-
X05 MAIN BOX=- MAIN BOX=Pump operation command output (Heat source)
SUB BOX= SUB BOX=Cooling Fan 2-2
X06 MAIN BOX=- MAIN BOX=Error display output
SUB BOX=- SUB BOX=-
X07 MAIN BOX=- MAIN BOX=Operation display output
SUB BOX=- SUB BOX=-
X08 MAIN BOX=- MAIN BOX=Emergency signal A(for extra heater)
SUB BOX=- SUB BOX=-
X09 MAIN BOX=- MAIN BOX=Three way valve
SUB BOX=- SUB BOX=-
12Voutput
Mark Official Name Meaning
72C - -
52C - Electromagnetic relay(Inverter main circuit)

Unit condition Unit1 to Unit16

Mark Official Name Meaning

TH1 Thermistor Discharge Ref temp. 1

TH2 Thermistor Suction Ref temp. 1

TH3 Thermistor Shell Ref temp. 1

TH4 Thermistor Heat exchanger wall temp. 1

TH5 Thermistor Discharge Ref temp. 2

TH6 Thermistor Suction Ref temp. 2

TH7 Thermistor Shell Ref temp. 2

TH8 Thermistor Heat exchanger wall temp. 2

TH9 Thermistor Outdoor temp. 1

TH11 Thermistor Water inlet temp. 1

TH12 Thermistor Water outlet temp. 1

TH13 Thermistor Heat source inlet temp. 1

TH14 Thermistor Heat source outlet temp. 1

TH15 Thermistor External Water sensor. 1

TH16 Thermistor External Water sensor. 2

TH17 Thermistor Hot Water inlet temp. 2

TH18 Thermistor Hot Water outlet temp. 2

TH20 Thermistor Heat source inlet temp. 2

THc11 - Hot Water Inlet temperature compensation 1 TH11
THc12 - Hot Water Outlet temperature compensation 1 TH12
THc15 - Representative water temperature compensation TH15
THc16 - Representative water temperature compensation TH16
THc17 - Hot Water Inlet temperature compensation 2 TH17
THc18 - Hot Water Outlet temperature compensation 2 TH18
63H1 - High pressure switch

HP 63HS High pressure sensor

LP 63LS Low pressure sensor

Vdc - COMP bus voltage [V]

lu - Phase-U current of compressor [A]

w - Phase-W current of compressor [A]

Ts - Target water temperature

Twi - Current inlet hot water temperature

Two - Current outlet hot water temperature

Twg Main water temperature TH15 or TH16 temperature which is selected

Tout Main outdoor temperature 4-20mA2 or IT temperature which is selected

SHs - Target superheat value at the suction pipe to compressor
SHt - -

SHb - -

THHS Thermistor IGBT temperature

LEV1 - Electronic expansion valve(Main/Sub circuit)

LEV2 - -

LEV3 - Electronic expansion valve(Main/Sub injection circuit)
COMP1(Hz) - Operating frequency in main circuit [Hz]

COMP2(Hz) - Operating frequency in sub circuit [Hz]

4-20mA1 - External analog input for Target water temp (4-20mA1)
0-10V - External analog input for Target water temp (0-10V/2-10V)
1-5V - External analog input for Target water temp (1-5V)
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[ 4-20mA2 - | External analog input for Outdoor temp (4-20mA2)
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Operation Status Monitor Terminology
QAHV-N560YA-HPB, QAHV-N560YA-KR, QAHV-N136TAU-HPB

Status
Mark Official Name Meaning
On/Off Ctrl On/Off Control
System err System error
Demand
Fan mode ON : Forced
The fan will remain in operation after the compressor has stopped
(including when the operation status is "STOP").
OFF : Normal
The fan will stop when the compressor stops.
Lnoise Low noise mode Operation using the set capacity as an upper limit
Lnoise(%) Low noise capacity Setting value used during Low noise mode.
Hot water Hot water storage mode
HeatingUp Heatingup mode
Demand(%) Demand capacity Setting value used during Demand control.
SWuU3 SWU3 Rotary switch on control board
Pump Pump output Percentage of pump output (current value / maximum value) for water
flow Rate control
Fan Fan frequency
LEVA Command value of LEVA pulse of unit
LEVC Command value of LEVC pulse of unit
pump2 Out Pump output(secondary circuit) Percentage of pump output (current value / maximum value) for water
flow Rate control(secondary circuit)
Time
Demand str Demand start time
Demand end Demand end time
Demand drv On/Off Demand
RestartLim Compressor restart limit
Remain Time to compressor restart
Pre err Pre err cnt
Err code
63H1 High pressure switch
TH1 Compressor Discharge Refrigerant
temperature
TH2 Compressor Suction Refrigerant
temperature
TH3 Gascooler Refrigerant temperature
TH4 Air hex(Heat exchange) inlet
Refrigerant temperature
TH5 Air hex(Heat exchange) outlet
Refrigerant temperature
TH9 Outdoor temperature
TH11 Water outlet temperature
TH12 Water inlet temperature
TH14 Shell Refrigerant temperature
THHS Heat sink temperature
TH15 External water sensor.1
TH16 External water sensor.2
TH17 External water sensor.3
TH15p External water sensor.4(For 6 sensor
system only)
TH16p External water sensor.5(For 6 sensor
system only)
TH17p External water sensor.6(For 6 sensor
system only)
TH18 External Water sensor (secondary
circuit)
TH19 no use
HP1 High pressure senser [Mpa]
LP1 Low pressure senser [Mpa]
F Compressor frequency
OpeMode -(stop)/Defrost/HeatingUp/HotWaterStrage
Tej1 Defrost start air coil refrigerant Items for product developers.
temperature
Teios1 Target compressor suction Items for product developers.
superheat(LEV control)
Teio1 Current compressor suction Items for product developers.
superheat
Tdgos Items for product developers.
(Discharge refrigerant tempeRateure gas cooler outlet refrigerant
temperature) target value
lu U-Phase current effective
value[A]
Iw W-Phase current effective

value[A]
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Idc DC trunk line current [A]
Vdc Bus voltage [V]
Vp-p No use
MVWA1 Flow control valve MV 1 Valve opening
4-20mA/1-5V/0-10V/2-10V IN Analog input External analog input for Target watertemperature
4-20mA/0-10V/1-5V/2-10V
ThermoOffTemp Thermo off temperature Z:?.;T;;fi;?ﬂn;zg:tt:{jere of tank)
CurrentHWTemp Current  hotwater temperature Control target outlet temperature
TargetOutletTemp Outlet hot water temperature (boiling
temperature)
TargetOutletTemp2 Outlet hot water temperature (boiling
temperature)
(secondary circuit)
TargetFlowRate1 Target flow Rate
TargetFlowRate2 Target flow Rate
(secondary circuit)
FlowRate1(L/m) Flow sensor.1 flow rate (L per minutes)
FlowRate2(L/m) Flow sensor (secondary circuit) flow rate (L per minutes)
FlowRate3(L/m) no use
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Operation Status Monitor Terminology
(EACV-P900YA,EAHV-P900YA,EAHV-P900YA-H)

Mark Official Name Meaning
Ver Software Version Program ROM
Input

Mark Official Name Meaning

Water temp Ctrl

IN—Inlet water temperature emperature control
OUT—Outlet water temperature based control

Main Water temp Cirl

ON—External water temperature sensor
OFF—Built-in_sensor on the unit

Multi Ctrl

ON—Multiple Ctrl , OFF—lIndividual control

Temp setting

ON—Effective , OFF—Invalid

On/Off setting

ON—Enable schedule setting

Status

Mark Official Name Meaning

On/Off Ctrl - Run/Stop

Fan Mode - ON—Control fan
Defrost Mode - Other/Wait/Limit/On
Demand - ON—Control demand
Restart Lim - ON—Control restart

Remain (min)

Restart (minute)

Pre err (cnt)

Error count

Err code - Error content (M-NET code)

Detail - Detail error code

Total (hr) - Total hour

Mode - Heating/Heating Eco/Cooling/Anti Freeze
Schedule - ON—Control schedule

Schedule

Mark Official Name Meaning

Time - Current Time

Thr-diff1 - Thermo differential 1

Thr-diff2 - Thermo differential 2

Demand (max%) - Maximum capacity demand [%)]

Demand Peak-demand control Start time - End time

On/Off1 Scheduled operation 1 Operation start time 1 - Operation end time 1
On/Off2 Scheduled operation 2 Operation start time 2 - Operation end time 2
On/Off3 Scheduled operation 3 Operation start time 3 - Operation end time 3

Setting temp1

Water temp. setting 1

Setting temp2

Water temp. setting 2

Setting temp3

Water temp. setting 3

Input(CN142)
Mark Official Name Meaning
A1 RUN Run/Stop
A3 Fan Mode Forced/Normal
B1 Cooling/Heating switching ON—Heating/OFF—Cooling
B3 Pump Interlock Normal/Error
C5 Anti-Freeze ON/OFF
C6 Capacity ON—COP priority/OFF—Capacity priority
D3 Flow Switch Normal/Error
D4 Outlet water temp. switching ON—2nd(temp.2)/OF F—1st(temp.1)
D5 Demand ON/OFF
D6 Mode Change Heating Eco/Heating
Output
Mark Official Name Meaning
X01 MAIN BOX=- MAIN BOX=Solenoid valve(4-way valve)
SUB BOX= SUB BOX=Solenoid valve(4-way valve)
X02 MAIN BOX=- MAIN BOX=Case heater(for heating the compressor)
SUB BOX= SUB BOX=Case heater(for heating the compressor)
X03 MAIN BOX= MAIN BOX=-
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SUB BOX= SUB BOX=-
X04 MAIN BOX=- MAIN BOX=Pump operation command output
SUB BOX= SUB BOX=-
X05 MAIN BOX=- MAIN BOX=Drain pan heater signal output
SUB BOX= SUB BOX=Supplementary heater signal output
X06 MAIN BOX=- MAIN BOX=Operation display output
SUB BOX=- SUB BOX=-
X07 MAIN BOX=- MAIN BOX=Error display output
SUB BOX=- SUB BOX=-
X08 MAIN BOX=- MAIN BOX=Defrost signal output
SUB BOX=- SUB BOX=-
X09 MAIN BOX=- MAIN BOX=Cooling/Heating operation display output
SUB BOX=- SUB BOX=-
12Voutput
Mark Official Name Meaning
52C - Electromagnetic relay(Inverter main_circuit)

Unit condition Unit1 to Unit6

Mark Official Name Meaning

TH1 Thermistor Water inlet temp. 1

TH2 Thermistor Water inlet temp. 2

TH3 Thermistor Water outlet temperature

TH5 Thermistor ACC Inlet Ref temperature

TH6 Thermistor Air hex Ref temperature

TH7 Thermistor Water hex Ref temperature

TH10 Thermistor Qutdoor temperature

TH11 Thermistor Discharge Ref temperature

TH15 Thermistor External Water sensor

THcA - Water Inlet temp. 1 compensation TH1

THc2 - Water Inlet temp. 2 compensation TH2

THc3 - Water Outlet temperature compensation TH3

THc15 - External water temperature compensation TH15

63H1 - High pressure switch

HP 63HS High pressure sensor

LP 63LS Low pressure sensor

Vdc - COMP bus voltage [V]

lu - Phase-U current of compressor [A]

w - Phase-W current of compressor [A]

Ts - Target water temperature

Twi - Current inlet water temperature

Two - Current outlet water temperature

Twg Main water temperature External water temperature

Tout - Outdoor air temperature by BMS

SHs - Target superheat value at the suction pipe to compressor
SCs - Target subcool value at the suction pipe to compressor
SH - -

SC - -

Td-SH - Superheat value at the discharge pipe

THHS Thermistor IGBT temperature

LEV1 - Electronic_expansion valve(Main/Sub circuit)
COMP1(Hz) - Operating frequency in main circuit [Hz]

FAN1(Hz) - Operating frequency of fan moter1 [Hz]

FAN2(Hz) - Operating frequency of fan moter2 [Hz]

FAN3(Hz) - Operating frequency of fan moter3 [Hz]

4-20mA1 - External analog input for Target water temp (4-20mA1)
0-10V - External analog input for Target water temp (0-10V/2-10V)
1-5V - External analog input for Target water temp (1-5V)

376




Operation Status
(CMB-WP108V-G)

Monitor Terminology

Mark Official Name Meaning

TH11 Thermistor sensor

TH12 Thermistor sensor

TH13 Thermistor sensor

TH14 Thermistor sensor

TH15 Thermistor sensor

TH16 Thermistor sensor

TH31a Thermistor sensor

TH31b Thermistor sensor

TH31c Thermistor sensor

TH31d Thermistor sensor

TH31e Thermistor sensor

TH31f Thermistor sensor

TH31g Thermistor sensor

TH31h Thermistor sensor

TH32 Thermistor sensor

TH33 Thermistor sensor

TH34 Thermistor sensor

TH35 Thermistor sensor

TH36 Thermistor sensor

TH37 Thermistor sensor

Ps1 Pressure sensor

SWgp1 SWgp1 signal

SWgp2 SWgp2 signal

SWgp3 SWgp3 signal

PS Power failure detection

Float Float SW

Flcon Float SW

Pumpl1 Pump1 Input number of rotations
Pumpl2 Pump2 Input number of rotations
PumpO1 Pump1 Output variable for control
PumpO2 Pump2 Output variable for control

HB Sig Qutdoor unit operation control Qutdoor unit operation control signal to OC
OC Sig Indoor unit operation control Indoor unit operation control signal from OC
sigmaQj(C) Total capacity code (cooling) Cooling indoor unit capacity
sigmaQj(H) Total capacity code (heating) Heating indoor unit capacity
21S4Ma 4 way valve

21S4Mb 4 way valve

SVMA1 Solenoid valve

72C Contactor

Air vent operation

Air vent operation

The record of air vent operation
complete Air vent operation has been completed
incomplete Air vent operation has not been completed

Debris removal operation

Debris removal operation

The record of debris removal operation
complete Debris removal operationn has been completed
incomplete Debris removal operation has not been completed

1a-1h 2 way valve MV1* "0" represents "valve opening = 85"

2a-2h 2 way valve MV2* "1" represents "valve opening = 800"
"2" represents "valve opening = 1600"

3a-3h 3 way valve MV3*

LEV1 Linear expansion valve

LEV2 Linear expansion valve
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LEV3 Linear expansion valve
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Operation Status Monitor Terminology
(CMB-WP108/1016V-GA1, CMB-WM108/1016V-AA)

Mark Official Name Meaning
TH11 Thermistor sensor Liquid-side refrigerant temp. of Heating-main heat exchanger
TH12 Thermistor sensor Liquid-side refrigerant temp. of Cooling-main heat exchanger
TH13 Thermistor sensor Gas-side refrigerant temp. of Heating-main heat exchanger
TH14 Thermistor sensor Gas-side refrigerant temp. of Cooling-main heat exchanger
TH15 Thermistor sensor Bypass inlet temperature
TH16 Thermistor sensor Bypass outlet temperature
TH31a-p Thermistor sensor 1st-16th port returned water temp.
PS1 Pressure sensor PS1 Detects the high pressure at the liquid side.
PS3 Pressure sensor PS3 Detects the low pressure.
TH32 Thermistor sensor Outlet water temp. of Heating-main heat exchanger
TH33 Thermistor sensor Outlet water temp. of Cooling-main heat exchanger
TH34 Thermistor sensor Water pump 2 discharge water temp.
TH35 Thermistor sensor Water pump 1 discharge water temp.
SH1 Superheat Superheat at bypass exit area. TH13-TH11 (only HB)
SH2 Superheat Superheat at bypass exit area. TH14-TH12 (only HB)
SC1 Subcool Subcool at liquid entrance area. PT1-TH11 (only HB)
SC2 Subcool Subcool at liquid entrance area. PT1-TH12 (only HB)
PT1 Average of saturation gas tem | For control of LEV (LEV1,LEV2,LEV3). (only HB)
perature of
high pressure and saturation
liquid temperature of high pres
sure
dPHM Differential pressure PS1-PS3 Pressure.(only HB)
PS Power failure detection
Float Float SW
Flcon Float SW
Pumpl1 Pump1 Input number of rotations
Pumpl2 Pump2 Input number of rotations
PumpO1 Pump1 Output variable for control
PumpO2 Pump2 Output variable for control
HB Sig Outdoor unit operation control Outdoor unit operation control signal to OC
OC Sig Indoor unit operation control Indoor unit operation control signal from OC
sigmaQj(C) Total capacity code (cooling) Cooling indoor unit capacity
sigmaQj(H) Total capacity code (heating) Heating indoor unit capacity
21S4Ma 4-way valve Switches the cooling/heating cycle (0:Cooling, 1:Heating)
21S4Mb 4-way valve Heat exchanger capacity control
SVM1 Solenoid valve Refrigerant flow volume control

Air vent operation

Air vent operation

The record of air vent operation
complete : Air vent operation has been completed
incomplete : Air vent operation has not been completed

Debris removal operation

Debris removal operation

The record of debris removal operation
complete : Debris removal operationn has been completed
incomplete : Debris removal operation has not been completed

VB3a-3p 3-way valve MV3* Controls the water flow path and the water flow rate

LEV1 LEV1 opening Liquid level control, differential pressure control

LEV2 LEV2 opening Liquid level control, differential pressure control

LEV3 LEV3 opening Liquid level control, differential pressure control, superheat of bypass c

ontrol
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Operation Status Monitor Terminology
(CMB-WP108/1016V-GB1, CMB-WM108/1016V-AB)

Mark Official Name Meaning

TH31a-p Thermistor sensor 1st-16th port returned water temp.

TH32 Thermistor sensor Outlet water temp. of Heating-main heat exchanger
TH33 Thermistor sensor Outlet water temp. of Cooling-main heat exchanger
PS Power failure detection

Float Float SW

Flcon Float SW

VB3a-3p 3-way valve VB3* Controls the water flow path and the water flow rate
TH31a-p Thermistor sensor 1st-16th port returned water temp.

TH32 Thermistor sensor Outlet water temp. of Heating-main heat exchanger
TH33 Thermistor sensor Outlet water temp. of Cooling-main heat exchanger
PS Power failure detection

Float Float SW

Flcon Float SW
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Operation Status Monitor Terminology
(CMB-WM350/500F-AA)

Mark Official Name Meaning
TH11 Thermistor (Refrigerant side) Liquid-side refrigerant temperature of Heating-main heat exchanger.
TH12 Thermistor (Refrigerant side) Liquid-side refrigerant temperature of Cooling-main heat exchanger.
TH13 Thermistor (Refrigerant side) Gas-side refrigerant temperature of Heating-main heat exchanger.
TH14 Thermistor (Refrigerant side) Gas-side refrigerant temperature of Cooling-main heat exchanger.
TH15 Thermistor (Refrigerant side) Bypass inlet temperature.
TH16 Thermistor (Refrigerant side) Bypass outlet temperature.
TH31a-f Thermistor (Water side) 1st-6th port returned water temperature.
TH32 Thermistor (Water side) Outlet water temperature of Heating-main heat exchanger.
TH33 Thermistor (Water side) Outlet water temperature of Cooling-main heat exchanger.
TH34 Thermistor (Water side) Water pump 2 discharge water temperature.
TH35 Thermistor (Water side) Water pump 1 discharge water temperature.
THHS1 Thermistor Pump1-inverter Heat sink temperature.
THHS2 Thermistor Pump2-inverter Heat sink temperature.
PS1 Pressure sensor Refrigerant high pressure at the gas side.
(Refrigerant side)
PS3 Pressure sensor Refrigerant medium pressure.
(Refrigerant side)
Pw1(kPa) Pressure sensor (Water side) Water pump1 suction water pressure.
Pw2(kPa) Pressure sensor (Water side) Water pump1 discharge water pressure.
Pw3(kPa) Pressure sensor (Water side) Water pump2 suction water pressure.
Pw4(kPa) Pressure sensor (Water side) Water pump2 discharge water pressure.
SH1 Superheat Superheat at exit area of heat exchanger. TH13-TH11
SH2 Superheat Superheat at exit area of heat exchanger. TH14-TH12
SC1 Subcool Subcool at exit area of heat exchanger. PT1-TH11
SC2 Subcool Subcool at exit area of heat exchanger. PT1-TH12
PT1 Average of saturation gas tem | For control of LEV. (LEV1,LEV2,LEV3)
perature of high pressure and
saturation liquid temperature of
high pressure
dPHM Differential pressure PS1-PS3 Pressure.
PS Power failure detection ("OFF" : normal, "ON" : power failure)
PumpO1 Pump1 Output Variable for control.
PumpO2 Pump2 Output Variable for control.
Vdc1 Pump1 bus voltage Pump1 bus voltage. [V]
lu1 Pump1 U-Phase current effecti | Pump1 U-Phase current effective value. [A]
ve value
w1 Pump1 W-Phase current effecti | Pump1 W-Phase current effective value. [A]
ve value
Vdc2 Pump2 bus voltage Pump2 bus voltage. [V]
lu2 Pump2 U-Phase current effecti | Pump2 U-Phase current effective value. [A]
ve value
w2 Pump2 W-Phase current effecti | Pump2 W-Phase current effective value. [A]
ve value
HB Sig Outdoor unit operation control Outdoor unit operation control signal to OC.
OC Sig Indoor unit operation control Indoor unit operation control signal from OC.
QjC Total capacity code (cooling) Cooling indoor unit capacity.
QjH Total capacity code (heating) Heating indoor unit capacity.
21S4Ma 4-way valve Switches the cooling/heating cycle. (0:Heating, 1:Cooling)
21S4Mb 4-way valve Switches the cooling/heating cycle. (0:Cooling, 1:Heating)
SV1 Solenoid valve Refrigerant flow volume control.

Air vent operation

Air vent operation

The record of air vent operation.
Complete : Air vent operation has been completed
Incomplete : Air vent operation has not been completed

Debris removal operation

Debris removal operation

The record of debris removal operation.
Complete  : Debris removal operation has been completed
Incomplete : Debris removal operation has not been completed

MV1 3 way valve MV1 Water supply valve for cooling circuit and heating circuit.
VB3a-f Valve block VB3* Controls the water flow path and the water flow rate.
LEV1 LEV1 opening Liquid level control, differential pressure control.
LEV2 LEV2 opening Liquid level control, differential pressure control.
LEV3 LEV3 opening Liquid level control, differential pressure control, superheat of bypass c
ontrol.
Pump1-Ver Pump1-inverter board S/W ver | Software version of the pump1-inverter board.
sion
Pump2-Ver Pump2-inverter board S/W ver | Software version of the pump2-inverter board.
sion
PS-Ver Power-supply board S/W versi | Software version of the power-supply board.
on
VB(1)-Ver Valve-block(1) board S/W versi | Software version of the valve-block(1) board.

on
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Operation Status Monitor Terminology
(CMB-WM108/1016V-BB)

Mark Official Name Meaning
TH31a-p Thermistor (Water side) 1st-16th port returned water temperature.
TH32 Thermistor (Water side) Outlet water temperature of Heating-main heat exchanger.
TH33 Thermistor (Water side) Outlet water temperature of Cooling-main heat exchanger.
PS Power failure detection ("OFF" : normal, "ON" : power failure)
Float Float switch ("OFF" : error, "ON" : normal)
Flcon Detection of the disconnected f | ("OFF" : disconnect, "ON" : connect)
loat_switch
VB3a-p Valve block VB3* Controls the water flow path and the water flow rate.
VB(1)-Ver Valve-block(1) board S/W versi | Software version of the valve-block(1) board.
on
VB(2)-Ver Valve-block(2) board S/W versi | Software version of the valve-block(2) board.

on
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Operation Status Monitor Terminology
(CMH-WM250/350/500V-A)

Mark Official Name Meaning

TH11 Thermistor Liquid-side refrigerant temp. of heat exchanger
TH13 Thermistor Gas-side refrigerant temp. of heat exchanger
TH32 Thermistor Qutlet water temp. of heat exchanger

TH35 Thermistor Water pump discharge water temp.

THHS Thermistor Heat sink temperature

PWS(kPa) Pressure sensor Water pump suction water pressure
PWD(kPa) Pressure sensor Water pump discharge water pressure

Prf Pressure sensor Refrigerant pressure at heat exchanger

Trf Saturation temperature of refrigerant For control of LEV

SH Superheat Superheat at heat exchanger. TH13-Tref
SC Subcool Subcool at heat exchanger. Tref-TH11

PS Power failure detection Power failure detection

PumpO1 Pump1 Output variable for control

Vdc Pump1 bus voltage Pump1 bus voltage [V]

lu U-Phase current effective value U-Phase current effective value [A]

Iw W-Phase current effective value W-Phase current effective value [A]

HU Sig Qutdoor unit operation control Qutdoor unit operation control signal to OC
OC Sig Indoor unit operation control Indoor unit operation control signal from OC
QjC Total capacity code (cooling) Cooling indoor unit capacity

QjH Total capacity code (heating) Heating indoor unit capacity

SV1 Solenoid valve Refrigerant flow volume control

LEV1 LEV1 opening Heat exchanger capacity control

Air vent operation

Air vent operation

The record of air vent operation.
"complete":Air vent operation has not been completed.
"incomplete":Air vent operation has not been completed.

Debris removal operation

Debris removal operation

The record of debris removal operation.

"complete":Debris removal operation has been completed.
"incomplete":Debris removal operation has not been complete
d

Water pressure checking

Water pressure checking

The record of water pressure checking.

"complete":Water pressure checking has been completed.
"incomplete":Water pressure checking has not been complete
d

Water piping length checking

Water piping length checking

The record of water piping length checking.
"complete":Water piping length checking has been completed.
"incomplete":Water piping length checking has not been com
pleted.

PS-Ver

Power-supply board S/W version

Software version of the power-supply board
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Operation Status Monitor Terminology
(RBH-P35NRA-Q-TWN,RBS-P20/202HRA-Q-TWN)

Mark

Official Name

Meaning

MODEL CODE (Unit code)

06(STD08)

Ver Software Version Main program ROM version
TH1 Thermistor Room temperature (Air temperature measured by thermistor)
TH2 End of defrosting1 Defrost end(1)/Other(0)
TH3 End of defrosting2 Defrost end(1)/Other(0)
TH4 Model(Unit) setting Model setting input
THe Analog input1 Blank
4-20 Analog input2 Blank
SET TEMP. Room temerature setting Target room temperature (Cut-off value)
DATE - Current Time
F Time setup flag Current Time Set up(1)/Unset up(0)
DIFF. Room temperature difference Differential of room temperature ((Cut-in value) - (Cut-off value))
SETBACK Setback value Setting value of setback operation
TEMP ALARM Difference of high temperature | Setting value of high temperature alarm
alarm
TEMP SHIFT Temperature shift value Setting value of tenmerature shift operation
COOLING TIME Normal operation start time Time to change setback operation to normal operation

SETBACK TIME

Setback operation start time

Time to change normal operation to setback operation

DEFROST TIME

Defrosting start time

Time to start defrost cycle in the case of fixed time defrost

DEF.CYCLE Defrost cycle Defrost cycle in the case of cycle defrost [hour]

DEF.TIME Defrost time[minute] Defrost time for offcycle defrosting. For defrosting with heater, it shows
the backup time to finish defrosting

WATER DRIP Water drip time [minute] Unit stop time after defrost mode, to prevent drain water flooding

FAN DELAY Fan start delay time [minute] Fan start delay time from the unit starts cooling after defrost cycle [mi
nute]

INTERVAL Restart delay time setting Restart delay time from the unit goes into Thermo-OFF [second]

INT.THERM Intelligent timer preset value Setting value of intelligence time function

RT CORRECT Room temperature correction Room temperature correction value [degree]

X6 External abnormalities Condensing unit is unusual(1)/usual(0)

X7 Compressor ON/OFF One or more compressors are Running(1)/Stop(0)

IN3 External contact input Set up(1)/Unset up(0)

IN4 (Reserve) Blank

LEV Linear expantion valve Linear expantion valve output [pulse]

UCNo. Unit_controller number Unit_controller number (1 to 4)

SWi1 Setting of dip-switch 1 Setting of dip-switch 1 (Refer to Technical Manual and Instruction Man
ual for more information)

SW2 Setting of dip-switch 2 Setting of dip-switch 2 (Refer to Technical Manual and Instruction Man
ual for more information)

TEMP RANGE Unit_setting Setting of temperature range (High/Low/Extra low temperature)

OPE. CODE Operation code The code of operational status

COMP START Number of compressor starts Number of compressor starts

LigSV ON/OFF

Solenoid valve (liquid)
ON time/OFF time

Solenoid valve (liqguid) ON time/OFF time of the previous day [hour/ho
ur]

HeaterON/OFF Heater ON time/OFF time Defrost heater ON time/OFF time of the previous day [hour/hour]

TH1 MAX,MIN MAX/MIN value of room tempe | MAX,MIN value of room temperature of the previous day [degree]
rature

X1 Control source output -

X2 Solenoid valve (liquid) output -

X3 Cooler fan output -

X4 Defrost heater output1 -

X5 Defrost heater output2 -

X30 Alarm output1 Condensing unit is unusual(1)/usual(0)

X31 Alarm output2 High temperature alarm(1)/usual(0)

X32 Alarm output3 High temperature error (50°C)(1)/usual(0)

12-1 Driver output1 (DC12V) Warning buzzer output

12-2 Driver output2 (DC12V) Blank

12-3 Driver output2 (DC12V) Blank
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Operation Status Monitor Terminology(P-series)

Mark Official Name Meaning

action Operation state(action) Operation state of Unit
mode Operation mode Operation mode of Unit
TO Setting temperature Setting temperature of Unit

capacity save(%)

Capacity save

Signal of capacity saving from system controller.
figure : %, No signal : 100%

TH1 Indoor room temperature Detects the room temperature and performs thermo judgment
based on the difference from the set temperature.
The display temperature varies depending on the room
temperature detect position of function selecting.
TH2 Indoor pipe temperature Indoor pipe temperature
In case of multiple indoor units connection, average value is
displayed.
TH5 Indoor 2-phase pipe temperature Indoor 2-phase pipe temperature
COMP Compressor state Compressor state
"ON" indication at compressor operation
2154 4way valve state 4way valve state
"ON" indication at heating side
SV Solenoid valve state Solenoid valve state
"ON" indication at solenoid valve operation
FAN Fan step Fan step of Outdoor unit
Hz Target frequency Target Compressor frequency
49C Inner thermo Inner thermo(compressor) state
Normally "closed" indication, operation "open" indication
63H 63H protection state High pressure protection state
Normally "closed" indication, operation "open" indication
63L 63L protection state Low pressure protection state
Normally "closed" indication, operation "open" indication
63HS Pressure saturation temperature Pressure saturation temperature of Outdoor unit
LEV A LEV opening (A) LEV opening(A) of Outdoor unit
LEV B LEV opening (B) LEV opening (B) of Outdoor unit
LEV C LEV opening (C) LEV opening (C) of Outdoor unit
TH3 Liquid temperature Liquid temperature of Outdoor unit
TH4 Discharge temperature Discharge temperature of Outdoor unit
TH5 Indoor pipe temperature Indoor pipe temperature of Qutdoor unit
TH6 2-phase pipe temperature 2-phase pipe temperature of Outdoor unit
TH7 Ambient temperature Ambient temperature of Outdoor unit
TH8 Heat sink temperature Heat sink temperature of Outdoor unit
TH32 Suction pipe temperature Suction pipe temperature
TH33 Comp. surface temperature Comp. surface temperature
SHA(SH) Discharge superheat Discharge superheat
SC Subcool Subcool
COMP(A) Secondary current Secondary current

Last Error Adrs

Last Error Address

Unit address where the error occurred after turn ON
(Latest value only)

Last Error Code

Last Error Code

Error code after turn ON(Latest value only)

*Depending on the model, the monitor Mark and display value may not match.

*Depending on the model, Monitorable data is different.

*The model name displayed on the monitor may not match the actual model name.
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Operation Status Monitor Terminology(M-series)

Mark Official Name Unit
DiscTemp Discharge temperature CI°F
TgtDiscTemp Target discharge temperature CI°F
PrognoDiscTemp Prognostic discharge temperature CI°F
DefTemp Defrost temperature CI°F
FinTemp Fin temperature ‘CI°F
PCbordTemp PC board temperature ‘CI°F
AmbientTemp Ambient temperature CI°F
OutHEXtemp Outdoor Hexadecimal temp CI°F
EvaTemp Evaporation temperature ‘CI°F
CoilTemp_main Coil temperature [MAIN] CI°F
CoilTemp_sub Coil temperature [SUB] CI°F
RoomTemp Room temperature ‘CI°F
Set-RoomTemp Set temp - room temp CI°F
Compfreq Compressor frequency Hz
Compfreq_Uplim Upper limit compressor frequency Hz
Compfreq_Dnlim Lower limit compressor frequency Hz
PriCurrent Qutdoor primary current A
LEV M LEV M opening pulse
FanSPD Qutdoor fan speed rpm
H/L Bypass_St H/L bypass valve control State -
H/L Bypass2_St H/L bypass valve control 2 State -
LEVOpening LEV opening Pulse
FanSPDCode Fan speed code -

HP_ProtecCode

High pressure protection code

Dryness ProtecCode

Dryness protection code

Frost_PreventCode

Frost prevention code

ProtecCode(Lower)

ProtecCode(Upper)

Protection code

FaultStopInfo(Lower)

FaultStopInfo(Upper)

Fault stop information

ProtecStopinfo(Lower)

ProtecStopinfo(Upper)

Protection stop information

*Depending on the model, Monitorable data is different.
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8

Connection table for M-series

<For USA>
fiscal_year series model Relay cable Connector
2005 MUZ-A24 RAC-A(1) MUY/MUZ-A24NA(-1/U1) Type AD CN605
2005 MUZ-A24 RAC-A(2) MUY/MUZ-A24NA(-1/U1) Type AD CN605
2005 MUZ-A24 RAC-A(3) MUY/MUZ-A24NA(-1/U1) Type AD CN605
2005 MUZ-D(GA) big rac gxzziﬁi?f fﬁ';‘A('” -U1-U2) Type AD CN605
2005 GE small rac MUZ-GE09/12/15/18NA(-U1) Type AD CN606
2005 MUZ-A09/12/15/17NA small rac(1) MUZ-A09/12/15/17NA(-1/-U1/-U2) Type AD CN606
2005 MUZ-A09/12/15/17NA small rac(2) MUZ-A09/12/15/17NA(-1/-U1/-U2) Type AD CN606
2005 MUZ-A09/12/15/17NA small rac(3) MUZ-A09/12/15/17NA(-1/-U1/-U2) Type B CN606
2005 MUZ-FD09/12NA(-U1) small rac MUZ-FDO09/12NA(-U1) Type B CN606
2008 SUZ-KA25NA.TH SUZ-KA25NA.TH Type AD CN606
2008 SUZ-KA35NA.TH SUZ-KA35NA.TH Type AD CN606
2008 SUZ-KA50NA.TH SUZ-KA50NA.TH Type B CN606
2008 SUZ-KAGONA.TH SUZ-KAGONA.TH Type B CN605
2008 SUZ-KA71NA.TH SUZ-KA71NA.TH Type B CN605
2009 MUY-D30NA-1 MUY-D30NA-1 Type AD CN605
2009 MUY-D36NA-1 MUY-D36NA-1 Type AD CN605
2009 MUY-GA24NA MUY-GA24NA Type AD CN605
2009 MUY-GEO9NA MUY-GEO9NA Type AD CN606
2009 MUY-GE12NA MUY-GE12NA Type AD CN606
2009 MUY-GE15NA MUY-GE15NA Type AD CN606
2009 MUY-GE18NA MUY-GE18NA Type AD CN606
2009 MUZ-D30NA-1 MUZ-D30NA-1 Type AD CN605
2009 MUZ-D30NA-U2 MUZ-D30NA-U2 Type AD CN605
2009 MUZ-D36NA-1 MUZ-D36NA-1 Type B CN605
2009 MUZ-D36NA-U2 MUZ-D36NA-U2 Type B CN605
2009 FE small rac MUZ-FE09/12NA Type B CN606
2009 MUZ-FEO9NA MUZ-FEO9NA Type B CN606
2009 MUZ-FE12NA MUZ-FE12NA Type B CN606
2009 MUZ-GA24NA MUZ-GA24NA Type B CN605
2009 MUZ-GA24NA-U1 MUZ-GA24NA-U1 Type B CN605
2009 MUZ-GEO9NA MUZ-GEO9NA Type B CN606
2009 MUZ-GE12NA MUZ-GE12NA Type B CN606
2009 MUZ-GE15NA MUZ-GE15NA Type B CN606
2009 MUZ-GE18NA MUZ-GE18NA Type B CN606
2010 SUZ-KAOONA.TH SUZ-KAOONA.TH Type B CN606
2010 SUZ-KAOONA.TH H SUZ-KAOONA.TH H Type B CN606
2010 SUZ-KA12NA.TH SUZ-KA12NA.TH Type B CN606
2010 SUZ-KA12NATH H SUZ-KA12NATH H Type B CN606
2010 SUZ-KA15NA.TH SUZ-KA15NA.TH Type B CN606
2010 SUZ-KA15NATH H SUZ-KA15NATH H Type B CN606
2010 SUZ-KA18NA.TH SUZ-KA18NA.TH Type B CN606
2010 SUZ-KA18NA.TH H SUZ-KA18NA.TH H Type B CN606
2011 MUY-GE15NA-1 MUY-GE15NA-1 Type B CN606
2011 MUY-GE18NA-1 MUY-GE18NA-1 Type B CN606
2011 MUY-GE24NA MUY-GE24NA Type C CN806
2011 MUZ-FEOONA H MUZ-FEOONA H Type B CN606
2011 MUZ-FEO9NA-1 MUZ-FEO9NA-1 Type B CN606
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fiscal_year series model Relay cable Connector
2011 MUZ-FE12NA H MUZ-FE12NA H Type B CN606
2011 MUZ-FE12NA1 MUZ-FE12NA1 Type B CN606
2011 MUZ-FE18NA MUZ-FE18NA Type C CNB806
2011 MUZ-GEOSNA H MUZ-GEOSNA H Type B CN606
2011 MUZ-GE12NA MUZ-GE12NA Type B CN606
2011 MUZ-GE15NA MUZ-GE15NA Type B CN606
2011 MUZ-GE15NA-1 MUZ-GE15NA-1 Type B CN606
2011 MUZ-GE18NA H MUZ-GE18NA H Type B CN606
2011 MUZ-GE18NA-1 MUZ-GE18NA-1 Type B CN606
2011 MUZ-GE24NA MUZ-GE24NA Type C CN806
2012 MUZ-FEOONAH MUZ-FEOONAH Type B CN606
2012 MUZ-FE12NAH MUZ-FE12NAH Type B CN606
2012 MUZ-GEO9NAH MUZ-GEO9NAH Type B CN606
2012 MUZ-GE12NAH MUZ-GE12NAH Type B CN606
2012 MUZ-GE15NAH MUZ-GE15NAH Type B CN606
2012 MUZ-GE18NAH MUZ-GE18NAH Type B CN606
2013 MUZ-FE18NA H MUZ-FE18NA H Type C CN806
2013 MUZ-FHO9NA MUZ-FHO9NA Type C CN606
2013 MUZ-FHO9NAH MUZ-FHO9NAH Type C CN606
2013 MUZ-FH12NA MUZ-FH12NA Type C CN606
2013 MUZ-FH12NAH MUZ-FH12NAH Type C CN606
2013 MUZ-FH15NA MUZ-FH15NA Type C CN806
2013 MUZ-FH15NAH MUZ-FH15NAH Type C CN806
2013 MUZ-GE24NA H MUZ-GE24NA H Type C CN806
2014 MUY-GEO9NA2 MUY-GEO9NA2 Type B CN606
2014 MUY-GE12NA2 MUY-GE12NA2 Type B CN606
2014 MUY-GE15NA2 MUY-GE15NA2 Type B CN606
2014 MUZ-GEO9NA2 MUZ-GEO9NA2 Type B CN606
2014 MUZ-GEO9NAH2 MUZ-GEO9NAH2 Type B CN606
2014 MUZ-GE12NA2 MUZ-GE12NA2 Type B CN606
2014 MUZ-GE12NAH2 MUZ-GE12NAH2 Type B CN606
2014 MUZ-GE15NA2 MUZ-GE15NA2 Type B CN606
2014 MUZ-GE15NAH2 MUZ-GE15NAH2 Type B CN606
2014 MUZ-HEO9NA MUZ-HEO9NA Type B CN606
2014 MUZ-HE12NA MUZ-HE12NA Type B CN606
2014 MUZ-HE15NA MUZ-HE15NA Type C CN606
2014 MUZ-HE18NA MUZ-HE18NA Type B CN606
2014 MUZ-HE24NA MUZ-HE24NA Type B CNB806
2015 MUY-GL18NA-U1 MUY-GL18NA-U1 Type C CN606
2015 MUY-GL24NA-U1 MUY-GL24NA-U1 Type AD CN806
2015 MUZ-FH18NA MUZ-FH18NA Type AD CN806
2015 MUZ-FH18NA2 MUZ-FH18NA2 Type AD CN806
2015 MUZ-FH18NAH MUZ-FH18NAH Type AD CN806
2015 MUZ-FH18NAH2 MUZ-FH18NAH2 Type C CN806
2015 MUZ-GL18NAH-U1 MUZ-GL18NAH-U1 Type AD CN606
2015 MUZ-GL18NA-U1 MUZ-GL18NA-U1 Type C CN606
2015 MUZ-GL24NAH-U1 MUZ-GL24NAH-U1 Type C CN806
2015 MUZ-GL24NA-U1 MUZ-GL24NA-U1 Type C CN806
2015 MUZ-HM24NA-U1 MUZ-HM24NA-U1 Type C CN606
2015 MXZ-2B20NA MXZ-2B20NA Type AD CN605
2015 MXZ-2B20NA-1 MXZ-2B20NA-1 Type AD CN605
2015 MXZ-2B20NA-2 MXZ-2B20NA-2 Type AD CN605
2015 MXZ-2C20NAHZ MXZ-2C20NAHZ Type C CN861
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2015 MXZ-2C20NAHZ2-U1 MXZ-2C20NAHZ2-U1 Type C CN861
2015 MXZ-3B24NA MXZ-3B24NA Type AD CN606
2015 MXZ-3B24NA-1 (a) MXZ-3B24NA-1 (a) Type AD CN606
2015 MXZ-3B24NA-1  (b) MXZ-3B24NA-1  (b) Type C CN605
2015 MXZ-3B30NA MXZ-3B30NA Type AD CN605
2015 MXZ-3B30NA-1 (a) MXZ-3B30NA-1 (a) Type AD CN605
2015 MXZ-3B30NA-1  (b) MXZ-3B30NA-1  (b) Type C CN605
2015 MXZ-3C24NA MXZ-3C24NA Type C CN861
2015 MXZ-3C24NA2-U1 MXZ-3C24NA2-U1 Type C CN861
2015 MXZ-3C24NAHZ MXZ-3C24NAHZ Type C CN861
2015 MXZ-3C24NAHZ2-U1 MXZ-3C24NAHZ2-U1 Type C CN861
2015 MXZ-3C30NA MXZ-3C30NA Type C CN861
2015 MXZ-3C30NA2-U1 MXZ-3C30NA2-U1 Type C CN861
2015 MXZ-3C30NAHZ MXZ-3C30NAHZ Type C CN861
2015 MXZ-3C30NAHZ2-U1 MXZ-3C30NAHZ2-U1 Type C CN861
2015 MXZ-4B36NA MXZ-4B36NA Type C CN861
2015 MXZ-4B36NA-1 (a) MXZ-4B36NA-1 (a) Type C CN861
2015 MXZ-4B36NA-1  (b) MXZ-4B36NA-1  (b) Type C CN605
2015 MXZ-4C36NA MXZ-4C36NA Type C CN861
2015 MXZ-4C36NA2-U1 MXZ-4C36NA2-U1 Type C CN861
2015 MXZ-5B42NA MXZ-5B42NA Type C CN861
2015 MXZ-5C42NA MXZ-5C42NA Type C CN861
2015 MXZ-5C42NA2-U1 MXZ-5C42NA2-U1 Type C CN861
2015 MUZ-GL18NAH MUZ-GL18NAH Type C CN606
2016 MUZ-HM24NA2-U1 MUZ-HM24NA2-U1 Type C CN606
2016 MUZ-HMO9NA-U8 MUZ-HMO9NA-U8 Type B CN606
2016 MUZ-HMO9NA2-U8 MUZ-HMO9NA2-U8 Type B CN606
2016 MUZ-HM12NA-U8 MUZ-HM12NA-U8 Type B CN606
2016 MUZ-HM12NA2-U8 MUZ-HM12NA2-U8 Type B CN606
2016 MUZ-HM24NA-U1 MUZ-HM24NA-U1 Type C CN606
2016 MUFZ-KJO9NAHZ-U1 MUFZ-KJO9NAHZ-U1 Type C CN606
2016 MUFZ-KJ12NAHZ-U1 MUFZ-KJ12NAHZ-U1 Type C CN606
2016 MUFZ-KJ15NAHZ-U1 MUFZ-KJ15NAHZ-U1 Type C CN806
2016 MUFZ-KJ18NAHZ-U1 MUFZ-KJ18NAHZ-U1 Type C CN806
PIMS2016 | MUZ-FHO9NA-1 MUZ-FHO9NA-1 Type C CN606
PIMS2016 | MUZ-FHO9NAH-1 MUZ-FHO9NAH-1 Type C CN606
PIMS2016 | MUZ-FH12NA-1 MUZ-FH12NA-1 Type C CN606
PIMS2016 | MUZ-FH12NAH-1 MUZ-FH12NAH-1 Type C CN606
PIMS2016 | MUZ-GLO9NAH-U1 MUZ-GLO9NAH-U1 Type C CN606
PIMS2016 | MUZ-GL12NAH-U1 MUZ-GL12NAH-U1 Type C CN606
PIMS2016 | MUZ-GL15NAH-U1 MUZ-GL15NAH-U1 Type C CN606
PIMS2016 | MUY-GLO9NA-U1 MUY-GLOSNA-U1 Type C CN606
PIMS2016 | MUY-GL12NA-U1 MUY-GL12NA-U1 Type C CN606
PIMS2016 | MUY-GL15NA-U1 MUY-GL15NA-U1 Type C CN606
PIMS2016 | MUZ-GLO9NA-U1 MUZ-GLO9NA-U1 Type C CN606
PIMS2016 | MUZ-GL12NA-U1 MUZ-GL12NA-U1 Type C CN606
PIMS2016 | MUZ-GL15NA-U1 MUZ-GL15NA-U1 Type C CN606
PIMS2016 | MUZ-HMO9NA-U1 MUZ-HMO9NA-U1 Type C CN606
PIMS2016 | MUZ-HM12NA-U1 MUZ-HM12NA-U1 Type C CN606
PIMS2016 | MUZ-HM15NA-U1 MUZ-HM15NA-U1 Type C CN606
PIMS2016 | MUY-HMO9NA-L1 MUY-HMO9NA-L 1 Type C CN606
PIMS2016 | MUY-HM12NA-L1 MUY-HM12NA-L1 Type C CN606
PIMS2016 | MUY-HM15NA-L1 MUY-HM15NA-L1 Type C CN606
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PIMS2016 | MUZ-HM18NA-U1 MUZ-HM18NA-U1 Type C CN606
PIMS2016 | MUY-HM18NA-L1 MUY-HM18NA-L1 Type C CN606
PIMS2016 | MUZ-HMO9NA2-U1 MUZ-HMO9NA2-U1 Type C CN606
PIMS2016 | MUZ-HM12NA2-U1 MUZ-HM12NA2-U1 Type C CN606
PIMS2016 | MUZ-HM15NA2-U1 MUZ-HM15NA2-U1 Type C CN606
PIMS2016 | MUZ-HM18NA2-U1 MUZ-HM18NA2-U1 Type C CN606
PIMS2016 | MUZ-FHO6NA MUZ-FHO6NA Type C CN606
PIMS2016 | MUZ-FHO6NAH MUZ-FHO6NAH Type C CN606
PIMS2016 | MUZ-GLO9NA-U8 MUZ-GLO9NA-U8 Type C CN606
PIMS2016 | MUZ-GLO9NAH-U8 MUZ-GLO9NAH-U8 Type C CN606
2017 MXZ-2C20NA2-U1 MXZ-2C20NA2-U1 Type C CN861
2017 MUY-HM24NA-L1 MUY-HM24NA-L1 Type C CN606
2018 MUZ-GL24NA-U2 MUZ-GL24NA-U2 Type C CNB806
2018 MUZ-JPOOWA-U1 MUZ-JPO9WA-U1 Type C CN606
2018 MUZ-JP12WA-U1 MUZ-JP12WA-U1 Type C CN606
2018 MUZ-WRO09NA-U1 MUZ-WRO09NA-U1 Type C CN606
2018 MUZ-WR12NA-U1 MUZ-WR12NA-U1 Type C CN606
2018 MUZ-WR18NA-U1 MUZ-WR18NA-U1 Type C CN606
2018 MUZ-WR24NA-U1 MUZ-WR24NA-U1 Type C CN606
2018 SUZ-KAO9NA2.MX SUZ-KAO9NA2.MX Type C CN606
2018 SUZ-KAOONAH2.MX SUZ-KAOONAH2.MX Type C CN606
2018 SUZ-KAO9NAR1.TH SUZ-KAO9NAR1.TH Type C CN606
2018 SUZ-KAOONAR1.TH H SUZ-KAOONAR1.TH H Type C CN606
2018 SUZ-KA12NA2.MX SUZ-KA12NA2.MX Type C CN606
2018 SUZ-KA12NAH2.MX SUZ-KA12NAH2.MX Type C CN606
2018 SUZ-KA12NAR1.TH SUZ-KA12NAR1.TH Type C CN606
2018 SUZ-KA12NAR1.TH H SUZ-KA12NAR1.TH H Type C CN606
2018 SUZ-KA15NA2.MX SUZ-KA15NA2.MX Type C CN606
2018 SUZ-KA15NAH2.MX SUZ-KA15NAH2.MX Type C CN606
2018 SUZ-KA15NAR1.TH SUZ-KA15NAR1.TH Type C CN606
2018 SUZ-KA15NAR1.TH H SUZ-KA15NAR1.TH H Type C CN606
2018 SUZ-KA18NAR1.TH SUZ-KA18NAR1.TH Type C CN606
2018 SUZ-KA18NAR1.TH H SUZ-KA18NAR1.TH H Type C CN606
2019 MUY-GLO9NA-U2 MUY-GLO9NA-U2 Type C CN606
2019 MUY-GL12NA-U2 MUY-GL12NA-U2 Type C CN606
2019 MUY-GL15NA-U2 MUY-GL15NA-U2 Type C CN606
2019 MUZ-GLO9NAH-U2 MUZ-GLO9NAH-U2 Type C CN606
2019 MUZ-GLO9NA-U2 MUZ-GLO9NA-U2 Type C CN606
2019 MUZ-GL12NAH-U2 MUZ-GL12NAH-U2 Type C CN606
2019 MUZ-GL12NA-U2 MUZ-GL12NA-U2 Type C CN606
2019 MUZ-GL15NAH-U2 MUZ-GL15NAH-U2 Type C CN606
2019 MUZ-GL15NA-U2 MUZ-GL15NA-U2 Type C CN606
2019 MUZ-HMO9NAH-U1 MUZ-HMO9NAH-U1 Type C CN606
2019 MUZ-HMO9NA-U2 MUZ-HMO9NA-U2 Type C CN606
2019 MUZ-HM12NAH-U1 MUZ-HM12NAH-U1 Type C CN606
2019 MUZ-HM12NA-U2 MUZ-HM12NA-U2 Type C CN606
2019 MUZ-HM15NAH-U1 MUZ-HM15NAH-U1 Type C CN606
2019 MUZ-HM15NA-U2 MUZ-HM15NA-U2 Type C CN606
2019 MUZ-HM18NAH-U1 MUZ-HM18NAH-U1 Type C CN606
2019 MUZ-HM18NA-U2 MUZ-HM18NA-U2 Type C CN606
2019 MUZ-HM24NAH-U1 MUZ-HM24NAH-U1 Type C CN606
2019 MUZ-WRO09NA-U2 MUZ-WRO09NA-U2 Type C CN606
2019 MUZ-WR12NA-U2 MUZ-WR12NA-U2 Type C CN606
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2019 MUZ-WR18NA-U2 MUZ-WR18NA-U2 Type C CN606
2019 SUZ-KAOONAHZ.TH SUZ-KAOONAHZ.TH Type C CN606
2019 SUZ-KA12NAHZ.TH SUZ-KA12NAHZ.TH Type C CN606
2019 SUZ-KA15NAHZ.TH SUZ-KA15NAHZ.TH Type C CNB806
2019 SUZ-KA18NAHZ.TH SUZ-KA18NAHZ.TH Type C CNB806
2020 SUZ-KA18NA2.TH SUZ-KA18NA2.TH Type C CN606
2020 SUZ-KA18NAH2.TH SUZ-KA18NAH2.TH Type C CN606
2020 SUZ-KA24NA2.TH SUZ-KA24NA2.TH Type C CNB806
2020 SUZ-KA24NAH2.TH SUZ-KA24NAH2.TH Type C CNB806
2020 SUZ-KA30NA2.TH SUZ-KA30NA2.TH Type C CN806
2020 SUZ-KA3ONAH2.TH SUZ-KA3ONAH2.TH Type C CNB806
2020 SUZ-KA36NA2.TH SUZ-KA36NA2.TH Type C CN806
2020 SUZ-KA36NAH2.TH SUZ-KA36NAH2.TH Type C CNB806
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fiscal_year series model Relay cable Connector
2005 | MUZ-FA GA KA small RAC(1) MUZ-FA GA25/35VA(H) GBIHA/GC35VA(H) SUZ25 Type AD CN606
2005 | MUZ-FA GA KA small RAC(2) MUZ-FA GA25/35VA(H) SUZ25 Type AD CN606
2005 | MUZ-FA GA KA small RAC(3) MUZ-FA GA25/35VA(H) SUZ25 Type AD CN606
2005 | MUZ-FB25/35 MUZ-FB25/35VA(H)-E1,E2 Type B CN606
2005 | MUZ-FD25/35VABH MUZ-FD25/35VABH-E1 Type B CN606
2005 | MUZ-FD50 MUZ-FD50VA(BH)-E1 Type AD CN605
2005 MUZ-GA GB big RAC-A(1) %3%27_1%\?g\{f\E-zE/gS?g\(/)XEE,EzEZ Type AD CN605
2005 | MUZ-GA GB big RAC-A(2) AT A EaCReOAEr Er Type AD CN605
2005 | MUZ-GA GB big RAC-A(3) %3%27_1%\?g\{f\E-zE/gS?g\(/)XEE,EzEZ Type AD CN605
2005 | MUZ-GABOVA big RAC-B MUZ-GA60VA-E3 Type AD CN605
2005 | MUZ-GB50/FB35/GE MUZ-GB50VA/FB35VAH/GE25/35/42/50VA(H) Type B CN606
2005 | MUZ-HC GC FD small RAC MUZ-HC FD25/35VA(H) GC25VA(H) Type B CN606
2005 | SUZ-KA25VA.TH SUZ-KA25VA TH Type AD CN606
2005 | SUZ-KA25VAH.TH SUZ-KA25VAH.TH Type AD CN606
2005 | SUZ-KA35VA.TH SUZ-KA35VA.TH Type AD CN606
2005 | SUZ-KA35VAH.TH SUZ-KA35VAH.TH Type AD CN606
2005 | SUZ-KASOVA.TH SUZ-KA50VA.TH Type AD CN605
2005 | SUZ-KA6OVATH SUZ-KAGOVA TH Type AD CN605
2005 | SUZ-KA71VATH SUZ-KAT1VATH Type AD CN605
2007 | MUZ-GA71VAE2 MUZ-GA71VA-E2 Type AD CN605
2007 | MUZ-GC25VA-E1 MUZ-GC25VA-E1 Type B CN606
2007 | MUZ-GC35VA-E1 MUZ-GC35VA-E1 Type AD CN606
2007 | MUZ-HC25VA-E1 MUZ-HC25VA-E1 Type B CN606
2007 | MUZ-HC35VAB-E1 MUZ-HC35VAB-E1 Type B CN606
2007 | SUZ-KASOVA#1.TH SUZ-KA50VA#1.TH Type AD CN605
2007 | SUZ-KA6OVA#I.TH SUZ-KAGOVA#1.TH Type AD CN605
2007 | SUZ-KA71VA#1.TH SUZ-KA71VA#1.TH Type AD CN605
2008 | MUZ-FD25VABH-E1 MUZ-FD25VABH-E1 Type B CN606
2008 | MUZ-FD25VA-E1 MUZ-FD25VA-E1 Type B CN606
2008 | MUZ-FD25VAH-E1 MUZ-FD25VAH-E1 Type B CN606
2008 | MUZ-FD35VABH-E1 MUZ-FD35VABH-E1 Type B CN606
2008 | MUZ-FD35VAE1 MUZ-FD35VA-E1 Type B CN606
2008 | MUZ-FD35VAH-E1 MUZ-FD35VAH-E1 Type B CN606
2008 | MUZ-FD50VABH-E1 MUZ-FD50VABH-E1 Type AD CN605
2008 | MUZ-GAGOVA-E3 MUZ-GAG0VA-E3 Type AD CN605
2008 | MUZ-GB50VA-E3 MUZ-GB50VA-E3 Type B CN606
2008 | MUZ-HC35VAB-E2 MUZ-HC35VAB-E2 Type B CN606
2008 | MUZ-HC35VA-E2 MUZ-HC35VA-E2 Type B CN606
2008 | SUZ-KA25VAHR1.TH SUZ-KA25VAHR1.TH Type B CN606
2008 | SUZ-KA25VART.TH SUZ-KA25VAR1.TH Type B CN606
2008 | SUZ-KA35VAHR1.TH SUZ-KA35VAHR1.TH Type B CN606
2008 | SUZ-KA35VART.TH SUZ-KA35VAR1.TH Type B CN606
2008 | SUZ-KA50VAR2.TH SUZ-KA50VAR2.TH Type B CN606
2008 | SUZ-KAGOVAR2.TH SUZ-KABOVAR2.TH Type AD CN605
2009 | MUZ 09model MUZ-GE25/35/42/50/60/71VA(H)-E1 Type C CN605
2009 | MUZ-FD50VA-E1 MUZ-FD50VA-E1 Type AD CN605
2009 | MUZ-GE25VA-E1 MUZ-GE25VA-E1 Type B CN606
2009 | MUZ-GE25VAH-E1 MUZ-GE25VAH-E1 Type B CN606
2009 | MUZ-GE35VA-E1 MUZ-GE35VA-E1 Type B CN606
2009 | MUZ-GE35VAH-E1 MUZ-GE35VAH-E1 Type B CN606
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2009 MUZ-GE42VA-E1 MUZ-GE42VA-E1 Type B CN606
2009 MUZ-GE42VAH-E1 MUZ-GE42VAH-E1 Type B CN606
2009 MUZ-GES50VA-E1 MUZ-GES50VA-E1 Type B CN606
2009 MUZ-GE50VAH-E1 MUZ-GE50VAH-E1 Type B CN606
2010 MUZ-GE60VA-E1 MUZ-GE60VA-E1 Type C CN806
2010 MUZ-GE71VA-E1 MUZ-GE71VA-E1 Type C CNB806
2010 SUZ-KA25VA2.TH SUZ-KA25VA2.TH Type B CN606
2010 SUZ-KA35VA2.TH SUZ-KA35VA2.TH Type B CN606
2010 SUZ-KA50VA2.TH SUZ-KA50VA2.TH Type B CN606
2010 SUZ-KA60VA2.TH SUZ-KA60VA2.TH Type AD CN605
2010 SUZ-KA71VA2.TH SUZ-KA71VA2.TH Type C CN806
2011 MUZ-EF25VE-E1 MUZ-EF25VE-E1 Type C CN606
2011 MUZ-EF25VEH-E1 MUZ-EF25VEH-E1 Type C CN606
2011 MUZ-EF35VE-E1 MUZ-EF35VE-E1 Type C CN606
2011 MUZ-EF35VEH-E1 MUZ-EF35VEH-E1 Type C CN606
2011 MUZ-EF42VE-E1 MUZ-EF42VE-E1 Type C CN606
2011 MUZ-EF50VE-E1 MUZ-EF50VE-E1 Type C CN606
2012 MUZ-FH25VE-E1 MUZ-FH25VE-E1 Type C CN606
2012 MUZ-FH25VEHZ-E1 MUZ-FH25VEHZ-E1 Type C CN606
2012 MUZ-FH35VE-E1 MUZ-FH35VE-E1 Type C CN606
2012 MUZ-FH35VEHZ-E1 MUZ-FH35VEHZ-E1 Type C CN606
2012 MUZ-FH50VE-E1 MUZ-FH50VE-E1 Type C CN806
2012 MUZ-FH50VEHZ-E1 MUZ-FH50VEHZ-E1 Type C CN806
2012 MUZ-GE25VA-E2 MUZ-GE25VA-E2 Type B CN606
2012 MUZ-GE35VA-E2 MUZ-GE35VA-E2 Type B CN606
2012 MUZ-GE35VAH-E2 MUZ-GE35VAH-E2 Type B CN606
2012 MUZ-GF60VE-E1 MUZ-GF60VE-E1 Type C CN806
2012 MUZ-GF71VE-E1 MUZ-GF71VE-E1 Type C CNB806
2012 MUZ-SF25VE-E1 MUZ-SF25VE-E1 Type C CN606
2012 MUZ-SF25VEH-E1 MUZ-SF25VEH-E1 Type C CN606
2012 MUZ-SF35VE-E1 MUZ-SF35VE-E1 Type C CN606
2012 MUZ-SF35VEH-E1 MUZ-SF35VEH-E1 Type C CN606
2012 MUZ-SF42VE-E1 MUZ-SF42VE-E1 Type C CN606
2012 MUZ-SF42VEH-E1 MUZ-SF42VEH-E1 Type C CN606
2012 MUZ-SF50VE-E1 MUZ-SF50VE-E1 Type C CN606
2012 MUZ-SF50VEH-E1 MUZ-SF50VEH-E1 Type C CN606
2012 SUZ-KA25VA3.TH SUZ-KA25VA3.TH Type C CN606
2012 SUZ-KA35VA3.TH SUZ-KA35VA3.TH Type C CN606
2012 SUZ-KA50VA3.TH SUZ-KA50VA3.TH Type C CN606
2012 SUZ-KAG60VA3.TH SUZ-KAG0VA3.TH Type C CNB806
2012 SUZ-KA71VA3.TH SUZ-KA71VA3.TH Type C CNB806
2013 MUFZ-KJ25VE-E1 MUFZ-KJ25VE-E1 Type C CN606
2013 MUFZ-KJ25VEHZ-E1 MUFZ-KJ25VEHZ-E1 Type C CN606
2013 MUFZ-KJ35VE-E1 MUFZ-KJ35VE-E1 Type C CN606
2013 MUFZ-KJ35VEHZ-E1 MUFZ-KJ35VEHZ-E1 Type C CN606
2013 MUFZ-KJ50VE-E1 MUFZ-KJ50VE-E1 Type C CN806
2013 MUFZ-KJ50VEHZ-E1 MUFZ-KJ50VEHZ-E1 Type C CN806
2013 MUZ-EF25VE-E2 MUZ-EF25VE-E2 Type C CN606
2013 MUZ-EF25VEH-E2 MUZ-EF25VEH-E2 Type C CN606
2013 MUZ-EF35VE-E2 MUZ-EF35VE-E2 Type C CN606
2013 MUZ-EF35VEH-E2 MUZ-EF35VEH-E2 Type C CN606
2013 MUZ-EF42VE-E2 MUZ-EF42VE-E2 Type C CN606
2013 MUZ-EF50VE-E2 MUZ-EF50VE-E2 Type C CN606
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2013 MUZ-HJ25VA-E1 MUZ-HJ25VA-E1 Type C CN606
2013 MUZ-HJ35VA-E1 MUZ-HJ35VA-E1 Type C CN606
2013 MUZ-HJ50VA-E1 MUZ-HJ50VA-E1 Type C CN606
2013 SUHZ-SW45VA.TH SUHZ-SW45VA.TH Type C CN606
2013 SUHZ-SW45VAH.TH SUHZ-SW45VAH.TH Type C CN606
2013 SUZ-KA25VA4.TH SUZ-KA25VA4.TH Type C CN606
2013 SUZ-KA25VA4.TH-ER SUZ-KA25VA4.TH-ER Type C CN606
2013 SUZ-KA35VA4.TH SUZ-KA35VA4.TH Type C CN606
2013 SUZ-KA35VA4.TH-ER SUZ-KA35VA4.TH-ER Type C CN606
2013 SUZ-KA50VA4.TH SUZ-KA50VA4.TH Type C CN606
2013 SUZ-KA50VA4.TH-ER SUZ-KA50VA4.TH-ER Type C CN606
2013 SUZ-KA60VA4.TH SUZ-KA60VA4.TH Type C CN806
2013 SUZ-KA60VA4.TH-ER SUZ-KA60VA4.TH-ER Type C CN806
2013 SUZ-KA71VA4.TH SUZ-KA71VA4.TH Type C CNB806
2013 SUZ-KA71VA4.TH-ER SUZ-KA71VA4.TH-ER Type C CNB806
2014 MUFZ-KJ25VE-ER1 MUFZ-KJ25VE-ER1 Type C CN606
2014 MUFZ-KJ25VEHZ-ER1 MUFZ-KJ25VEHZ-ER1 Type C CN606
2014 MUFZ-KJ35VE-ER1 MUFZ-KJ35VE-ER1 Type C CN606
2014 MUFZ-KJ35VEHZ-ER1 MUFZ-KJ35VEHZ-ER1 Type C CN606
2014 MUFZ-KJ50VE-ER1 MUFZ-KJ50VE-ER1 Type C CN806
2014 MUFZ-KJ50VEHZ-ER1 MUFZ-KJ50VEHZ-ER1 Type C CNB806
2014 MUZ-EF25VE-E3 MUZ-EF25VE-E3 Type C CN606
2014 MUZ-EF25VE-ER3 MUZ-EF25VE-ER3 Type C CN606
2014 MUZ-EF25VE-ET4 MUZ-EF25VE-ET4 Type C CN606
2014 MUZ-EF25VEH-ER2 MUZ-EF25VEH-ER2 Type C CN606
2014 MUZ-EF25VEH-ET3 MUZ-EF25VEH-ET3 Type C CN606
2014 MUZ-EF35VE-E3 MUZ-EF35VE-E3 Type C CN606
2014 MUZ-EF35VE-ER3 MUZ-EF35VE-ER3 Type C CN606
2014 MUZ-EF35VE-ET4 MUZ-EF35VE-ET4 Type C CN606
2014 MUZ-EF35VEH-ER2 MUZ-EF35VEH-ER2 Type C CN606
2014 MUZ-EF35VEH-ET3 MUZ-EF35VEH-ET3 Type C CN606
2014 MUZ-EF42VE-E3 MUZ-EF42VE-E3 Type C CN606
2014 MUZ-EF42VE-ER3 MUZ-EF42VE-ER3 Type C CN606
2014 MUZ-EF42VE-ET4 MUZ-EF42VE-ET4 Type C CN606
2014 MUZ-EF50VE-ER2 MUZ-EF50VE-ER2 Type C CN606
2014 MUZ-FH25VE-E2 MUZ-FH25VE-E2 Type C CN606
2014 MUZ-FH25VE-E3 MUZ-FH25VE-E3 Type C CN606
2014 MUZ-FH25VE-ER1 MUZ-FH25VE-ER1 Type C CN606
2014 MUZ-FH25VE-ER2 MUZ-FH25VE-ER2 Type C CN606
2014 MUZ-FH25VE-ER3 MUZ-FH25VE-ER3 Type C CN606
2014 MUZ-FH25VEHZ-E3 MUZ-FH25VEHZ-E3 Type C CN606
2014 MUZ-FH25VEHZ-ER1 MUZ-FH25VEHZ-ER1 Type C CN606
2014 MUZ-FH25VEHZ-ER3 MUZ-FH25VEHZ-ER3 Type C CN606
2014 MUZ-FH35VE-E2 MUZ-FH35VE-E2 Type C CN606
2014 MUZ-FH35VE-ER1 MUZ-FH35VE-ER1 Type C CN606
2014 MUZ-FH35VE-ER2 MUZ-FH35VE-ER2 Type C CN606
2014 MUZ-FH35VEHZ-ER1 MUZ-FH35VEHZ-ER1 Type C CN606
2014 MUZ-FH50VE-ER1 MUZ-FH50VE-ER1 Type C CNB806
2014 MUZ-FH50VEHZ-ER1 MUZ-FH50VEHZ-ER1 Type C CNB806
2014 MUZ-GF60VE-ER1 MUZ-GF60VE-ER1 Type C CN806
2014 MUZ-GF71VE-ER1 MUZ-GF71VE-ER1 Type C CN806
2014 MUZ-HJ25VA-ER1 MUZ-HJ25VA-ER1 Type C CN606
2014 MUZ-HJ35VA-E2 MUZ-HJ35VA-E2 Type B CN606
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fiscal_year series model Relay cable Connector
2014 MUZ-HJ35VA-ER1 MUZ-HJ35VA-ER1 Type C CN606
2014 MUZ-HJ35VA-ER2 MUZ-HJ35VA-ER2 Type B CN606
2014 MUZ-HJ50VA-ER1 MUZ-HJ50VA-ER1 Type C CN606
2014 MUZ-HJ60VA-E1 MUZ-HJ60VA-E1 Type C CN606
2014 MUZ-HJ60VA-ER1 MUZ-HJ60VA-ER1 Type C CN606
2014 MUZ-HJ71VA-E1 MUZ-HJ71VA-E1 Type C CN606
2014 MUZ-HJ71VA-ER1 MUZ-HJ71VA-ER1 Type C CN606
2014 MUZ-SF25VE-E2 MUZ-SF25VE-E2 Type C CN606
2014 MUZ-SF25VE-ER2 MUZ-SF25VE-ER2 Type C CN606
2014 MUZ-SF25VE-ET3 MUZ-SF25VE-ET3 Type C CN606
2014 MUZ-SF25VEH-ER1 MUZ-SF25VEH-ER1 Type C CN606
2014 MUZ-SF25VEH-ET2 MUZ-SF25VEH-ET2 Type C CN606
2014 MUZ-SF35VE-E2 MUZ-SF35VE-E2 Type C CN606
2014 MUZ-SF35VE-ER2 MUZ-SF35VE-ER2 Type C CN606
2014 MUZ-SF35VE-ET3 MUZ-SF35VE-ET3 Type C CN606
2014 MUZ-SF35VEH-ER1 MUZ-SF35VEH-ER1 Type C CN606
2014 MUZ-SF35VEH-ET2 MUZ-SF35VEH-ET2 Type C CN606
2014 MUZ-SF42VE-E2 MUZ-SF42VE-E2 Type C CN606
2014 MUZ-SF42VE-ER2 MUZ-SF42VE-ER2 Type C CN606
2014 MUZ-SF42VE-ET3 MUZ-SF42VE-ET3 Type C CN606
2014 MUZ-SF42VEH-ER1 MUZ-SF42VEH-ER1 Type C CN606
2014 MUZ-SF42VEH-ET2 MUZ-SF42VEH-ET2 Type C CN606
2014 MUZ-SF50VE-ER1 MUZ-SF50VE-ER1 Type C CN606
2014 MUZ-SF50VEH-ER1 MUZ-SF50VEH-ER1 Type C CN606
2014 MUFZ-KJ25VEHZ-ET1 MUFZ-KJ25VEHZ-ET1 Type C CN606
2014 MUFZ-KJ35VEHZ-ET1 MUFZ-KJ35VEHZ-ET1 Type C CN606
2014 MUFZ-KJ50VEHZ-ET1 MUFZ-KJ50VEHZ-ET1 Type C CN606
2014 MXZ-2D53VAH-ER2 MXZ-2D53VAH-ER2 Type A CN606
2014 SUZ-SA71VA.TH SUZ-SA71VA.TH Type C CNB806
2015 MUZ-DM25VA-E1 MUZ-DM25VA-E1 Type C CN606
2015 MUZ-DM25VA-ER1 MUZ-DM25VA-ER1 Type C CN606
2015 MUZ-DM25VA-ET1 MUZ-DM25VA-ET1 Type C CN606
2015 MUZ-DM35VA-E1 MUZ-DM35VA-E1 Type C CN606
2015 MUZ-DM35VA-ER1 MUZ-DM35VA-ER1 Type C CN606
2015 MUZ-DM35VA-ET1 MUZ-DM35VA-ET1 Type C CN606
2015 MUZ-EF25VE-E4 MUZ-EF25VE-E4 Type C CN606
2015 MUZ-EF25VE-E5 MUZ-EF25VE-E5 Type C CN606
2015 MUZ-EF25VE-ER4 MUZ-EF25VE-ER4 Type C CN606
2015 MUZ-EF25VE-ER5S MUZ-EF25VE-ER5S Type C CN606
2015 MUZ-EF25VE-ET3 MUZ-EF25VE-ET3 Type C CN606
2015 MUZ-EF25VE-ET5 MUZ-EF25VE-ET5 Type C CN606
2015 MUZ-EF25VEH-E3 MUZ-EF25VEH-E3 Type C CN606
2015 MUZ-EF25VEH-E4 MUZ-EF25VEH-E4 Type C CN606
2015 MUZ-EF25VEH-ER3 MUZ-EF25VEH-ER3 Type C CN606
2015 MUZ-EF25VEH-ET2 MUZ-EF25VEH-ET2 Type C CN606
2015 MUZ-EF35VE-E4 MUZ-EF35VE-E4 Type C CN606
2015 MUZ-EF35VE-E5 MUZ-EF35VE-E5 Type C CN606
2015 MUZ-EF35VE-ER4 MUZ-EF35VE-ER4 Type C CN606
2015 MUZ-EF35VE-ER5 MUZ-EF35VE-ER5 Type C CN606
2015 MUZ-EF35VE-ET3 MUZ-EF35VE-ET3 Type C CN606
2015 MUZ-EF35VE-ET5 MUZ-EF35VE-ET5 Type C CN606
2015 MUZ-EF35VEH-E3 MUZ-EF35VEH-E3 Type C CN606
2015 MUZ-EF35VEH-E4 MUZ-EF35VEH-E4 Type C CN606
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2015 MUZ-EF35VEH-ER3 MUZ-EF35VEH-ER3 Type C CN606
2015 MUZ-EF35VEH-ET2 MUZ-EF35VEH-ET2 Type C CN606
2015 MUZ-EF42VE-E4 MUZ-EF42VE-E4 Type C CN606
2015 MUZ-EF42VE-E5 MUZ-EF42VE-E5 Type C CN606
2015 MUZ-EF42VE-ER4 MUZ-EF42VE-ER4 Type C CN606
2015 MUZ-EF42VE-ER5 MUZ-EF42VE-ER5 Type C CN606
2015 MUZ-EF42VE-ET3 MUZ-EF42VE-ET3 Type C CN606
2015 MUZ-EF42VE-ET5 MUZ-EF42VE-ET5 Type C CN606
2015 MUZ-EF50VE-E3 MUZ-EF50VE-E3 Type C CN606
2015 MUZ-EF50VE-ER3 MUZ-EF50VE-ER3 Type C CN606
2015 MUZ-EF50VE-ET2 MUZ-EF50VE-ET2 Type C CN606
2015 MUZ-EF50VE-ET3 MUZ-EF50VE-ET3 Type C CN606
2015 MUZ-FH25VE-E4 MUZ-FH25VE-E4 Type C CN606
2015 MUZ-FH25VE-ER4 MUZ-FH25VE-ER4 Type C CN606
2015 MUZ-FH25VE-ET2 MUZ-FH25VE-ET2 Type C CN606
2015 MUZ-FH25VE-ET3 MUZ-FH25VE-ET3 Type C CN606
2015 MUZ-FH25VEHZ-E4 MUZ-FH25VEHZ-E4 Type C CN606
2015 MUZ-FH25VEHZ-ER4 MUZ-FH25VEHZ-ER4 Type C CN606
2015 MUZ-FH25VEHZ-ET1 MUZ-FH25VEHZ-ET1 Type C CN606
2015 MUZ-FH25VEHZ-ET2 MUZ-FH25VEHZ-ET2 Type C CN606
2015 MUZ-FH35VE-E3 MUZ-FH35VE-E3 Type C CN606
2015 MUZ-FH35VE-ER3 MUZ-FH35VE-ER3 Type C CN606
2015 MUZ-FH35VE-ET2 MUZ-FH35VE-ET2 Type C CN606
2015 MUZ-FH35VE-ET3 MUZ-FH35VE-ET3 Type C CN606
2015 MUZ-FH35VEHZ-E2 MUZ-FH35VEHZ-E2 Type C CN606
2015 MUZ-FH35VEHZ-ER2 MUZ-FH35VEHZ-ER2 Type C CN606
2015 MUZ-FH35VEHZ-ET1 MUZ-FH35VEHZ-ET1 Type C CN606
2015 MUZ-FH35VEHZ-ET2 MUZ-FH35VEHZ-ET2 Type C CN606
2015 MUZ-FH50VE-E2 MUZ-FH50VE-E2 Type C CNB806
2015 MUZ-FH50VE-ER2 MUZ-FH50VE-ER2 Type C CN806
2015 MUZ-FH50VE-ET1 MUZ-FH50VE-ET1 Type C CN806
2015 MUZ-FH50VE-ET2 MUZ-FH50VE-ET2 Type C CNB806
2015 MUZ-FH50VEHZ-E2 MUZ-FH50VEHZ-E2 Type C CNB806
2015 MUZ-FH50VEHZ-ER2 MUZ-FH50VEHZ-ER2 Type C CN806
2015 MUZ-FH50VEHZ-ET1 MUZ-FH50VEHZ-ET1 Type C CN806
2015 MUZ-FH50VEHZ-ET2 MUZ-FH50VEHZ-ET2 Type C CN806
2015 MUZ-GF60VE-E2 MUZ-GF60VE-E2 Type C CN806
2015 MUZ-GF60VE-ER2 MUZ-GF60VE-ER2 Type C CN806
2015 MUZ-GF60VE-ET1 MUZ-GF60VE-ET1 Type C CN806
2015 MUZ-GF60VE-ET2 MUZ-GF60VE-ET2 Type C CNB806
2015 MUZ-GF71VE-E2 MUZ-GF71VE-E2 Type C CNB806
2015 MUZ-GF71VE-ER2 MUZ-GF71VE-ER2 Type C CN806
2015 MUZ-GF71VE-ET1 MUZ-GF71VE-ET1 Type C CN806
2015 MUZ-GF71VE-ET2 MUZ-GF71VE-ET2 Type C CN806
2015 MUZ-HJ25VA-E2 MUZ-HJ25VA-E2 Type C CN606
2015 MUZ-HJ25VA-ER2 MUZ-HJ25VA-ER2 Type C CN606
2015 MUZ-HJ25VA-ET1 MUZ-HJ25VA-ET1 Type C CN606
2015 MUZ-HJ25VA-ET2 MUZ-HJ25VA-ET2 Type C CN606
2015 MUZ-HJ35VA-E3 MUZ-HJ35VA-E3 Type C CN606
2015 MUZ-HJ35VA-ER3 MUZ-HJ35VA-ER3 Type C CN606
2015 MUZ-HJ35VA-ET1 MUZ-HJ35VA-ET1 Type C CN606
2015 MUZ-HJ35VA-ET2 MUZ-HJ35VA-ET2 Type C CN606
2015 MUZ-HJ50VA-E2 MUZ-HJ50VA-E2 Type C CN606
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fiscal_year series model Relay cable Connector
2015 MUZ-HJ50VA-ER2 MUZ-HJ50VA-ER2 Type C CN606
2015 MUZ-HJ50VA-ET1 MUZ-HJ50VA-ET1 Type C CN606
2015 MUZ-HJ50VA-ET2 MUZ-HJ50VA-ET2 Type C CN606
2015 MUZ-HJ60VA-E1 MUZ-HJ60VA-E1 Type C CN606
2015 MUZ-HJ60VA-E2 MUZ-HJ60VA-E2 Type C CN606
2015 MUZ-HJ60VA-ER1 MUZ-HJ60VA-ER1 Type C CN606
2015 MUZ-HJ60VA-ET1 MUZ-HJ60VA-ET1 Type C CN606
2015 MUZ-HJ71VA-E1 MUZ-HJ71VA-E1 Type C CN606
2015 MUZ-HJ71VA-E2 MUZ-HJ71VA-E2 Type C CN606
2015 MUZ-HJ71VA-ER1 MUZ-HJ71VA-ER1 Type C CN606
2015 MUZ-HJ71VA-ET1 MUZ-HJ71VA-ET1 Type C CN606
2015 MUZ-SF25VE-E3 MUZ-SF25VE-E3 Type C CN606
2015 MUZ-SF25VE-E4 MUZ-SF25VE-E4 Type C CN606
2015 MUZ-SF25VE-ER3 MUZ-SF25VE-ER3 Type C CN606
2015 MUZ-SF25VE-ER4 MUZ-SF25VE-ER4 Type C CN606
2015 MUZ-SF25VE-ET2 MUZ-SF25VE-ET2 Type C CN606
2015 MUZ-SF25VE-ET4 MUZ-SF25VE-ET4 Type C CN606
2015 MUZ-SF25VEH-E2 MUZ-SF25VEH-E2 Type C CN606
2015 MUZ-SF25VEH-E3 MUZ-SF25VEH-E3 Type C CN606
2015 MUZ-SF25VEH-ER2 MUZ-SF25VEH-ER2 Type C CN606
2015 MUZ-SF25VEH-ET1 MUZ-SF25VEH-ET1 Type C CN606
2015 MUZ-SF35VE-E3 MUZ-SF35VE-E3 Type C CN606
2015 MUZ-SF35VE-E4 MUZ-SF35VE-E4 Type C CN606
2015 MUZ-SF35VE-ER3 MUZ-SF35VE-ER3 Type C CN606
2015 MUZ-SF35VE-ER4 MUZ-SF35VE-ER4 Type C CN606
2015 MUZ-SF35VE-ET2 MUZ-SF35VE-ET2 Type C CN606
2015 MUZ-SF35VE-ET4 MUZ-SF35VE-ET4 Type C CN606
2015 MUZ-SF35VEH-E2 MUZ-SF35VEH-E2 Type C CN606
2015 MUZ-SF35VEH-E3 MUZ-SF35VEH-E3 Type C CN606
2015 MUZ-SF35VEH-ER2 MUZ-SF35VEH-ER2 Type C CN606
2015 MUZ-SF35VEH-ET1 MUZ-SF35VEH-ET1 Type C CN606
2015 MUZ-SF42VE-E3 MUZ-SF42VE-E3 Type C CN606
2015 MUZ-SF42VE-E4 MUZ-SF42VE-E4 Type C CN606
2015 MUZ-SF42VE-ER3 MUZ-SF42VE-ER3 Type C CN606
2015 MUZ-SF42VE-ER4 MUZ-SF42VE-ER4 Type C CN606
2015 MUZ-SF42VE-ET2 MUZ-SF42VE-ET2 Type C CN606
2015 MUZ-SF42VE-ET4 MUZ-SF42VE-ET4 Type C CN606
2015 MUZ-SF42VEH-E2 MUZ-SF42VEH-E2 Type C CN606
2015 MUZ-SF42VEH-E3 MUZ-SF42VEH-E3 Type C CN606
2015 MUZ-SF42VEH-ER2 MUZ-SF42VEH-ER2 Type C CN606
2015 MUZ-SF42VEH-ET1 MUZ-SF42VEH-ET1 Type C CN606
2015 MUZ-SF50VE-E2 MUZ-SF50VE-E2 Type C CN606
2015 MUZ-SF50VE-ER2 MUZ-SF50VE-ER2 Type C CN606
2015 MUZ-SF50VE-ET1 MUZ-SF50VE-ET1 Type C CN606
2015 MUZ-SF50VE-ET2 MUZ-SF50VE-ET2 Type C CN606
2015 MUZ-SF50VEH-E2 MUZ-SF50VEH-E2 Type C CN606
2015 MUZ-SF50VEH-ET1 MUZ-SF50VEH-ET1 Type C CN606
2015 MXZ-2B30VA-E1 MXZ-2B30VA-E1 Type AD CN606
2015 MXZ-2B40VA-E1 MXZ-2B40VA-E1 Type AD CN606
2015 MXZ-2B52VA-E1 MXZ-2B52VA-E1 Type AD CN606
2015 MXZ-2C30VA-E1 MXZ-2C30VA-E1 Type AD CN606
2015 MXZ-2C40VA-E1 MXZ-2C40VA-E1 Type AD CN606
2015 MXZ-2C52VA-E1 MXZ-2C52VA-E1 Type AD CN606
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fiscal_year series model Relay cable Connector
2015 MXZ-2D33VA-E1 MXZ-2D33VA-E1 Type AD CN606
2015 MXZ-2D33VA-E2 MXZ-2D33VA-E2 Type AD CN606
2015 MXZ-2D33VA-ER2 MXZ-2D33VA-ER2 Type AD CN606
2015 MXZ-2D33VA-ET2 MXZ-2D33VA-ET2 Type AD CN606
2015 MXZ-2D40VA-E1 MXZ-2D40VA-E1 Type AD CN606
2015 MXZ-2D40VA-ER2 MXZ-2D40VA-ER2 Type AD CN606
2015 MXZ-2D42VA2-E3 MXZ-2D42VA2-E3 Type AD CN606
2015 MXZ-2D42VA2-ER3 MXZ-2D42VA2-ER3 Type AD CN606
2015 MXZ-2D42VA2-ET3 MXZ-2D42VA2-ET3 Type AD CN606
2015 MXZ-2D42VA-E2 MXZ-2D42VA-E2 Type AD CN606
2015 MXZ-2D42VA-E3 MXZ-2D42VA-E3 Type AD CN606
2015 MXZ-2D42VA-ER3 MXZ-2D42VA-ER3 Type AD CN606
2015 MXZ-2D42VA-ET2 MXZ-2D42VA-ET2 Type AD CN606
2015 MXZ-2D42VA-ET3 MXZ-2D42VA-ET3 Type AD CN606
2015 MXZ-2D53VA2-E3 MXZ-2D53VA2-E3 Type AD CN606
2015 MXZ-2D53VA2-ER3 MXZ-2D53VA2-ER3 Type AD CN606
2015 MXZ-2D53VA2-ET3 MXZ-2D53VA2-ET3 Type AD CN606
2015 MXZ-2D53VA-E1 MXZ-2D53VA-E1 Type AD CN606
2015 MXZ-2D53VA-E2 MXZ-2D53VA-E2 Type AD CN606
2015 MXZ-2D53VA-E3 MXZ-2D53VA-E3 Type AD CN606
2015 MXZ-2D53VA-ER2 MXZ-2D53VA-ER2 Type AD CN606
2015 MXZ-2D53VA-ER3 MXZ-2D53VA-ER3 Type AD CN606
2015 MXZ-2D53VA-ET2 MXZ-2D53VA-ET2 Type AD CN606
2015 MXZ-2D53VA-ET3 MXZ-2D53VA-ET3 Type AD CN606
2015 MXZ-2D53VAH2-E3 MXZ-2D53VAH2-E3 Type AD CN606
2015 MXZ-2D53VAH-E1 MXZ-2D53VAH-E1 Type AD CN606
2015 MXZ-2D53VAH-E2 MXZ-2D53VAH-E2 Type AD CN606
2015 MXZ-2D53VAH-E3 MXZ-2D53VAH-E3 Type AD CN606
2015 MXZ-2DM40VA-E1 MXZ-2DM40VA-E1 Type AD CN606
2015 MXZ-2DM40VA-ER1 MXZ-2DM40VA-ER1 Type AD CN606
2015 MXZ-2DM40VA-ET1 MXZ-2DM40VA-ET1 Type AD CN606
2015 MXZ-2E53VAHZ-E1 MXZ-2E53VAHZ-E1 Type C CN861
2015 MXZ-2E53VAHZ-ER1 MXZ-2E53VAHZ-ER1 Type C CN861
2015 MXZ-2HJ40VA-E1 MXZ-2HJ40VA-E1 Type AD CN606
2015 MXZ-2HJ40VA-ER1 MXZ-2HJ40VA-ER1 Type AD CN606
2015 MXZ-2HJ40VA-ET1 MXZ-2HJ40VA-ET1 Type AD CN606
2015 MXZ-3B54VA-E1 MXZ-3B54VA-E1 Type AD CN605
2015 MXZ-3B68VA-E1 MXZ-3B68VA-E1 Type AD CN605
2015 MXZ-3C54VA-E1 MXZ-3C54VA-E1 Type AD CN605
2015 MXZ-3C68VA-E1 MXZ-3C68VA-E1 Type AD CN605
2015 MXZ-3D54VA2-E2 MXZ-3D54VA2-E2 Type C CN861
2015 MXZ-3D54VA2-E3 MXZ-3D54VA2-E3 Type C CN861
2015 MXZ-3D54VA2-ER2 MXZ-3D54VA2-ER2 Type C CN861
2015 MXZ-3D54VA2-ER3 MXZ-3D54VA2-ER3 Type C CN861
2015 MXZ-3D54VA2-ET2 MXZ-3D54VA2-ET2 Type C CN861
2015 MXZ-3D54VA2-ET3 MXZ-3D54VA2-ET3 Type C CN861
2015 MXZ-3D54VA-E1 MXZ-3D54VA-E1 Type C CN861
2015 MXZ-3D68VA-E1 MXZ-3D68VA-E1 Type C CN861
2015 MXZ-3D68VA-E2 MXZ-3D68VA-E2 Type C CN861
2015 MXZ-3D68VA-E3 MXZ-3D68VA-E3 Type C CN861
2015 MXZ-3D68VA-ER2 MXZ-3D68VA-ER2 Type C CN861
2015 MXZ-3D68VA-ER3 MXZ-3D68VA-ER3 Type C CN861
2015 MXZ-3D68VA-ET2 MXZ-3D68VA-ET2 Type C CN861
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fiscal_year series model Relay cable Connector
2015 MXZ-3D68VA-ET3 MXZ-3D68VA-ET3 Type C CN861
2015 MXZ-3DM50VA-E1 MXZ-3DM50VA-E1 Type C CN861
2015 MXZ-3DM50VA-ER1 MXZ-3DM50VA-ER1 Type C CN861
2015 MXZ-3DM50VA-ET1 MXZ-3DM50VA-ET1 Type C CN861
2015 MXZ-3E54VA-E1 MXZ-3E54VA-E1 Type C CN861
2015 MXZ-3E54VA-ER1 MXZ-3E54VA-ER1 Type C CN861
2015 MXZ-3E54VA-ET1 MXZ-3E54VA-ET1 Type C CN861
2015 MXZ-3E68VA-E1 MXZ-3E68VA-E1 Type C CN861
2015 MXZ-3E68VA-ER1 MXZ-3E68VA-ER1 Type C CN861
2015 MXZ-3E68VA-ET1 MXZ-3E68VA-ET1 Type C CN861
2015 MXZ-3HJ50VA-E1 MXZ-3HJ50VA-E1 Type C CN861
2015 MXZ-3HJ50VA-ER1 MXZ-3HJ50VA-ER1 Type C CN861
2015 MXZ-3HJ50VA-ET1 MXZ-3HJ50VA-ET1 Type C CN861
2015 MXZ-4B71VA-E1 MXZ-4B71VA-E1 Type AD CN605
2015 MXZ-4B80VA-E1 MXZ-4B80VA-E1 Type AD CN605
2015 MXZ-4C71VA-E1 MXZ-4C71VA-E1 Type AD CN605
2015 MXZ-4C80VA2-E1 MXZ-4C80VA2-E1 Type C CN605
2015 MXZ-4C80VA-E1 (a) MXZ-4C80VA-E1 (a) Type AD CN605
2015 MXZ-4C80VA-E1 (b) MXZ-4C80VA-E1 (b) Type C CN605
2015 MXZ-4D72VA-E1 MXZ-4D72VA-E1 Type C CN861
2015 MXZ-4D72VA-E2 MXZ-4D72VA-E2 Type C CN861
2015 MXZ-4D72VA-E3 MXZ-4D72VA-E3 Type C CN861
2015 MXZ-4D72VA-ER2 MXZ-4D72VA-ER2 Type C CN861
2015 MXZ-4D72VA-ER3 MXZ-4D72VA-ER3 Type C CN861
2015 MXZ-4D72VA-ET2 MXZ-4D72VA-ET2 Type C CN861
2015 MXZ-4D72VA-ET3 MXZ-4D72VA-ET3 Type C CN861
2015 MXZ-4D83VA-E1 MXZ-4D83VA-E1 Type C CN605
2015 MXZ-4D83VA-E2 MXZ-4D83VA-E2 Type C CN605
2015 MXZ-4D83VA-ER2 MXZ-4D83VA-ER2 Type C CN605
2015 MXZ-4D83VA-ET2 MXZ-4D83VA-ET2 Type C CN605
2015 MXZ-4E72VA-E1 MXZ-4E72VA-E1 Type C CN861
2015 MXZ-4E72VA-ER1 MXZ-4E72VA-ER1 Type C CN861
2015 MXZ-4E72VA-ET1 MXZ-4E72VA-ET1 Type C CN861
2015 MXZ-4E83VA-E1 MXZ-4E83VA-E1 Type C CN861
2015 MXZ-4E83VA-E2 MXZ-4E83VA-E2 Type C CN861
2015 MXZ-4E83VA-ER1 MXZ-4E83VA-ER1 Type C CN861
2015 MXZ-4E83VA-ET1 MXZ-4E83VA-ET1 Type C CN861
2015 MXZ-4E83VA-ET2 MXZ-4E83VA-ET2 Type C CN861
2015 MXZ-4E83VAHZ-E1 MXZ-4E83VAHZ-E1 Type C CN861
2015 MXZ-4E83VAHZ-ER1 MXZ-4E83VAHZ-ER1 Type C CN861
2015 MXZ-5B100VA-E1 MXZ-5B100VA-E1 Type AD CN605
2015 MXZ-5C100VA2-E1 MXZ-5C100VA2-E1 Type C CN605
2015 MXZ-5C100VA-E1 (a) MXZ-5C100VA-E1  (a) Type AD CN605
2015 MXZ-5C100VA-E1  (b) MXZ-5C100VA-E1 (b) Type C CN605
2015 MXZ-5D102VA-E1 MXZ-5D102VA-E1 Type C CN605
2015 MXZ-5D102VA-E2 MXZ-5D102VA-E2 Type C CN605
2015 MXZ-5D102VA-ER2 MXZ-5D102VA-ER2 Type C CN605
2015 MXZ-5D102VA-ET2 MXZ-5D102VA-ET2 Type C CN605
2015 MXZ-5E102VA-E1 MXZ-5E102VA-E1 Type C CN861
2015 MXZ-5E102VA-E2 MXZ-5E102VA-E2 Type C CN861
2015 MXZ-5E102VA-ER1 MXZ-5E102VA-ER1 Type C CN861
2015 MXZ-5E102VA-ET1 MXZ-5E102VA-ET1 Type C CN861
2015 MXZ-5E102VA-ET2 MXZ-5E102VA-ET2 Type C CN861
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fiscal_year series model Relay cable Connector
2015 MXZ-6C120VA-E1 MXZ-6C120VA-E1 Type C CN861
2015 MXZ-6C120VA-E2 MXZ-6C120VA-E2 Type C CN861
2015 MXZ-6C122VA-E1 MXZ-6C122VA-E1 Type C CN861
2015 MXZ-6C122VA-E2 MXZ-6C122VA-E2 Type C CN861
2015 MXZ-6C122VA-ER1 MXZ-6C122VA-ER1 Type C CN861
2015 MXZ-6C122VA-ER2 MXZ-6C122VA-ER2 Type C CN861
2015 MXZ-6D122VA-E1 MXZ-6D122VA-E1 Type C CN861
2015 MXZ-6D122VA-ER1 MXZ-6D122VA-ER1 Type C CN861
2015 MXZ-6D122VA-ET1 MXZ-6D122VA-ET1 Type C CN861
2015 MXZ-2D53VAH-ER3 MXZ-2D53VAH-ER3 Type A CN606
2016 MUZ-DM50VA-ER1 MUZ-DM50VA-ER1 Type C CN606
2016 MUZ-DM60VA-ER1 MUZ-DM60VA-ER1 Type C CN606
2016 MUZ-DM71VA-ER1 MUZ-DM71VA-ER1 Type C CN606
2016 MUZ-HC35VA-E1 MUZ-HC35VA-E1 Type B CN606
2016 MUZ-LN25VG-E1 MUZ-LN25VG-E1 Type C CN606
2016 MUZ-LN25VG-ER1 MUZ-LN25VG-ER1 Type C CN606
2016 MUZ-LN25VG-ET1 MUZ-LN25VG-ET1 Type C CN606
2016 MUZ-LN25VGHZ-E1 MUZ-LN25VGHZ-E1 Type C CN606
2016 MUZ-LN25VGHZ-ER1 MUZ-LN25VGHZ-ER1 Type C CN606
2016 MUZ-LN25VGHZ-ET1 MUZ-LN25VGHZ-ET1 Type C CN606
2016 MUZ-LN35VG-E1 MUZ-LN35VG-E1 Type C CN606
2016 MUZ-LN35VG-ER1 MUZ-LN35VG-ER1 Type C CN606
2016 MUZ-LN35VG-ET1 MUZ-LN35VG-ET1 Type C CN606
2016 MUZ-LN35VGHZ-E1 MUZ-LN35VGHZ-E1 Type C CN606
2016 MUZ-LN35VGHZ-ER1 MUZ-LN35VGHZ-ER1 Type C CN606
2016 MUZ-LN35VGHZ-ET1 MUZ-LN35VGHZ-ET1 Type C CN606
2016 MUZ-LN50VG-E1 MUZ-LN50VG-E1 Type C CN606
2016 MUZ-LN50VG-ER1 MUZ-LN50VG-ER1 Type C CN606
2016 MUZ-LN50VG-ET1 MUZ-LN50VG-ET1 Type C CN606
2016 MUZ-LN50VGHZ-E1 MUZ-LN50VGHZ-E1 Type C CN606
2016 MUZ-LN50VGHZ-ER1 MUZ-LN50VGHZ-ER1 Type C CN606
2016 MUZ-LN50VGHZ-ET1 MUZ-LN50VGHZ-ET1 Type C CN606
2016 MUZ-LN60VG-E1 MUZ-LN60VG-E1 Type C CN606
2016 MUZ-LN60VG-ER1 MUZ-LN60VG-ER1 Type C CN606
2016 MUZ-LN60VG-ET1 MUZ-LN60VG-ET1 Type C CN606
2016 MUZ-WN25VA-E1 MUZ-WN25VA-E1 Type C CN606
2016 MUZ-WN25VA-ER1 MUZ-WN25VA-ER1 Type C CN606
2016 MUZ-WN25VA-ET1 MUZ-WN25VA-ET1 Type C CN606
2016 MUZ-WN35VA-ET1 MUZ-WN35VA-ET1 Type C CN606
2016 MXZ-4E83VA-E3 MXZ-4E83VA-E3 Type C CN861
2016 MXZ-4E83VA-ER2 MXZ-4E83VA-ER2 Type C CN861
2016 MXZ-4E83VA-ET3 MXZ-4E83VA-ET3 Type C CN861
2016 MXZ-4E83VAHZ-E2 MXZ-4E83VAHZ-E2 Type C CN861
2016 MXZ-4E83VAHZ-ER2 MXZ-4E83VAHZ-ER2 Type C CN861
2016 MXZ-5E102VA-E3 MXZ-5E102VA-E3 Type C CN861
2016 MXZ-5E102VA-ER2 MXZ-5E102VA-ER2 Type C CN861
2016 MXZ-5E102VA-ET3 MXZ-5E102VA-ET3 Type C CN861
2016 MXZ-6D122VA-E2 MXZ-6D122VA-E2 Type C CN861
2016 MXZ-6D122VA-ER2 MXZ-6D122VA-ER2 Type C CN861
2016 MXZ-6D122VA-ET2 MXZ-6D122VA-ET2 Type C CN861
2016 MUFZ-KJ25VEHZ-E2 MUFZ-KJ25VEHZ-E2 Type C CN606
2016 MUFZ-KJ25VEHZ-ER2 MUFZ-KJ25VEHZ-ER2 Type C CN606
2016 MUFZ-KJ25VEHZ-ET2 MUFZ-KJ25VEHZ-ET2 Type C CN606
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2016 MUFZ-KJ35VEHZ-E2 MUFZ-KJ35VEHZ-E2 Type C CN606
2016 MUFZ-KJ35VEHZ-ER2 MUFZ-KJ35VEHZ-ER2 Type C CN606
2016 MUFZ-KJ35VEHZ-ET2 MUFZ-KJ35VEHZ-ET2 Type C CN606
2016 MUFZ-KJ50VEHZ-E2 MUFZ-KJ50VEHZ-E2 Type C CN606
2016 MUFZ-KJ50VEHZ-ER2 MUFZ-KJ50VEHZ-ER2 Type C CN606
2016 MUFZ-KJ50VEHZ-ET2 MUFZ-KJ50VEHZ-ET2 Type C CN606
2016 SUZ-KA25VAG.TH SUZ-KA25VAG.TH Type C CN606
2016 SUZ-KA25VAB.TH-ER SUZ-KA25VAB.TH-ER Type C CN606
2016 SUZ-KA25VA6.TH-ET SUZ-KA25VA6.TH-ET Type C CN606
2016 SUZ-KA35VAG.TH SUZ-KA35VAG.TH Type C CN606
2016 SUZ-KA35VAG.TH-ER SUZ-KA35VAG.TH-ER Type C CN606
2016 SUZ-KA35VA6.TH-ET SUZ-KA35VA6.TH-ET Type C CN606
2016 SUZ-KA50VA6.TH SUZ-KA50VA6.TH Type C CN606
2016 SUZ-KA50VAG.TH-ET SUZ-KA50VAG.TH-ET Type C CN606
2016 SUZ-KAG60VAG.TH SUZ-KAG60VAG.TH Type C CNB806
2016 SUZ-KA60VA6.TH-ET SUZ-KA60VAG.TH-ET Type C CN806
2016 SUZ-KA71VA6.TH SUZ-KA71VA6.TH Type C CN806
2016 SUZ-KA71VA6.TH-ET SUZ-KA71VAG6.TH-ET Type C CNB806
2017 MUZ-WN35VA-E1 MUZ-WN35VA-E1 Type C CN606
2017 MXZ-2D33VA-E3 MXZ-2D33VA-E3 Type AD CN606
2017 MXZ-2D33VA-ER3 MXZ-2D33VA-ER3 Type AD CN606
2017 MXZ-2D33VA-ET3 MXZ-2D33VA-ET3 Type AD CN606
2017 MXZ-4D83VA-ER1 MXZ-4D83VA-ER1 Type C CN605
2017 MXZ-5D102VA-ER1 MXZ-5D102VA-ER1 Type C CN605
2017 MXZ-6D122VA2-E1 MXZ-6D122VA2-E1 Type C CN861
2017 MXZ-6D122VA2-ER1 MXZ-6D122VA2-ER1 Type C CN861
2017 MXZ-6D122VA2-ET1 MXZ-6D122VA2-ET1 Type C CN861
2018 MUY-TP35VF-E1 MUY-TP35VF-E1 Type C CN606
2018 MUY-TP35VF-ET1 MUY-TP35VF-ET1 Type C CN606
2018 MUY-TP50VF-E1 MUY-TP50VF-E1 Type C CN606
2018 MUY-TP50VF-ET1 MUY-TP50VF-ET1 Type C CN606
2018 MUZ-AP25VG-E1 MUZ-AP25VG-E1 Type C CN606
2018 MUZ-AP25VG-E6 MUZ-AP25VG-E6 Type C CN606
2018 MUZ-AP25VG-ER1 MUZ-AP25VG-ER1 Type C CN606
2018 MUZ-AP25VG-ET1 MUZ-AP25VG-ET1 Type C CN606
2018 MUZ-AP25VGH-E1 MUZ-AP25VGH-E1 Type C CN606
2018 MUZ-AP35VG-E1 MUZ-AP35VG-E1 Type C CN606
2018 MUZ-AP35VG-E6 MUZ-AP35VG-E6 Type C CN606
2018 MUZ-AP35VG-ER1 MUZ-AP35VG-ER1 Type C CN606
2018 MUZ-AP35VG-ET1 MUZ-AP35VG-ET1 Type C CN606
2018 MUZ-AP35VGH-E1 MUZ-AP35VGH-E1 Type C CN606
2018 MUZ-AP42VG-E1 MUZ-AP42VG-E1 Type C CN606
2018 MUZ-AP42VG-E6 MUZ-AP42VG-E6 Type C CN606
2018 MUZ-AP42VG-ER1 MUZ-AP42VG-ER1 Type C CN606
2018 MUZ-AP42VG-ET1 MUZ-AP42VG-ET1 Type C CN606
2018 MUZ-AP42VGH-E1 MUZ-AP42VGH-E1 Type C CN606
2018 MUZ-AP50VG-E1 MUZ-AP50VG-E1 Type C CN606
2018 MUZ-AP50VG-ER1 MUZ-AP50VG-ER1 Type C CN606
2018 MUZ-AP50VG-ET1 MUZ-AP50VG-ET1 Type C CN606
2018 MUZ-AP50VGH-E1 MUZ-AP50VGH-E1 Type C CN606
2018 MUZ-AP25VG-E2 MUZ-AP25VG-E2 Type C CN606
2018 MUZ-AP25VG-ER2 MUZ-AP25VG-ER2 Type C CN606
2018 MUZ-AP25VG-ET2 MUZ-AP25VG-ET2 Type C CN606
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2018 MUZ-AP25VGH-E2 MUZ-AP25VGH-E2 Type C CN606
2018 MUZ-AP35VG-E2 MUZ-AP35VG-E2 Type C CN606
2018 MUZ-AP35VG-ER2 MUZ-AP35VG-ER2 Type C CN606
2018 MUZ-AP35VG-ET2 MUZ-AP35VG-ET2 Type C CN606
2018 MUZ-AP35VGH-E2 MUZ-AP35VGH-E2 Type C CN606
2018 MUZ-AP42VG-E2 MUZ-AP42VG-E2 Type C CN606
2018 MUZ-AP42VG-ER2 MUZ-AP42VG-ER2 Type C CN606
2018 MUZ-AP42VG-ET2 MUZ-AP42VG-ET2 Type C CN606
2018 MUZ-AP42VGH-E2 MUZ-AP42VGH-E2 Type C CN606
2018 MUZ-HR25VF-ET1 MUZ-HR25VF-ET1 Type C CN606
2018 MUZ-HR35VF-ET1 MUZ-HR35VF-ET1 Type C CN606
2018 MUZ-HR42VF-ET1 MUZ-HR42VF-ET1 Type C CN606
2018 MUZ-HR50VF-ET1 MUZ-HR50VF-ET1 Type C CN606
2018 MXZ-2D33VA-E4 MXZ-2D33VA-E4 Type A CN606
2018 MXZ-2D33VA-ER4 MXZ-2D33VA-ER4 Type A CN606
2018 MXZ-2D33VA-ET4 MXZ-2D33VA-ET4 Type A CN606
2018 MXZ-2D42VA2-E4 MXZ-2D42VA2-E4 Type A CN606
2018 MXZ-2D42VA2-ER4 MXZ-2D42VA2-ER4 Type A CN606
2018 MXZ-2D42VA2-ET4 MXZ-2D42VA2-ET4 Type A CN606
2018 MXZ-2D53VA2-E4 MXZ-2D53VA2-E4 Type A CN606
2018 MXZ-2D53VA2-ER4 MXZ-2D53VA2-ER4 Type A CN606
2018 MXZ-2D53VA2-ET4 MXZ-2D53VA2-ET4 Type A CN606
2018 MXZ-2D53VAH2-E4 MXZ-2D53VAH2-E4 Type A CN606
2018 MXZ-2E53VAHZ-E2 MXZ-2E53VAHZ-E2 Type C CN861
2018 MXZ-2E53VAHZ-ER2 MXZ-2E53VAHZ-ER2 Type C CN861
2018 MXZ-2F33VF2-E1 MXZ-2F33VF2-E1 Type C CN606
2018 MXZ-2F33VF2-ET1 MXZ-2F33VF2-ET1 Type C CN606
2018 MXZ-2F33VF3-E1 MXZ-2F33VF3-E1 Type C CN606
2018 MXZ-2F33VF3-ET1 MXZ-2F33VF3-ET1 Type C CN606
2018 MXZ-2F33VF-E1 MXZ-2F33VF-E1 Type C CN606
2018 MXZ-2F33VF-ET1 MXZ-2F33VF-ET1 Type C CN606
2018 MXZ-2F42VF2-ET1 MXZ-2F42VF2-ET1 Type C CN606
2018 MXZ-2F42VF3-E1 MXZ-2F42VF3-E1 Type C CN606
2018 MXZ-2F42VF3-ET1 MXZ-2F42VF3-ET1 Type C CN606
2018 MXZ-2F42VF-E1 MXZ-2F42VF-E1 Type C CN606
2018 MXZ-2F42VF-ET1 MXZ-2F42VF-ET1 Type C CN606
2018 MXZ-2F53VF2-ET1 MXZ-2F53VF2-ET1 Type C CN606
2018 MXZ-2F53VF3-E1 MXZ-2F53VF3-E1 Type C CN606
2018 MXZ-2F53VF3-ET1 MXZ-2F53VF3-ET1 Type C CN606
2018 MXZ-2F53VF-E1 MXZ-2F53VF-E1 Type C CN606
2018 MXZ-2F53VF-ET1 MXZ-2F53VF-ET1 Type C CN606
2018 MXZ-2F53VFH-E1 MXZ-2F53VFH-E1 Type C CN606
2018 MXZ-2HA40VF-E1 MXZ-2HA40VF-E1 Type C CN606
2018 MXZ-2HA40VF-ET1 MXZ-2HA40VF-ET1 Type C CN606
2018 MXZ-2HA50VF-E1 MXZ-2HA50VF-E1 Type C CN606
2018 MXZ-2HA50VF-ET1 MXZ-2HA50VF-ET1 Type C CN606
2018 MXZ-3E54VA-E2 MXZ-3E54VA-E2 Type C CN861
2018 MXZ-3E54VA-ER2 MXZ-3E54VA-ER2 Type C CN861
2018 MXZ-3E54VA-ET2 MXZ-3E54VA-ET2 Type C CN861
2018 MXZ-3E68VA-E2 MXZ-3E68VA-E2 Type C CN861
2018 MXZ-3E68VA-ER2 MXZ-3E68VA-ER2 Type C CN861
2018 MXZ-3E68VA-ET2 MXZ-3E68VA-ET2 Type C CN861
2018 MXZ-3F54VF-E1 MXZ-3F54VF-E1 Type C CN861
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2018 MXZ-3F54VF-E2 MXZ-3F54VF-E2 Type C CN861
2018 MXZ-3F54VF-ET1 MXZ-3F54VF-ET1 Type C CN861
2018 MXZ-3F54VF-ET2 MXZ-3F54VF-ET2 Type C CN861
2018 MXZ-3F68VF-E1 MXZ-3F68VF-E1 Type C CN861
2018 MXZ-3F68VF-E2 MXZ-3F68VF-E2 Type C CN861
2018 MXZ-3F68VF-ET1 MXZ-3F68VF-ET1 Type C CN861
2018 MXZ-3F68VF-ET2 MXZ-3F68VF-ET2 Type C CN861
2018 MXZ-3HA50VF-E1 MXZ-3HA50VF-E1 Type C CN861
2018 MXZ-3HA50VF-ET1 MXZ-3HA50VF-ET1 Type C CN861
2018 MXZ-4E72VA-E2 MXZ-4E72VA-E2 Type C CN861
2018 MXZ-4E72VA-ER2 MXZ-4E72VA-ER2 Type C CN861
2018 MXZ-4E72VA-ET2 MXZ-4E72VA-ET2 Type C CN861
2018 MXZ-4E83VA-E4 MXZ-4E83VA-E4 Type C CN861
2018 MXZ-4E83VA-ER3 MXZ-4E83VA-ER3 Type C CN861
2018 MXZ-4E83VA-ET4 MXZ-4E83VA-ET4 Type C CN861
2018 MXZ-4E83VAHZ-E3 MXZ-4E83VAHZ-E3 Type C CN861
2018 MXZ-4E83VAHZ-ER3 MXZ-4E83VAHZ-ER3 Type C CN861
2018 MXZ-4F72VF-E1 MXZ-4F72VF-E1 Type C CN861
2018 MXZ-4F72VF-E2 MXZ-4F72VF-E2 Type C CN861
2018 MXZ-4F72VF-ET1 MXZ-4F72VF-ET1 Type C CN861
2018 MXZ-4F72VF-ET2 MXZ-4F72VF-ET2 Type C CN861
2018 MXZ-5E102VA-E4 MXZ-5E102VA-E4 Type C CN861
2018 MXZ-5E102VA-ER3 MXZ-5E102VA-ER3 Type C CN861
2018 MXZ-5E102VA-ET4 MXZ-5E102VA-ET4 Type C CN861
2018 SUZ-M25VA.TH SUZ-M25VA.TH Type C CN606
2018 SUZ-M25VA-ET.TH SUZ-M25VA-ET.TH Type C CN606
2018 SUZ-M35VA.TH SUZ-M35VA.TH Type C CN606
2018 SUZ-M35VA-ET.TH SUZ-M35VA-ET.TH Type C CN606
2018 SUZ-M50VA.TH SUZ-M50VA.TH Type C CN606
2018 SUZ-M50VA-ET.TH SUZ-M50VA-ET.TH Type C CN606
2018 SUZ-M60VA.TH SUZ-M60VA.TH Type C CN806
2018 SUZ-M60VA-ET.TH SUZ-M60VA-ET.TH Type C CNB806
2018 SUZ-M71VA.TH SUZ-M71VA.TH Type C CNB806
2018 SUZ-M71VA-ET.TH SUZ-M71VA-ET.TH Type C CN806
2018 SUZ-SA100VA2.TH SUZ-SA100VA2.TH Type C CN806
2018 SUZ-SA71VA3.TH SUZ-SA71VA3.TH Type C CN806
2018 SUZ-SM71VA.TH SUZ-SM71VA.TH Type C CN806
2019 MUZ-AP20VG-E1 MUZ-AP20VG-E1 Type C CN606
2019 MUZ-AP20VG-ER1 MUZ-AP20VG-ER1 Type C CN606
2019 MUZ-AP20VG-ET1 MUZ-AP20VG-ET1 Type C CN606
2019 MUZ-AP60VG-E1 MUZ-AP60VG-E1 Type C CN606
2019 MUZ-AP60VG-ER1 MUZ-AP60VG-ER1 Type C CN606
2019 MUZ-AP60VG-ET1 MUZ-AP60VG-ET1 Type C CN606
2019 MUZ-AP71VG-E1 MUZ-AP71VG-E1 Type C CNB806
2019 MUZ-BT20VG-E1 MUZ-BT20VG-E1 Type C CN606
2019 MUZ-BT20VG-ER1 MUZ-BT20VG-ER1 Type C CN606
2019 MUZ-BT20VG-ET1 MUZ-BT20VG-ET1 Type C CN606
2019 MUZ-BT25VG-E1 MUZ-BT25VG-E1 Type C CN606
2019 MUZ-BT25VG-ER1 MUZ-BT25VG-ER1 Type C CN606
2019 MUZ-BT25VG-ET1 MUZ-BT25VG-ET1 Type C CN606
2019 MUZ-BT35VG-E1 MUZ-BT35VG-E1 Type C CN606
2019 MUZ-BT35VG-ER1 MUZ-BT35VG-ER1 Type C CN606
2019 MUZ-BT35VG-ET1 MUZ-BT35VG-ET1 Type C CN606
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2019 MUZ-BT50VG-E1 MUZ-BT50VG-E1 Type C CN606
2019 MUZ-BT50VG-ER1 MUZ-BT50VG-ER1 Type C CN606
2019 MUZ-BT50VG-ET1 MUZ-BT50VG-ET1 Type C CN606
2019 MUZ-EF25VG-E1 MUZ-EF25VG-E1 Type C CN606
2019 MUZ-EF25VG-ER1 MUZ-EF25VG-ER1 Type C CN606
2019 MUZ-EF25VG-ET1 MUZ-EF25VG-ET1 Type C CN606
2019 MUZ-EF25VGH-E1 MUZ-EF25VGH-E1 Type C CN606
2019 MUZ-EF35VG-E1 MUZ-EF35VG-E1 Type C CN606
2019 MUZ-EF35VG-ER1 MUZ-EF35VG-ER1 Type C CN606
2019 MUZ-EF35VG-ET1 MUZ-EF35VG-ET1 Type C CN606
2019 MUZ-EF35VGH-E1 MUZ-EF35VGH-E1 Type C CN606
2019 MUZ-EF42VG-E1 MUZ-EF42VG-E1 Type C CN606
2019 MUZ-EF42VG-ER1 MUZ-EF42VG-ER1 Type C CN606
2019 MUZ-EF42VG-ET1 MUZ-EF42VG-ET1 Type C CN606
2019 MUZ-EF50VG-E1 MUZ-EF50VG-E1 Type C CN606
2019 MUZ-EF50VG-ER1 MUZ-EF50VG-ER1 Type C CN606
2019 MUZ-EF50VG-ET1 MUZ-EF50VG-ET1 Type C CN606
2019 MUZ-HR25VF-E1 MUZ-HR25VF-E1 Type C CN606
2019 MUZ-HR25VF-ER1 MUZ-HR25VF-ER1 Type C CN606
2019 MUZ-HR35VF-E1 MUZ-HR35VF-E1 Type C CN606
2019 MUZ-HR35VF-ER1 MUZ-HR35VF-ER1 Type C CN606
2019 MUZ-HR42VF-E1 MUZ-HR42VF-E1 Type C CN606
2019 MUZ-HR42VF-ER1 MUZ-HR42VF-ER1 Type C CN606
2019 MUZ-HR50VF-E1 MUZ-HR50VF-E1 Type C CN606
2019 MUZ-HR50VF-ER1 MUZ-HR50VF-ER1 Type C CN606
2019 MUZ-LN25VG2-E1 MUZ-LN25VG2-E1 Type C CN606
2019 MUZ-LN25VG2-ET1 MUZ-LN25VG2-ET1 Type C CN606
2019 MUZ-LN25VGHZ2-E1 MUZ-LN25VGHZ2-E1 Type C CN606
2019 MUZ-LN35VG2-E1 MUZ-LN35VG2-E1 Type C CN606
2019 MUZ-LN35VG2-ET1 MUZ-LN35VG2-ET1 Type C CN606
2019 MUZ-LN35VGHZ2-E1 MUZ-LN35VGHZ2-E1 Type C CN606
2019 MUZ-LN50VG2-E1 MUZ-LN50VG2-E1 Type C CN606
2019 MUZ-LN50VG2-ET1 MUZ-LN50VG2-ET1 Type C CN606
2019 MXZ-2F42VF2-E1 MXZ-2F42VF2-E1 Type C CN606
2019 MXZ-2F53VF2-E1 MXZ-2F53VF2-E1 Type C CN606
2019 MXZ-2F53VFH2-E1 MXZ-2F53VFH2-E1 Type C CN606
2019 MXZ-2F53VFH3-E1 MXZ-2F53VFH3-E1 Type C CN606
2019 MXZ-2F53VFHZ-E1 MXZ-2F53VFHZ-E1 Type C CN861
2019 MXZ-3F54VF2-E1 MXZ-3F54VF2-E1 Type C CN861
2019 MXZ-3F54VF2-ET1 MXZ-3F54VF2-ET1 Type C CN861
2019 MXZ-3F54VF3-E1 MXZ-3F54VF3-E1 Type C CN861
2019 MXZ-3F54VF3-ET1 MXZ-3F54VF3-ET1 Type C CN861
2019 MXZ-3F68VF2-E1 MXZ-3F68VF2-E1 Type C CN861
2019 MXZ-3F68VF2-ET1 MXZ-3F68VF2-ET1 Type C CN861
2019 MXZ-3F68VF3-E1 MXZ-3F68VF3-E1 Type C CN861
2019 MXZ-3F68VF3-ET1 MXZ-3F68VF3-ET1 Type C CN861
2019 MXZ-4F72VF2-E1 MXZ-4F72VF2-E1 Type C CN861
2019 MXZ-4F72VF2-ET1 MXZ-4F72VF2-ET1 Type C CN861
2019 MXZ-4F72VF3-E1 MXZ-4F72VF3-E1 Type C CN861
2019 MXZ-4F72VF3-ET1 MXZ-4F72VF3-ET1 Type C CN861
2019 MXZ-4F80VF2-E1 MXZ-4F80VF2-E1 Type C CN861
2019 MXZ-4F80VF2-ET1 MXZ-4F80VF2-ET1 Type C CN861
2019 MXZ-4F80VF3-E1 MXZ-4F80VF3-E1 Type C CN861
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2019 MXZ-4F80VF3-ET1 MXZ-4F80VF3-ET1 Type C CN861
2019 MXZ-4F83VF-E1 MXZ-4F83VF-E1 Type C CN861
2019 MXZ-4F83VF-ET1 MXZ-4F83VF-ET1 Type C CN861
2019 MXZ-4F83VFHZ-E1 MXZ-4F83VFHZ-E1 Type C CN861
2019 MXZ-5F102VF-E1 MXZ-5F102VF-E1 Type C CN861
2019 MXZ-5F102VF-ET1 MXZ-5F102VF-ET1 Type C CN861
2019 SUZ-KA50VAG.TH-ER SUZ-KA50VAG.TH-ER Type C CN606
2019 SUZ-KA60VAB.TH-ER SUZ-KAG60VAB.TH-ER Type C CN806
2019 SUZ-M25VA-ETR2.TH SUZ-M25VA-ETR2.TH Type C CN606
2019 SUZ-M25VAR1.TH SUZ-M25VAR1.TH Type C CN606
2019 SUZ-M25VAR2.TH SUZ-M25VAR2.TH Type C CN606
2019 SUZ-M35VA-ETR2.TH SUZ-M35VA-ETR2.TH Type C CN606
2019 SUZ-M35VAR1.TH SUZ-M35VAR1.TH Type C CN606
2019 SUZ-M35VAR2.TH SUZ-M35VAR2.TH Type C CN606
2019 SUZ-M50VA-ETR2.TH SUZ-M50VA-ETR2.TH Type C CN606
2019 SUZ-M50VAR1.TH SUZ-M50VAR1.TH Type C CN606
2019 SUZ-M50VAR2.TH SUZ-M50VAR2.TH Type C CN606
2019 SUZ-M60VA-ETR2.TH SUZ-M60VA-ETR2.TH Type C CNB806
2019 SUZ-M60VAR1.TH SUZ-M60VAR1.TH Type C CNB806
2019 SUZ-M60VAR2.TH SUZ-M60VAR2.TH Type C CN806
2019 SUZ-M71VA-ETR1.TH SUZ-M71VA-ETR1.TH Type C CNB806
2019 SUZ-M71VAR1.TH SUZ-M71VAR1.TH Type C CN806
2020 MUZ-AP25VG-E3 MUZ-AP25VG-E3 Type C CN606
2020 MUZ-AP25VG-ET3 MUZ-AP25VG-ET3 Type C CN606
2020 MUZ-AP25VGH-E3 MUZ-AP25VGH-E3 Type C CN606
2020 MUZ-AP35VG-E3 MUZ-AP35VG-E3 Type C CN606
2020 MUZ-AP35VG-ET3 MUZ-AP35VG-ET3 Type C CN606
2020 MUZ-AP35VGH-E3 MUZ-AP35VGH-E3 Type C CN606
2020 MUZ-FT25VGHZ-E1 MUZ-FT25VGHZ-E1 Type C CN606
2020 MUZ-FT25VGHZ-ET1 MUZ-FT25VGHZ-ET1 Type C CN606
2020 MUZ-FT25VGHZ-SC1 MUZ-FT25VGHZ-SC1 Type C CN606
2020 MUZ-FT35VGHZ-E1 MUZ-FT35VGHZ-E1 Type C CN606
2020 MUZ-FT35VGHZ-ET1 MUZ-FT35VGHZ-ET1 Type C CN606
2020 MUZ-FT35VGHZ-SC1 MUZ-FT35VGHZ-SC1 Type C CN606
2020 MUZ-FT50VGHZ-E1 MUZ-FT50VGHZ-E1 Type C CN606
2020 MUZ-FT50VGHZ-ET1 MUZ-FT50VGHZ-ET1 Type C CN606
2020 MUZ-FT50VGHZ-SC1 MUZ-FT50VGHZ-SC1 Type C CN606
2020 MUZ-HR25VF-E2 MUZ-HR25VF-E2 Type C CN606
2020 MUZ-HR25VF-ET2 MUZ-HR25VF-ET2 Type C CN606
2020 MUZ-HR35VF-E2 MUZ-HR35VF-E2 Type C CN606
2020 MUZ-HR35VF-ET2 MUZ-HR35VF-ET2 Type C CN606
2020 MUZ-HR42VF-E2 MUZ-HR42VF-E2 Type C CN606
2020 MUZ-HR42VF-ET2 MUZ-HR42VF-ET2 Type C CN606
2020 MUZ-HR50VF-E2 MUZ-HR50VF-E2 Type C CN606
2020 MUZ-HR50VF-ET2 MUZ-HR50VF-ET2 Type C CN606
2020 MUZ-HR60VF-E1 MUZ-HR60VF-E1 Type C CN606
2020 MUZ-HR60VF-ER1 MUZ-HR60VF-ER1 Type C CN606
2020 MUZ-HR60VF-ET1 MUZ-HR60VF-ET1 Type C CN606
2020 MUZ-HR71VF-E1 MUZ-HR71VF-E1 Type C CN606
2020 MUZ-HR71VF-ER1 MUZ-HR71VF-ER1 Type C CN606
2020 MUZ-HR71VF-ET1 MUZ-HR71VF-ET1 Type C CN606
2020 MXZ-6F122VF-E1 MXZ-6F122VF-E1 Type C CN861
2020 MXZ-6F122VF-ET1 MXZ-6F122VF-ET1 Type C CN861
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<For Australlia>

fiscal_year series model Relay cable Connector
2005 | FB5OVA MUZ-FB5OVA(H)-A1 Type AD CN605
2005 | FB50VA MUFZ-FB50VA(H)-AT Type AD CN605
2005 | GB5O/FB35/GE MUZ-GB50VA-A2/FB35VAH/GE25/35/50 Type B CN606
2005 | MUZ-FAGAKAsmall RAC(1) | MUZ-GA25/35VA(H) GB25/35VA(H) SUZ25 Type AD CN606
2005 | MUZFAGAKAsmallRAC(2) | MUZ-GA25/35VA(H) SUZ25 Type AD CN606
2005 | MUZFAGAKAsmallRAC(3) | MUZ-GA25/35VA(H) FA25/35VA-A1 SUZ25 Type AD CN606
2005 | MUZ-FB25/35 MUZ-FB25VA(H)/35VA-A1 GC25/35VA Type B CN606
2005 | MUZ-FB35VAH MUZ-FB35VAH-A1 Type B CN606
2005 MUZ-GA GB big RAC-A(1) %%‘f&??%ﬁé@ﬁ?%@153"va_ N Type AD CN605
2005 MUZ-GA GB big RAC-A(2) %‘127'16\/'?“?2\{%’2;%%1?2\{%@153"va_ N Type AD CN605
2005 MUZ-GA GB big RAC-A(3) %‘127'16\/'?“?2\{%’2;%%1?2\{%@153"va_ N Type AD CN605
2005 | MUZ-GAGOVA big RAC-B MUZ-GABOVA-A3 Type AD CN605
2005 | SUZ-KA25VA.TH-A SUZ-KA25VA TH-A Type AD CN606
2005 | SUZ-KA35VA.TH-A SUZ-KA35VA TH-A Type AD CN606
2005 | SUZ-KAS0VA.TH-A SUZ-KA50VA.TH-A Type AD CN605
2005 | SUZ-KAGOVA.TH-A SUZ-KABOVA. TH-A Type AD CN605
2005 | SUZ-KA71VATH-A SUZ-KA71VA TH-A Type AD CN605
2007 | SUZ-KASOVA#1.TH-A SUZ-KA50VA#1.TH-A Type AD CN605
2007 | SUZ-KAGOVA#1.TH-A SUZ-KABOVA#1.TH-A Type AD CN605
2007 | SUZ-KA71VA#1.TH-A SUZ-KAT1VA#1.TH-A Type AD CN605
2008 | MUZ-FB25VA-A1 MUZ-FB25VA-A1 Type B CN606
2008 | MUZ-FB35VA-A1 MUZ-FB35VA-A1 Type B CN606
2008 | MUZ-FB35VAH-A1 MUZ-FB35VAH-A1 Type B CN606
2008 | MUZ-FB50VA-A1 MUZ-FB50VA-AT Type AD CN605
2008 | MUZ-FB50VAH-A1 MUZ-FB50VAH-A1 Type AD CN605
2008 | SUZ-KA25VART.TH-A SUZ-KA25VAR1.TH-A Type B CN606
2008 | SUZ-KA35VART.TH-A SUZ-KA35VART.TH-A Type B CN606
2008 | SUZ-KA50VAR2.TH-A SUZ-KA50VAR2.TH-A Type B CN606
2008 | SUZ-KA6OVAR2.TH-A SUZ-KAGOVAR2.TH-A Type AD CN605
2009 | MUFZ-FB50VAH-A1 MUFZ-FB50VAH-A1 Type AD CN606
2009 | MUY-GC25VA-A1 MUY-GC25VA-A1 Type B CN606
2009 | MUY-GC35VA-A1 MUY-GC35VA-AT Type B CN606
2009 | MUY-GC71 MUY-GC71VA-A1 Type AD CN605
2009 | MUZ 09model MUZ-GE60/71/80VA-A1 Type C CN806
2009 | MUZ-GE25VA-A1 MUZ-GE25VA-A1 Type B CN606
2009 | MUZ-GE35VA-A1 MUZ-GE35VA-A1 Type B CN606
2009 | MUZ-GE50VA-A1 MUZ-GE50VA-A1 Type B CN606
2010 | MUZ-GE6OVA-A1 MUZ-GE60VA-A1 Type C CN806
2010 | MUZ-GE71VA-A1 MUZ-GE71VA-A1 Type C CN806
2010 | MUZ-GESOVA-A1 MUZ-GESOVA-AT Type C CN806
2010 | SUZ-KA25VA2.TH-A SUZ-KA25VA2. TH-A Type B CN606
2010 | SUZ-KA35VA2.TH-A SUZ-KA35VA2. TH-A Type B CN606
2010 | SUZ-KA50VA2.TH-A SUZ-KA50VA2.TH-A Type B CN606
2010 | SUZ-KAGOVA2.TH-A SUZ-KABOVA2.TH-A Type AD CN605
2010 | SUZ-KA71VA2.TH-A SUZ-KA71VA2. TH-A Type C CN806
2011 MUZ-GE33VA-A1 MUZ-GE33VA-A1 Type B CN606
2011 MUZ-GE42VA-A1 MUZ-GE42VA-A1 Type B CN606
2011 SUZ-KA25VA3.TH-A SUZ-KA25VA3.TH-A Type B CN606
2011 SUZ-KA50VA3.TH-A SUZ-KA50VA3.TH-A Type B CN606
2011 SUZ-KAGOVA3.TH-A SUZ-KABOVA3.TH-A Type C CN806
2011 SUZ-KA71VA3.TH-A SUZ-KA71VA3.TH-A Type C CN806
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fiscal_year series model Relay cable Connector
2012 MUZ-GE25VA-A2 MUZ-GE25VA-A2 Type B CN606
2012 MUZ-GE35VA2-A1 MUZ-GE35VA2-A1 Type B CN606
2012 MUZ-GE35VA2-A2 MUZ-GE35VA2-A2 Type B CN606
2012 MUZ-GE50VA2-A1 MUZ-GE50VA2-A1 Type C CN806
2012 MUZ-GE80VA2-A1 MUZ-GE80VA2-A1 Type C CN806
2013 MUZ-EF25VE-A1 MUZ-EF25VE-A1 Type C CN606
2013 MUZ-EF35VE-A1 MUZ-EF35VE-A1 Type C CN606
2013 MUZ-EF42VE-A1 MUZ-EF42VE-A1 Type C CN606
2013 MUZ-EF50VE-A1 MUZ-EF50VE-A1 Type C CN606
2013 MUZ-GEG60VAD-A1 MUZ-GEG60VAD-A1 Type C CN806
2013 MUZ-GE71VAD-A1 MUZ-GE71VAD-A1 Type C CN806
2013 MUZ-GE80VAD-A1 MUZ-GE80OVAD-A1 Type C CN806
2014 MUFZ-KJ25VE-A1 MUFZ-KJ25VE-A1 Type C CN606
2014 MUFZ-KJ35VE-A1 MUFZ-KJ35VE-A1 Type C CN606
2014 MUFZ-KJ50VE-A1 MUFZ-KJ50VE-A1 Type C CN806
2014 MUFZ-KJ50VEHZ-A1 MUFZ-KJ50VEHZ-A1 Type C CN806
2014 MUZ-GE25VAD-A1 MUZ-GE25VAD-A1 Type B CN606
2014 MUZ-GE35VAD-A1 MUZ-GE35VAD-A1 Type B CN606
2014 MUZ-GE42VAD-A1 MUZ-GE42VAD-A1 Type B CN606
2014 MUZ-GE50VAD-A1 MUZ-GE50VAD-A1 Type B CN606
2015 MUZ-FH25VE-A1 MUZ-FH25VE-A1 Type C CN606
2015 MUZ-FH25VEHZ-A1 MUZ-FH25VEHZ-A1 Type C CN606
2015 MUZ-FH35VE-A1 MUZ-FH35VE-A1 Type C CN606
2015 MUZ-FH35VEHZ-A1 MUZ-FH35VEHZ-A1 Type C CN606
2015 MUZ-FH50VE-A1 MUZ-FH50VE-A1 Type C CN806
2015 MUZ-FH50VEHZ-A1 MUZ-FH50VEHZ-A1 Type C CN806
2015 MUZ-GL25VGD-A1 MUZ-GL25VGD-A1 Type C CN606
2015 MUZ-GL35VGD-A1 MUZ-GL35VGD-A1 Type C CN606
2015 MUZ-GL42VGD-A1 MUZ-GL42VGD-A1 Type C CN606
2015 MUZ-GL50VGD-A1 MUZ-GL50VGD-A1 Type C CN806
2015 MUZ-GL60VGD-A1 MUZ-GL60VGD-A1 Type C CN806
2015 MUZ-GL71VGD-A1 MUZ-GL71VGD-A1 Type C CN806
2015 MUZ-GL80VGD-A1 MUZ-GL80VGD-A1 Type C CN806
2015 MXZ-2B52VA-A1 MXZ-2B52VA-A1 Type AD CN606
2015 MXZ-2C52VA-A1 MXZ-2C52VA-A1 Type AD CN606
2015 MXZ-2D52VA-A1 MXZ-2D52VA-A1 Type AD CN606
2015 MXZ-2D52VA-A2 MXZ-2D52VA-A2 Type AD CN606
2015 MXZ-3B54VA-A1 MXZ-3B54VA-A1 Type AD CN605
2015 MXZ-3C54VA-A1 MXZ-3C54VA-A1 Type AD CN605
2015 MXZ-3D54VA-A1 MXZ-3D54VA-A1 Type C CN861
2015 MXZ-3D54VA-A2 MXZ-3D54VA-A2 Type C CN861
2015 MXZ-4B71VA-A1 MXZ-4B71VA-A1 Type AD CN605
2015 MXZ-4B80VA-A1 MXZ-4B80VA-A1 Type AD CN605
2015 MXZ-4C71VA-A1 MXZ-4C71VA-A1 Type AD CN605
2015 MXZ-4C80VA-A1 (a) MXZ-4C80VA-A1 (a) Type AD CN605
2015 MXZ-4C80VA-A1 (b) MXZ-4C80VA-A1 (b) Type C CN605
2015 MXZ-4D71VA-A1 MXZ-4D71VA-A1 Type C CN861
2015 MXZ-4D71VA-A2 MXZ-4D71VA-A2 Type C CN861
2015 MXZ-4D80VA-A1 MXZ-4D80VA-A1 Type C CN605
2015 MXZ-5B100VA-A1 MXZ-5B100VA-A1 Type AD CN605
2015 MXZ-5C100VA-A1  (a) MXZ-5C100VA-A1  (a) Type AD CN605
2015 MXZ-5C100VA-A1  (b) MXZ-5C100VA-A1  (b) Type C CN605
2015 MXZ-5D100VA-A1 MXZ-5D100VA-A1 Type C CN605
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fiscal_year series model Relay cable Connector
2015 MXZ-6C120VA-A1 MXZ-6C120VA-A1 Type C CN861
2015 MXZ-6C120VA-A2 MXZ-6C120VA-A2 Type C CN861
2015 MXZ-6D120VA-A1 MXZ-6D120VA-A1 Type C CN861
2016 MUZ-GE25VAD2-A1 MUZ-GE25VAD2-A1 Type B CN606
2016 MUZ-GE35VAD2-A1 MUZ-GE35VAD2-A1 Type B CN606
2016 MUZ-GE42VAD2-A1 MUZ-GE42VAD2-A1 Type B CN606
2016 MUZ-GE50VAD2-A1 MUZ-GE50VAD2-A1 Type B CN606
2016 MXZ-2E52VAD-A1 MXZ-2E52VAD-A1 Type C CN861
2016 MXZ-3E54VAD-A1 MXZ-3E54VAD-A1 Type C CN861
2016 MXZ-4E71VAD-A1 MXZ-4E71VAD-A1 Type C CN861
2016 MXZ-4E80VAD-A1 MXZ-4E80VAD-A1 Type C CN861
2016 MXZ-5E 100VAD-A1 MXZ-5E 100VAD-A1 Type C CN861
2016 MXZ-6E 120VAD-A1 MXZ-6E 120VAD-A1 Type C CN861
2017 MUY-GN25VF-A1 MUY-GN25VF-A1 Type C CN606
2017 MUY-GN35VF-A1 MUY-GN35VF-A1 Type C CN606
2017 MUY-GN42VF-A1 MUY-GN42VF-A1 Type C CN606
2017 MUY-GN50VF-A1 MUY-GN50VF-A1 Type C CN606
2017 MUY-GNBOVF-A1 MUY-GNBOVF-A1 Type C CN606
2017 MUY-GN71VF-A1 MUY-GN71VF-A1 Type C CN806
2017 MUY-GN8OVF-A1 MUY-GN8OVF-A1 Type C CN806
2018 MUZ-AP25VG-A1 MUZ-AP25VG-A1 Type C CN606
2018 MUZ-AP25VGD-A1 MUZ-AP25VGD-A1 Type C CN606
2018 MUZ-AP35VG-A1 MUZ-AP35VG-A1 Type C CN606
2018 MUZ-AP35VGD-A1 MUZ-AP35VGD-A1 Type C CN606
2018 MUZ-AP42VG-A1 MUZ-AP42VG-A1 Type C CN606
2018 MUZ-AP42VGD-A1 MUZ-AP42VGD-A1 Type C CN606
2018 MUZ-AP50VG-A1 MUZ-AP50VG-A1 Type C CN606
2018 MUZ-AP50VGD-A1 MUZ-AP50VGD-A1 Type C CN606
2018 MUZ-AP60VG-A1 MUZ-AP60VG-A1 Type C CN606
2018 MUZ-AP60VGD-A1 MUZ-AP60VGD-A1 Type C CN606
2018 MUZ-AP71VG-A1 MUZ-AP71VG-A1 Type C CN806
2018 MUZ-AP71VGD-A1 MUZ-AP71VGD-A1 Type C CN806
2018 MUZ-AP80VG-A1 MUZ-AP8OVG-A1 Type C CN806
2018 MUZ-AP80VGD-A1 MUZ-AP80VGD-A1 Type C CN806
2018 MUZ-LN25VG-A1 MUZ-LN25VG-A1 Type C CN606
2018 MUZ-LN25VGHZ-A1 MUZ-LN25VGHZ-A1 Type C CN606
2018 MUZ-LN35VG-A1 MUZ-LN35VG-A1 Type C CN606
2018 MUZ-LN35VGHZ-A1 MUZ-LN35VGHZ-A1 Type C CN606
2018 MUZ-LN50VG-A1 MUZ-LN50VG-A1 Type C CN606
2018 MUZ-LN50VGHZ-A1 MUZ-LN50VGHZ-A1 Type C CN806
2018 MUZ-LNBOVG-A1 MUZ-LNBOVG-A1 Type C CN806
2018 MXZ-2D52VA2-A1 MXZ-2D52VA2-A1 Type AD CN606
2018 SUZ-KA25VAD2.TH-A SUZ-KA25VAD2.TH-A Type C CN606
2018 SUZ-KA35VAD2.TH-A SUZ-KA35VAD2.TH-A Type C CN606
2018 SUZ-KA50VAD2.TH-A SUZ-KA50VAD2.TH-A Type C CN806
2018 SUZ-KAB0VAD2.TH-A SUZ-KAB0VAD2.TH-A Type C CN806
2018 SUZ-KA71VAD2.TH-A SUZ-KA71VAD2.TH-A Type C CN806
2019 MXZ-2E52VAD2-A1 MXZ-2E52VAD2-A1 Type C CN861
2019 MXZ-3E54VAD2-A1 MXZ-3E54VAD2-A1 Type C CN861
2019 MXZ-4E71VAD2-A1 MXZ-4E71VAD2-A1 Type C CN861
2019 MXZ-4E80VAD2-A1 MXZ-4E80VAD2-A1 Type C CN861
2019 MXZ-5E100VAD2-A1 MXZ-5E100VAD2-A1 Type C CN861
2019 MXZ-6E120VAD2-A1 MXZ-6E120VAD2-A1 Type C CN861
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fiscal_year series model Relay cable Connector
2020 MUFZ-KW25VG-A1 MUFZ-KW25VG-A1 Type C CN606
2020 MUFZ-KW35VG-A1 MUFZ-KW35VG-A1 Type C CN606
2020 MUFZ-KW42VG-A1 MUFZ-KW42VG-A1 Type C CN606
2020 MUFZ-KW50VG-A1 MUFZ-KW50VG-A1 Type C CN806
2020 MUFZ-KW50VGHZ-A1 MUFZ-KW50VGHZ-A1 Type C CN806
2020 MUFZ-KW60VG-A1 MUFZ-KW60VG-A1 Type C CN806
2020 MUFZ-KW60VGHZ-A1 MUFZ-KW60VGHZ-A1 Type C CN806
2020 MUZ-AP20VG-A1 MUZ-AP20VG-A1 Type C CN606
2020 MUZ-EF25VG-A1 MUZ-EF25VG-A1 Type C CN606
2020 MUZ-EF35VG-A1 MUZ-EF35VG-A1 Type C CN606
2020 MUZ-EF42VG-A1 MUZ-EF42VG-A1 Type C CN606
2020 MUZ-EF50VG-A1 MUZ-EF50VG-A1 Type C CN606
2020 MUZ-LN25VG2-A1 MUZ-LN25VG2-A1 Type C CN606
2020 MUZ-LN25VGHZ2-A1 MUZ-LN25VGHZ2-A1 Type C CN606
2020 MUZ-LN35VG2-A1 MUZ-LN35VG2-A1 Type C CN606
2020 MUZ-LN35VGHZ2-A1 MUZ-LN35VGHZ2-A1 Type C CN606
2020 MUZ-LN50VG2-A1 MUZ-LN50VG2-A1 Type C CN606
2020 MXZ-2F52VF-A1 MXZ-2F52VF-A1 Type C CN606
2020 MXZ-2F52VGD-A1 MXZ-2F52VGD-A1 Type C CN861
2020 MXZ-3F54VGD-A1 MXZ-3F54VGD-A1 Type C CN861
2020 MXZ-4F71VGD-A1 MXZ-4F71VGD-A1 Type C CN861
2020 MXZ-4F80VGD-A1 MXZ-4F80VGD-A1 Type C CN861
2020 MXZ-5F100VGD-A1 MXZ-5F100VGD-A1 Type C CN861
2020 MXZ-6F120VGD-A1 MXZ-6F120VGD-A1 Type C CN861
2020 SUZ-M25VAD-A.TH SUZ-M25VAD-A.TH Type C CN606
2020 SUZ-M35VAD-A.TH SUZ-M35VAD-A.TH Type C CN606
2020 SUZ-M50VAD-A.TH SUZ-M50VAD-A.TH Type C CN606
2020 SUZ-M60VAD-A.TH SUZ-M60VAD-A.TH Type C CN806
2020 SUZ-M71VAD-A.TH SUZ-M71VAD-A.TH Type C CN806
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<For Asia>

fiscal_year series model Relay cable Connector
2010 MUY-GE10VA-R1 MUY-GE10VA-R1 Type B CN606
2010 MUY-GE13VA-R1 MUY-GE13VA-R1 Type B CN606
2010 MUY-GE15VA-R1 MUY-GE15VA-R1 Type B CN606
2010 MUY-GE18VA-R1 MUY-GE18VA-R1 Type B CN606
2010 MUY-GE24VA-R1 MUY-GE24VA-R1 Type C CN806
2010 MXY-2E20VA-R1 MXY-2E20VA-R1 Type AD CN606
2010 MXY-3A28VA-R6 MXY-3A28VA-R6 Type AD CN605
2010 MXY-4A28VA-R6 MXY-4A28VA-R6 Type AD CN605
2010 MXY-4A38VA-P2 MXY-4A38VA-P2 Type AD CN605
2010 MXY-4A38VA-P3 MXY-4A38VA-P3 Type AD CN605
2011 MXY-2E20VA-R2 MXY-2E20VA-R2 Type AD CN606
2011 MXY-3A28VA-R7 MXY-3A28VA-R7 Type AD CN605
2011 MXY-4A28VA-R7 MXY-4A28VA-R7 Type AD CN605
2011 MUZ-SFGO9VA-T1 MUZ-SFGO9VA-T1 Type B CN606
2011 MUZ-SFG13VA-T1 MUZ-SFG13VA-T1 Type B CN606
2012 MUY-GE10VA-R2 MUY-GE10VA-R2 Type B CN606
2012 MUY-GE13VA-R2 MUY-GE13VA-R2 Type B CN606
2012 MUY-GE15VA-R2 MUY-GE15VA-R2 Type B CN606
2012 MUY-GE24VA-R2 MUY-GE24VA-R2 Type C CN806
2012 MXY-2H20VA-T1 MXY-2H20VA-T1 Type AD CN606
2012 MXY-3H28VA-T1 MXY-3H28VA-T1 Type AD CN605
2012 MXY-4A38VA-P3 MXY-4A38VA-P3 Type AD CN605
2012 MUZ-EF09VA-T1 MUZ-EF09VA-T1 Type C CN606
2012 MUZ-EF13VA-T1 MUZ-EF13VA-T1 Type C CN606
2012 MUZ-SGHO9VA-T1 MUZ-SGHO9VA-T1 Type B CN606
2012 MUZ-SGH13VA-T1 MUZ-SGH13VA-T1 Type B CN606
2012 MUZ-SGH15VA-T1 MUZ-SGH15VA-T1 Type B CN606
2012 MUZ-SGH18VA-T1 MUZ-SGH18VA-T1 Type C CN606
2012 MUZ-SGH24VA-T1 MUZ-SGH24VA-T1 Type C CN806
2013 SUY-KA18VA.TH SUY-KA18VA.TH Type C CN606
2013 SUY-KA24VA.TH SUY-KA24VA.TH Type C CN806
2013 MUZ-FKO9VA-T1 MUZ-FKO9VA-T1 Type C CN606
2013 MUZ-FK13VA-T1 MUZ-FK13VA-T1 Type C CN606
2014 MUY-GKO9VA-T1 MUY-GKO9VA-T1 Type B CN606
2014 MUY-GK13VA-T1 MUY-GK13VA-T1 Type B CN606
2014 MUY-GK15VA-T1 MUY-GK15VA-T1 Type B CN606
2014 MUY-GK18VA-T1 MUY-GK18VA-T1 Type B CN606
2014 MUY-GK24VA-T1 MUY-GK24VA-T1 Type C CN806
2014 MUY-GM18VF-T1 MUY-GM18VF-T1 Type C CN606
2014 SUY-KA18VA.TH-T SUY-KA18VA.TH-T Type C CN606
2014 SUY-KA24VA.TH-T SUY-KA24VA. TH-T Type C CN806
2014 SUY-KA30VA.TH-T SUY-KA30VA.TH-T Type C CN806
2014 SUY-KA36VA.TH-T SUY-KA36VA.TH-T Type C CN806
2015 MUY-FL10VE-R1 MUY-FL10VE-R1 Type C CN606
2015 MUY-GL10VA-R1 MUY-GL10VA-R1 Type B CN606
2015 MUY-GL18VA-R1 MUY-GL18VA-R1 Type C CN806
2015 MXY-2G20VA-R1 MXY-2G20VA-R1 Type AD CN606
2015 MXY-3G28VA-R1 MXY-3G28VA-R1 Type C CN861
2015 MXY-4G28VA-R1 MXY-4G28VA-R1 Type C CN861
2015 MXY-4G38VA-R1 MXY-4G38VA-R1 Type C CN861
2015 MXY-5G48VA-R1 MXY-5G48VA-R1 Type C CN861
2015 MUZ-FK18VA-T1 MUZ-FK18VA-T1 Type C CN806
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fiscal_year series model Relay cable Connector
2016 MXY-3G28VA-R2 MXY-3G28VA-R2 Type C CN861
2016 MXY-4G28VA-R2 MXY-4G28VA-R2 Type C CN861
2016 MUY-GMO9VF-T1 MUY-GMO9VF-T1 Type C CN606
2016 MUY-GM13VF-T1 MUY-GM13VF-T1 Type C CN606
2016 MUY-GM15VF-T1 MUY-GM15VF-T1 Type C CN606
2016 MUY-GM24VF-T1 MUY-GM24VF-T1 Type C CN806
2016 MUY-GM30VF-T1 MUY-GM30VF-T1 Type C CN806
2016 MUY-GNO9VF-T1 MUY-GNO9VF-T1 Type C CN606
2016 MUY-GN13VF-T1 MUY-GN13VF-T1 Type C CN606
2016 MUY-GN15VF-T1 MUY-GN15VF-T1 Type C CN606
2016 MUY-GN18VF-T1 MUY-GN18VF-T1 Type C CN606
2016 MUY-GN24VF-T1 MUY-GN24VF-T1 Type C CN806
2016 MUY-GN30VF-T1 MUY-GN30VF-T1 Type C CN806
2016 MUZ-FMO9VF-T1 MUZ-FMO9VF-T1 Type C CN606
2016 MUZ-FM13VF-T1 MUZ-FM13VF-T1 Type C CN606
2016 MUZ-FM18VF-T1 MUZ-FM18VF-T1 Type C CN806
2016 MUZ-LNO9VF-T1 MUZ-LNO9VF-T1 Type C CN606
2016 MUZ-LN13VF-T1 MUZ-LN13VF-T1 Type C CN606
2016 MUZ-LN18VF-T1 MUZ-LN18VF-T1 Type C CN606
2016 SUY-SA18VA.TH-T SUY-SA18VA.TH-T Type C CN606
2016 SUY-SA24VA.TH-T SUY-SA24VA.TH-T Type C CN606
2016 SUY-SA30VA.TH-T SUY-SA30VA.TH-T Type C CN806
2016 SUY-SA36VA.TH-T SUY-SA36VA.TH-T Type C CN806
2016 MUY-GE22NA-C1 MUY-GE22NA-C1 Type C CN606
2016 MUY-GE25NA-C1 MUY-GE25NA-C1 Type C CN606
2016 MUY-GE35NA-C1 MUY-GE35NA-C1 Type C CN606
2016 MUY-GE42NA-C1 MUY-GE42NA-C1 Type C CN606
2016 MUY-GES50NA-C1 MUY-GES50NA-C1 Type C CN806
2016 MUY-GEG0NA-C1 MUY-GEG0NA-C1 Type C CN806
2016 MUY-GE71NA-C1 MUY-GE71NA-C1 Type C CN806
2016 MUY-GN10VF-D1 MUY-GN10VF-D1 Type C CN606
2016 MUY-GN13VF-D1 MUY-GN13VF-D1 Type C CN606
2016 MUY-GN15VF-D1 MUY-GN15VF-D1 Type C CN606
2016 MUY-GN18VF-D1 MUY-GN18VF-D1 Type C CN606
2016 MUY-GN22VF-D1 MUY-GN22VF-D1 Type C CN606
2016 MUY-GN26VF-D1 MUY-GN26VF-D1 Type C CN806
2016 MUZ-GE22NA-C1 MUZ-GE22NA-C1 Type C CN606
2016 MUZ-GE25NA-C1 MUZ-GE25NA-C1 Type C CN606
2016 MUZ-GE35NA-C1 MUZ-GE35NA-C1 Type C CN606
2016 MUZ-GE42NA-C1 MUZ-GE42NA-C1 Type C CN606
2016 MUZ-GE50NA-C1 MUZ-GE50NA-C1 Type C CN806
2016 MUZ-GEG60ONA-C1 MUZ-GEG0ONA-C1 Type C CN806
2016 MUZ-GE71NA-C1 MUZ-GE71NA-C1 Type C CN806
2016 MUZ-HJ35VA-PK1 MUZ-HJ35VA-PK1 Type C CN606
2016 MUZ-HJ50VA-PK1 MUZ-HJ50VA-PK1 Type C CN606
2016 MUZ-HJ71VA-PK1 MUZ-HJ71VA-PK1 Type C CN606
2016 MUZ-HL25VA-V1 MUZ-HL25VA-V1 Type C CN606
2016 MUZ-HL35VA-V1 MUZ-HL35VA-V1 Type C CN606
2016 MUZ-HL50VA-V1 MUZ-HL50VA-V1 Type C CN606
2017 MXY-2G20VA2-R1 MXY-2G20VA2-R1 Type C CN606
2017 MXY-2G20VA-R2 MXY-2G20VA-R2 Type AD CN606
2017 MXY-3G28VA2-R1 MXY-3G28VA2-R1 Type C CN861
2017 MXY-4G33VA2-R1 MXY-4G33VA2-R1 Type C CN861
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fiscal_year series model Relay cable Connector
2017 MXY-4G38VA2-R1 MXY-4G38VA2-R1 Type C CN861
2017 MXY-5G48VA2-R1 MXY-5G48VA2-R1 Type C CN861
2017 SUY-KA30VA.TH SUY-KA30VA.TH Type C CN806
2017 SUY-KA36VA.TH SUY-KA36VA.TH Type C CN806
2017 MUY-JPO9VF-TH1 MUY-JPO9VF-TH1 Type C CN606
2017 MUY-JP13VF-TH1 MUY-JP13VF-TH1 Type C CN606
2017 MUY-JP15VF-TH1 MUY-JP15VF-TH1 Type C CN606
2017 MUY-JP18VF-TH1 MUY-JP18VF-TH1 Type C CN606
2017 MUY-JP24VF-TH1 MUY-JP24VF-TH1 Type C CN606
2017 MUY-GF24VA-HK1 MUY-GF24VA-HK1 Type C CN806
2017 MUY-GJ10VA-HK1 MUY-GJ10VA-HK1 Type C CN606
2017 MUY-GJ13VA-HK1 MUY-GJ13VA-HK1 Type C CN606
2017 MUY-GK18VA-HK1 MUY-GK18VA-HK1 Type C CN606
2017 MXZ-2C50NA-C1 MXZ-2C50NA-C1 Type A CN606
2017 MXZ-4C80NA-C1 MXZ-4C80NA-C1 Type C CN605
2017 MXZ-5C100NA-CZ MXZ-5C100NA-CZ Type C CN605
2018 MUY-GRO9VF-TH1 MUY-GRO9VF-TH1 Type C CN606
2018 MUY-GR13VF-TH1 MUY-GR13VF-TH1 Type C CN606
2018 MUY-GR15VF-TH1 MUY-GR15VF-TH1 Type C CN606
2018 MUY-GR18VF-TH1 MUY-GR18VF-TH1 Type C CN606
2018 MUY-GR24VF-TH1 MUY-GR24VF-TH1 Type C CN606
2018 MUY-GR30VF-TH1 MUY-GR30VF-TH1 Type C CN806
2018 SUY-SA18VA2.TH-TH SUY-SA18VA2.TH-TH Type C CN606
2018 SUY-SA24VA2.TH-TH SUY-SA24VA2.TH-TH Type C CN606
2018 SUY-SA30VA2.TH-TH SUY-SA30VA2.TH-TH Type C CN806
2018 MUY-GN10VA-SG1 MUY-GN10VA-SG1 Type C CN606
2018 MUY-GN13VA-SG1 MUY-GN13VA-SG1 Type C CN606
2018 MUY-GN15VA-SG1 MUY-GN15VA-SG1 Type C CN606
2018 MUY-GN18VA-SG1 MUY-GN18VA-SG1 Type C CN606
2018 MUY-GN24VA-SG1 MUY-GN24VA-SG1 Type C CN806
2018 MUY-JP10VF-DA1 MUY-JP10VF-DA1 Type C CN606
2018 MUY-JP10VF-NE1 MUY-JP10VF-NE1 Type C CN606
2018 MUY-JP13VF-DA1 MUY-JP13VF-DA1 Type C CN606
2018 MUY-JP13VF-NE1 MUY-JP13VF-NE1 Type C CN606
2018 MUY-JP15VF-DA1 MUY-JP15VF-DA1 Type C CN606
2018 MUY-JP18VF-DA1 MUY-JP18VF-DA1 Type C CN606
2018 MUY-JP18VF-NE1 MUY-JP18VF-NE1 Type C CN606
2018 MUY-JP22VF-DA1 MUY-JP22VF-DA1 Type C CN606
2018 MUY-JP24VF-NE1 MUY-JP24VF-NE1 Type C CN606
2018 MUY-JP25VF-VN1 MUY-JP25VF-VN1 Type C CN606
2018 MUY-JP35VF-VN1 MUY-JP35VF-VN1 Type C CN606
2018 MUY-JP50VF-VN1 MUY-JP50VF-VN1 Type C CN606
2018 MUY-JP60VF-VN1 MUY-JP60VF-VN1 Type C CN606
2018 MUZ-HP13VA-DA1 MUZ-HP13VA-DA1 Type C CN606
2018 MUZ-HP18VA-DA1 MUZ-HP18VA-DA1 Type C CN606
2018 MUZ-HP24VA-DA1 MUZ-HP24VA-DA1 Type C CN606
2018 MUZ-LN10VF-MY1 MUZ-LN10VF-MY1 Type C CN606
2018 MUZ-LN13VF-MY1 MUZ-LN13VF-MY1 Type C CN606
2018 MUZ-LN18VF-DA1 MUZ-LN18VF-DA1 Type C CN606
2018 MUZ-LN25VF-VN1 MUZ-LN25VF-VN1 Type C CN606
2018 MUZ-LN35VF-VN1 MUZ-LN35VF-VN1 Type C CN606
2019 MUY-KPO9VF-TH1 MUY-KPOQVF-TH1 Type C CN606
2019 MUY-KP13VF-TH1 MUY-KP13VF-TH1 Type C CN606
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2019 MUY-KP15VF-TH1 MUY-KP15VF-TH1 Type C CN606
2019 MUY-KP18VF-TH1 MUY-KP18VF-TH1 Type C CN606
2019 MUY-GP10VF-SG1 MUY-GP10VF-SG1 Type C CN606
2019 MUY-GP13VF-SG1 MUY-GP13VF-SG1 Type C CN606
2019 MUY-GP15VF-SG1 MUY-GP15VF-SG1 Type C CN606
2019 MUY-GP18VF-SG1 MUY-GP18VF-SG1 Type C CN606
2019 MUY-GP20VF-SG1 MUY-GP20VF-SG1 Type C CN606
2019 MUY-GP24VF-SG1 MUY-GP24VF-SG1 Type C CN806
2019 MUY-GR10VF-DA1 MUY-GR10VF-DA1 Type C CN606
2019 MUY-GR10VF-MY1 MUY-GR10VF-MY1 Type C CN606
2019 MUY-GR13VF-DA1 MUY-GR13VF-DA1 Type C CN606
2019 MUY-GR13VF-MY1 MUY-GR13VF-MY1 Type C CN606
2019 MUY-GR13VFT-DA1 MUY-GR13VFT-DA1 Type C CN606
2019 MUY-GR15VF-DA1 MUY-GR15VF-DA1 Type C CN606
2019 MUY-GR15VF-MY1 MUY-GR15VF-MY1 Type C CN606
2019 MUY-GR18VF-DA1 MUY-GR18VF-DA1 Type C CN606
2019 MUY-GR18VF-MY1 MUY-GR18VF-MY1 Type C CN606
2019 MUY-GR18VFT-DA1 MUY-GR18VFT-DA1 Type C CN606
2019 MUY-GR22NJ-TW1 MUY-GR22NJ-TW1 Type C CN606
2019 MUY-GR22VF-DA1 MUY-GR22VF-DA1 Type C CN606
2019 MUY-GR22VFT-DA1 MUY-GR22VFT-DA1 Type C CN606
2019 MUY-GR24VF-MY1 MUY-GR24VF-MY1 Type C CN606
2019 MUY-GR25VF-VN1 MUY-GR25VF-VN1 Type C CN606
2019 MUY-GR26VF-DA1 MUY-GR26VF-DA1 Type C CN806
2019 MUY-GR28NJ-TW1 MUY-GR28NJ-TW1 Type C CN606
2019 MUY-GR28VF-MY1 MUY-GR28VF-MY1 Type C CN806
2019 MUY-GR35NJ-TW1 MUY-GR35NJ-TW1 Type C CN606
2019 MUY-GR35VF-VN1 MUY-GR35VF-VN1 Type C CN606
2019 MUY-GR42NJ-TW1 MUY-GR42NJ-TW1 Type C CN606
2019 MUY-GR50NJ-TW1 MUY-GR50NJ-TW1 Type C CN806
2019 MUY-GR50VF-VN1 MUY-GR50VF-VN1 Type C CN606
2019 MUY-GR60NJ-TW1 MUY-GR60NJ-TW1 Type C CN806
2019 MUY-GR60VF-VN1 MUY-GR60VF-VN1 Type C CN606
2019 MUY-GR71NJ-TW1 MUY-GR71NJ-TW1 Type C CN806
2019 MUY-GR71VF-VN1 MUY-GR71VF-VN1 Type C CN606
2019 MUY-GR80ONJ-TW1 MUY-GR80ONJ-TW1 Type C CN806
2019 MUY-JR22VF-DA1 MUY-JR22VF-DA1 Type C CN606
2019 MUY-JR36VF-DA1 MUY-JR36VF-DA1 Type C CN806
2019 MUY-JR36VF-MY1 MUY-JR36VF-MY1 Type C CN806
2019 MUY-JS09VF-TH1 MUY-JSO9VF-TH1 Type C CN606
2019 MUY-JS13VF-TH1 MUY-JS13VF-TH1 Type C CN606
2019 MUY-JS15VF-TH1 MUY-JS15VF-TH1 Type C CN606
2019 MUY-JS18VF-TH1 MUY-JS18VF-TH1 Type C CN606
2019 MUY-JS24VF-TH1 MUY-JS24VF-TH1 Type C CN606
2019 MUY-KSO09VF-TH1 MUY-KS09VF-TH1 Type C CN606
2019 MUY-KS13VF-TH1 MUY-KS13VF-TH1 Type C CN606
2019 MUY-KS15VF-TH1 MUY-KS15VF-TH1 Type C CN606
2019 MUY-KS18VF-TH1 MUY-KS18VF-TH1 Type C CN606
2019 MUY-KS24VF-TH1 MUY-KS24VF-TH1 Type C CN606
2019 MUZ-GR22NJ-TW1 MUZ-GR22NJ-TW1 Type C CN606
2019 MUZ-GR28NJ-TW1 MUZ-GR28NJ-TW1 Type C CN606
2019 MUZ-GR35NJ-TW1 MUZ-GR35NJ-TW1 Type C CN606
2019 MUZ-GR42NJ-TW1 MUZ-GR42NJ-TW1 Type C CN606
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2019 MUZ-GR50NJ-TW1 MUZ-GR50NJ-TW1 Type C CN806
2019 MUZ-GR60NJ-TW1 MUZ-GR60NJ-TW1 Type C CN806
2019 MUZ-GR71NJ-TW1 MUZ-GR71NJ-TW1 Type C CN806
2019 MUZ-GR80ONJ-TW1 MUZ-GR80NJ-TW1 Type C CN806
2019 SUZ-KA25VA-VN.TH SUZ-KA25VA-VN.TH Type C CN606
2019 SUZ-KA35VA-VN.TH SUZ-KA35VA-VN.TH Type C CN606
2019 SUZ-KA50VA-DA.TH SUZ-KA50VA-DA.TH Type C CN606
2019 SUZ-KA50VA-VN.TH SUZ-KA50VA-VN.TH Type C CN606
2019 SUZ-KA71VA-DA.TH SUZ-KA71VA-DA.TH Type C CN806
2019 SUZ-KA71VA-VN.TH SUZ-KA71VA-VN.TH Type C CN806
2020 MUY-HS22NF-TW1 MUY-HS22NF-TW1 Type C CN606
2020 MUY-HS28NF-TW1 MUY-HS28NF-TW1 Type C CN606
2020 MUY-HS35NF-TW1 MUY-HS35NF-TW1 Type C CN606
2020 MUY-HS42NF-TW1 MUY-HS42NF-TW1 Type C CN606
2020 MUY-HS50NF-TW1 MUY-HS50NF-TW1 Type C CN606
2020 MUY-HS60NF-TW1 MUY-HS60NF-TW1 Type C CN606
2020 MUY-HS71NF-TW1 MUY-HS71NF-TW1 Type C CN806
2020 MUY-HS80NF-TW1 MUY-HS80NF-TW1 Type C CN806
2020 MUY-HS90NF-TW1 MUY-HS90NF-TW1 Type C CN806
2020 MUY-JP10VF2-MY1 MUY-JP10VF2-MY1 Type C CN606
2020 MUY-JP10VF-MY1 MUY-JP10VF-MY1 Type C CN606
2020 MUY-JP13VF-MY1 MUY-JP13VF-MY1 Type C CN606
2020 MUY-JP15VF-MY1 MUY-JP15VF-MY1 Type C CN606
2020 MUY-JP18VF-MY1 MUY-JP18VF-MY1 Type C CN606
2020 MUY-JP24VF-MY1 MUY-JP24VF-MY1 Type C CN606
2020 MUY-JR30VF-DA1 MUY-JR30VF-DA1 Type C CN806
2020 MUY-JR34VF-TH1 MUY-JR34VF-TH1 Type C CN806
2020 MUY-JS18VF-DA1 MUY-JS18VF-DA1 Type C CN606
2020 MUY-JS18VF-MY1 MUY-JS18VF-MY1 Type C CN606
2020 MUY-JS22VF-DA1 MUY-JS22VF-DA1 Type C CN606
2020 MUY-JS24VF-MY1 MUY-JS24VF-MY1 Type C CN606
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[ 9 Trademark and license

Maintenance Tool for NET
© 2010 (2023) MITSUBISHI ELECTRIC CORPORATION ALL RIGHTS RESERVED.

DotNetZip

Version 1.9.1.5

Microsoft Public License (Ms-PL)
Copyright © Dino Chiesa 2006 - 2010.

Maintenance Tool for .NET contains software that is based on the Microsoft Public License
(Ms-PL) and other licenses.

These open source components are provided "as is" without warranty of any kind, including, but not
limited to the implied warranties of merchantability and fitness for a particular purpose.

Distributed DotNetZip library according to Microsoft Public License (Ms-PL)is used for data export and import in the

Maintenance Tool.
The DotNetZip source code is available at http://dotnetzip.codeplex.com/.
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Microsoft Public License (Ms-PL)

This license governs use of the accompanying software. If you use the software,

you accept this license. If you do not accept the license, do not use the software.
1. Definitions
The terms "reproduce," "reproduction," "derivative works," and "distribution" have the same
meaning here as under U.S. copyright law.
A "contribution" is the original software, or any additions or changes to the software.
A "contributor" is any person that distributes its contribution under this license.
"Licensed patents" are a contributor's patent claims that read directly on its contribution.

2. Grant of Rights
(A) Copyright Grant- Subject to the terms of this license, including the license conditions and
limitations in section 3, each contributor grants you a non-exclusive, worldwide, royalty-free
copyright license to reproduce its contribution, prepare derivative works of its contribution, and
distribute its contribution or any derivative works that you create.
(B) Patent Grant- Subject to the terms of this license, including the license conditions and
limitations in section 3, each contributor grants you a non-exclusive, worldwide, royalty-free
license under its licensed patents to make, have made, use, sell, offer for sale, import, and/or
otherwise dispose of its contribution in the software or derivative works of the contribution in
the software.

3. Conditions and Limitations
(A) No Trademark License- This license does not grant you rights to use any contributors' name,
logo, or trademarks.
(B) If you bring a patent claim against any contributor over patents that you claim are infringed
by the software, your patent license from such contributor to the software ends automatically.
(C) If you distribute any portion of the software, you must retain all copyright, patent, trademark,
and attribution notices that are present in the software.
(D) If you distribute any portion of the software in source code form, you may do so only under
this license by including a complete copy of this license with your distribution. If you distribute
any portion of the software in compiled or object code form, you may only do so under a license
that complies with this license.
(E) The software is licensed "as-is." You bear the risk of using it. The contributors give no express warranties,
guarantees, or conditions. You may have additional consumer rights under your local laws which this license cannot
change. To the extent permitted under your local laws, the contributors exclude the implied warranties of
merchantability, fitness for a particular purpose and non-infringement.
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*MS, Microsoft, Microsoft logo, and Windows are registered trademarks and trade names of Microsoft Corporation.
Each company may use as registered trademarks and trade names the product names used in this manual.
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